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INTRODUCTION / OVERVIEW 


65550 (HiQV32™) 
High Performance MultiMedia Flat Panel / CRT 
GUI Accelerator 


MW Highly integrated design Flat Panel and CRT GUI 
Accelerator & Multimedia Engine, Palette/DAC, 


and Clock Synthesizer 


i Hardware Windows Acceleration 
* 64-bit Graphics Engine 
- System-to-Screen and 
Screen-to-Screen BitBLT 
- 3-Operand Raster-Ops 
- 8/16/24 Color Expansion 
e Transparent BLT 
- Optimized for Windows™ 
BitBLT format 


MPCI Bus with Burst Mode capability and BIOS 
ROM support 


Mi VL-Bus and 486 Local Bus support 


Mi Flexible Memory Configurations 
¢ 32-Bit memory interface 
¢ Two orfour 256Kx16 DRAMs 
(1MB or 2MB) 
¢ One 512Kx32 DRAMs (2MB) 
¢ Two 128Kx32 DRAMs (1MB) 
¢ Four 128Kx16 DRAMSs (1MB) 


W@ High Performance: 
¢ Deep write buffers 
¢ EDO DRAM Support 
- 40 MHz @ 3.3V 


@ Hardware Multimedia Support 
¢ Zoom Video port 
¢ YUV input from System Bus or Video Port 
¢ YUV-RGB Conversion 
¢ Capture / Scaling 
¢ Zoom up to 8x 
¢ Interpolation 
¢ Double Buffered Video 


MDisplay centering and stretching features for 
optimal fit of VGA graphics and text on 800x600 
and 1024x768 panels 


M Simultaneous Hardware Cursor and Pop-up Window 
* 64x64 pixels by 4 colors 
¢ 128x128 pixels by 2 colors 
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Mi Game Acceleration 
¢ Source Transparent BLT 
¢ Destination Transparent BLT 
¢ Double buffer support for YUV and 15/16bpp 
Overlay Engine 
¢ Instant Full Screen Page Flip 
¢ Read back of CRT Scan line counters. 


MOptimized for High-Performance Flat Panel 
Display at 3.3V 
* 640x480 x 24bpp 
* 800x600 x 24bpp 
¢ 1024x768 x 16bpp 


CRT Support 
* 80 MHz @ 3.3V 
* 110 MHz @ 5.0V 


M@ Direct interface to Color and Monochrome, Single 
Drive (SS), and Dual Drive (DD), STN & TFT 
panels 


M Flexible On-chip Activity Timer facilitates ordered 
shut-down of the display system 


M Advanced Power Management feature minimizes 
power usage in: 
¢ Normal operation 
¢ Standby (Sleep) modes 
¢ Panel-Off Power-Saving Mode 


M@ VESA Standards supported 
¢ VAFC Port for display of "Live" Video 
¢ DPMS for CRT power-down (required for 
support of EPA Energy-Star program) 
¢ DDC for CRT Plug-Play & Display Control 


M@ Composite NTSC / PAL Support 


MPower Sequencing control outputs regulate 
application of Bias voltage, +5V to the panel and 
+12V to the inverter for backlight operation 


Mi Mixed 3.3V and 5.0V Operation 
Fully Compatible with IBM® VGA 
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System Diagrams 


The 65550 system configurations appear below. Figure | shows the connections to external hardware: 
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Figure 1: System Diagram - External Interfaces 
Figure 2 shows the data flow within the chip: 
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Figure 2: Internal Data Flow 
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6555x (HiQVideo™) 
Software Support Features 
@ BIOS Features 


Drivers Features 

High Performance Accelerated drivers 
Compatible across HiQVideo family 
Auto Panning Support 
LCD/CRT/Simultaneous Mode Support 
Auto Resolution Change 

HW Stretching/Scaling 

Double Buffering 

Internationalization 

ChipsCPL (Control Panel Applet) 
Direct Draw support 

Games SDK support 

Dynamic Resolution Switching 

VGA Graphics applications in Window 
VESA DDC extensions 

VESA DPMS extensions 

Property Sheet to change Refresh/Display 
Seamless Windows Support 

Boot time resolution adjustment 

DIVE, EnDIVE 

DCAF 


Multimedia Software 
e Video Port Manager for ZV Port 
e PCVideo DLL plus Tuner with DK Board 


Software Utilities 

e DebugVGA - 

e Auto testing of all video modes 
e ChipsVGA 

e¢ ChipsEXT 


Software Documentation 

e BIOS OEM Reference Guide 

e Display Driver User’s Guide 

© Utilities User’s Guide 

e Release Notes for BIOS, Drivers, and Utilities 


Software Support 


e Dedicated Software Applications Engineer 
¢ BBS Support for Software Updates 
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VGA Compatible BIOS 

PCI/VL Bus Support 

PnP Support 

VESA VBE 2.0 (incl. DPMS) 

DDC 1, DDC 2AB 

Text and Graphics Expansion 

Auto Centering 

44 (40) K BIOS 

CRT, LCD, Simultaneous display modes 
Auto Resolution Switch 

Multiple Refresh Rates 

NTSC/PAL support 

Extended Modes 

Extended BIOS Functions 
1024x768 TFT, DSTN Color Panels 
Multiple Panel Support (8 panels built in) 
Get Panel Type Function 

HW Popup Interface 

Monitor Detect 

Pop Up Support 

SMI and Hot Key support 


System BIOS Hooks 


Set Active Display Type 
Save/Restore Video State 

Setup Memory for Save/Restore 
SMI Entry Point 

Int 15 Calls after POST, Set Mode 
Mixed Voltage 3.3V/5V Support 


BIOS Modify Program (BMP) 


Clocks 

Mode support 

Panel Tables 

Linear Address for VL Bus 
Voltage Switching 

Int 15 Hooks 

Monitor Sensing 
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REVISION HISTORY 


Revision History 


Comment 


Changed Specifications for the 3.3V performance on the feature page. 


New format. Replaced “Functional Description” chapter with appendices. 


Expanded content in appendix A - D. 

Chapter 2 Updated pin descriptions 

Chapter 3 Added new memory map tables 

Chapter 10 Updated definitions 

Chapter 12 Expanded definitions 

Chapter 13. Added new descriptions for XR40-XR43 info 
Chapter 15 Updated FROC 


Replaced “Functional Description” chapter with appendices. Expanded 


content in appendix A - D. 


Updated Register Section 
Added Software Features 
Updated Electrical Specifications 


Added Appendix E 

Modified Appendix B 

Updated Electrical Specifications 
Removed Preliminary 


Updated CRT Controller, BitBLT, Extension (XR), PCI Configuration, and 


Flat Panel (FP) Registers 

Updated Electrical Specifications 

Toshiba Only disclaimer on front/back cover 

Updated Electrical Specifications 

Updated minor changes in Electrical Specifications 

General Release 

Chapter 2 Updated pin descriptions 

Chapter 13. Updated extension register (XR) descriptions 
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1. INTRODUCTION / OVERVIEW 


The HiQVideo™ family of high performance multi- 
media flat panel / CRT GUI accelerators extend 
CHIPS’ offering of high performance flat panel con- 
trollers for full-featured notebooks and sub-notebooks. 
The HiQVideo™ family offers 64-bit high perfor- 
mance and new hardware multimedia support features. 


1.1 High Performance 


Based on a totally new internal architecture, the 
HiQVideo™ family, of which the 65550 is a part, inte- 
grates a powerful 64-bit graphics accelerator engine 
for Bit Block Transfer (BitBLT), hardware cursor, and 
other functions intensively used in Graphical User 
Interfaces (GUIs) such as Microsoft Windows™. 
Superior performance is also achieved through a direct 
32-bit interface to the PCI Local Bus. The HiQVideo™ 
family offers exceptional performance when combined 
with CHIPS advanced linear acceleration driver 
technology. 


1.2 Hardware Multimedia Support 


The HiQVideo™ family implements independent 
multimedia capture and display systems on-chip. The 
capture system places data in display memory (usually 
off screen) and the display system places it in a window 
on the screen. 


The capture system can receive data from either the 
system bus or from the ZV enabled video port in either 
RGB or YUV format. The input data can also be 
scaled down before storage in display memory (e.g., 
from any size larger than 320x240 down to 352x248). 
Capture of input data may also be double buffered for 
smoothing and to prevent image tearing. 


The display system can independently place either 
RGB or YUV data from anywhere in display memory 
into an on-screen window which can be any size and 
located at any pixel boundary (YUV data is converted 
to RGB "on-the-fly" on output). | Non-rectangular 
windows are supported via color keying. The data can 
be fractionally zoomed on output up to 8x to fit the 
onscreen window and can be horizontally and 
vertically interpolated to scale or zoom artifacts. 
Interlaced and non-interlaced data are supported in 
both capture and display systems. 
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1.3 Versatile Panel Support 


The HiQVideo™ family supports a wide variety of 
monochrome and color Single-Panel, Single-Drive 
(SS) and Dual-Panel, Dual Drive (DD) standard and 
high-res passive STN and active matrix TFT/MIM 
LCD, and EL panels. For monochrome panels, up to 
64 gray scales are supported. Up to 4096 different 
colors can be displayed on passive STN LCDs and up 
to 16M colors on 24-bit active matrix LCDs. 


The HiQVideo™ family offers a variety of programmable 
features to optimize display quality. Vertical centering 
and stretching are provided for handling modes with 
less than 480 lines on 480-line panels. Horizontal and 
vertical stretching capabilities are also available for both 
text and graphics modes for optimal display of VGA 
text and graphics modes on 800x600 and 1024x768 
panels. Three selectable color-to-gray scale reduction 
techniques and SMARTMAP™ are available for 
improving the ability to view color applications on 
monochrome panels. CHIPS' polynomial FRC 
algorithm reduces panel flicker on a wider range of 
panel types with a single setting for a particular panel 


type. 


1.4 Low Power Consumption 


The HiQVideo™ family employs a variety of advanced 
power management features to reduce power 
consumption of the display sub-system and extend 
battery life. Although optimized for 3.3V operation, 
the HiQVideo™ controller’s internal logic, memory 
interface, bus interface, and panel interfaces can be 
independently configured to operate at either 3.3V or 
SV. 


1.5 Software Compatibility / Flexibility 


The HiQVideo™ controllers are fully compatible with 
VGA at the register, and BIOS levels. CHIPS and 
third-party vendors supply fully WGA-compatible 
BIOS, end-user utilities and drivers for common 
application programs (e.g., Microsoft Windows™, OS/2). 
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1.6 Display Memory Size Requirements 


The 65550 supports the 32-bit wide memory configurations listed below: 


2MB 
Figure 1-1: Display Memory Configurations 


The following figure shows the display memory configurations using an external STN-DD buffer: 


32-bit 16-bit 
Memory Bus Memory Bus* 


15 MB 
1.5 MB 


25 MB 


2.5 MB 256Kx32 256K x16 


Figure 1-2: Display Memory Configurations with an STN-DD Buffer 


Notes: Because of pin sharing on the 65550, video capture/playback precludes an external STN-DD buffer. 
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2.0 Pin Information 


This chapter provides the pin information for the 65550. This chapter has four major sections: 


e Pin diagram for the Thin Quad Flat Pack (TQFP) and PQFP (Plastic Quad Flat Pack). 
e Top and bottom view footprints for the Ball Grid Array (BGA). 
e —_ List of changes from the CHIPS 65548 controller. 
e Detailed descriptions of each pin. 
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2.1 Pin Diagram 


(VP11) 
(GRDY) 


DRAM "B" 
Display Memory 
Upper 512KB 


Video Port & 


DRAM" DRAM “C” 


Display Memory 
Lower 512KB 


(RASABO#) 
(OEABO0#) 
(WEAB1#) 
(RASAB1#) 


3 (VR3) 
2 (VR2) 


CASBH# 


WEB# 
RASB# 
MVCCC 
MGNDC 


RASA# 
OEAB# 
MVCCB 
MGNDB 
CASBL# 


25 
24 


(WEAH#) WEA# 157 (WEABO#) 
MVCCA 158 (CASC#)  (VP15/VR7) CASCH# 
(CASA#) CASAH# 159 Configuration Pins (WECH#) (PCLK) WEC# 
(WEAL#) CASAL# 160 LB# = 0 PCI Bus (default) (KEY) (VRDY) RASC# 
MGNDA 161 = 0 2XLCLK (VCLK) OEC# 
(TSENA#) MADO 162 S External Osciallator (must be zero for compatibility with the 65545) HREF 
(ICTENA#) MAD1 163 ENABKL & ACTI are A26, A27 (BLANK#) (VREF) 
(CFG10) MAD2 164 Enable Clock Test Mode (P23) 
(CFG11) MAD3 Input Threshold Level Control (P22 
(CFG12) MAD4 (P21) 
(CFG13) MADS5 (P20) 
(CFG14) MAD6 (P19) 
(CFG15) MAD7 (P18) 
"ROMDO" MAD8 (P17) 
"ROMD1" MAD9 (P16) 
"ROMD2" MAD10 
"ROMD3" 
"ROMD4" 
"ROMDS" 
"ROMD6" 
"ROMD7" 


"ROMAO" 7 . 65550 


"ROMAI" 


(VP14/VR6) CASCL# 


CASB# 
WEBH# 


Panel 


Geass fcaeee Flat Panel GUI Accelerator Interface 


"ROMA3" ‘ " Group 


Oud: " i Pin names shown indicate VL-Bus connections (default) 

“"ROMAI0" : * 4 4 rT 

"ROMAS" Pin names in quotes "..." indicate PCI-Bus connections (LB# = 0) 
"ROMAII" . : : : : 

"ROMAG" Pin names in parentheses indicate alternate functions 

"ROMA9" 

"ROMA7" 

"ROMA8" (DE)(BLANK#) 
"ROMA12" (DE)(BLANK#) 
"ROMA13" 

"ROMAI5" 
"ROMAI4" (CSYNC) 
"ROMAI6" (VSINT) 
"ROMAI7" 

"Reserved" 

"ROMOE#" (ENABKL) 
"CLK" 


DAC 
Group 


REFCLK 
Reserved 
CVvCCco 
cvccl 
RESET# 
CGND1 


(A27)(CSYNC)(GPIO1/DDCCLK) 
(A26)(CSYNC)(GPIO0/DDCDAT) 


24 (CRESET)+ 
bg (GCLKOUT)#+ 
39 (MCLKOUT)++ 


W/R#O 
ADS#5 22 
LRDY#3 
LDEV#3 
LCLK&= 27 (2XCLK)+ 
A245 
ASD 


Bus 
Interface 
Group 


"AD25" 
"AD24" 
"FRAME#" 
"IRDY#" RDYRTN#29}23 
"TRDY#" 
"DEVSEL" 
"STOP#" 
"ADIO" 


"Reserved" 
"C/BE1#" 


Figure 2-1: Pin Diagram 


t+Notes: In 2x clock mode, pin 23 becomes CRESET instead of RDYRTN#. In Test mode, pin 29 becomes GCLKOUT 
(name change only from 65545 VCLKOUT) and pin 30 becomes MCLKOUT. 
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2.2 Ball Grid Array: Top View 


A B Cc D E F G H J K L M N P R T U Vv W Y 
64 60 56 52 48 45 42 39 35 3 30 26 22 19 15 1 7 6 1 64 
| we forclcoee) ve | ve |e | an | w | [ree fo wie | we | wo |e | ne focal ce | a | 
63 59 5 47 44 40 36 32 27 2 17 14 10 63 60 
ete eaet a eta aL a Laat eel alae 
33 28 24 20 16 12 59 56 
cr] se | we foe in| | | | oe | eee | | fcc a 
7 3 4 62 57 53 49 43 38 29 23 18 13 62 58 52 
11 10 9 5 57 54 5 48 
12 53 50 47 45 
49 46 44 42 
43 4 40 39 
Eh an 
38 37 36 35 
34 33 32 3 
33 29 28 27 30 
37 38 23 24 25 26 
MM 18 20 2 22 
49 13 16 17 19 
8 12 14 15 
9 10 "1 


OwpIOnwlO = 
TEES 


i) 
Daf 


33 4 
ENABKL] GREEN| EVEE | HSYNC] LP. P5 CAI 
10 14 17 21 25 27 32 36 40 44 
ACTI | AVCC | nic |} DVCC P2 P4 P7 Pg P13 CA2 


Figure 2-2: Top View — BGA Ball Assignments 
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2.2 Ball Grid Array: Bottom View 


Y W. Vv U T R P N M L K J H G E E D ie B A 

64 1 6 7 "1 15 19 22 26 30 31 35 39 42 45 48 52 56 60 64 

60 63 2 3 10 14 17 21 25 27 32 36 40 44 47 5 55 59 63 1 
18] 56 59 61 4 9 12 16 20 24 28 33 37 4 46 50 54 58 6 2 6 8 
17| 52 55 58 62 5 8 13 18 23 38 43 49 53 57 62 4 3 7 7 
16| 48 51 54 57 5 9 10 11 6 

: 
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Figure 2-3: Bottom View: BGA Ball Assignments 
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L ri | r PIN DESCRIPTIONS 
2.3. Summary of Pin Function Changes (From 65548 to 65550) 
Pin # Pin Name Description 
98 VREF New alternate function of CA8/BLANK# pin. 
Vertical timing reference for video capture port. 
99 HREF New function: Horizontal timing reference for video capture port. 


123 RASAB 1# 


124 WEAB 1# 


154 GPIO2 


156 RASABO# 


157 WEABO# 


(Pin is “reserved” on the 65548) 


New alternate function of RASB# pin: 
Combination of RASA# and RASB# 
(Bank 1 RAS# for support of four 256Kx16 DRAMs or two 256Kx32 DRAMs) 


New alternate function of WEB# pin: 
Combination of WEA# and WEB# for support of 256Kx32 or 512Kx32 DRAMs 
(Bank 1 if two banks are configured) 


New alternate functions of 32KHz pin: 
General Purpose Input/Output, or AA9 for 512Kx32 DRAM. 


New alternate function of RASA# pin: 

Combination of RASA# and RASB# 

(Bank 0 RAS# for support of two 256Kx16 DRAMs or RAS# for one 512Kx32 
DRAM) 


New alternate function of WEA# pin: 
Combination of WEA# and WEB# for support of 256Kx32 or 512Kx32 DRAMs 
(Bank 0 if two banks are configured) 


Additional Differences Between 65548 and 65550: 


For the 65550: 


e =©The RSET resistor (pin55, p2-14) should be 560Q instead of 270Q 

e = The equivalent load on the R, G, and B outputs should be 37.5Q (75Q on the board in parallel with 
a 75Q monitor load) instead of 50Q (150Q on the board, in parallel with a 75Q monitor load) 

e AVCC should be equal to (or less than) IVCC. 

e =The 1MB configuration of the 65548 is the only 65548 configuration that the 65550 can support. 
In particular, the 65550 does not support the 512KB configuration, and the 65548 does not support 
the 2MB configuration of the 65550. 

e The CHIPS extension registers are completely different between the 65550 and 65548. Many of 
the functions are similar, but the bit and register assignments are different. 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


6 HE HE HEE © 


Lair S — ne scrvprions 


This page intentionally left blank. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


Uri 


re 


2.4 CPU Direct / VL-Bus Interface 


Pin names in parentheses (...) indicate alternate functions. 


Pin# 
207 


22 


31 


11 


23 


24 


25 


27 


REVISION 1.5 


Pin Name 
RESET 


ADS# 


M/IO# 


W/R# 


RDYRTN# for 1x Clock 
config 


CRESET for 2X clock config 


LRDY# 


LDEV# 


LCLK 


10/14/97 


Type 
In 


In 


In 


In 


In 


Out/ 


OC 


Out 


In 


Active 


Low 


Low 


Both 


Both 


Low 


High 


Low 


Low 


Both 


PIN DESCRIPTIONS 


Description 


Reset. For VL-Bus interfaces, connect to RESET#. For 
direct CPU local bus interfaces, connect to the system reset 
generated by the motherboard system logic for all periph- 
erals (not the RESET# pin of the processor). This input is 
ignored during Standby mode (STNDBY# pin low) so 
that the remainder of the system (and the system bus) 
may be safely powered down during Standby mode if 
desired. 


Address Strobe. In VL-Bus and CPU local bus interfaces 
ADS¢# indicates valid address and control signal information 
is present. It is used for all decodes and to indicate the start 
of a bus cycle. 


Memory / IO. In VL-Bus and CPU local bus interfaces 
M/IO# indicates either a memory or an I/O cycle: 
1 = memory, 0= I/O. 


Write / Read. This control signal indicates a write (high) or 
read (low) operation. It is sampled on the rising edge of the 
(internal) 1x CPU clock when ADS# is active. 


Ready Return. Handshaking signal in VL-Bus interface 
indicating synchronization of RDY# by the local bus master 
/ controller to the processor. Upon receipt of this LCLK- 
synchronous signal the chip will stop driving the bus (if a 
read cycle was active) and terminate the current cycle. 


Local Ready. Driven low during VL-Bus and CPU local 
bus cycles to indicate the current cycle should be completed. 
This signal is driven high at the end of the cycle, then tri- 
stated. This pin is tri-stated during Standby mode (as are all 
other bus interface outputs). 


Local Device. In VL-Bus and CPU local bus interfaces, this 
pin indicates that the chip owns the current cycle based on 
the memory or I/O address which has been broadcast. For 
VL-Bus, it is a direct output reflecting a straight address 
decode. This pin is tri-stated during Standby mode (as are 
all other bus interface outputs). 


Local Clock. In VL-Bus this pin is connected to the CPU 
1x clock. In CPU local bus interfaces it is connected to the 
CPU 1x or 2x clock. If the input is a 2x clock, the processor 
reset signal must be connected to CRESET (pin 23) for 
synchronization of the clock phase. 
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PIN DESCRIPTIONS 


2.4 CPU Direct / VL-Bus Interface (continued) 


Note: 


Pin# 
43 


32 


21 


10 


179 
180 
182 
183 
185, 
186 
187 
188 
189 
190 
191 
192 
193 
194 
195 
196 
197 
189 
199 
200 
201 
28 
29 
30 
53 
54 


Pin names in parentheses (...) indicate alternate functions. 


Pin Name 


BEO# (BLE#) 


BEl# 


BE2# 


BE3# 


A2 
A3 
A4 
AS 
A6 
A7 
A8& 
A9 
Al0 
All 
Al2 
Al3 
Al4 
Al5 
Al6 
Al7 
Als 
Al9 
A20 
A21 
A22 
A23 
A24 
A25 
A26 
A27 
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Type 


In 


In 


In 


In 


In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 
In 


Active 


Low 


Low 
Low 


Low 


High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


Description 


Byte Enable 0. Indicates data transfer on D7:DO for the 
current cycle. 


Byte Enable 1. Indicates data transfer on D15:D8 for the 
current cycle. 


Byte Enable 2. Indicates data transfer on D23:D16 for the 
current cycle. 


Byte Enable 3. BE3# indicates that data will transfer over 
the data bus on D31:24 during the current access. 

System Address Bus. In VL-Bus, and direct CPU interfaces, 
the address pins are connected directly to the bus. 

In internal clock synthesizer test mode (TS# = 0 at Reset), 
A24 becomes VCLK out and A25 becomes MCLK out. 

A26 and A27 may be alternately be used as General Purpose 
YO pins or as Activity Indicator and Enable Backlight 
respectively (see panel interface pin descriptions and FROF 
and FROC for more details). If A26 and A27 are used as 
GPIO pins, they may be programmed as a 2-pin CRT 
Monitor DDC interface (VESA™ "Display Data Channel" 
also referred to as the "Monitor Plug-n-Play" interface). 
Either A26 or A27 may also be used to output Composite 
Sync for support of an external NTSC / PAL encoder chip. 


65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


PIN DESCRIPTIONS 


2.4 CPU Direct / VL-Bus Interface (continued) 


Pin names in parentheses (...) indicate alternate functions. 


Pin# 
51 
50 
49 
48 
47 
46 
45 
44 
41 
40 
38 
37 
36 
35 
34 
33 
20 
19 
18 
17 
16 
15 
14 
13 
8 


PNwWROADA~ 


Pin Name 
DOO 
DO1 
DO02 
DO03 
D04 
DO5 
D06 
DO7 
D08 
DO9 
D10 
Di11 
D12 
D13 
D14 
D15 
D16 
D17 
D18 
D19 
D20 
D21 
D22 
D23 
D24 
D25 
D26 
D27 
D28 
D29 
D30 
D31 


Type 


VO 
VO 
10) 
VO 
V/O 
VO 
VO 
10) 
VO 
VO 
VO 
1f@) 
V/O 
VO 
VO 
10) 
1f@) 
1f@) 
VO 
1f@) 
V/O 
VO 
VO 
VO 
1f@) 
1f@) 
VO 
1f@) 
VO 
1f@) 
VO 
1/O 


Active 


High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


Description 

System Data Bus. 

In 32-bit CPU Local Bus designs these data lines connect 
directly to the processor data lines. On the VL-Bus they 
connect to the corresponding buffered or unbuffered data 
signal. 

These pins are tri-stated during Standby mode (as are all 
other bus interface outputs). 


Table 2- 1: Bus Output Signal Status During Standby Mode 


ACTI/ A26 Driven Low (see page 2-15) 
ENABKL / A27 Driven Low (see page 2-15) 
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2.5 PCI Bus Interface 


Pin# Pin Name 
207 RESET# 


201 CLK 


31 PAR 


22  FRAME# 


23. IRDY# 


24“ TRDY# 


27 STOP# 


Type 
In 


In 


1V/O 


In 


In 


S/TS 


S/TS 


Active 
Low 


High 


High 


Low 


Low 


Low 


Low 


PIN DESCRIPTIONS 


Description 


Reset. This input sets all signals and registers in the chip to 
a known state. All outputs from the chip are tri-stated or 
driven to an inactive state. This pin is ignored during 
Standby mode (STNDBY# pin low) . The remainder of 
the system (therefore the system bus) may be powered 
down if desired (all bus output pins are tri-stated in 
Standby mode). 


Bus Clock. This input provides the timing reference for all 
bus transactions. All bus inputs except RESET# and INTA# 
are sampled on the rising edge of CLK. CLK may be any 
frequency from DC to 33MHz. 


Parity. This signal is used to maintain even parity across 
ADO-31 and C/BEO-3#. PAR is stable and valid one clock 
after the address phase. For data phases PAR is stable and 
valid one clock after either IRDY# is asserted on a write 
transaction or TRDY# is asserted on a read transaction. 
Once PAR is valid, it remains valid until one clock after the 
completion of the current data phase (i.e., PAR has the same 
timing as ADO-31 but delayed by one clock). The bus 
master drives PAR for address and write data phases; the 
target drives PAR for read data phases. 


Cycle Frame. Driven by the current master to indicate the 
beginning and duration of an access. Assertion indicates a 
bus transaction is beginning (while asserted, data transfers 
continue); de-assertion indicates the transaction is in the 
final data phase 


Initiator Ready. Indicates the bus master's ability to 
complete the current data phase of the transaction. During a 
write, IRDY# indicates valid data is present on ADO-31; 
during a read it indicates the master is prepared to accept 
data. A data phase is completed on any clock when both 
IRDY# and TRDY# are sampled then asserted (wait cycles 
are inserted until this occurs). 


Target Ready. Indicates the target's ability to complete the 
current data phase of the transaction. During a read, 
TRDY# indicates that valid data is present on ADO-31; 
during a write it indicates the target is prepared to accept 
data. A data phase is completed on any clock when both 
IRDY# and TRDY# are sampled then asserted (wait cycles 
are inserted until this occurs). 


Stop. Indicates the current target is requesting the master to 
stop the current transaction. 


Note: S/TS stands for “Sustained Tri-state”. These signals are driven by only one device at a time, are driven high for 
one clock before released, and are not driven for at least one cycle after being released by the previous device. A 
pull-up provided by the bus controller is used to maintain an inactive level between transactions. 
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2.5 PCI Bus Interface (continued) 


Pin# 
25 


29 


30 


179 
180 
182 
183 
185 
187 
189 
191 
192 
190 
186 
188 
193 
194 
196 
195, 
197 
198 


200 
199 


28 


Note: 
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Pin Name 
DEVSEL# 


PERR# (VCLKOUT) 


SERR# (MCLKOUT) 


ROMAO 

ROMAI (GPIO3) 
ROMA2 (GPIO4) 
ROMA3 (GPIOS5) 
ROMA4 (GPIO6) 
ROMAS 

ROMA6 
ROMAT7 

ROMA8 

ROMA9 
ROMA10 (GPIO7) 
ROMAII 
ROMAI2 
ROMA13 
ROMAI4 
ROMAI5 
ROMAI16 
ROMAI7 


ROMOE# 


Reserved 


Reserved 


Type 
S/TS 


S/TS 


OD 


Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 


Out 


In 


In 


Active 


Low 


Low 


Low 


High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
Low 


n/a 


n/a 


PIN DESCRIPTIONS 


Description 


Device Select. Indicates the current target has decoded its 
address as the target of the current access 


Parity Error. This signal reports data parity errors (except 
for Special Cycles where SERR# is used). The PERR# pin 
is Sustained Tri-state. The receiving agent will drive 
PERR# active two clocks after detecting a data parity error. 
PERR# will be driven high for one clock before being tri- 
stated as with all sustained tri-state signals. PERR# will not 
report status until the chip has claimed the access by 
asserting DEVSEL# and completing the data phase. 


System Error. Used to report system errors where the result 
will be catastrophic (address parity error, data parity errors 
for Special Cycle commands, etc.). This output is actively 
driven for a single PCI clock cycle synchronous to CLK and 
meets the same setup and hold time requirements as all other 
bused signals. SERR# is not driven high by the chip after 
being asserted, but is pulled high only by a weak pull-up 
provided by the system. Thus, SERR# on the PCI Bus may 
take two or three clock periods to fully return to an inactive 
state. 


BIOS ROM address outputs. See MAD8-15 (pins 170-177) 
for BIOS ROM data inputs. 


BIOS ROMs are not normally required in portable computer 
designs (Graphics System BIOS code is normally included 
in the System BIOS ROM). However, the 65550 provides 
BIOS ROM interface capability for development systems 
and add-in card Flat Panel Graphics Controllers. 


Since the PCI Bus specifications require only one load on 
the bus for the entire graphics subsystem, the BIOS ROM 
interface is "through the chip". In the VL-Bus mode, the 
BIOS ROM interface can be an external circuit on the ISA 
Bus connector that does not require pins on the chip (see the 
Application Schematics section for details). 


For programming GPIO3-7, see registers XR62-63. 


BIOS ROM Output Enable. 


This pin is always an input (A20 for VL-Bus, reserved for 
future use on PCI Bus). To avoid abnormal Vcc current due 
to a floating input for a PCI Bus, use a 10K resistor to 
ground to pull this pin low. 


This pin is always an input (A23 for VL-Bus, reserved for 
future use on PCI Bus). To avoid abnormal Vcc current due 
to a floating input for a PCI Bus, use a 10K resistor to 
ground to pull this pin low. 


S/TS stands for “Sustained Tri-state”. These signals are driven by only one device at a time, are driven high for 
one clock before released, and are not driven for at least one cycle after being released by the previous device. A 
pull-up provided by the bus controller is used to maintain an inactive level between transactions. 
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2.5 PCI Bus Interface (continued) 


Pin# 
51 
50 
49 
48 
47 
46 
45 
44 
41 
40 
38 
37 
36 
35 
34 
33 
20 
19 
18 
17 
16 
15 
14 
13 


PNwWROAA4~ CO 


43 
32 
21 
10 


11 


Pin Name 
ADOO 
ADO1 
ADO02 
ADO3 
AD04 
ADOS5 
ADO06 
ADO7 
ADO08 
ADO9 
AD10 
AD11 
AD12 
AD13 
AD14 
ADI15 
AD16 
AD17 
AD18 
AD19 
AD20 
AD21 
AD22 
AD23 
AD24 
AD25 
AD26 
AD27 
AD28 
AD29 
AD30 
AD31 


C/BEO# 
C/BE1# 
C/BE2# 
C/BE3# 


IDSEL 
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Type 


VO 
VO 
VO 
VO 
1f@) 
VO 
1f@) 
1/O 
1f@) 
1f@) 
VO 
V/O 
10) 
VO 
VO 
1V/O 
1V/O 
f@) 
VO 
VO 
10) 
VO 
VO 
1V/O 
f@) 
VO 
VO 
V/O 
1f@) 
1f@) 
VO 
VO 


In 
In 
In 
In 


In 
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Active 


High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


Low 
Low 
Low 
Low 


High 


PIN DESCRIPTIONS 


Description 

PCI Address / Data Bus 

Address and data are multiplexed on the same pins. A bus 
transaction consists of an address phase followed by one or 
more data phases (both read and write bursts are allowed by 
the bus definition). 

The address phase is the clock cycle in which FRAME# is 
asserted (ADO-31 contain a 32-bit physical address). For 
I/O, the address is a byte address, for memory and configu- 
ration, the address is a DWORD address. During data 
phases ADO-7 contain the LSB and 24-31 contain the MSB. 
Write data is stable and valid when IRDY# is asserted; read 
data is stable and valid when TRDY# is asserted. Data 
transfers only during those clocks when both IRDY# and 
TRDY# are asserted. 


C/BE3-0 Command Type 65550 


0000 Interrupt Acknowledge 
0001 Special Cycle 

0010 I/O Read 

0011 I/O Write 

0100 -reserved- 

0101 -reserved- 

0110 Memory Read 

0111 Memory Write 

1000 -reserved- 

1001 -reserved- 

1010 Configuration Read 
1011 Configuration Write 
1100 Memory Read Multiple 
1101 Dual Address Cycle 
1110 Memory Read Line 
1111 Memory Read & Invalidate 


Bus Command / Byte Enables. During the address phase of 
a bus transaction, these pins define the bus command (see 
list above). During the data phase, these pins are byte 
enables that determine which byte lanes carry meaningful 
data: 


byte 0 corresponds to ADO-7, 
byte 1 corresponds to 8-15, 
byte 2 corresponds to 16-23, 
byte 3 corresponds to 24-31. 


Initialization Device Select. Used as a chip select during 
configuration read and write transactions 
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2.5 PCI Bus Interface (continued) 


Pin# 
145 
146 
147 
148 
149 
150 
151 
152 
153 


90 
91 
92 
93 
94 
95 
96 
97 
98 


99 


156 
123 
101 


160 
159 
126 
125 
104 


103 


157 


124 


102 


155 
100 
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Pin Name 
AAO (LB#) 


(CFG0) 


AAI (Reserved) (CFG1) 


AA2 (2X#) 


(CFG2) 


AA3 (Reserved) (CFG3) 
AA4 (Reserved) (CFG4) 


AAS (OS#) 
AA6 (AD#) 
AAT (TS#) 
AA8 (LV#) 


CAO (P16) 
CAI (P17) 
CA2 (P18) 
CA3 (P19) 
CA4 (P20) 
CAS (P21) 
CA6 (P22) 
CA7 (P23) 


(CFGS5) 
(CFG6) 
(CFG7) 
(CFG8) 


CA8 (BLANK) 


HREF 


RASA# 
RASB# 
RASC# 


CASAL# 
CASAH# 
CASBL# 
CASBH# 
CASCL# 


CASCH# 


WEA# 


WEB# 


WEC# 


OEABO# 
OEC# 


(RASABO#) 
(RASAB1#) 


(VRDY) 
(KEY) 


(WEAL#) 
(CASA#) 
(WEBL#) 
(CASB#) 


(WECL#) 
(VR6/VP14) 


(CASC#) 
(VR7/VP15) 


(WEAH#) 
(WEABO#) 


(WEBH#) 
(WEABI#) 


(WECH#) 
(PCLK) 


(VCLK) 
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Type 
vO 
vO 
vO 
VO 
vo 
11K@) 
vO 
vO 
vO 


Out 
Out 
Out 
Out 
Out 
Out 
Out 
Out 
vO 


In 


Out 
Out 


Out 
In 


Out 
Out 
Out 
Out 
vO 


vo 
Out 
Out 
Out 


Out 


Out 


Out 
In 


Active 
Low 
High 
High 
High 
High 
High 
High 
High 
High 


High 
High 
High 
High 
High 
High 
High 
High 
Hi /Lo 


High 
Low 
Low 
Low 
High 
Low 
Low 
Low 
Low 


Both 
Both 
Low 
Low 
High 


Both 


Low 


Low 
High 
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PIN DESCRIPTIONS 


Description 

Address bus for DRAMs A and B 

See the configuration table in the Extended Register 
description section for complete details on the configuration 
options for CFGO-8 (XR70-71). See MAD2-7 (pins 164-169) 
and XR71 for additional configuration inputs (CFG10-15). 


Low (=0) High (=1) 
AAO PCI Bus VL-Bus 
AA6 A26-A27 ENABKL/ACTI 
AA7 Clock Test Mode Clock Test mode disable 
AA8 IVcc/CVcce = 3.3V IVcc/Cvec = 5.0V 


Since the 65550 does not support the "internal oscillator" 
option, pin CFG5 (AA5) must be pulled down on reset. 


Address bus for DRAM C 


CA8 may be configured as VAFC BLANK# out or vertical 
reference input (VREF) for video capture. 
Horizontal reference input for video capture. 


RAS for DRAM A (or bank 0 in 2MB configurations) 
RAS for DRAM B (or bank | in 2MB configurations) 


RAS for DRAM C or color key input from external PC- 
Video source (or VAFC "Video System Ready" input) 


CAS for the DRAM A lower byte 
CAS for the DRAM A upper byte 
CAS for the DRAM B lower byte 
CAS for the DRAM B upper byte 
DRAM C low byte CAS, video in red-6 or VAFC VP14 


DRAM C high byte CAS, video in red-7 or VAFC VP15 


Write enable for DRAM A (or bank 0 in 2MB) 


Write enable for DRAM B (or bank | in 2MB) 


Write enable for DRAM C or video in port PCLK out 


Output enable for DRAMs A and B, bank 0, 1 of 2MB 


Output enable for DRAM C or VAFC "Video Input Clock" 
if DRAM C not used. 
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2.6 Display Memory Interface 


Pin# 
162 
163 
164 
165 
166 
167 
168 
169 
170 
171 
172 
173 
174 
175 
176 
177 
127 
128 
129 
130 
131 
132 
133 
134 
135 
136 
137 
138 
140 
141 
143 
144 


Pin Name 

MADO (TSENA#) 
MAD!1 (ICTENA#) 
MAD2 (CFG10) EDO/FPM 
MAD3 (CFG11) (PIDO) 
MAD4 (CFG12) (PID1) 
MADS (CFG13) (PID2) 
MAD6 (CFG14) (PID3) 
MAD?7 (CFG15) (Reserved) 
MAD8 (PCI ROMDO) 
MAD9 (PCI ROMD1) 
MAD10 (PCI ROMD2) 
MAD11 (PCI ROMD3) 
MAD 12 (PCI ROMD4) 
MAD13 (PCI ROMDS) 
MAD14 (PCI ROMD6) 
MAD15 (PCI ROMD7) 
MBDO 

MBD1 

MBD2 

MBD3 

MBD4 

MBD5 

MBD6 

MBD7 

MBD8 

MBD9 

MBD10 

MBD11 

MBD12 

MBD13 

MBD14 

MBD15 
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Type 
fe) 
VO 


Active 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


PIN DESCRIPTIONS 


Description 

Memory data bus for DRAM A (lower 512KB of display 
memory) 

MAD2-7 are latched into XR71 on reset for use as 
additional configuration inputs (CFG10-12 are reserved by 
software for input of panel ID). These bits have no other 
internal hardware configuration function. 


PCI Bus: MAD8-15 are used as BIOS ROM Data inputs 
during system startup (1.e., before the system enables the 
graphics controller memory interface). See also pins 179- 
199 (in PCI Bus interface pin descriptions section) for BIOS 
ROM address and ROM Chip Select outputs. In the VL- 
Bus mode, the BIOS ROM interface can be an external 
circuit on the ISA Bus connector (see Application 
Schematics). 


Memory data bus for DRAM B (upper 512KB) 
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2.6 Display Memory Interface (continued) 


Pin# 
106 
107 
109 
110 
111 
112 
113 
114 
115 
116 
117 
118 
119 
120 
121 
122 


Note: 


Pin Name 

MCDO (VB2) (EVID#) 
MCD1 (VB3) (VPO) 
MCD2 (VB4) (VP1) 
MCD3 (VBS) (VP2) 
MCD4 (VB6) (VP3) 
MCDS5 (VB7) (VP4) 
MCD6 (VG2) (VP5) 
MCD7 (VG3) (VP6) 
MCD8 (VG4) (VP7) 
MCD9 (VGS5) (VP8) 
MCD10 (VG6) (VP9) 
MCD 11 (VG7) (VP10) 
MCD12 (VR2) (GRDY) 
MCD 13 (VR3) (VP11) 
MCD 14 (VR4) (VP12) 
MCD15 (VR5) (VP13) 


Type 
Ke) 
VO 
1K) 
VO 
VO 
Ke) 
1K) 


Active 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


Description 
Memory data bus for DRAM C (Frame Buffer) 


When a frame buffer DRAM is not required, this bus may be 
used to input up to 18 bits of RGB data from an external 
PC-Video subsystem or 16 bits of RGB from an external 
VAFC interface. Note that this configuration also provides 
additional panel outputs so that a video input port may be 
implemented along with a 24-bit true-color TFT panel (TFT 
panels never need DRAM C). In VAFC interface mode, pin 
106 is the VAFC "Enable Video" input. The external 
VAFC interface drives this pin low to indicate data input on 
the VPO-15. EVID# is ignored (essentially reserved) in the 
65550 (VAFC data is always expected as inputs). In VAFC 
mode, pin 119 is "Graphics System Ready" out and is 
always driven high. 


Pin names in parenthesis (...) indicate alternate functions. 

If ICTENA# is low with RESET# low, a rising edge on XTALI will put the chip into “In circuit Test” (ICT) 
mode. In ICT mode, all digital signal pins become inputs which are apart of a long path stating at ENAVDD (pin 
62) and proceeding to lower pin numbers around the chip to pin | then to pin 208 and ending at VSYNC (pin 64). 
If all pins in the path are high, the VSYNC output will be high. If any pin is low, the VSYNC output will be low. 
Thus the chip can be checked in circuit to determine if all pins are connected properly by toggling all pins one at a 
time and observing the effect on VSYNC. XTALI must be toggled last because rising edges on XLTAI with 
ICTENA# high or RESET# high will exit ICT mode. As a side effect, ICT mode effectively 3-states all pins 
except VSYNC. If TSENA# is low with RESET# low, a rising edge on XTLAI will 3-state all pins. An XTALI 
rising edge without enabling conditions exits 3-state. 


For the ZV Port interface, YO-7 correspond to VPO-7, and UVO-7 correspond to VP8-15 
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2.7 Flat Panel Display Interface 


Pin# 
71 
72 
73 
74 
75 
716 
78 
79 
81 
82 
83 
84 
85 
86 
87 
88 


70 


67 


68 


69 


62 
61 


53 


54 


UnirS 


Pin Name 
PO 
Pl 
P2 
P3 
P4 
P5 
P6 
P7 


P8 (SHFCLKU) 


P9 

P10 
Pil 
P12 
P13 
P14 
P15 


SHFCLK (CL2) (SHFCLKL) 


FLM 


LP 


(CL1)(DE) (BLANK#) 


M 


(DE) (BLANK#) 


ENAVDD 


ENAVEE (ENABKL) 


ACTI 


(A26/GP0/DDAT/CS) 
ENBKL(A27/GP 1/DCLK/CS) 
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Type 


OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 
OU 


OU 


OU 


OU 


OU 


VO 


VO 


SJs$455s6s664554645455 


Active 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 
High 


High 


High 


High 


PIN DESCRIPTIONS 


Description 


8, 9, 12, or 16-bit flat panel data output. 18-bit and 24-bit 
panel interfaces may also be supported (see CAO-7 for P16- 
23). 

Refer to the table on the next page for the configurations for 
various panel types. 


Shift Clock. Pixel clock for flat panel data. 


First Line Marker. Flat Panel equivalent of VSYNC. 


Latch Pulse. Flat Panel equivalent of HSYNC. 


M signal for panel AC drive control (may also be called 
ACDCLK). May also be configured as BLANK# or as 
Display Enable (DE) for TFT Panels. 


Power sequencing controls for panel driver electronics 
voltage VDD and panel LCD bias voltage VEE 


Activity Indicator and Enable Backlight outputs. May be 
configured for other functions (see Extension Registers 
FROC and FROF and pin descriptions of MCDO-15 and 
A26/A27 for more information). 
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2.7 Flat Panel Display Interface (continued) 


Col 
ccc Sooweoor 


65550 | SS | DD | DD | TFT | TFT | TFTHR | STNSS | STNSS | STNDD | STNDD | STNDD 
Pin# 8-bit 8-bit 16-bit ae! 18/24 18/24 8-bit 16-bit 8-bit 16-bit 24-bit 
bit bit a (4bP) (4bP) =n 
URO 


= S S 
g 
= 


GC 
o 
oOo 
wo 
BR 


sa 
s[en [oe [me [er [i [| 
a ca 

[ee ee Pr [oe [es fo [oe [om [oor | 
A 


a 


= 
og 
K 
lef 
Ww 


= 


a 
nn 


} 70 | 70 |SHFCLK SHFCLK | SHFCLK | SHFCLK | SHFCLK |SHFCLK| SHFCLK | SHFCLK | SHFCLK | SHFCLK | SHFCLK | SHFCLK 


Pixels/ 2-2/3 5-1/3 2-2/3 5-1/3 
Clock: 


Note: The 65550 also supports panel interfaces that transfer one pixel per word, but which use both edges of SHFCLK 
to transfer one pixel on each edge. See FR12[0]. 


Note: The higher order output lines should be used when only 9 or 12 bits are needed from the 9/12/16-bit TFT 
interface, or when only 18 bits are needed from the 18/24-bit TFT or TFT HR interfaces. The lower order bits 
should be left unconnected. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


2-18 


UnirsS 


2.8 CRT & Clock Interface 


Pin# 
65 


64 


60 
58 
57 


55 


59 
56 


203 


204 


205 
202 


206 
208 


154 
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Pin Name 
HYSNC (CSYNC) 


VSYNC (VISINT) 


RED 
GREEN 
BLUE 


RSET 


AVCC 
AGND 


XTALI (MCLK) 


(Reserved) 


CVCCO 
CGNDO 


CVCC1 
CGND1 


32KHz (GPIO2) (AA9) 
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Type 
OUT 


OUT 


OUT 
OUT 
OUT 


In 


VCC 
GND 


In 


VCC 
GND 


VCC 
GND 


In 


Active 
Both 


Both 


High 


High 


PIN DESCRIPTIONS 


Description 

CRT Horizontal Sync (polarity is programmable) or 
"Composite Sync" for support of various external NTSC / 
PAL encoder chips. Note CSYNC can be set to output on 
the ACTI or ENABKL pins. 

CRT Vertical Sync (polarity is programmable) or "VSync 
Interval" for support of various external NTSC / PAL 
encoder chips. 

CRT analog video outputs from the internal color palette 
DAC. The DAC is designed for a 37.5Q equivalent load on 
each pin (e.g. 75Q. resistor on the board, in parallel with the 
75Q. CRT load). 

Set point resistor for the internal color palette DAC. A 560 
Q. 1% resistor is required between RSET and AGND. 
Analog power and ground pins for noise isolation for the 
internal color palette DAC. AVCC should be isolated from 
digital VCC as described in the Functional Description of 
the internal color palette DAC. For proper DAC operation, 
AVCC should not be greater than IVCC. AGND should be 
common with digital ground but must be tightly decoupled 
to AVCC. See the Functional Description of the internal 
color palette DAC for further information. 

Crystal In. This pin serves as the input for an external 
reference oscillator (usually 14.31818 MHz). Note that in 
test mode for the internal clock synthesizer, MCLK is output 
on A25 (pin 30) and VCLK is output on A24 (pin 29). 
Reserved. For compatibility with the 65545, this pin 
(formerly "Crystal Out" or "XTLAO") must be discon- 
nected. In addition, pin 150 must be pulled down on reset. 
The 65545 no longer supports the "internal oscillator" 
option. 

Analog power and ground pins for noise isolation for the 
internal clock synthesizer. Must be the same as VCC for 
internal logic. VCC/GND pair 0 and VCC/GND pair 1 pins 
must be carefully decoupled individually. Refer also to the 
section on clock ground layout in the Functional 
Description. Note that the CVCC voltage must be the same 
as the voltage for the internal logic IVCC). 

Clock input for refresh of non-self-refresh DRAMs and 
panel power sequencing. This pin can be programmed as 
GPIO2 instead of 32KHz input, or AAQ for 512Kx32 
memory configurations. 
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2.9 CRT/ PANEL Signal Status During Standby Mode 


es 
a 
es 
es 
a 
a 
a 
a 
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2.10 Display Memory Output Signal Status During Standby Mode 


144-143, Pulled low with weak resistor 
141-140, 


138-127 


122-109, MCD15-0 Pulled low with weak resistor (see note below) 
107-66 


Note: These pins are inputs when using the video input port. These pins are driven as outputs 
when using an external STN-DD buffer (DRAM “C”). 
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PIN DESCRIPTIONS 
2.11 Power / Ground and Standby Control 
Pin# Pin Name Type Active Description 
178 STNDBY# In Low Standby Control Pin. Pull this pin to place the chip in 
Standby Mode. 
80 IVCC VCC — Power / Ground (Internal Logic). 5V+410% or 3.3V +0.3V. 
77 IGND GND —_ Note that this voltage must be the same as CVCC (voltage for 
internal clock synthesizer). This voltage must also be equal 
181 IVCC VCC —_ to, or greater than, AVCC (voltage for DAC) 
184 IGND GND — 
9 BVCC VCC — Power / Ground (Bus Interface). 5V+10% or 3.3V +0.3V. 
12  BNGD GND — 
26 BGND GND — 
42 BVCC VCC — 
39 BGND GND — 
52. BGND GND — 
66 DVCC VCC — Power / Ground (Bus Interface). 5V+10% or 3.3V +0.3V. 
63 DGND GND — 
89 DGND GND — 
158 MVCCA Power / Ground (Bus Interface). 5V+10% or 3.3V +0.3V. 
161 MGNDA 
142 MVCCB Power / Ground (Bus Interface). 5V+10% or 3.3V +0.3V. 
139 MGNDB 
108 MVCCC Power / Ground (Bus Interface). 5V+10% or 3.3V +0.3V. 
105 — MGNDC 
REVISION 1.5 10/14/97 65550 
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I/O AND Memory ADDRESS MAPS 
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3.0 INTRODUCTION 


An extensive set of registers normally controls the 
graphics system. These registers are a combination 
of registers defined by IBM when the Video 
Graphics Array (VGA) was first introduced, and 
others that CHIPS has added to support graphics 
modes that have color depths, resolutions, and 
hardware acceleration features that go well beyond 
the original VGA standard. This chapter provides 
an overview of the address locations and sub- 
addressing mechanisms used to access the various 
registers and the frame buffer of the 65550. 


Some of the registers are directly accessible at 
various I/O addresses. They may be read-only or 
write-only, and some must be read from and written 
to at different I/O addresses. Most of the other 
registers are accessed through a sub-addressing 
arrangement. The index of the desired register is 
written to an index register, and then the desired 
register may be read from or written to through a 
data port. Almost all of these sub-addressed 
registers are both readable and writable. Still other 
registers are directly accessible at various memory 
addresses, and here too, almost all of these registers 
are both readable and writable. 


Part of the VGA standard requires the VGA 
graphics system to take the place of either the IBM 
Monochrome Display and Printer Adapter (either 
MDPA or MDA) or the IBM Color Graphics 
Adapter (CGA). This was also the case with the 
IBM Enhanced Graphics Adapter (EGA), VGA’s 
predecessor. The MDA has registers at I/O 
addresses 3B4-3B5 and 3BA, and a character 
buffer (not a frame buffer -- the MDA is a text-only 
device) within the memory address range of 
BO000-B7FFF. The CGA has registers within I/O 
addresses 3D4-3D5 and 3DA-3DC, and a frame 
buffer (for either text or graphics) within the 
memory address range of B8000-BFFFF. 


If a PC with a VGA graphics system does not have 
either an MDA display system or a CGA graphics 
system, the VGA BIOS will initialize the VGA 
graphics system to take the place of either an MDA 
if a monochrome display is attached to the VGA, or 
of a CGA if a color display is attached. However, 
if a PC with a VGA graphics system also has an 
MDA display system, the VGA is initialized to take 
the place of a CGA, regardless of the type of 
monitor attached to the VGA in order to avoid 
conflicts with the MDA. Likewise, if a PC with a 
VGA graphics system also has a CGA graphics 
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system, the VGA is initialized to take the place of 
an MDA, regardless of the type of monitor attached 
to the VGA. The VGA standard does not allow a 
system to have both an MDA display system and a 
CGA graphics system in the same PC along with a 
VGA graphics system. 


The VGA standard has introduced numerous modes 
with features that go beyond those originally 
provided by either MDA or CGA. To do this, the 
VGA standard introduced many additional registers 
at locations in the 3C0-3CF I/O address range, and 
an additional frame buffer memory space in the 
A0000-AFFFF memory address range through 
which the frame buffer could be accessed. This 
additional memory address region is a 64KB “port- 
hole” by which the standard 256KB VGA frame 
buffer is accessed. Either different 64KB portions 
of this frame buffer are swapped or “paged” in and 
out of this port-hole as a way of gaining access to 
all of it, or this frame buffer can be reorganized 
into “planes” that can be made selectively or even 
simultaneously accessible though this port-hole as 
part of a mechanism to enable bit-wise graphics 
color manipulation. This was done as part of the 
VGA standard partly because of the shortage of 
available addresses in the first IMB of memory 
address space in PC-standard systems. 


The 65550 improves upon VGA by providing 
additional features that are used through numerous 
additional registers. Many of these additional 
registers are simply added to the sub-addressing 
schemes already defined in the VGA standard, 
while others are added through sub-addressing 
schemes using additional I/O address locations 
3D0-3D3 and 3D6-3D7. The 65550 also supports 
up to 2MB of frame buffer memory -- far larger 
than VGA’s standard complement of 256KB. As 
an improvement upon the VGA standard frame 
buffer port-hole, the 65550 also maps the entire 
frame buffer into part of a single contiguous 
memory space at a programmable location, 
providing what is called “linear” access to the 
frame buffer. When the 65550 is used with VL- 
Bus, the size of this memory space is 8MB, and the 
base address at which this memory space begins is 
configured through a dedicated set of sub- 
addressed registers in I/O address space. When the 
65550 is used with PCI, the size of this memory 
space is 16MB, and the base address is set through 
a PCI configuration register. 
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When used with PCI, most aspects of the host 
interface of the 65550 are configured through a set 
of built-in PCI-compliant setup registers. The 
system logic accesses these registers through 
standard PCI configuration read and write cycles. 
Therefore, the exact location of the PCI 
configuration registers for the 65550, as well as any 
other PCI device in the system I/O or memory 
address space depends on the system logic design. 
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| _3B4__| CRTC Index (MDA Emulation) CRTC Index (MDA Emulation) 


3B4 

a a 
a a | 
a ee) 
a a a | | Pe ee 
| 3BA__| Input Status Register 1 (STO1) (MDA Emulation) | Feature Control Register (FCR) (MDA Emulation) _| 
| 3Cl_ | 


Input Status Register 1 (STO1) (MDA Emulation) Feature Control Register (FCR) (MDA Emulation) 


SEG a es eS 

CO 
3C1 
3C2 
3C3 Motherboard Video System Enable (VSE) Motherboard Video System Enable (VSE) 


Color Palette Data Port Color Palette Data Port 
Feature Control Register (FCR) 


3 
3 


C 
3C 
C 
C 
C 
C 
3C 
3C 
3D) 
D 
D 
D. 
D. 
D 
D 


Misc. Output Register (MSR) Se 


Graphics Controller Index Graphics Controller Index 
Graphics Controller Data Port Graphics Controller Data Port 
Flat Panel Extensions Index Flat Panel Extensions Index 


| 3C9 | 
| 3CA__| 
| 3CB | 
| 3CC_| 

| 3CE | 

| 3CF_ | 

| 3D0_ | 

| 3D1__| Flat Panel Extensions DataPort_ | Flat Panel Extensions Data Port 


3D1 


A 

B 
3CC 
D 

E 
Fe a a | | | 
Ns es 
ae aa | 


3DB 


Fa a | 


4 
7 
9 
F 
0 
2, 
3 
5 
6 
7 
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3.2 Sub-Addressing Indexes and Data Ports 


3C0 3C0/3C1 Attribute ARO-14 VGA Attributes Control 
Controller 


SRO-7 VGA Sequencer Control 


3CE 3CF Graphics GRO-8 VGA Data Path Control 
Controller 


7 


CRO-2F 
CR30-3F 
CR40-4F 
CR50-5F 
CR60-6F 
CR70-7F 
CR80-FF 
FROO-1F 
FR20-2F 
FR30-3F 
FR40-47 
FR48-4F 
FRS50-5F 
FR60-6F 
FR70-7F 
MRO-1F 
MR20-3F 
MR40-5F 
MR60-7F 
XRO-F 
XR10-1F 
XR20-2F 
XR30-3F 
XR40-4F 
XRS5O-5F 
XR60-6F 
XR70-7F 
XR80-8F 
XR90-9F 
XRAO-AF 
XRBO-BF 
XRCO-CF 
XRDO-DF 
XREO-EF 
XRFO-F7 
XRF8-FF 
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Basic Display Control 
Timing Extension Bits 
Address Extension Bits 
Display Overlay 

Interlace Control 

General Panel Control 
Horizontal Panel Timing 
Vertical Panel Timing 
Horizontal Compensation 
Vertical Compensation 


Acquisition/Capture 
Playback Window Display 
Color Key 


General Configuration 


Graphics Engine Configuration 


Memory Configuration 
Pin Control 
Configuration Pins 
Pixel Pipeline 


Hardware Cursor 
Clock Control 
Power Management 
Software Flags 
Global Chip Control 
Test Control 
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3.3 Memory Map 


Lower Memory Map for 65550 Used with the VL-Bus or the PCI-Bus 


C0000-C7FFF 
or VGA BIOS ROM 
C0000-C9FFF 


Upper Memory Map for 65550 Used with the VL-Bus 


2MB 0x000000h to Linear Frame Buffer 
a ee 
4MB 2MB 0x200000h to Reserved 
Deemed 
64 Bytes 0x400000h to BitBLT Registers 
ee teen TEE etna 
8MB 192 Bytes 0x400040h to Reserved (Drawing Registers) 
eee Scone ENT endian 
4MB 64KB - 0x400100h to Reserved 
ee 
64KB 0x410000h to BitBLT Data Port 
a rd 


4MB - 0x420000h to Reserved 
128KB Ox 7FFFFFh 
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Upper Memory Map for 65550 Used with the PCI Bus 


Size Address Function 
Offset 


ee at ee 
Ox LFFFFFh (Little-Endian) 
Fe erm [A 

0x3 FFFFFh 
0x40003Fh (Little-Endian) 
0x4000FFh (Little-Endian) 


— 
256 Bytes Ox40FRFFFh 
0x41 RFFFh (Little-Endian) 


4MB - 0x420000h to Reserved 
128KB Ox7FFFFFh 
2MB i 


= ee at ee 
Ox9FFFFFh (Big-Endian) 
“7 
0OxBFFFFFh 
0xC0003Fh (Big-Endian) 
i 
0OxCOOOFFh (Big-Endian) 
256 Bytes OxCOFFFFh 
OxC1FFFFh (Big-Endian) 
— 
128KB OxFFFFFFh 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


SHEET SEH IEE, ann 3-7 
I/O AND Memory ADDRESS MAPS 


3.4 PCI Configuration Registers 


[mw _[ venni [vendor ————SSSSS—~d Rey 
[os | pevsrar | Deveestwws ———SSSSS*dt Rey | 
a 
a ca a 
[on _[ su | scisncade ———*d Rey | 
a A 
a 
a 
a a 
a a 
a 
a 
eS ee 
a Ee 
ee 
a a 
a 
a 
a a 
aS a 
A 
a 
a 
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REGISTER SUMMARIES 
4.0 Register Summaries 
4.1 Setup and Enable Registers 
Name Function Access V/O Address 


POS102 Global Enable Register Read/Write 


VSE Motherboard Video System Enable Register Read/Write 


Note: These registers are available only when the 65550 is used with VL-Bus or the 486 local bus. 


4.2 Sequencer Registers 


N Functi Access Index Value 
ane meron (via 3C5) In 3C4 (SRX) 


Reset Register Read/Write 
Clocking Mode Register Read/Write 
Map Mask Register Read/Write 
Character Map Select Register Read/Write 
Memory Mode Register Read/Write 


Horizontal Character Counter Reset Read/Write 


4.3. Graphics Controller Registers 


N Functi Access Index Value 
aes vnerae (via 3CF) In 3CE (GRX) 


Set/Reset Register Read/Write 
Enable Set/Reset Register Read/Write 
Color Compare Register Read/Write 
Data Rotate Register Read/Write 
Read Map Select Register Read/Write 
Graphics Mode Register Read/Write 
Miscellaneous Register Read/Write 


Color Don’t Care Register Read/Write 


Bit Mask Register Read/Write 
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4.4 Attribute Controller Registers 


Name Function 


ARO0-AROF Color Data Registers 
AR10 Mode Control Register 
ARI1 Overscan Color Register 
AR12 Memory Plane Enable Register 


AR13 Horizontal Pixel Panning Register 


AR14 Color Select Register 


4.5 VGA Color Palette Registers 


Name Function 
DACMASK Pixel Data Mask Register 


DACSTATE DAC State Register 
DACRX Palette Read Index Register 


DACWX Palette Write Index Register 


DACDATA Palette Data Register 
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Access 


Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 
Read/Write 


Access 


Read/Write 
Read-Only 
Write-Only 
Read/Write 
Read/Write 
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Index 


V/O Address 


65550 


4.6 CRT Controller Registers 


Name 


Function Access 


Horizontal Total 
Horizontal Display End 
Horizontal Blanking Start 
Horizontal Blanking End 
Horizontal Retrace Start 
Horizontal Retrace End 
Vertical Total 

Overflow 

Preset Row Scan 
Character Cell Height 
Cursor Start 

Cursor End 

Start Address High 

Start Address Low 
Cursor Location High 
Cursor Location Low 
Vert. Retrace Start / Light Pen H Read 
Vert. Retrace End / Light Pen L Read 
Vertical Display End 
Offset 

Underline Row Scan 
Vertical Blanking Start 
Vertical Blanking End 
CRT Mode Control 


Line Compare 


Graphics Controller Data Latches 
Extended Vertical Total 

Extended Vertical Display End 
Extended Vertical Sync Start 
Extended Vertical Blank Start 
Extended Start Address 

Extended Offset 

Interlace Control 

NTSC Video Output Control 

NTSC Horizontal Serration Position 1 
NTSC Horizontal Serration Position 2 
NTSC Horizontal Pulse Width 


+ Standard VGA. CR30 -CR74 are CHIPS extensions. 
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4.7 PCI Configuration Registers 


Name 
VENDID 
DEVID 
DEVCTL 
DEVSTAT 
REV 

PRG 

SUB 
BASE 


Note: These registers are available only when the 65550 is used with PCI. 


REVISION 1.5 


Function 

Vendor ID 

Device ID 

Device Control 

Device Status 

Revision ID 
Programming Interface 
Sub-Class Code 

Base Class Code 
Reserved (Cache Line Size) 
Reserved (Latency Timer) 
Reserved (Header Type) 
Reserved (Built-In-Self-Test) 
Memory Base Address 
Reserved (Base Address) 
Reserved (Base Address) 
Reserved (Base Address) 
Reserved (Base Address) 
Reserved (Base Address) 
Reserved 

Reserved 

ROM Base Address 
Reserved 

Reserved 


Reserved (Interrupt Line) 


Reserved (Interrupt Pin) 


Reserved (Minimum Grant) 


Reserved (Maximum Latency) 


10/14/97 


Access 
Read-Only 
Read-Only 
Read/Write 
Read-Only 
Read-Only 
Read-Only 
Read-Only 
Read-Only 
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4.8 BitBLT Registers 


Name Function Access Offset 
BROO Offset Register 

BROI Background Color 

BRO2 Foreground Color 

BRO3 Source Expansion Control 

BRO4 Control Register 

BROS Pattern Address/Data 

BRO6 Source Address 

BRO7 Destination Address 

BRO8 Width and Height 


XRREG(20) BitBLT Setup 
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4.9 Extension Registers 


Name Function Access Offset 
Vendor ID Low 
Vendor ID High 
Device ID Low 
Device ID High 
Revision ID 
Linear Base Address Low 
Linear Base Address High 
Configuration 
1/O Control 
Address Mapping 
Burst Write Mode 
Page Select 
BitBLT Control 
DRAM Type 
BitBLT Control 
DRAM Configuration 
DRAM Interface 
Video Pin Control 
DDC Sync Select 
GPIO Data 
GPIO Data 
Pin Tri-State Control 
Configuration Pins 0 
Configuration Pins 1 
Pixel Pipeline Configuration 0 
Pixel Pipeline Configuration 1 
Pixel Pipeline Configuration 2 
Cursor 1 Control 
Cursor 1 Vertical Extension 
Cursor | Base Address Low 
Cursor 1 Base Address High 
Cursor 1 X-Position Low 
Cursor | X-Position High 


Cursor 1 X-Position Low 


Cursor | X-Position High 
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Name 


REVISION 1.5 


Function 
Cursor 2 Control 
Cursor 2 Vertical Extension 
Cursor 2 Base Address Low 
Cursor 2 Base Address High 
Cursor 2 X-Position Low 
Cursor 2 X-Position High 
Cursor 2 X-Position Low 
Cursor 2 X-Position High 
Video Clock 0 VCO M-Divisor 
Video Clock 0 VCO N-Divisor 
Video Clock 0 VCO M/N-Divisor MSBs 
Video Clock 0 Divisor Select 
Video Clock 1 VCO M-Divisor 
Video Clock 1 VCO N-Divisor 
Video Clock 1 VCO M/N-Divisor MSBs 
Video Clock 1 Divisor Select 
Video Clock 2 VCO M-Divisor 
Video Clock 2 VCO N-Divisor 
Video Clock 2 VCO M/N-Divisor MSBs 
Video Clock 2 Divisor Select 
Memory Clock VCO M-Divisor 
Memory Clock VCO N-Divisor 
Memory Clock Divisor Select 


Clock Configuration 


Module Power Down 0 
Down Counter 
Software Flags 0 
Software Flags 1 
Software Flags 2 
Software Flags 3 
Software Flags 4 
Software Flags 5 
Software Flags 6 
Software Flags 7 
Test Block Select 
Test Control Port 
Test Data Port 
Scan Test Control 


Scan Test Control 
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4.10 Multimedia Registers 


Name Function Access Offset 
Module Capability 

Secondary Capability 

Input Control 1 

Input Control 2 

Input Control 3 

Input Control 4 

Acquisition Memory Address PTR1 
Acquisition Memory Address PTR1 
Acquisition Memory Address PTR1 
Acquisition Memory Address PTR2 
Acquisition Memory Address PTR2 
Acquisition Memory Address PTR2 
Memory Width (Span) 

Acquisition Window XLEFT 
Acquisition Window XLEFT 
Acquisition Window XRIGHT 
Acquisition Window XRIGHT 
Acquisition Window Y-TOP 
Acquisition Window Y-TOP 
Acquisition Window Y-BOTTOM 
Acquisition Window Y-BOTTOM 
H-SCALE 

V-SCALE 


Capture Frame Count 


Display Control 


Display Control 2 

Display Control 3 

Double Buffer Status 

Playback Memory Address PTR1 
Playback Memory Address PTR1 
Playback Memory Address PTR1 
Playback Memory Address PTR2 
Playback Memory Address PTR2 
Playback Memory Address PTR2 
Memory Width (Span) 

Playback Window XLEFT 
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4.10 Multimedia Registers (continued) 


Name Function 

Playback Window XLEFT 
Playback Window XRIGHT 
Playback Window XRIGHT 
Playback Window Y-TOP 
Playback Window Y-TOP 
Playback Window Y-BOTTOM 
Playback Window Y-BOTTOM 
H-ZOOM 

V-ZOOM 

Color Key Control 1 

Color Key (Blue) 

Color Key (Green) 

Color Key (Red) 

Color Key Mask (Blue) 

Color Key Mask (Green) 

Color Key Mask (Red) 

Line Count Read 


Line Count Read 
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4.11 Flat Panel Registers 


Name 


REVISION 1.5 


Function Access 
Feature Register 
CRT / FP Control 
Mode Control 
Dot Clock Source 
Panel Power Sequencing Delay 
Power Down Control 1 
FP Power Down Control 
Pin Polarity 
Programmable Output Drive 
Pin Control 1 
Pin Control 2 
Activity Timer Control 
Panel Format 0 
Panel Format 1 
Panel Format 2 
Panel Format 3 
FRC Option Select 
Polynomial FRC Control 
Text Mode Control 
Blink Rate Control 
Frame Buffer Control 
M (ACDCLK) Control 


Diagnostic 
Horizontal Panel Size (LSB) 
Horizontal Sync Start (LSB) 


Horizontal Sync End 

Horizontal Total (LSB) 

FP Hsync (LP) Delay (LSB) 
Horizontal Overflow 1 

Horizontal Overflow 2 

FP Hsync (LP) Width and Disable 
Vertical Panel Size (LSB) 
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4.11 Flat Panel Registers (continued) 


Name 


REVISION 1.5 


Function Access 
Vertical Sync Start (LSB) 
Vertical Sync End 
Vertical Total (LSB) 
FP Vsync (FLM) Delay (LSB) 
Vertical Overflow 1 
Vertical Overflow 2 
FP Vsync (FLM) Disable 
Horizontal Compensation Register 
Vertical Compensation 
Vertical Compensation 
Text Mode Vertical Stretching 0 MSB 
Text Mode Vertical Stretching 0 LSB 
Text Mode Vertical Stretching 1 MSB 
Text Mode Vertical Stretching 1 LSB 


Vertical Line Replication 


Selective Vertical Stretching Disable 
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CHAPTER 5 


SET UP AND GENERAL CONTROL 
REGISTER DESCRIPTIONS 
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\ S ru r > SETUP AND GENERAL CONTROL REGISTERS 


5.0 Introduction 


The setup, enable and general registers are all directly accessible by the CPU, i.e., no sub indexing scheme is 
used to read from and write to these registers. 


5.1 Setup and Enable Registers 


These registers are available only when the 65550 is used with either VL-Bus or the 486 local bus. When the 
65550 is used with PCI, these registers are not accessible, and the PCI Configuration Registers are used to do the 
work of enabling or disabling the 65550. 
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POS102 Global Enable Register 


Read/write at I/O address 102h 


a a a a a a a ee ee a ee 
VGA 
Reserved Enable 


Note: This register is available only when the 65550 is used with either VL-Bus or the 486 local bus. 


7-1 Reserved 


0 VGA Enable 


0 Disables access to the frame buffer and all registers within the 65550 from the host interface, except 
POS 102. 


1 Enables access to the frame buffer and all registers within the 65550 from the host interface, including 
POS102. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


SHED HHH HI © 


4 a i pe SETUP AND GENERAL CONTROL REGISTERS 


VSE Video Subsystem Enable Register 


Read/Write at I/O address 3C3h 


a a a ea a a | Fae (ee ee ee 
VGA 
Reserved Enable 


Note: This register is available only when the 65550 is used with either VL-Bus or the 486 local bus. 


7-1 Reserved 


0 VGA Enable 
0 Disables access to the frame buffer and all registers within the 65550 from the host interface, except 
POS 102 and VSE. 
1 Enables access to the frame buffer and all registers within the 65550 from the host interface, 
including POS102 and VSE. 
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5.2 General Control and Status Registers 


STOI VGA Input Status Register 1 3BABDA | = — 


VGA Feature Control Register 3BA/3DA 


Various bits in these registers provide control over the real-time status of the horizontal sync signal, the 
horizontal retrace interval, the vertical sync signal and the vertical retrace interval. 


The horizontal retrace interval is the period of time during the drawing of each scan line containing active video 
data, when the active video data is not being displayed. This period of time includes the horizontal front and 
back porches, and the horizontal sync pulse. The horizontal retrace interval is always longer than the horizontal 
sync pulse. 


The vertical retrace interval is the period of time during which the scan lines not containing active video data are 
drawn. It is the period of time that includes the vertical front and back porches, and the vertical sync pulse. The 
vertical retrace interval is always longer than the vertical sync pulse. 


Display Enable is a status bit (bit 0) in VGA Input Status Register 1 that indicates when either a horizontal 
retrace interval or a vertical retrace interval is taking place. In the IBM EGA graphics system (and the ones that 
preceded it, including MDA and CGA), it was important to check the status of this bit to ensure that one or the 
other of the retrace intervals was taking place before reading from or writing to the frame buffer. In these earlier 
systems, reading from or writing to frame buffer at times outside the retrace intervals meant that the CRT 
controller would be denied access to the frame buffer while accessing pixel data needed to draw pixels on the 
display, resulting in either “snow” or a flickering display. The words “Display Enable” constitute an unfortunate 
choice of name for this status bit, since this name is suggestive of having some connection to the enabling or 
disabling of the graphics system. 
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STOO Input Status Register 0 


Read-only at I/O address 3C2h 


Se ae a Sa ey a ee (Pe ee ee ee 


nterrupt Sense 


CRT Interrupt 


NI 


0 Indicates that a CRT (vertical retrace interval) interrupt is not pending. 
1 Indicates that a CRT (vertical retrace interval) interrupt is pending. 


Note: The generation of interrupts can be enabled, through bits 4 and 5 of the Vertical Retrace End 
Register (CR11). This ability to generate interrupts at the start of the vertical retrace interval is a feature 
that is largely unused by current software. This bit is here for EGA compatibility. 


6-5 Reserved 


> 


DAC Comparator Sense 


Indicates the state of the output of the DAC analog output comparator(s). The BIOS uses this bit to 
determine whether the display is a color or monochrome CRT. BIOS will blank the screen or clear the 
frame buffer to display only black, and then configure the D-to-A converters and the comparators to first 
test for the presence of a color display, and then (if no color display is found) to test for the presence of 
any display, at all. The result of each such test is read via this bit. 


3-0 Reserved 
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ST0O1 Input Status Register 1 


Read-only at I/O address 3BAh/3DAh 


a (ee ee ee ee ee ee eee 


VSYNC ; Vertical Display 
Output Reserved Video Feedback Rewace Bnable 


7 VSYNC Output 
0 The VSYNC output pin is currently inactive. 
1 The VSYNC output pin is currently active. 
Note: This bit is largely unused by current software. 
6 Reserved 


5-4 Video Feedback 1, 0 


These are diagnostic video bits that are programmably connected to 2 of the 8 color bits sent to the 
palette. The selection of which of 2 of the 8 possible color bits become connected to these 2 bits of this 
register is made via bits 4 and 5 of the Color Plane Enable Register (AR12). These 2 bits are largely 
unused by current software -- they are here for EGA compatibility. 


Oe 


Vertical Retrace 
0 Indicates that a vertical retrace interval is not taking place. 
1 Indicates that a vertical retrace interval is taking place. 


Note: This bit can be programmed, via bits 4 and 5 of the Vertical Retrace End Register (CR11), to 
generate an interrupt at the start of the vertical retrace interval. This ability to generate interrupts at the 
onset of the vertical retrace interval is a feature that is largely unused by current software. 


2-1 Reserved 


0 Display Enable 
0 Indicates that neither a horizontal retrace interval nor a vertical retrace interval is currently taking 
place, i.e., active display area data is being drawn on the display. 
1 Indicates that either a horizontal retrace interval or a vertical retrace interval is currently taking place. 
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FCR Feature Control Register 
Write at I/O address 3BAh/3DAh 
Read at I/O address 3CAh 


a a a a ee ee ee ee eee ee ee ee 


Reserved ene Reserved 
Control 


7-4 Reserved 


Oe 


VSYNC Control 
0 VSYNC output pin simply provides the vertical sync signal. 


1 VSYNC output pin provides a signal that is the logical OR of the vertical sync signal and the value of 
the Display Enable bit (bit 0) of Input Status Register | (STO1). 


Note: This feature is largely unused by current software. This bit is provided for VGA compatibility. 


2-0 Reserved 
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MSR Miscellaneous Output Register 
Write at I/O address 3C2h 

Read at I/O address 3CCh 

This register is cleared to 00h by reset. 


a ee a ae a a a Fa ee ee ee ed Pe ee 


VSYNC HSYNC Odd/Even R 4 Clock Sel RAM I/O Address 
Polarity Polarity Page Select Fires OOS RCE Enable Select 


VSYNC Polarity 


P| 


0 Selects positive VSYNC polarity. 
1 Selects negative VSYNC polarity. 


See the note at the end of this register description. 


N 


HSYNC Polarity 
0 Selects positive HSYNC polarity. 
1 Selects negative HSYNC polarity. 


See the note at the end of this register description. 


an 


Odd/Even Page Select 
0 Selects the lower 64KB page. 
1 Selects the upper 64KB page. 


Selects between two 64KB pages of frame buffer memory during standard VGA odd/even modes (modes 
Oh through 5h). This bit can also be programmed to be used in other modes via bit | of register GRO6. 


> 


Reserved 


3-2 Clock Select 
These two bits select the dot clock in standard VGA modes. 
00 Select CLKO, 25MHz 
(for standard VGA modes with 640 pixel horizontal resolution) 


01 Select CLK1, 23MHz 
(for standard VGA modes with 720 pixel horizontal resolution) 


10 Select CLK2 (left “reserved” in standard VGA) 
11 Select CLK3 (left “reserved” in standard VGA) 
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MSR Miscellaneous Output Register (continued) 


1 RAM Access Enable 
0 Disables CPU access to frame buffer. 


1 Enables CPU access to frame buffer. 


0 I/O Address Select 


0 Sets the I/O address decode for STO1, FCR and all CRxx registers to the 3Bx I/O address range 
(MDA emulation). 


1 Sets the I/O address decode for STO1, FCR and all CRxx registers to the 3Dx I/O address range 
(CGA emulation). 


Note: In standard VGA modes, bits 7 and 6 indicate which of the three standard VGA vertical 
resolutions the standard VGA display should be used. All extended modes, including those with a 
vertical resolution of 480 scan lines, use a setting of 0 for both of these bits. This setting was “reserved” 
in the VGA standard. 


Vertical Resolution 
10 Nh Oe All other vertical resolutions 
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Cir S Sequence Reais ERs (SR) 


6.0 SEQUENCER REGISTERS 


N Funedl Access Index Value 
ee eee (via 3C5) In 3C4 (SRX) 


The sequencer registers are accessed by writing the index of the desired register into the VGA Sequencer Index 
Register (SRX) at I/O address 3C4, and then accessing the desired register through the data port for the 
sequencer registers at I/O address 3C5. 
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SRX Sequencer Index Register 
Read/Write at I/O address 3C4h 
This register is cleared to 00h by reset. 


a a ee 1 1 es 


7-3 Reserved 


2-0 Sequencer Register Index 


These three bits are used to select any one of the sequencer registers, SROO through SRO7, to be accessed 
via the data port at I/O location 3C5. 


Note: SRO2 is referred to in the VGA standard as the Map Mask Register. However, the word “map” is used 
with multiple meanings in the VGA standard and was, therefore, deemed too confusing, hence the reason 
for calling it the Plane Mask Register. 


Note: SRO7 is a standard VGA register that was not documented by IBM. 


It is not a CHIPS extension. 
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SROO Reset Register 


Read/Write at I/O address 3C5h with 3C4h set to index OOh 


Sn — 
7-2 Reserved 


1 Synchronous Reset 


Setting this bit to 0 commands the sequencer to perform a synchronous clear and then halt. The 
sequencer should be reset via this bit before changing the Clocking Mode Register (SRO1) if the memory 
contents are to be preserved. However, leaving this bit set to 0 for longer than a few tenths of a 
microsecond can still cause data loss in the frame buffer. 


0 Forces synchronous reset and halt 


1 Permits normal operation 


0 Asynchronous Reset 


Setting this bit to 0 commands the sequencer to perform a clear and then halt. Resetting the sequencer via 
this bit can cause data loss in the frame buffer. 


0 Forces asynchronous reset 


1 Permits normal operation 
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SR0O1 Clocking Mode Register 


Read/Write at I/O address 3C5h with 3C4h set to index Olh 


Reserved Screen Off Shift 4 Pot Clock Shift Load Reserved on at 
Divide Clocks 


Reserved 


Screen Off 
0 Permits normal operation 


1 Disables video output (blanks the screen) and turns off the picture-generating logic, thereby, allowing 
the full memory bandwidth to be available for CPU accesses. Synchronization pulses to the display, 
however, are maintained. Setting this bit to 1 can be used as a way to more rapidly update the frame 
buffer. 


Shift 4 


0 Causes the video data shift registers to be loaded every 1 or 2 character clock cycles, depending on 
bit 2 of this register. 


1 Causes the video data shift registers to be loaded every 4 character clock cycles. 


Dot Clock Divide 


Setting this bit to 1 divides the dot clock by two and stretches all timing periods. This bit is used in 
standard VGA 40-column text modes to stretch timings to create horizontal resolutions of either 320 or 
360 pixels (as opposed to 640 or 720 pixels, normally used in standard VGA 80-column text modes). 


0 Pixel clock is left unaltered. 


1 Pixel clock is divided by 2. 


Shift Load 
This bit is ignored if bit 4 of this register is set to 1. 


0 Causes the video data shift registers to be loaded on every character clock, if bit 4 of this register is 
set to 0. 


1 Causes the video data shift registers to be loaded every 2 character clocks, provided that bit 4 of this 
register is set to 0. 


Reserved 


8/9 Dot Clocks 


0 Selects 9 dot clocks (9 horizontal pixels) per character in text modes with a horizontal resolution of 
720 pixels 


1 Selects 8 dot clocks (8 horizontal pixels) per character in text modes with a horizontal resolution of 
640 pixels 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


SUH EEE att © 


6-5 
rr S —__———————__seavencen Reaisrens (SA) 


SR0O2 Plane Mask Register 


Read/Write at I/O address 3C5h with 3C4h set to index 02h 

= aes a ae a ee es ees ee ae ee ee ee ee er ee 
Memory Memory Memory Memory 

7-4 Reserved 


3-0 Memory Plane 3 through Memory Plane 0 
These four bits of this register control processor write access to the four memory maps: 
0 Disables CPU write access to the given memory plane 
1 Enables CPU write access to the given memory plane 


In both the Odd/Even Mode and the Chain 4 Mode, these bits still control access to the corresponding 
color plane. 


Note: This register is referred to in the VGA standard as the Map Mask Register. However, the word “map” is 
used with multiple meanings in the VGA standard and was, therefore, deemed too confusing, hence the 
reason for calling it the Plane Mask Register. 
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Read/Write at I/O address 3C5h with 3C4h set to index 03h 


ee eS ee ee ee ee ee ee ee ee eee ees ee ee ae 
R 4 Char Map A | Char Map B Character Map A Select Character Map B Select 
eSEINE! Select (bit 0) | Select (bit 0) (bits 2 and 1) (bits 2 and 1) 


7-6 Reserved 


5, 3-2 Character Map Select Bits for Character Map B 


These three bits are used to select the character map (character generator tables) to be used as the secondary 
character set (font). Note that the numbering of the maps is not sequential. 


Bit 3 Bit 2 Bit 5 Map Number Table Location 


4, 1-0 Character Map Select Bits for Character Map A 


These three bits are used to select the character map (character generator tables) to be used as the primary 
character set (font). Note that the numbering of the maps is not sequential. 


Bit 1 Bit 0 Bit 4 Map Number Table Location 


Pope fo] 0 | wakbefpineaatome | 
oo fa | + | a i ope 2 omit | 
er 
mo a [san pane 2a ora | 


Note: In text modes, bit 3 of the video data’s attribute byte normally controls the foreground intensity. This bit 
may be redefined to control switching between character sets. This latter function is enabled whenever 
there is a difference in the values of the Character Font Select A and the Character Font Select B bits. If 
the two values are the same, the character select function is disabled and attribute bit 3 controls the 
foreground intensity. 


Note: Bit 1 of the Memory Mode Register (SRO4) must be set to | for the character font select function of this 
register to be active. Otherwise, only character maps 0 and 4 are available. 
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SR04 Memory Mode Register 


Read/Write at I/O address 3C5h with 3C4h set to index 04h 


as er ae ee ee ee ee ee ee eee ee es a ee) 


Reserved Chain 4 . oo Exeniee Reserved 
ven Memory 
7-4 Reserved 


3 Chain 4 Mode 


0 The manner in which the frame buffer memory is mapped is determined by the setting of bit 2 of this 
register. 


1 The frame buffer memory is mapped in such a way that the function of address bits 0 and | are 
altered so that they select planes 0 through 3. 


The selections made by this bit affect both CPU read and write accesses to the frame buffer. 


2 Odd/Even Mode 


0 The frame buffer memory is mapped in such a way that the function of address bit 0 such that even 
addresses select planes 0 and 2 and odd addresses select planes 1 and 3. 


1 Addresses sequentially access data within a bit map, and the choice of which map is accessed is made 
according to the value of the Plane Mask Register (SRO2). 


Bit 3 of this register must be set to 0 for this bit to be effective. The selections made by this bit affect 
only CPU writes to the frame buffer. 


1 Extended Memory Enable 
0 Disable CPU accesses to more than the first 64KB of VGA standard memory. 
1 Enable CPU accesses to the rest of the 256KB total VGA memory beyond the first 64KB. 


This bit must be set to 1 to enable the selection and use of character maps in plane 2 via the Character 
Map Select Register (SRO3). 


0 Reserved 
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SR07 Horizontal Character Counter Reset 
Read/Write at I/O address 3C5h with 3C4h set to index 07h 


= ae ae ee ee ee ee es ee ee ee ee Ee ee ee ee 


Horizontal Character Counter 


Writing this register with any data will cause the horizontal character counter to be held in reset (the character 
counter output will remain 0) until a write occurs to any other sequencer register location with SRX set to an 
index of 0 through 6. 


The vertical line counter is clocked by a signal derived from the horizontal display enable (which does not occur 
if the horizontal counter is held in reset). Therefore, if a write occurs to this register during the vertical retrace 
interval, both the horizontal and vertical counters will be set to 0. A write to any other sequencer register 
location (with SRX set to an index of O through 6) may then be used to start both counters with reasonable 
synchronization to an external event via software control. 


This is a standard VGA register which was not documented by IBM. 
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GRAPHICS CONTROLLER REGISTERS (GR) 


7.0 GRAPHICS CONTROLLER REGISTERS 


(via 3CF) In 3CE (GRX) 


The graphics controller registers are accessed by writing the index of the desired register into the VGA Graphics 
Controller Index Register at I/O address 3CE, and then accessing the desired register through the data port for 
the graphics controller registers located at I/O address 3CF. 
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GRX Graphics Controller Index Register 


Read/Write at I/O address 3CEh 
This register is cleared to 00h by reset. 


fas 1s YO i Se a_i 


Reserved Sequencer Register Index 


7-4 Reserved 


3-0 Sequencer Register Index 
These four bits are used to select any one of the graphics controller registers, GROO through GRO8, to be 
accessed via the data port at I/O location 3CF. 
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GROO Set/Reset Register 


Read/Write at I/O address 3CFh with 3CEh set to index 00h 
= ae a ee ee ee een ee ee ee ee ee ee Pe eee 
R d Set/Reset Set/Reset Set/Reset Set/Reset 
SSELVE Plane 3 Plane 2 Plane | Plane 0 
7-4 Reserved 


3-0 Set/Reset Plane 3 through Set/Reset Plane 0 


When the Write Mode bits (bits 0 and 1) of the Graphics Mode Register (GROS5) are set to select Write 
Mode 0, all 8 bits of each byte of each memory plane are set to either 1 or O as specified in the 
corresponding bit in this register if the corresponding bit in the Enable Set/Reset Register (GRO1) is set to 
1. 


When the Write Mode bits (bits 0 and 1) of the Graphics Mode Register (GROS5) are set to select Write 
Mode 3, all CPU data written to the frame buffer is rotated, then logically ANDed with the contents of the 
Bit Mask Register (GRO8), and then treated as the addressed data’s bit mask, while value of these four 
bits of this register are treated as the color value. 
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GRO01 Enable Set/Reset Register 


Read/Write at I/O address 3CFh with 3CEh set to index Olh 
=e a ae ee eee ee ee ee ee ee ee ee ee ee 
R d Enbl Set/ Enbl Set/ Enbl Set/ Enbl Set/ 
cee Reset Pln 3 Reset Pln 2 Reset Pln 1 Reset Pln 0 
7-4 Reserved 


3-0 Enable Set/Reset Plane 3 through Enable Set/Reset Plane 0 


0 The corresponding memory plane can be read from or written to by the CPU without any special 
bitwise operations taking place. 


1 The corresponding memory plane is set to 0 or 1 as specified in the Set/Reset Register (GROO). 


This register works in conjunction with the Set/Reset Register (GROO). The Write Mode bits (bits 0 and 
1) must be set for Write Mode 0 for this register to have any effect. 
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GRO2 Color Compare Register 


Read/Write at I/O address 3CFh with 3CEh set to index 02h 

ey aes ae a Fe a a a ee a a ee ee es eee 
Color Comp | Color Comp | Color Comp | Color Comp 

7-4 Reserved 


3-0 Color Compare Plane 3 through Color Compare Plane 0 


When the Read Mode bit (bit 3) of the Graphics Mode Register (GRO5) is set to select Read Mode 1, all 
8 bits of each byte of each of the 4 memory planes of the frame buffer corresponding to the address from 
which a CPU read access is being performed are compared to the corresponding bits in this register (if the 
corresponding bit in the Color Don’t Care Register (GRO7) is set to 1). The value that the CPU receives 
from the read access is an 8-bit value that shows the result of this comparison, wherein value of | in a 
given bit position indicates that all of the corresponding bits in the bytes across all of the memory planes 
that were included in the comparison had the same value as their memory plane’s respective bits in this 
register. 
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GR0O3 Data Rotate Register 


Read/Write at I/O address 3CFh with 3CEh set to index 03h 


eee ee a ea ee ee ee ee ee 


Reserved Function Select Rotate Count 


7-5 Reserved 


4-3 Function Select 


These bits specify the logical function (if any) to be performed on data that is meant to be written to the 
frame buffer (using the contents of the memory read latch) just before it is actually stored in the frame 
buffer at the intended address location. 


Bit 4 Bit 3 Result 


Data being written to the frame buffer remains unchanged, and is simply stored 
in the frame buffer. 


1 Data being written to the frame buffer is logically ANDed with the data in the 
memory read latch before it is actually stored in the frame buffer. 


Data being written to the frame buffer is logically XORed with the data in the 
memory read latch before it is actually stored in the frame buffer. 


Data being written to the frame buffer is logically ORed with the data in the 
memory read latch before it is actually stored in the frame buffer. 


2-0 Rotate Count 


These bits specify the number of bits to the right to rotate any data that is meant to be written to the frame 
buffer just before it is actually stored in the frame buffer at the intended address location. 
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GR04 Read Plane Select Register 


Read/Write at I/O address 3CFh with 3CEh set to index 04h 


7-2 Reserved 


1-0 Read Plane Select 


These two bits select the memory plane from which the CPU reads data in Read Mode 0. In Odd/Even 
Mode, bit 0 of this register is ignored. In Chain 4 Mode, both bits 1 and 0 of this register are ignored. 
The four memory planes are selected as follows: 


Bit 1 Bit 0 Plane Selected 


Toto | Pawo | 
of fre | 


Pao fre | 


These two bits also select which of the four memory read latches may be read via the Memory Read 
Latch Data Register (CR22). The choice of memory read latch corresponds to the choice of plane 
specified in the table above. The Memory Read Latch Data register and this additional function served 
by 2 bits are features of the VGA standard that were never documented by IBM. 
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GRO5 Graphics Mode Register 


Read/Write at I/O address 3CFh with 3CEh set to index 05h 


es a a aes ee ee ee ed ee ee ee ee ee 


dd 


7 


6-5 


Reserved 


Shift Register Control 


In standard VGA modes, pixel data is transferred from the 4 graphics memory planes to the palette via a 
set of 4 serial output bits. These 2 bits of this register control the format in which data in the 4 memory 
planes is serialized for these transfers to the palette. 


0, 0 


0, 1 


REVISION 1.5 


One bit of data at a time from parallel bytes in each of the 4 memory planes is transferred to 
the palette via the 4 serial output bits, with 1 of each of the serial output bits corresponding 
to a memory plane. This provides a 4-bit value on each transfer for 1 pixel, making 
possible a choice of 1 of 16 colors per pixel. 


Serial 1st 2nd 3rd 4th 5th 6th 7th 8th 
Out Xfer Xfer Xfer Xfer Xfer Xfer Xfer Xfer 


Two bits of data at a time from parallel bytes in each of the 4 memory planes are transferred 
to the palette in a pattern that alternates per byte between memory planes 0 and 2, and 
memory planes 1 and 3. First the even-numbered and odd-numbered bits of a byte in 
memory plane 0 are transferred via serial output bits 0 and 1, respectively, while the even- 
numbered and odd-numbered bits of a byte in memory plane 2 are transferred via serial 
output bits 2 and 3. Next, the even-numbered and odd-numbered bits of a byte in memory 
plane | are transferred via serial output bits 0 and 1, respectively, while the even-numbered 
and odd-numbered bits of memory plane 3 are transferred via serial out bits 1 and 3. This 
provides a pair of 2-bit values (one 2-bit value for each of 2 pixels) on each transfer, 
making possible a choice of 1 of 4 colors per pixel. 


Serial 1st 2nd 3rd 4th 5th 6th 7th 8th 
Out Xfer Xfer Xfer Xfer Xfer Xfer Xfer Xfer 


; plane 2 plane 2 plane 2 plane 2 plane 3 plane 3 plane 3 plane 3 
. plane 2 plane 2 plane 2 plane 2 plane 3 plane 3 plane 3 plane 3 


plane 0 plane 0 plane 0 plane 0 plane 1 plane 1 plane 1 plane 1 
Bit | bit 7 bit 5 bit 3 bit 1 bit 7 bit 5 bit 3 
; plane 0 plane 0 plane 0 plane 0 plane 1 plane 1 plane 1 plane 1 
Bit 0 bit 6 bit 4 bit 2 bit 0 bit 6 bit 4 bit 2 bit 0 
This alternating pattern is meant to accommodate the use of the Odd/Even mode of 
organizing the 4 memory planes, which is used by standard VGA modes 2h and 3h. 
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GRO5 Graphics Mode Register (continued) 
6-5 Shift Register Control (continued) 


1,x Four bits of data at a time from parallel bytes in each of the 4 memory planes are transferred 
to the palette in a pattern that iterates per byte through memory planes 0 through 3. First the 
4 most significant bits of a byte in memory plane 0 are transferred via the 4 serial output bits, 
followed by the 4 least significant bits of the same byte. Next, the same transfers occur from 
the parallel byte in memory planes 1, 2 and lastly, 3. Each transfer provides either the upper or 
lower half of an 8 bit value for the color for each pixel, making possible a choice of 1 of 256 
colors per pixel. 


Serial 1st 2nd 3rd 4th 5th 6th 7th 8th 
Out Xfer Xfer Xfer Xfer Xfer Xfer Xfer Xfer 


: plane 0 plane 0 plane 1 plane 1 plane 2 plane 2 plane 3 plane 3 
: plane 0 plane 0 plane 1 plane 1 plane 2 plane 2 plane 3 plane 3 


. plane 0 plane 0 plane 1 plane 1 plane 2 plane 2 plane 3 plane 3 
. plane 0 plane 0 plane 1 plane 1 plane 2 plane 2 plane 3 plane 3 
bit 4 bit 0 bit 4 bit 0 bit 4 bit 0 bit 4 bit 0 


This pattern is meant to accommodate mode 13h, a standard VGA 256-color graphics mode. 


4 Odd/Even Mode 


0 


Addresses sequentially access data within a bit map, and the choice of which map is accessed is made 
according to the value of the Plane Mask Register (SRO2). 


The frame buffer is mapped in such a way that the function of address bit 0 such that even addresses 
select memory planes 0 and 2 and odd addresses select memory planes 1 and 3. 


Note: This works in a way that is the inverse of (and is normally set to be the opposite of) bit 2 of the 


Memory Mode Register (SRO2). 


3 Read Mode 


0 


REVISION 1.5 10/14/97 65550 


During a CPU read from the frame buffer, the value returned to the CPU is data from the memory 
plane selected by bits | and 0 of the Read Plane Select Register (GR04). 


During a CPU read from the frame buffer, all 8 bits of the byte in each of the 4 memory planes 
corresponding to the address from which a CPU read access is being performed are compared to the 
corresponding bits in this register (if the corresponding bit in the Color Don’t Care Register (GRO7) 
is set to 1). The value that the CPU receives from the read access is an 8-bit value that shows the 
result of this comparison, wherein value of | in a given bit position indicates that all of the 
corresponding bits in the bytes across all 4 of the memory planes that were included in the 
comparison had the same value as their memory plane’s respective bits in this register. 
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GRO5 Graphics Mode Register (continued) 


2 Reserved 


1-0 Write Mode 


0, 0 


0, 1 


Write Mode 0 -- During a CPU write to the frame buffer, the addressed byte in each of the 4 memory 
planes is written with the CPU write data after it has been rotated by the number of counts specified 
in the Data Rotate Register (GRO3). If, however, the bit(s) in the Enable Set/Reset Register (GRO1) 
corresponding to one or more of the memory planes is set to 1, then those memory planes will be 
written to with the data stored in the corresponding bits in the Set/Reset Register (GROO). 


Write Mode | -- During a CPU write to the frame buffer, the addressed byte in each of the 4 memory 
planes is written to with the data stored in the memory read latches. (The memory read latches stores 
an unaltered copy of the data last read from any location in the frame buffer.) 


Write Mode 2 -- During a CPU write to the frame buffer, the least significant 4 data bits of the CPU 
write data is treated as the color value for the pixels in the addressed byte in all 4 memory planes. 
The 8 bits of the Bit Mask Register (GRO8) are used to selectively enable or disable the ability to 
write to the corresponding bit in each of the 4 memory planes that correspond to a given pixel. A 
setting of O in a bit in the Bit Mask Register at a given bit position causes the bits in the 
corresponding bit positions in the addressed byte in all 4 memory planes to be written with value of 
their counterparts in the memory read latches. A setting of 1 in a Bit Mask Register at a given bit 
position causes the bits in the corresponding bit positions in the addressed byte in all 4 memory 
planes to be written with the 4 bits taken from the CPU write data to thereby cause the pixel 
corresponding to these bits to be set to the color value. 


Write Mode 3 -- During a CPU write to the frame buffer, the CPU write data is logically ANDed 
with the contents of the Bit Mask Register (GRO8). The result of this ANDing is treated as the bit 
mask used in writing the contents of the Set/Reset Register (GROO) are written to addressed byte in 
all 4 memory planes. 
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GR0O6 Miscellaneous Register 
Read/Write at I/O address 3CFh with 3CEh set to index 06h 


ee ae ae a a a a es ee a ee ee eee 


Chain Graphics / 


7-4 Reserved 


3-2 Memory Map Mode 


These 2 bits control the mapping of the frame buffer into the CPU address space as follows: 


Bit 3 Bit 2 Frame Buffer Address Range 


A0000h - BFFFFh 
A0000h - AFFFFh 


BO0000h - B7FFFh 
B8000h - BFFFFh 


Note: This function is both in standard VGA modes, and in extended modes that do not provide linear 
frame buffer access. 


1 Chain Odd/Even 


This bit provides the ability to alter the interpretation of address bit AO, so that it may be used in selecting 
between the odd-numbered memory planes (planes 1 and 3) and the even-numbered memory planes 
(planes 0 and 2). 


0 AO functions normally. 


1 AO is switched with a high order address bit, in terms of how it is used in address decoding. The 
result is that AO is used to determine which memory plane is being accessed: 
AO =0: planes 0 and 2 
AO = 1: planes 1 and 3 


0 Graphics/Text Mode 
0 Selects text mode. 


1 Selects graphics mode. 
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GR07 Color Don’t Care Register 


Read/Write at I/O address 3CFh with 3CEh set to index 07h 

as a ee ae as ee ee ee ee ee ee ee ee 
Ignore Color | Ignore Color | Ignore Color | Ignore Color 

7-4 Reserved 


3-0 Ignore Color Plane 3 through Ignore Color Plane 0 


0 The corresponding bit in the Color Compare Register (GRO2) will not be included in color 
comparisons. 


1 The corresponding bit in the Color Compare Register (GRO2) is used in color comparisons. 


Note: These bits have effect only when bit 3 of the Graphics Mode Register (GROS5) is set to 1 to select 
read mode 1. 
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GRO8 Bit Mask Register 


Read/Write at I/O address 3CFh with 3CEh set to index O8h 


post = 4) 6? — 1) il =) se 


7-0 Bit Mask 


0 The corresponding bit in each of the 4 memory planes is written to with the corresponding bit in the 
memory read latches. 


1 Manipulation of the corresponding bit in each of the 4 memory planes via other mechanisms is 
enabled. 


Note: This bit mask applies to any writes to the addressed byte of any or all of the 4 memory planes, 
simultaneously. 


Note: This bit mask is applicable to any data written into the frame buffer by the CPU, including data that is 
also subject to rotation, logical functions (AND, OR, XOR), and Set/Reset. To perform a proper read- 
modify-write cycle into frame buffer, each byte must first be read from the frame buffer by the CPU 
(and this will cause it to be stored in the memory read latches), this Bit Mask Register must be set, and 
the new data then written into the frame buffer by the CPU. 
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CHAPTER 8 


ATTRIBUTE CONTROLLER REGISTERS 
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8.0 ATTRIBUTE CONTROLLER REGISTERS 


AROO-AROF Color Data Registers 00-OF 


Unlike the other sets of indexed registers, the attribute controller registers are not accessed through a scheme 
employing entirely separate index and data ports. I/O address 3COh is used both as the read and write for the 
index register, and as the write address for the data port. I/O address 3C1h is the read address for the data port. 


To write to one of the attribute controller registers, the index of the desired register must be written to I/O 
address 3COh, and then the data is written to the very same I/O address. A flip-flop alternates with each write to 
I/O address 3COh to change its function from writing the index to writing the actual data, and back again. This 
flip-flop may be deliberately set so that I/O address 3COh is set to write to the index (which provides a way to 
set it to a known state) by performing a read operation from Input Status Register 1 (STO1) at I/O address 3BAh 
or 3DAh (depending on whether the graphics system has been set to emulate an MDA or a CGA). 


To read from one of the attribute controller registers, the index of the desired register must be written to I/O 
address 3COh, and then the data is read from I/O address 3Clh. A read operation from I/O address 3C ih does 
not reset the flip-flop to writing to the index. Only a write to 3COh or a read from 3BAh or 3DAh, as described 
above, will toggle the flip-flop back to writing to the index. 
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ARX Attribute Controller Index Register 


Read/Write at I/O address 3COh 


ae a (a a (ee | ed ee ee | 


Vid 
Reserved Bee Attribute Controller Register Index 
Enable 


7-6 Reserved 
5 Video Enable 
0 Disables video, allowing the attribute controller color registers (AROO-AROF) to be accessed by the 
CPU. 
1 Enables video, causing the attribute controller color registers (AROO-AROF) to be rendered 
inaccessible by the CPU. 
Note: In the VGA standard, this is called the “Palette Address Source” bit. 
4-0 Attribute Controller Register Index 
These five bits are used to select any one of the attribute controller registers, AROO through AR14, to be 
accessed. 
Note: AR12 is referred to in the VGA standard as the Color Plane Enable Register. The words “plane,” 
“color plane,” “display memory plane,” and “memory map” have all been used in IBM™ literature on the 
VGA standard to describe the four separate regions in the frame buffer where the pixel color or attribute 
information is split up and stored in standard VGA planar modes. This use of multiple terms for the same 
subject was deemed confusing, therefore, AR12 is called the Memory Plane Enable Register. 
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AR00-AROF Palette Registers 0-F 


Read at 3C1h, Write at 3COh with 3COh set to indexes 00h to OFh 


a a ee ee (ee ee ee ee 


7-6 Reserved 


5-0 Palette Bits P5-P0 


In each of these 16 registers, the lower 6 of 8 bits are used to map either text attributes or pixel color 
input values (for modes that use 16 colors) to the 256 possible colors available to be selected in the 
palette. 


Note: Bits 3 and 2 of the Color Select Register (AR14) supply bits P7 and P6 for the values contained in 
all 16 of these registers. Bits 1 and 0 of the Color Select Register (AR14) can also replace bits P5 and P4 
for the values contained in all 16 of these registers if bit 7 of the Mode Control Register (AR10) is set to 
1. 
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AR10 Mode Control Register 


Read at 3C1h, Write at 3COh with 3COh set to index 10h 


ee a ae ae ee ee ee 


a= Ss ee ee ee ee ee 
Palette Bits Pixel Pixel Panning R d En Blink/ En Line Gr Select Graphics/ 
P5, P4 Select | Width/Clk Compat one Bkgd Int. | Char Code Display | Alpha Mode 


7 Palette Bits P5, P4 Select 


0  P5 and P4 for each of the 16 selected colors (for modes that use 16 colors) are individually provided 
by bits 5 and 4 of their corresponding Palette Registers (AROO-OF). 


1 P5 and P4 for all 16 of the selected colors (for modes that use 16 colors) are provided by bits | and 0 
of Color Select Register (AR14). 


6 Pixel Width/Clock Select 
0 Six bits of video data (translated from 4 bits via the palette) are output every dot clock. 


1 Two sets of 4 bits of data are assembled to generate 8 bits of video data which is output every other 
dot clock, and the Palette Registers (AROO-OF) are bypassed. 


Note: This bit is set to 0 for all of the standard VGA modes, except mode 13h. 


5 Pixel Panning Compatibility 


0 Scroll both the upper and lower screen regions horizontally as specified in the Pixel Panning Register 
(AR13). 


1 Scroll only the upper screen region horizontally as specified in the Pixel Panning Register (AR13). 


Note: This bit has application only when split-screen mode is being used, where the display area is 
divided into distinct upper and lower regions which function somewhat like separate displays. 


4 Reserved 


3 Enable Blinking/Select Background Intensity 


0 Disables blinking in graphics modes, and for text modes, sets bit 7 of the character attribute bytes to 
control background intensity, instead of blinking. 


1 Enables blinking in graphics modes and for text modes, sets bit 7 of the character attribute bytes to 
control blinking, instead of background intensity. 


Note: The blinking rate is derived by dividing the VSYNC signal. The Blink Rate Control Register 
(FR19) defines the blinking rate. 
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AR10 Mode Control Register (continued) 
2 Enable Line Graphics Character Code 


0 Every 9th pixel of a horizontal line (i.e., the last pixel of each horizontal line of each 9-pixel wide 
character box) is assigned the same attributes as the background of the character of which the given 
pixel is a part. 


1 Every 9th pixel of a horizontal line (i.e., the last pixel of each horizontal line of each 9-pixel wide 
character box) is assigned the same attributes as the 8th pixel if the character of which the given pixel 
is a part. This setting is intended to accommodate the line-drawing characters of the PC’s extended 
ASCII character set -- characters with an extended ASCII code in the range of BOh to DFh. 


Note: In IBM@® literature describing the VGA standard, the range of extended ASCII codes that are said 
to include the line-drawing characters is mistakenly specified as COh to DFh, rather than the correct range 
of BOh to DFh. 


1 Select Display Type 
0 Attribute bytes in text modes are interpreted as they would be for a color display. 


1 Attribute bytes in text modes are interpreted as they would be for a monochrome display. 


0 Graphics/Alphanumeric Mode 
0 Selects alphanumeric (text) mode. 


1 Selects graphics mode. 
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AR11 Overscan Color Register 
Read at 3C1h, Write at 3COh with 3COh set to index 11h 


ee po 


Overscan Color 


7-0 Overscan 


These 8 bits select the overscan (border) color. The border color is displayed during the blanking 
intervals. For monochrome displays, this value should be set to 00h. 
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AR12 Memory Plane Enable Register 


Read at 3C1h, Write at 3COh with 3COh set to index 12h 

a a a a a ae | a a ae a ee ee re ee 
. Enable Enable Enable Enable 

SACO oS Nie Plane 3 Plane 2 Plane 1 Plane 0 

7-6 Reserved 


5-4 Video Status Mux 


These 2 bits are used to select 2 of the 8 possible palette bits (P7-PO) to be made available to be read via 
bits 5 and 4 of the Input Status Register 1 (STO1). The table below shows the possible choices. 


AR12 Bit 5 AR12 Bit 4 STO1 Bit 5 STO01 Bit 4 


Note: These bits are largely unused by current software -- they are provided for EGA compatibility. 


3-0 Enable Plane 3-0 


These 4 bits individually enable the use of each of the 4 memory planes in providing 1 of the 4 bits used 
in video output to select 1 of 16 possible colors from the palette to be displayed. 


0 Disable the use of the corresponding memory plane in video output to select colors, forcing the bit 
that the corresponding memory plane would have provided to a value of 0. 


1 Enable the use of the corresponding memory plane in video output to select colors. 


Note: AR12 is referred to in the VGA standard as the Color Plane Enable Register. The words “plane,” 
“color plane,” “display memory plane,” and “memory map” have all been used in IBM™ literature on 
the VGA standard to describe the 4 separate regions in the frame buffer in which pixel color or 
attributes information is split up and stored in standard VGA planar modes. This use of multiple 
terms for the same subject was deemed to be confusing, therefore AR12 is called the Memory Plane 
Enable Register. 
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AR13 Horizontal Pixel Panning Register 


Read at 3C1h, Write at 3COh with 3COh set to index 13h 


aa a (a <e  ee  e| F d (e  [ 


Reserved Horizontal Pixel Shift 


7-4 Reserved 


3-0 Horizontal Pixel Shift 3-0 


Bits 3-0 of this register hold a 4-bit value that selects numbers of pixels by which the image is shifted 
horizontally to the left. This function is available in both text and graphics modes. 


In text modes with a 9-pixel wide character box, the image can be shifted up to 9 pixels to the left. In text 
modes with an 8-pixel wide character box, and in graphics modes other than those with 256 colors, the 
image can be shifted up to 8 pixels to the left. 


In standard VGA mode 13h (where bit 6 of the Mode Control Register, AR10, is set to 1 to support 256 
colors), bit 0 of this register must remain set to 0, and the image may be shifted up to only 4 pixels to the 
left. In this mode, the number of pixels by which the image is shifted can be further controlled using bits 
6 and 5 of the Preset Row Scan Register (CR08). 


Number of Pixels Shifted 
Bits 3-0 & Graphics —cetis_ 
rae Ga a 


a 
i NA 
a 
es 
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AR14 Color Select Register 


Read at 3C1h, Write at 3COh with 3COh set to index 14h 


peas? | Gs Bd = 2 EE a) 


7-4 Reserved 


3-2 Palette Bits P7 and P6 


These are the 2 upper-most of the 8 bits that are used to map either text attributes or pixel color input 
values (for modes that use 16 colors) to the 256 possible colors contained in the palette. These 2 bits are 
common to all 16 sets of bits P5 through PO that are individually supplied by Palette Registers 0-F 
(AROO-AROF). 


1-0 Alternate Palette Bits P5 and P4 


These 2 bits can be used as an alternate version of palette bits PS and P4. Unlike the P5 and P4 bits that 
are individually supplied by Palette Registers 0-F (AROO-AROF), these 2 alternate palette bits are 
common to all 16 of Palette Registers. Bit 7 of the Mode Control Register (AR10) is used to select 
between the use of either the PS and P4 bits that are individually supplied by the 16 Palette Registers or 
these 2 alternate palette bits. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


10) 8H HIE EE © 


ATTRIBUTE CONTROLLER REGISTERS (AR) 


This page intentionally left blank. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


CHAPTER 9 


PALETTE DAC REGISTERS 


REVISION 1.5 10/14/97 
SUBJECT TO CHANGE WITHOUT NOTICE 


PALETTE DAC REGISTERS 


65550 


SEHD HE EME att © 


GRIPS errs ac recisrens 


This page intentionally left blank. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


SUH HEE att © 


Crir 


9.0 PALETTE DAC REGISTERS 


PALETTE DAC REGISTERS 


DACMASK 
DACSTATE 


Pixel Data Mask Register 
DAC State Register 


DACRX Palette Read Index Register 


DACWX Palette Write Index Register 


DACDATA Palette Data Register 


The palette DAC has two main components: a 
palette in which a selection of 256 colors may be 
stored, and a set of three digital to analog (D-to-A) 
converters, one each for the red, green and blue 
components used to produce a color on a CRT 
display. The palette DAC is also frequently called 
the RAMDAC, to emphasize the presence of 
memory alongside the three D-to-A converters, and 
the palette, itself, is often referred to as the CLUT 
or color look-up table. 


During normal use, the palette DAC is operated 
either in direct-color mode or indexed-color mode. 
Direct color mode is used with pixel depths of 15, 
16, or 24 bits per pixel. In direct color mode, the 
pixel data received from the frame buffer, through 
the sequencer and the attribute controller, directly 
specifies the color for a given pixel. This pixel 
data is pre-formatted such that certain bits of the 
pixel data for each pixel are used to provide the 
red, green and blue output values for each of the 
three corresponding 8-bit D-to-A converters. 
Indexed-color mode is used with pixel depths of 8 
bits per pixel or less. In indexed-color mode, the 
incoming pixel data for each pixel is actually an 8- 
bit index that is used to choose one of the 256 color 
data positions within the palette. Each color data 
position holds a 24-bit color value that specifies the 
actual 8-bit red, green, and blue values for each of 
the three corresponding 8-bit D-to-A converters. In 
essence, the colors for each pixel are specified 
indirectly, with the actual choice of colors taking 
place in the color data positions of the palette, 
while the incoming pixel data chooses from among 
these color data positions. This method allows the 
full range of over 16 million possible colors to be 
accessible in modes with only 8 or fewer bits per 
pixel. 
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Read/Write 
Read-Only 
Write-Only 
Read/Write 
Read/Write 


The color data stored in these 256 color data 
positions can be accessed only through a complex 
sub-addressing scheme, using a data register and 
two index registers. The Palette Data Register at 
I/O address 3C9h is the data port. The Palette 
Read Index Register at I/O address 3C7h and the 
Palette Write Index Register at I/O address 3C8h 
are the two index registers. The Palette Read Index 
Register is the index register that is used to choose 
the color data position that is to be read from via 
the data port, while the Palette Write Index 
Register is the index register that is used to choose 
the color data position that is to be written to 
through the same data port. This arrangement 
allows the same data port to be used for reading 
from and writing to two different color data 
positions. Reading and writing the color data at a 
color data position involves three successive reads 
or writes since the color data stored at each color 
data position consists of three bytes. 


To read a color data position, the index of the 
desired color data position must first be written to 
the Palette Read Index Register. Then all three 
bytes of data in a given color data position may be 
read at the Palette Data Register. The first byte 
read from the Palette Data Register retrieves the 8- 
bit value specifying the intensity of the red color 
component, while the second and third bytes read 
are the corresponding 8-bit values for the green and 
blue color components, respectively. After 
completing the third read operation, the Palette 
Read Index Register is automatically incremented 
so that the data of the next color data position 
becomes accessible for being read. This allows the 
contents of all 256 color data positions of the 
palette to be read by specifying only the index of 
the Oth color data position in the Palette Read 
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Index Register, and then simply performing 768 
successive reads from the Palette Data Register. 


Writing a color data position, entails a very similar 
procedure. The index of the desired color data 
position must first be written to the Palette Write 
Index Register. Then all three bytes of data to 
specify a given color may be written to the Palette 
Data Register. The first byte written to the Palette 
Data Register specifies the intensity of the red color 
component, the second byte specifies the intensity 
for the green color component, and the third byte 
specifies the same for the blue color component. 
One important detail is that all three of these bytes 
must be written before the hardware will actually 
update these three values in the given color data 
position. When all three bytes have been written, 
the Palette Write Index Register is automatically 
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PALETTE DAC REGISTERS 


incremented so that the data of the next color data 
position becomes accessible for being written. This 
allows the contents of all 256 color data positions 
of the palette to be written by specifying only the 
index of the Oth color data position in the Palette 
Write Index Register, and then simply performing 
768 successive writes to the Palette Data Register. 


In addition to the standard set of 256 color data 
positions of the palette, there is also an alternate set 
of 8 color data positions used to specify the colors 
used to draw cursors 1 and 2, and these are also 
accessed using the very same _ sub-addressing 
scheme. A bit in the Pixel Pipeline Configuration 0 
Register (XR80) determines whether the standard 
256 color data positions or the alternate 8 color 
data positions are to be accessed through this sub- 
addressing scheme. 
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DACMASK Pixel Data Mask Register 


Read/Write at I/O address 3C6h 
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Pixel Data Mask 


7-0 Pixel Data Mask 


In indexed-color mode, the 8 bits of this register are logically ANDed with the 8 bits of pixel data 
received from the frame buffer for each pixel. The result of this ANDing process becomes the actual 
index used to select color data positions within the palette. This has the effect of limiting the choice of 
color data positions that may be specified by the incoming 8-bit data. 


A value of 0 in a bit in this register results in the corresponding bit in the resulting 8-bit index being 
forced to 0, while a value of | in a bit in this register allows the corresponding bit in the resulting index to 
reflect the actual value of the corresponding bit in the incoming 8-bit pixel data. 


In direct-color mode, the palette is not used, and the data in this register is entirely ignored. 


DACSTATE DAC State Register 


Read-only at I/O address 3C7h 


7-2 Reserved 


1-0 DAC State 


These indicate which of the two index registers was most recently written to. 


Bits 1-0 | Index Register Indicated 


Palette Write Index Register at I/O Address 3C8h 


Undefined 


Palette Read Index Register at I/O Address 3C7h 
Undefined 
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DACRX Palette Read Index Register 


Write-only at I/O address 3C7h 
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Palette Read Index 


Palette Read Index 


The 8-bit index value programmed into this register chooses which of 256 standard color data positions 
within the palette (or which of 8 alternate color data positions, depending on the state of a bit in the Pixel 
Pipeline Control 0 Register) are to be made accessible for being read from via the Palette Data Register 
(DACDATA). 


The index value held in this register is automatically incremented when all three bytes of the color data 
position selected by the current index have been read. 


DACWX Palette Write Index Register 


Read/Write at I/O address 3C8 
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Palette Write Index 


Palette Write Index 


The 8-bit index value programmed into this register chooses which of 256 standard color data positions 
within the palette (or which of 8 alternate color data positions, depending on the state of a bit in the Pixel 
Pipeline Control 0 Register) are to be made accessible for being written to via the Palette Data Register 
(DACDATA). 


The index value held in this register is automatically incremented when all three bytes of the color data 
position selected by the current index have been written. 
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DACDATA Palette Data Register 


Read/Write at I/O address 3C9h 
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7-0 Palette Data 


This byte-wide data port provides read or write access to the three bytes of data of each color data 
position selected using the Palette Read Index Register (DACRX) or the Palette Write Index Register 
(DACWX). 


The three bytes in each color data position are read or written in three successive read or write operations. 
The first byte read or written always specifies the intensity of the red component of the color specified in 
the selected color data position. The second byte is always for the green component, and the third byte is 
always for the blue component. 


When writing data to a color data position, all three bytes must be written before the hardware will 
actually update the three bytes of the selected color data position. 


When reading or writing to a color data position, it is important to ensure that neither the Palette Read 
Index Register (DACRX) or the Palette Write Index Register (DACWX) are written to before all three 
bytes are read or written. A write to either of these two registers causes the circuitry that automatically 
cycles through providing access to the bytes for red, green and blue components to be reset such that the 
byte for the red component is the one that will be accessed by the next read or write operation via this 
register. 
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10 CRT CONTROLLER REGISTERS 


Access Index Value 
Register Name | Register Function 3B5/3D5 3B4/3D4 (CR) 


Horizontal Total Register Read/Write 
Horizontal Display Enable End Register Read/Write 
Horizontal Blanking Start Register Read/Write 
Horizontal Blanking End Register Read/Write 
Horizontal Sync Start Register Read/Write 
Horizontal Sync End Register Read/Write 
Vertical Total Register Read/Write 
Overflow Register Read/Write 
Preset Row Scan Register Read/Write 
Maximum Scan Line Register Read/Write 
Text Cursor Start Scan Line Register Read/Write 
Text Cursor End Scan Line Register Read/Write 
Start Address High Register Read/Write 
Start Address Low Register Read/Write 
Text Cursor Location High Register Read/Write 
Text Cursor Location Low Register Read/Write 
Vertical Sync Start Register Read/Write 
Vertical Sync End Register Read/Write 
Vertical Display Enable End Register Read/Write 
Offset Register Read/Write 
Underline Row Register Read/Write 
Vertical Blanking Start Register Read/Write 
Vertical Blanking End Register Read/Write 
CRT Mode Control Register Read/Write 
Line Compare Register Read/Write 
Memory Read Latches Register Read-Only 
Extended Vertical Total Register Read/Write 
Extended Vertical Display Enable End Reg Read/Write 
Extended Vertical Sync Start Register Read/Write 
Extended Vertical Blanking Start Register Read/Write 
Extended Start Address Register Read/Write 
Extended Offset Register Read/Write 
Interlace Control Register Read/Write 
NTSC/PAL Video Output Control Register Read/Write 
NTSC/PAL Horizontal Serration 1 Start Reg Read/Write 
NTSC/PAL Horizontal Serration 2 Start Reg Read/Write 
NTSC/PAL Horizontal Pulse Width Register Read/Write 


The CRT controller registers are accessed by writing the index of the desired register into the CRT Controller 
Index Register at I/O address 3B4h or 3D4h (depending upon whether the graphics system is configured for 
MDA or CGA emulation), and then accessing the desired register through the data port for the CRT controller 
registers located at I/O address 3B5h or 3D5h (again depending upon the choice of MDA or CGA emulation). 
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CRX CRT Controller Index Register 
Read/Write at I/O address 3B4h/3D4h 
This register is cleared to 00h by reset. 
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CRT Controller Register Index 


7-0 CRT Controller Register Index 


These 8 bits are used to select any one of the CRT controller registers to be accessed via the data port at 
I/O location 3B5h or 3D5h (depending upon whether the graphics system is configured for MDA or CGA 
emulation). 


CROO Horizontal Total Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 00h 
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Horizontal Total 


7-0 Horizontal Total 


This register is used to specify the total length of each scan line. This encompasses both the part of the 
scan line that is within the active display area and the part that is outside of it. 


This register should be programmed with a value equal to the total number of character clocks within the 
entire length of a scan line, subtracted by 5. 
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CR0O1 Horizontal Display Enable End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 01h 
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Horizontal Display Enable End 


7-0 Horizontal Display Enable End 


This register is used to specify the end part of the scan line that is within the active display area relative to 
its beginning. In other words, this is the horizontal width of the active display area. 


This register should be programmed with a value equal to the number of character clocks that occur 
within the part of a scan line that is within the active display area, subtracted by 1. 


CRO2 Horizontal Blanking Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 02h 
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Horizontal Blanking Start 


7-0 Horizontal Blanking Start 


This register is used to specify the beginning of the horizontal blanking period relative to the beginning of 
the active display area of a scan line. 


This register should be programmed with a value equal to the number of character clocks that occur on a 
scan line from the beginning of the active display area to the beginning of the horizontal blanking. 
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CRO3 Horizontal Blanking End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 03h 
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Display Enable Sk 
Reserved npisy Puabieehew Horizontal Blanking End Bits 4-0 
Control 


7 Reserved 
Values written to this bit are ignored, and to maintain consistency with the VGA standard, a value of | is 
returned whenever this bit is read. At one time, this bit was used to enable access to certain light pen 
registers. At that time, setting this bit to 0 provided this access, but setting this bit to 1 was necessary for 
normal operation. 
6-5 Display Enable Skew Control 
Defines the degree to which the start and end of the active display area are delayed along the length of a 
scan line to compensate for internal pipeline delays. 
These 2 bits describe the delay in terms of a number of character clocks. 
Bit 6 Bit5 |Amount of Delay 
OC 
ee 
P10 [ected by 2tacer decks 
4-0 Horizontal Blanking End Bits 4-0 
These 5 bits provide the 5 least significant bits of a 6-bit value that specifies the end of the blanking 
period relative to its beginning on a single scan line. Bit 7 of the Horizontal Sync End Register (CRO5) 
supplies the most significant bit. 
This 6-bit value should be programmed to be equal to the least significant 6 bits of the result of adding 
the length of the blanking period in terms of character clocks to the value specified in the Horizontal 
Blanking Start Register (CRO2). 
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CR04 Horizontal Sync Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 04h 
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Horizontal Sync Start 


7-0 Horizontal Sync Start 


This register is used to specify the beginning of the horizontal sync pulse relative to the beginning of the 
active display area on a scan line. 


This register should be set to be equal to the number of character clocks that occur from the beginning of 
the active display area to the beginning of the horizontal sync pulse on a single scan line. 
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CRO5 Horizontal Sync End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 05h 
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Horiz Blank 
pid ae ‘i Horizontal Sync Delay Horizontal Sync End 


7 Horizontal Blanking End Bit 5 
This bit provides the most significant bit of a 6-bit value that specifies the end of the horizontal blanking 
period relative to its beginning. Bits 4-0 of Horizontal Blanking End Register (CRO3) supplies the 5 least 
significant bits. 
This 6-bit value should be set to the least significant 6 bits of the result of adding the length of the 
blanking period in terms of character clocks to the value specified in the Horizontal Blanking Start 
Register (CRO2). 
6-5 Horizontal Sync Delay 
These bits define the degree to which the start and end of the horizontal sync pulse are delayed to 
compensate for internal pipeline delays. 
These 2 bits describe the delay in terms of a number of character clocks. 
Bit 6 Bit5 (Amount of Delay 
Era 
[0 [ 1 [bates by Tetancircock 
Se 
4-0 Horizontal Syne End 
These 5 bits specify the end of the horizontal sync pulse relative to its beginning. In other words, this 5- 
bit value specifies the width of the horizontal sync pulse. 
This 5-bit value should be set to the least significant 5 bits of the result of adding the width of the sync 
pulse in terms of character clocks to the value specified in the Horizontal Sync Start Register (CR04). 
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CRO6 Vertical Total Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 06h 
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7-0 Vertical Total Bits 7-0 


These bits provide the 8 least significant bits of either a 10-bit or 12-bit value that specifies the total 
number of scan lines. This includes the scan lines both inside and outside of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical total is 
specified with a 10-bit value. The 8 least significant bits of this value are supplied by these 8 bits of this 
register, and the 2 most significant bits are supplied by bits 5 and 0 of the Overflow Register (CRO7). 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical total is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by these 8 bits of this 
register, and the 4 most significant bits are supplied by bits 3-0 of the Extended Vertical Total Register 
(CR30). 


This 10-bit or 12-bit value should be programmed to equal the total number of scan lines, subtracted by 2. 
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CRO7 Overflow Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 07h 
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Vert Syne Vert Disp Vert Total Line Cmp Vert Blnk Vert Syne Vert Disp Vert Total 
Start Bit 9 En Bit 9 Bit 9 Bit 8 Start Bit 8 Start Bit 8 En Bit 8 Bit 8 


7 Vertical Sync Start Bit 9 


The vertical sync start is a 10-bit or 12-bit value that specifies the beginning of the vertical sync pulse 
relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical sync start 
is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the most and second-most significant bits are supplied by this 
bit and bit 2, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO09) is set to 1, the vertical display end is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the 4 most significant bits are supplied by bits 3-0 of the 
Extended Vertical Sync Start Register (CR32) register. In extended modes, neither this bit, nor bit 2 of 
this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan lines from the 
beginning of the active display area to the start of the vertical sync pulse. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical sync pulse begins. 


6 Vertical Display Enable End Bit 9 


The vertical display enable end is a 10-bit or 12-bit value that specifies the number of the last scan line 
within the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical display 
enable end is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 
7-0 of the Vertical Display Enable End Register (CR12), and the most and second-most significant bits 
are supplied by this bit and bit 1, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO09) is set to 1, the vertical display enable 
end is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Display Enable End Register (CR12), and the 4 most significant bits are supplied by bits 3-0 
of the Extended Vertical Display End Enable Register (CR31). In extended modes, neither this bit, nor 
bit 1 of this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of the last scan line within 
in the active display area. Since the active display area always starts on the Oth scan line, this number 
should be equal to the total number of scan lines within the active display area, subtracted by 1. 
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CRO07 Overflow Register (continued) 
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Vertical Total Bit 9 


The vertical total is a 10-bit or 12-bit value that specifies the total number of scan lines. This includes the 
scan lines both inside and outside of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical total is 
specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CRO6), and the most and second-most significant bits are supplied by this bit and 
bit 0, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical total is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CRO6), and the 4 most significant bits are supplied by 3-0 bits of the Extended 
Vertical Total Register (CR30). In extended modes, neither this bit, nor bit 0 of this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the total number of scan lines, subtracted 
by 2. 


Line Compare Bit 8 


This bit provides the second most significant bit of a 10-bit value that specifies the scan line at which the 
memory address counter restarts at the value of 0. Bit 6 of the Maximum Scan Line Register (CRO9) 
supplies the most significant bit, and bits 7-0 of the Line Compare Register (CR18) supply the 8 least 
significant bits. 


Normally, this 10-bit value is set to specify a scan line after the last scan line of the active display area. 
When this 10-bit value is set to specify a scan line within the active display area, it causes that scan line 
and all subsequent scan lines in the active display area to display video data starting at the very first byte 
of the frame buffer. The result is what appears to be a screen split into a top and bottom part, with the 
image in the top part being repeated in the bottom part. 


When used in cooperation with the Start Address High Register (CROC) and the Start Address Low 
Register (CROD), it is possible to create a split display, as described earlier, but with the top and bottom 
parts displaying different data. The top part will display whatever data exists in the frame buffer starting 
at the address specified in the two aforementioned start address registers, while the bottom part will 
display whatever data exists in the frame buffer starting at the first byte of the frame buffer. 
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CR07 Overflow Register (continued) 
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Vertical Blanking Start Bit 8 


The vertical blanking start is a 10-bit or 12-bit value that specifies the beginning of the vertical blanking 
period relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical blanking 
start is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Blanking Start Register (CR15), and the most and second-most significant bits are supplied 
by bit 5 of the Maximum Scan Line Register (CRO9) and this bit of this register, respectively. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical blanking start 
is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Blanking Start Register (CR15), and the 4 most significant bits are supplied by bits 3-0 of the 
Extended Vertical Blanking Start Register (CR33). In extended modes, neither this bit, nor bit 5 of the 
Maximum Scan Line Register (CRO9) are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan line from the 
beginning of the active display area to the beginning of the blanking period. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical blanking period begins. 


Vertical Sync Start Bit 8 


The vertical sync start is a 10-bit or 12-bit value that specifies the beginning of the vertical sync pulse 
relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical sync start 
is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the most and second-most significant bits are supplied by bit 7 
and this bit, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO09) is set to 1, the vertical display end is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the 4 most significant bits are supplied by bits 3-0 of the 
Extended Vertical Sync Start Register (CR32) register. In extended modes, neither this bit, nor bit 7 of 
this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan lines from the 
beginning of the active display area to the start of the vertical sync pulse. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical sync pulse begins. 
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CRT CONTROLLER REGISTERS (CR) 


CRO7 Overflow Register (continued) 


1 


Vertical Display Enable End Bit 8 


The vertical display enable end is a 10-bit or 12-bit value that specifies the number of the last scan line 
within the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical display 
enable end is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 
7-0 of the Vertical Display Enable End Register (CR12), and the most and second-most significant bits 
are supplied by bit 6 and this bit, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical display enable 
end is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Display Enable End Register (CR12), and the 4 most significant bits are supplied by bits 3-0 
of the Extended Vertical Display End Enable Register (CR31). In extended modes, neither this bit, nor 
bit 6 of this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of the last scan line within 
the active display area. Since the active display area always starts on the Oth scan line, this number 
should be equal to the total number of scan lines within the active display area, subtracted by 1. 


Vertical Total Bit 8 


The vertical total is a 10-bit or 12-bit value that specifies the total number of scan lines. This includes the 
scan lines both inside and outside of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical total is 
specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CRO6), and the most and second-most significant bits are supplied by bit 5 and 
this bit, respectively, of this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical total is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CR06), and the 4 most significant bits are supplied by 3-0 bits of the Extended 
Vertical Total Register (CR30). In extended modes, neither this bit, nor bit 5 of this register are used. 


This 10-bit or 12-bit value should be programmed to be equal to the total number of scan lines, subtracted by 2. 
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CRT CONTROLLER REGISTERS (CR) 


CRO08 Preset Row Scan Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 08h 


a a (a ee (ae ee (a See ee ee ee ee 


Byte Panning Starting Row Scan Count 


Reserved 


6-5 


Byte Panning 


Bits 6 and 5 of this register hold a 2-bit value that selects number of bytes (up to 3) by which the image is 
shifted horizontally to the left on the screen. This function is available in both text and graphics modes. 


In text modes with a 9-pixel wide character box, the image can be shifted up to 27 pixels to the left, in 
increments of 9 pixels. 


In text modes with an 8-pixel wide character box, and in all standard VGA graphics modes, the image can 
be shifted up to 24 pixels to the left, in increments of 8 pixels. 


The image can be shifted still further, in increments of individual pixels, through the use of bits 3-0 of the 
Horizontal Pixel Panning Register (AR13). 


Number of Pixels Shifted 
9-Pixel 8-Pixel 
Text Text & Graphics 


Starting Row Scan Count 


These 5 bits specify which horizontal line of pixels within the character boxes of the characters used on 
the top-most row of text on the display will be used as the top-most scan line. The horizontal lines of 
pixels of a character box are numbered from top to bottom, with the top-most line of pixels being number 
0. If a horizontal line of the these character boxes other than the top-most line is specified, then the 
horizontal lines of the character box above the specified line of the character box will not be displayed as 
part of the top-most row of text characters on the display. Normally, the value specified by these 5 bits 
should be 0, so that all of the horizontal lines of pixels within these character boxes will be displayed in 
the top-most row of text, ensuring that the characters in the top-most row of text do not look as though 
they have been cut off at the top. 
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Cr r> CRT CONTROLLER REGISTERS (CR) 


CRO9 Maximum Scan Line Register 
Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 09h 


a a a ee ee a ee ee ee ee ee ee ee ee 
Double Line Cmp Vert Blnk ; 
Scanning Bit 9 Start Bit 9 PERO yon Count 


7 Double Scanning 


0 Disables double scanning. The clock to the row scan counter is equal to the horizontal scan rate. 
This is the normal setting for many of the standard VGA modes and all of the extended modes. 


1 Enables double scanning. The clock to the row scan counter is divided by 2. This is normally used 
to allow CGA-compatible modes that have only 200 scan lines of active video data to be displayed as 
400 scan lines (each scan line is displayed twice). 


6 Line Compare Bit 9 


This bit provides the most significant bit of a 10-bit value that specifies the scan line at which the memory 
address counter restarts at the value of 0. Bit 4 of the Overflow Register (CRO7) supplies the second 
most significant bit, and bits 7-0 of the Line Compare Register (CR18) supply the 8 least significant bits. 


Normally, this 10-bit value is set to specify a scan line after the last scan line of the active display area. 
When this 10-bit value is set to specify a scan line within the active display area, it causes that scan line 
and all subsequent scan lines in the active display area to display video data starting at the very first byte 
of the frame buffer. The result is what appears to be a screen split into a top and bottom part, with the 
image in the top part being repeated in the bottom part. 


When used in cooperation with the Start Address High Register (CROC) and the Start Address Low 
Register (CROD), it is possible to create a split display, as described earlier, but with the top and bottom 
parts displaying different data. The top part will display whatever data exists in the frame buffer starting 
at the address specified in the two aforementioned start address registers, while the bottom part will 
display whatever data exists in the frame buffer starting at the first byte of the frame buffer. 


5 Vertical Blanking Start Bit 9 


The vertical blanking start is a 10-bit or 12-bit value that specifies the beginning of the vertical blanking 
period relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical blanking 
start is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Blanking Start Register (CR15), and the most and second-most significant bits are supplied 
by this bit and bit 3 of the Overflow Register (CRO9), respectively. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical blanking start 
is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Blanking Start Register (CR15), and the 4 most significant bits are supplied by bits 3-0 of the 
Extended Vertical Blanking Start Register (CR33). In extended modes, neither this bit, nor bit 3 of the 
Overflow Register (CRO9) are used. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan line from the 
beginning of the active display area to the beginning of the blanking period. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical blanking period begins. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


10-14 ERE BE Eth rt @ 


CRT CONTROLLER REGISTERS (CR) 


CRO9 Maximum Scan Line Register (continued) 


4-0 Starting Row Scan Count 


These bits provide all 5 bits of a 5-bit value that specifies the number of scan lines in a horizontal row of 
text. 


This value should be programmed to be equal to the number of scan lines in a horizontal row of text, 
subtracted by 1. 
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CRT CONTROLLER REGISTERS (CR) 


CROA Text Cursor Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index OAh 


Text 
fe 


This cursor is the text cursor that is part of the VGA standard, and should not be confused with the 
hardware cursor and popup (a.k.a., cursor | and cursor 2), which are intended to be used in graphics 
modes. This text cursor exists only in text modes, and so this register is entirely ignored in graphics modes. 


Reserved 


Text Cursor Off 
QO Enables the text cursor. 


1 Disables the text cursor. 


Text Cursor Start 


These 5 bits specify which horizontal line of pixels within a character box is to be used to display the first 
horizontal line of the cursor in text mode. The horizontal lines of pixels within a character box are 
numbered from top to bottom, with the top-most line being number 0. The value specified by these 5 bits 
should be the number of the first horizontal line of pixels on which the cursor is to be shown. 
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CRT CONTROLLER REGISTERS (CR) 


CROB Text Cursor End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index OBh 
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Text Cursor Skew Text Cursor End 


6-5 


4-0 


This cursor is the text cursor that is part of the VGA standard, and should not be confused with the 
hardware cursor and popup (a.k.a., cursor | and cursor 2), which are intended to be used in graphics 
modes. This text cursor exists only in text modes, and so this register is entirely ignored in graphics modes. 


Reserved 


Text Cursor Skew 


Specifies the degree to which the start and end of each horizontal line of pixels making up the cursor is 
delayed to compensate for internal pipeline delays. 


These 2 bits describe the delay in terms of a number of character clocks. 


Bit 6 Bit5 Amount of Delay 


er 
es 


ea Delayed by 2 character clocks 
Delayed by 3 character clocks 


Text Cursor End 


These 5 bits specify which horizontal line of pixels within a character box is to be used to display the last 
horizontal line of the cursor in text mode. The horizontal lines of pixels within a character box are 
numbered from top to bottom, with the top-most line being number 0. The value specified by these 5 bits 
should be the number of the last horizontal line of pixels on which the cursor is to be shown. 
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Cr r> CRT CONTROLLER REGISTERS (CR) 


CROC Start Address High Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 0Ch 


pe = Se Sie S| ae a ee =) 


Start Address Bits 15-8 


7-0 Start Address Bits 15-8 


This register provides bits 15 through 8 of either a 16-bit or 20-bit value that specifies the memory 
address offset from the beginning of the frame buffer at which the data to be shown in the active display area 
begins. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the start address is 
specified with a 16-bit value. The eight bits of this register provide the eight most significant bits of this 
value, while the eight bits of the Start Address Low Register (CROD) provide the eight least significant 
bits. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the start address is 
specified with a 20-bit value. The four most significant bits are provided by bits 3-0 of the Extended 
Start Address Register (CR40), bits 15 through 8 of this value are provided by this register, and the eight 
least significant bits are provided by the Start Address Low Register (CROD). It should be further noted 
that, in extended modes, these 20 bits from these three registers are double-buffered and synchronized to 
VSYNC to ensure that changes occurring on the screen as a result of changes in the start address always 
have a smooth or instantaneous appearance. To change the start address in extended modes, all three 
registers must be set for the new value, and then bit 7 of this register must be set to 1. Only if this is 
done, will the hardware update the start address on the next VSYNC. When this update has been 
performed, the hardware will set bit 7 of this register back to 0. 
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CRT CONTROLLER REGISTERS (CR) 


CROD Start Address Low Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index ODh 


eS a ee a eee ee ee ee ee ee ee ee 


Start Address Bits 7-0 


Start Address Bits 7-0 


This register provides the eight least significant bits of either a 16-bit or 20-bit value that specifies the 
memory address offset from the beginning of the frame buffer at which the data to be shown in the active 
display area begins. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the start address is 
specified with a 16-bit value. The eight bits of the Start Address High Register (CROC) provide the eight 
most significant bits of this value, while the eight bits of this register provide the eight least significant 
bits. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the start address is 
specified with a 20-bit value. The four most significant bits are provided by bits 3-0 of the Extended 
Start Address Register (CR40), bits 15 through 8 of this value are provided by the Start Address High 
Register (CROC), and the eight least significant bits are provided by this register. It should be further 
noted that, in extended modes, these 20 bits from these three registers are double-buffered and 
synchronized to VSYNC to ensure that changes occurring on the screen as a result of changes in the start 
address always have a smooth or instantaneous appearance. To change the start address in extended 
modes, all three registers must be set for the new value, and then bit 7 of this register must be set to 1. 
Only if this is done, will the hardware update the start address on the next VSYNC. When this update has 
been performed, the hardware will set bit 7 of this register back to 0. 
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Cr r> CRT CONTROLLER REGISTERS (CR) 


CROE Text Cursor Location High Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index OEh 


pe = es Si 3 a a 8 Se] 


Text Cursor Location Bits 15-8 


This cursor is the text cursor that is part of the VGA standard, and should not be confused with the 
hardware cursor and popup (a.k.a., cursor | and cursor 2), which are intended to be used in graphics 
modes. This text cursor exists only in text modes, and so this register is entirely ignored in graphics modes. 


7-0 Text Cursor Location Bits 15-8 


This register provides the 8 most significant bits of a 16-bit value that specifies the address offset from 
the beginning of the frame buffer at which the text cursor is located. Bit 7-0 of the Text Cursor Location 
Low Register (CROF) provide the 8 least significant bits. 


CROF Text Cursor Location Low Register 
Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index OFh 


af a eS] 


Text Cursor Location Bits 7-0 


This cursor is the text cursor that is part of the VGA standard, and should not be confused with the 
hardware cursor and popup (a.k.a., cursor | and cursor 2), which are intended to be used in graphics 
modes. This text cursor exists only in text modes, and so this register is entirely ignored in graphics modes. 


7-0 Text Cursor Location Bits 7-0 


This register provides the 8 least significant bits of a 16-bit value that specifies the address offset from the 
beginning of the frame buffer at which the text cursor is located. Bit 7-0 of the Text Cursor Location 
High Register (CROD) provide the 8 most significant bits. 
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CRT CONTROLLER REGISTERS (CR) 


CR10 Vertical Sync Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 10h 
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Vertical Sync Start Bits 7-0 


Vertical Sync Start Bits 7-0 


This register provides the 8 least significant bits of either a 10-bit or 12-bit value that specifies the 
beginning of the vertical sync pulse relative to the beginning of the active display area of a screen. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, this value is 
described in 10 bits with bits 7 and 2 of the Overflow Register (CRO7) supplying the 2 most significant 
bits. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, this value is described in 
12 bits with bits 3-0 of the Extended Vertical Sync Start Register (CR32) supplying the 4 most significant 
bits. 


This 10-bit or 12-bit value should equal the vertical sync start in terms of the number of scan lines from 
the beginning of the active display area to the beginning of the vertical sync pulse. Since the active 
display area always starts on the Oth scan line, this number should be equal to the number of the scan line 
on which the vertical sync pulse begins. 
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Cr rS CRT CONTROLLER REGISTERS (CR) 


CR11 Vertical Sync End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 11h 


——— ve Int To Int : 


7 Protect Registers 0-7 
0 Enable writes to registers CROO-CRO7. 
1 Disable writes to registers CROO-CRO7. 


Note: The ability to write to Bit 4 of the Overflow Register (CRO7) is not affected by this bit -- bit 4 of the 
Overflow Register is always writable. 


6 Reserved 


Writes to this bit are ignored. In the VGA standard, this bit was used to switch between 3 and 5 frame 
buffer refresh cycles during the time required to draw each horizontal line. 


5 Vertical Interrupt Enable 
0 Enable the generation of an interrupt at the beginning of each vertical retrace period. 
1 Disable the generation of an interrupt at the beginning of each vertical retrace period. 


Note: The hardware does not actually provide an interrupt signal which would be connected to an input of 
the system’s interrupt controller. Bit 7 of Input Status Register 0 (STOO) indicates the status of the 
vertical retrace interrupt, and can be polled by software to determine if a vertical retrace interrupt has 
taken place. Bit 4 of this register can be used to clear a pending vertical retrace interrupt. 


4 Vertical Interrupt Clear 


Setting this bit to 0 clears a pending vertical retrace interrupt. This bit must be set back to | to enable the 
generation of another vertical retrace interrupt. 


Note: The hardware does not actually provide an interrupt signal which would be connected to an input of 
the system’s interrupt controller. Bit 7 of Input Status Register 0 (STOO) indicates the status of the 
vertical retrace interrupt, and can be polled by software to determine if a vertical retrace interrupt has 
taken place. Bit 5 of this register can be used to enable or disable the generation of vertical retrace 
interrupts. 


3-0 Vertical Sync End 
These 4 bits provide a 4-bit value that specifies the end of the vertical sync pulse relative to its beginning. 


This 4-bit value should be set to the least significant 4 bits of the result of adding the length of the vertical 
sync pulse in terms of the number of scan lines that occur within the length of the vertical sync pulse to 
the value that specifies the beginning of the vertical sync pulse (see the description of the Vertical Sync 
Start Register for more details). 
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CR12 Vertical Display Enable End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 12h 
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Vertical Display Enable End Bits 7-0 


7-0 Vertical Display Enable End Bits 7-0 


This register provides the 8 least significant bits of either a 10-bit or 12-bit value that specifies the 
number of the last scan line within the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, this value is 
described in 10 bits with bits 6 and | of the Overflow Register (CRO7) supplying the 2 most significant 
bits. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, this value is described in 
12 bits with bits 3-0 of the Extended Vertical Display Enable End Register (CR31) supplying the 4 most 
significant bits. 


This 10-bit or 12-bit value should be programmed to be equal to the number of the last scan line within 
the active display area. Since the active display area always starts on the Oth scan line, this number 
should be equal to the total number of scan lines within the active display area minus 1. 


CR13 Offset Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 13h 


OS 


Offset Bits 7-0 


7-0 Offset Bits 7-0 


This register provides either all 8 bits of an 8-bit value or the 8 least significant bits of a 12-bit value that 
specifies the number of words or doublewords of frame buffer memory occupied by each horizontal row 
of characters. Whether this value is interpreted as the number of words or doublewords is determined by 
the settings of the bits in the Clocking Mode Register (SRO1). 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the offset is described 
with an 8-bit value, all the bits of which are provided by this register. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the offset is described with 
a 12-bit value. The four most significant bits of this value are provided by bits 3-0 of the Extended Offset 
Register, and the eight least significant bits are provided by this register. 


This 8-bit or 12-bit value should be programmed to be equal to either the number of words or 
doublewords (depending on the setting of the bits in the Clocking Mode Register, SRO1) of frame buffer 
memory that is occupied by each horizontal row of characters. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


sEHRSEE BEEE EERE S asset © 0-23 


Cr r> CRT CONTROLLER REGISTERS (CR) 


CR14 Underline Location Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 14h 
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Dword 
Reserved his Count By 4 Underline Location 
Mode 


7 Reserved 


6 Doubleword Mode 


0 Frame buffer addresses are interpreted by the frame buffer address decoder as being either byte 
addresses or word addresses, depending upon the setting of bit 6 of the CRT Mode Control Register 
(CR17). 


1 Frame buffer addresses are interpreted by the frame buffer address decoder as being doubleword 
addresses regardless of the setting of bit 6 of the CRT Mode Control Register (CR17). 


Note: This bit is used in conjunction with bits 6 and 5 of the CRT Mode Control Register (CR17) to select 
how frame buffer addresses from the CPU are interpreted by the frame buffer address decoder as 
shown below: 


CR14 CRI7 Addressing 

Bit 6 Bit 6 Mode 
| 0 | 60 | WordMode 
| Oo | tL ByteMode 


| 1 | 0 | DoublewordMode 


5 Count By 4 


0 The memory address counter is incremented either every character clock or every other character 
clock, depending upon the setting of bit 3 of the CRT Mode Control Register. 


1 The memory address counter is incremented either every 4 character clocks or every 2 character 
clocks, depending upon the setting of bit 3 of the CRT Mode Control Register. 


Note: This bit is used in conjunction with bit 3 of the CRT Mode Control Register (CR17) to select the 
number of character clocks are required to cause the memory address counter to be incremented as 
shown below: 


CR14 = CRI7 Address Incrementing 
Bit 5 Bit 3 Interval 


every character clock 


es 
0 [1 fore 2 ance cocis 


Eek a every 4 character clocks 
every 2 character clocks 


4-0 Underline Location 


These 5 bits specify which horizontal line of pixels in a character box is to be used to display a character 
underline in text mode. The horizontal lines of pixels within a character box are numbered from top to 
bottom, with the top-most line being number 0. The value specified by these 5 bits should be the number 
of the horizontal line on which the character underline mark is to be shown. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


CRT CONTROLLER REGISTERS (CR) 


CR15 Vertical Blanking Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 15h 


aS | aes ae ee Se Se ee ee ee ee es ee 


Vertical Blanking Start Bits 7-0 


Vertical Blanking Start Bits 7-0 


This register provides the 8 least significant bits of either a 10-bit or 12-bit value that specifies the 
beginning of the vertical blanking period relative to the beginning of the active display area of the screen. 
Whether this value is described in 10 or 12 bits depends on the setting of bit 0 of the I/O Control Register 
(XRO9). 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical blanking 
start is specified with a 10-bit value. The most and second-most significant bits of this value are supplied 
by bit 5 of the Maximum Scan Line Register (CRO9) and bit 3 of the Overflow Register (CRO7), 
respectively. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical blanking start 
is specified with a 12-bit value. The 4 most significant bits of this value are supplied by bits 3-0 of the 
Extended Vertical Blanking Start Register (CR33). 


This 10-bit or 12-bit value should be programmed to be equal the number of scan lines from the 
beginning of the active display area to the beginning of the vertical blanking period. Since the active 
display area always starts on the Oth scan line, this number should be equal to the number of the scan line 
on which vertical blanking begins. 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


arth IEEE RIE Ett @ ed 


Cr r> CRT CONTROLLER REGISTERS (CR) 


CR16 Vertical Blanking End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 16h 
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Vertical Blanking End Bits 7-0 


7-0 Vertical Blanking End Bits 7-0 


This register provides a 8-bit value that specifies the end of the vertical blanking period relative to its 
beginning. 


This 8-bit value should be set equal to the least significant 8 bits of the result of adding the length of the 
vertical blanking period in terms of the number of scan lines that occur within the length of the vertical 
blanking period to the value that specifies the beginning of the vertical blanking period (see the 
description of the Vertical Blanking Start Register for details). 
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CRT CONTROLLER REGISTERS (CR) 


CR17 CRT Mode Control 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 17h 
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CRT Ctrl Word or Address R 4 Cc By2 Horiz Select Row Compat 
Reset Byte Mode Wrap cain ones, Retrace Sel Scan Cntr Mode Supp 


7 CRT Controller Reset 


0 Forces horizontal and vertical sync signals to be inactive. No other registers or outputs are affected. 


1. Permits normal operation. 


6 Word Mode or Byte Mode 


0 The memory address counter’s output bits are shifted by | bit position before being passed on to the 
frame buffer address decoder such that they are made into word-aligned addresses when bit 6 of the 
Underline Location Register (CR17) is set to 0. 


1 The memory address counter’s output bits remain unshifted before being passed on to the frame 
buffer address decoder such that they remain byte-aligned addresses when bit 6 of the Underline 
Location Register (CR17) is set to 0. 


Note: This bit is used in conjunction with bits 6 and 5 of the CRT Mode Control Register (CR17) to control 
how frame buffer addresses from the memory address counter are interpreted by the frame buffer 
address decoder as shown below: 


CR14 CRI17 . 
Bit 6 Bit 6 Addressing Mode 


Word Mode -- addresses from the memory address counter are shifted once to 
become word-aligned 
Pr It et © Byte Mode -- addresses from the memory address counter are not shifted 


1 Doubleword Mode -- addresses from the memory address counter are shifted 
twice to become doubleword-aligned 
Doubleword Mode -- addresses from the memory address counter are shifted 
1 1 : : 
twice to become doubleword-aligned 


5 Address Wrap 
0 Wrap frame buffer address at 16KB. This is used in CGA-compatible modes. 
1 No wrapping of frame buffer addresses. 


Note: This bit is only effective when word mode is made active by setting bit 6 in both the Underline 
Location Register and this register to 0. 


4 Reserved 
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CR17 CRT Mode Control (continued) 


3 Count By 2 
0 The memory address counter is incremented either every character clock or every 4 character clocks, 
depending upon the setting of bit 5 of the Underline Location Register. 
1 The memory address counter is incremented either every other clock. 
This bit is used in conjunction with bit 5 of the Underline Location Register (CR14) to select the number 
of character clocks required to cause the memory address counter to be incremented as shown below: 
Pon es Address Incrementing Interval 
Sr 
[0 [1 [every 2ehanatercocs 
Ce 
2 Horizontal Retrace Select 
This bit provides a way of effectively doubling the vertical resolution by allowing the vertical timing 
counter to be clocked by the horizontal retrace clock divided by 2 (usually, it would be undivided). 
0 The vertical timing counter is clocked by the horizontal retrace clock. 
1 The vertical timing counter is clocked by the horizontal retrace clock divided by 2. 
1 Select Row Scan Counter 
0 A substitution takes place, whereby bit 14 of the 16-bit memory address generated of the memory 
address counter (after the stage at which these 16 bits may have already been shifted to accommodate 
word or doubleword addressing) is replaced with bit 1 of the row scan counter at a stage just before 
this address is presented to the frame buffer address decoder. 
1 No substitution takes place. 
0 Compatibility Mode Support 
0 A substitution takes place, whereby bit 13 of the 16-bit memory address generated of the memory 
address counter (after the stage at which these 16 bits may have already been shifted to accommodate 
word or doubleword addressing) is replaced with bit 0 of the row scan counter at a stage just before 
this address is presented to the frame buffer address decoder. 
1 No substitution takes place. 
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CR17 CRT Mode Control (continued) 


The following 2 tables show the possible ways in which the address bits from the memory address counter 
can be shifted and/or reorganized before being presented to the frame buffer address decoder. First, the 
address bits generated by the memory address counter are reorganized, if need be, to accommodate byte, 
word or doubleword modes. The resulting reorganized outputs (MAOut15-MAOut0) from the memory 
address counter may also be further manipulated with the substitution of bits from the row scan counter 
(RSOut1 and RSOut0) before finally being presented to the input bits of the frame buffer address decoder 
(FBIn15-FBIn0O). 


Memory Address Counter Address Bits 15-0 


Byte Mode Word Mode Word Mode Doubleword Mode 
CR14 bit 6=0 CR14 bit 6=0 CR14 bit 6=0 CR14 bit 6=1 
CR17 bit 6=1 CR17 bit 6=0 CR17 bit 6=0 CR17 bit 6=X 
CR17 bit 5=X CRI17 bit 5=1 CR17 bit 5=0 CR17 bit 5=X 


MAOut4 
MAQutl5 


X -- Don’t Care -- Either 0 or 1 


CRI17 bit 1=1 CRI17 bit 1=1 CR17 bit 1=0 CR17 bit 1=0 
CR17 bit 0=1 CR17 bit 0=0 CR17 bit 0=1 CR17 bit 0=0 
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CR18 Line Compare Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 18h 


pe = es Si | = a a ee ee] 


Line Compare Bits 7-0 


7-0 Line Compare Bits 7-0 


This register provides the 8 least significant bits of a 10-bit value that specifies the scan line at which the 
memory address counter restarts at the value of 0. Bit 6 of the Maximum Scan Line Register (CRO9) 
supplies the most significant bit, and bit 4 of the Overflow Register (CRO7) supplies the second most 
significant bit. 


Normally, this 10-bit value is set to specify a scan line after the last scan line of the active display area. 
When this 10-bit value is set to specify a scan line within the active display area, it causes that scan line 
and all subsequent scan lines in the active display area to display video data starting at the very first byte 
of the frame buffer. The result is what appears to be a screen split into a top and bottom part, with the 
image in the top part being repeated in the bottom part. 


When used in cooperation with the Start Address High Register (CROC) and the Start Address Low 
Register (CROD), it is possible to create a split display, as described earlier, but with the top and bottom 
parts displaying different data. The top part will display whatever data exists in the frame buffer starting 
at the address specified in the two aforementioned start address registers, while the bottom part will 
display whatever data exists in the frame buffer starting at the first byte of the frame buffer. 


CR22 Memory Read Latch Data Register 


Read-Only at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 22h 


ea ae a | ee |e a a es a ee ee 


Memory Read Latch Data 


7-0 Memory Read Latch Data 


This register provides the value currently stored in | of the 4 memory read latches. Bits 1 and 0 of the 
Read Map Select Register (GR04) select which of the 4 memory read latches may be read via this 
register. 
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CR30 Extended Vertical Total Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 30h 


ea (ER ae (ae ee (a ee es ee ee ee 


Reserved Vertical Total Bits 11-8 


3-0 


Reserved 


Whenever this register is written to, these bits should be set to 0. 


Vertical Total Bits 11-8 


The vertical total is a 10-bit or 12-bit value that specifies the total number of scan lines. This includes the 
scan lines both inside and outside of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical total is 
specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CRO06), and the 2 most significant bits are supplied by bits 5 and O of the 
Overflow Register (CRO7). In standard VGA modes, these 4 bits of this register are not used. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical total is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Total Register (CR06), and the 4 most significant bits are supplied by these 4 bits of this register. 


This 10-bit or 12-bit value should be programmed to be equal to the total number of scan lines, minus 2. 
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CR31 Extended Vertical Display End Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 31h 


ae a (ed ee |e ee | ee 


Reserved Vertical Display End Bits 11-8 


7-4 Reserved 
Whenever this register is written to, these bits should be set to 0. 

3-0 Vertical Display End Bits 11-8 
The vertical display enable end is a 10-bit or 12-bit value that specifies the number of the last scan line 
within the active display area. 
In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical display 
enable end is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 
7-0 of the Vertical Display Enable End Register (CR12), and the 2 most significant bits are supplied by 
bits 6 and | of the Overflow Register (CRO7). In standard VGA modes these 4 bits of this register are not 
used. 
In extended modes, where bit 0 of the I/O Control Register (XRO09) is set to 1, the vertical display enable 
end is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Display Enable End Register (CR12), and the 4 most significant bits are supplied by these 4 
bits of this register. 
This 10-bit or 12-bit value should be programmed to be equal to the number of the last scan line within 
the active display area. Since the active display area always starts on the Oth scan line, this number 
should be equal to the total number of scan lines within the active display area, subtract by 1. 
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CR32 Extended Vertical Sync Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 32h 


pa en — le i I = =I eS Ee 


Reserved Vertical Sync Start Bits 11-8 


3-0 


Reserved 


Whenever this register is written to, these bits should be set to 0. 


Vertical Sync Start Bits 11-8 


The vertical sync start is a 10-bit or 12-bit value that specifies the beginning of the vertical sync pulse 
relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the vertical sync start 
is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the 2 most significant bits are supplied by bits 7 and 2 of the 
Overflow Register (CRO7). In standard VGA modes, these 4 bits of this register are not used. 


In extended modes, where bit 0 of the I/O Control Register (XRO09) is set to 1, the vertical display end is 
specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Sync Start Register (CR10), and the 4 most significant bits are supplied by these 4 bits of this 
register. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan lines from the 
beginning of the active display area to the start of the vertical sync pulse. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical sync pulse begins. 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


SHEED HEHEEEEE aItH © 


Crir 


CRT CONTROLLER REGISTERS (CR) 


CR33 Extended Vertical Blanking Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 33h 


pe ee SG Ale 


Reserved Vertical Blanking Start Bits 11-8 


3-0 
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Reserved 


Whenever this register is written to, these bits should be set to 0. 


Vertical Blanking Start Bits 11-8 


The vertical blanking start is a 10-bit or 12-bit value that specifies the beginning of the vertical blanking 
period relative to the beginning of the active display area. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO09) is set to 0, the vertical blanking 
start is specified with a 10-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of 
the Vertical Blanking Start Register (CR15), and the most and second-most significant bits are supplied 
by bit 5 of the Maximum Scan Line Register (CRO9) and bit 3 of the Overflow Register (CRO7), 
respectively. In standard VGA modes, these four bits are not used. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the vertical blanking start 
is specified with a 12-bit value. The 8 least significant bits of this value are supplied by bits 7-0 of the 
Vertical Blanking Start Register (CR15), and the 4 most significant bits are supplied by these 4 bits of 
this register. 


This 10-bit or 12-bit value should be programmed to be equal to the number of scan line from the 
beginning of the active display area to the beginning of the blanking period. Since the active display area 
always starts on the Oth scan line, this number should be equal to the number of the scan line on which the 
vertical blanking period begins. 
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CR40 Extended Start Address Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 40h 


ae ae (a (ae ee (Ee ed ee ee ee ee ee 


6-4 


Extended Mode Start Address Enable 


This bit is used only in extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, to 
signal the hardware to update the start address. In extended modes, the start address is specified with a 
20 bit value. These 20 bits, which are provided by the Start Address Low Register (CROD), the Start 
Address High Register (CROC) and bits 3-0 of this register, are double-buffered and synchronized to 
VSYNC to ensure that changes occurring on the screen as a result of changes in the start address always 
have a smooth or instantaneous appearance. To change the start address in extended modes, all three 
registers must be set for the new value, and then this bit of this register must be set to 1. Only if this is 
done, will the hardware update the start address on the next VSYNC. When this update has been 
performed, the hardware will set bit 7 of this register back to 0. 


Reserved 


Whenever this register is written to, these bits should be set to 0. 


Start Address Bits 19-16 


The start address is a 16-bit or a 20-bit value that specifies the memory address offset from the beginning 
of the frame buffer at which the data to be shown in the active display area begins. 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the start address is 
specified with a 16-bit value. The eight bits of the Start Address High Register (CROC) provide the eight 
most significant bits of this value, while the eight bits of the Start Address Low Register (CROD) provide 
the eight least significant bits. 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the start address is 
specified with a 20-bit value. The four most significant bits are provided by bits 3-0 of this register, bits 
15 through 8 of this value are provided by the Start Address High Register (CROC), and the eight least 
significant bits are provided by the Start Address Low Register (CROD). It should be further noted that, 
in extended modes, these 20 bits from these three registers are double-buffered and synchronized to 
VSYNC to ensure that changes occurring on the screen as a result of changes in the start address always 
have a smooth or instantaneous appearance. To change the start address in extended modes, all three 
registers must be set for the new value, and then bit 7 of this register must be set to 1. Only if this is 
done, will the hardware update the start address on the next VSYNC. When this update has been 
performed, the hardware will set bit 7 of this register back to 0. 
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CR41 Extended Offset Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 41h 


pe es i I a Se 


Reserved Offset Bits 11-8 


7-4 Reserved 


Whenever this register is written to, these bits should be set to 0. 


3-0 Offset Bits 11-8 


The offset is an 8-bit or 12-bit value describing the number of words or doublewords of frame buffer 
memory occupied by each horizontal row of characters. Whether this value is interpreted as the number 
of words or doublewords is determined by the settings of the bits in the Clocking Mode Register (SRO1). 


In standard VGA modes, where bit 0 of the I/O Control Register (XRO9) is set to 0, the offset is described 
with an 8-bit value, all the bits of which are provided by the Offset Register (CR13). 


In extended modes, where bit 0 of the I/O Control Register (XRO9) is set to 1, the offset is described with 
a 12-bit value. The four most significant bits of this value are provided by bits 3-0 of this register, and 
the eight least significant bits are provided by the Offset Register (CR13). 


This 8-bit or 12-bit value should be programmed to be equal to either the number of words or 
doublewords (depending on the setting of the bits in the Clocking Mode Register, SRO1) of frame buffer 
memory that is occupied by each horizontal row of characters. 
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CR70 Interlace Control Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 70h 


eae a CS (a (ee a ee ee es ee ee ee 


Interlace CRT Half-Line Value 
Enable 


7 Interlace Enable 


0 Selects non-interlaced CRT output. This is the default after reset. 


1 Selects interlaced CRT output. 


6-0 CRT Half-Line Value 


When interlaced CRT output has been selected, the value in this register specifies the position along the 
length of a scan line at which the half-line vertical sync pulse occurs for the odd frame. This half-line 
vertical sync pulse begins at a position between two horizontal sync pulses on the last scan line, rather 
than coincident with the beginning of a horizontal sync pulse at the end of a scan line. 
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CR71 NTSC/PAL Video Output Control Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 71h 


a ea Seed a | Se (ee ee ee ee es ee ee 


NTSC/ Pedestal Blanking Composite Sync Character Composite Sync 
PAL Sel Enable Delay Ctrl Clock Delay Pixel Clock Delay 


7 NTSC/PAL Select 
0 Selects NTSC-formatted video output. 
1 Selects PAL-formatted video output. 
6 Pedestal Enable 
0 Disables the provision of an additional voltage pedestal on red, green and blue analog output lines 
during the active video portions of each horizontal line. 
1 Enables the provision of an additional voltage pedestal on the red, green and blue analog output lines 
during the active video portions of each horizontal line. 
5 Blanking Delay Control 


0 Blanking period is not delayed on odd frames. 
1 Blanking period is delayed by half a scan line on odd frames. 


4-3 Composite Sync Character Clock Delay 


These 2 bits specify the number of character clocks (from 0 to 3) by which the composite sync may be 
delayed. 


2-0 Composite Sync Pixel Clock Delay 


These 3 bits specify the number of pixel clocks (from 0 to 7) by which the composite sync may be 
delayed. 
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CR72 Horizontal Serration 1 Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 72h 


a a (Ee a (a es ae | ee es ee ee ee 


Horizontal Serration | Start 


7-0 Horizontal Serration 1 Start 


These 8 bits specify the start position along the length of a scan line of the first horizontal serration pulse 
for composite sync generation. 


CR73 Horizontal Serration 2 Start Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 73h 


eae a ee a a | ee ee ee ee eee 


Horizontal Serration 2 Start 


7-0 Horizontal Serration 2 Start 


These 8 bits specify the start position along the length of a scan line of the second horizontal serration 
pulse for composite sync generation. 
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CR74 NTSC/PAL Horizontal Pulse Width Register 


Read/Write at I/O address 3B5h/3D5h with 3B4h/3D4h set to index 74h 


ee a a a ee (es ee ee ee ee ee ee 


Round Off NTSC/PAL Horizontal Pulse Width 


7-6 Reserved 


5 NTSC/PAL Horizontal Pulse Width Round Off Control 


0 Enables the generation of horizontal equalization pulses with a width that is approximately equal to 
half the width of the horizontal sync pulse. The actual width is determined using bits 4-0 of this 
register. 


1 Disables the generation of horizontal equalization pulses. 


4-0 NTSC/PAL Horizontal Pulse Width 


These 5 bits specify the pulse width of the horizontal equalization pulse used in the generation of 
NTSC/PAL-compliant composite sync. Normally, the width of this horizontal equalization pulse is 
approximately half the width of the horizontal sync pulse. 


These 5 bits should be programmed with a value equal to the actual pulse width, subtracted by 1. The 
width of the actual equalization pulse can be calculated as follows: 


pulse width = ( ( CR74[4:0] - CR74[5] ) +2) +1 
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PCI CONFIGURATION REGISTERS 
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11.0 PCI Configuration Registers 


SS 
[DevstAT _[DeveeSuus ———SSSSS*d Cy | 
SE 
Ce 
fase | BaseCnsCode———SSSS—*d Rey | 
a 
SS 
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Se 
a 
SS 
a CS 
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SS 
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a 
a 
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SS a 
SS a 
SS 
a 


Notes: These registers are accessible and are implemented when the 65550 is used with PCI. The mechanism 
used to generate the PCI configuration read and configuration write cycles used to access the 
configuration registers of PCI devices is system-dependent. 
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VENDID Vendor ID 


Read-Only at PCI configuration offset 00h 
Byte or word accessible 
Accessible only via PCI configuration cycles 


asia eS. OWE Seo] AO 9 es af a os | ee 


Vendor ID 


15-0 Vendor ID 
This is the vendor ID assigned to CHIPS by the PCI Special Interest group. This register always returns 
the 16-bit value 102Ch (4140 decimal). 


DEVID Device ID 

Read-Only at PCI configuration offset 02h 
Byte or word accessible 

Accessible only via PCI configuration cycles 


aS cae TS WE i] AO 9 es a Yee Ge al a Ps ee a 


Device ID 


15-0 Device ID 
This is the device ID assigned to the 65550 by CHIPS. This register always returns the 16-bit value OOEOh. 
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DEVCTL Device Control 
Read/Write at PCI configuration offset 04h 


Byte or word accessible 
Accessible only via PCI configuration cycles 


| 15 | 14 | 13 | 12 | Ra Parsee ee 


VGA | Mem 
Reed Fast | SERR Ca pany Pal | Wrt & Spec | Bus | Mem] I/O 
Bk-Bk} Enbl Ctl Snoop | Invalid Cycles | Master} Acc Acc 


15-10 Reserved 


Each of these bits always return a value of 0 when read. 


9 Fast Back-to-Back Enable for Masters 


This bit applies only to PCI Bus masters. Since the 65550 never functions as a PCI Bus master, this bit 
always returns a value of 0 when read. 


8 SERR# Enable 


0 Disables the use of SERR# and the setting of bit 14 (Signaled System Error bit) in the Device Status 
register (DEVSTAT) to | as a response to an address parity error. This is the default after reset. 


1 Enables the use of SERR# and the setting of bit 14 (Signaled System Error bit) in the Device Status 
register (DEVSTAT) to | as a response to an address parity error. 


7 Wait Cycle Control 


This bit controls enables and disables address stepping. Since the 65550 always supports address 
stepping, this bit always returns a value of 1 when read. 


6 Parity Error Response 


0 Disables the use of PERR# as a response to detecting either data or address parity errors. Disables 
the setting of bit 14 (Signaled System Error bit) in the Device Status register (DEVSTAT) to | as a 
response to an address parity error. This is the default after reset. 


1 Enables the use of PERR# as a response to detecting either data or address parity errors. Enables the 
setting of bit 14 (Signaled System Error bit) in the Device Status register (DEVSTAT) to 1 as a 
response to an address parity error. 


Note: Bit 8 (SERR# Enable) of this register must also be set to | to enable the use of SERR# and the 
setting of bit 14 (Signaled System Error bit) in the Device Status register (DEVSTAT) to 1 as a 
response to an address parity error. 
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DEVCTL Device Control (continued) 


5 


0 


VGA Palette Snoop 


0 Access to all VGA I/O locations, including those for the palette, will be claimed. All read and write 
access to the palette will be performed, normally. 


1 Access to all VGA I/O locations, except for those for the palette, will be claimed. All reads will be 
entirely ignored, but all writes will still update the palette. This permits accesses to the palette I/O 
addresses to be answered by other devices that need to be able to snoop accesses to the palette. 


Memory Write & Invalidate 


This bit applies only to PCI Bus masters. Since the 65550 never functions as a PCI Bus master, this bit 
always returns a value of 0 when read. 


Special Cycles 


The 65550 always ignores all special cycles, therefore, this bit always returns the value of 0 when read. 


Bus Master 


The 65550 never functions as a PCI Bus master, therefore, this bit always returns a value of 0 when read. 


Memory Access Enable 


0 Disables access to the frame buffer memory locations within the range specified by the MBASE 
register. This is the default after reset. 


1 Enables access to the frame buffer memory locations within the range specified by the MBASE 
register. 


Note: Access with only adjacent active byte enables are supported. 


I/O Access Enable 
0 Disables I/O port accesses. 


1 Enables I/O port accesses. 


Note: Access with only adjacent active byte enables are supported. 
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DEVSTAT Device Status 
Read/Clear at PCI configuration offset 06h 


Byte or word accessible 
Accessible only via PCI configuration cycles 


| 15 | 14 | 13 | 12 | | 10] 9 | 8 | 7 


pcg iis [Sis [PAN 23 Te PaO 
Det | Signal | Revd | Revd | Signal Data | Fast 
Parity | Sys. | Mstr | Target | Target DEVSEL# Parity | Back- UDP 66 Reserved 
Error | Error | Abort | Abort | Abort Timing Error | Back MHz 


Read access to this register behave normally. Writes, however, behave differently in that bits can be reset to 0, 
but not set to 1. A bit in this register is reset to 0 whenever it is written with the value of 1. Bits written with a 
value of 0 are entirely unaffected. 


15 _— Detected Parity Error 
0 No address or data parity error detected. 


1 An address or data parity error was detected. 


Note: This bit is set in response to a parity error regardless of the settings of either bit 6 (Parity Error 
Response bit) and 8 (SERR# Enable) of the Device Control register (DEVCTL). 


14 ~—Signaled System Error 
QO  SERR# has not been asserted. 
1  SERR# has been asserted. 


Note: Both bits 6 (Parity Error Response bit) and 8 (SERR# Enable) of the Device Control register 
(DEVCTL) must both be set to 1 to enable the use of SERR# and the setting of this bit to | in 
response to an address parity error. 


13 Received Master Abort 


This bit applies only to PCI Bus masters. Since the 65550 never functions as a PCI Bus master, this bit 
always returns a value of 0 when read. 


12 ~—Received Target Abort 


This bit applies only to PCI Bus masters. Since the 65550 never functions as a PCI Bus master, this bit 
always returns a value of 0 when read. 


11  ~=Signaled Target Abort 
0 A target abort was not generated. 


1 A target abort was generated. 


Note: A target abort can be generated by the 65550 on I/O cycles with non-adjacent active byte enables. 
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DEVSTAT Device Status (continued) 


10-9 DEVSEL# Timing 


These two bits specify the longest-possible amount of time that the 65550 will take in decoding an 
address and asserting DEVSEL#. These two bits always return a value of 01, indicating a medium-length 
timing. 


8 Data Parity Error Detected 
This bit applies only to PCI Bus masters. Since the 65550 never functions as a PCI Bus master, this bit 
always returns a value of 0 when read. 

7 Fast Back-to-Back Capable 
This bit always returns a value of | when read, indicating that the 65550 is capable of fast back-to-back 
transactions that are not in the same segment. 

6 UDF Supported 
This bit always returns a value of 0 when read, indicating that the 65550 does not provide features that 
are definable by the end-user. 

5 66MHz Capable 
This bit always returns a value of 0 when read, indicating that the 65550 can support a maximum PCI Bus 
speed of 33MHz, not 66MHz. 

4-0 Reserved 
Each of these bits always return a value of 0 when read. 
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PR SI CONFIGURATION REGISTERS. 


REV Revision 
Read-Only at PCI configuration offset 08h 


Byte accessible 
Accessible only via PCI configuration cycles 


ae ae (me med eee me | SO (RMS (| ee 


Chip Manufacturing Code Chip Revision Code 
(XXXxX) (Xxxx) 


7-4 Chip Manufacturing Code 


These four bits carry the fabrication code. 


3-0 Chip Revision Code 


These four bits carry the revision code. Revision codes start at 0 and are incremented for each new 
silicon revision. 


PRG Register-Level Programming Interface 
Read-Only at PCI configuration offset 09h 

Byte accessible 

Accessible only via PCI configuration cycles 


a as a ea) ae eae | ee ee a ee ee ee 


Register-Level Programming Interface 


7-0  Register-Level Programming Interface 


This register always returns a value of 00h to identify this PCI device as a display controller with a VGA- 
compatible programming interface (as opposed to Olh, which would indicate a display controller with a 
8514/A-compatible programming interface). 
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SUB Sub-Class Code 
Read-Only at PCI configuration offset OAh 


Byte accessible 
Accessible only via PCI configuration cycles 


2 


a a a a ae 3 | = 10.3 
Sub-Class Code 


7-0 Sub-Class Code 
This register always returns a value of 00h to identify this PCI device as a display controller of the VGA 
or 8514/A type. 


BASE Base Class Code 
Read-Only at PCI configuration offset OBh 


Byte accessible 
Accessible only via PCI configuration cycles 


2 1 


= ae ee ee i es = |] [; 0 —_4] 
Base Class Code 


7-0 Base Class Code 
This register always returns a value of 03h to identify this PCI device as a display controller. 
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‘es 5 PCI CONFIGURATION REGISTERS 


HDR Header Type 


Read-Only at PCI configuration offset OEh 
Byte accessible 
Accessible only via PCI configuration cycles 


age 


7 Single/Multiple Function Device 


This bit always returns a value of 0 when read, indicating that this PCI device is a single-function device, 
not a multi-function device. 


6-0 Reserved 


Each of these bits always return a value of 0 when read. 
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MBASE Memory Base Address 
Read/Write at PCI configuration offset 10h 


Byte, word, or doubleword accessible 
Accessible only via PCI configuration cycles 


Memory Space Base Address Memory Space Size 


ea a Oe OO a Oe 


M T M 


31-24 Memory Space Base Address 


These 8 bits select the base address for this 16MB memory space used by the 65550 for the memory 
mapped registers and linear accesses to the frame buffer. 


23-4 Memory Space Size 


These 20 bits always return 0 to indicate that the size of this memory space is 16MB. 


3 Prefetchable 


This bit always returns a value of 0 when read, indicating that the data in this 16MB memory space 
should not be prefetched by the CPU. 


2-1 Memory Type 


These 2 bits always return values of 0 when read, indicating that this 16MB memory space may be placed 
anywhere in the system’s 32-bit address space by the system’s PCI configuration software. 


0 Memory/IO Space Indicator 


This bit always returns a value of 0 when read, indicating that this is a memory space, not an I/O space. 
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PR SI CONFIGURATION REGISTERS. 


RBASE ROM Base Address 
Read/Write at PCI configuration offset 30h 


Byte, word, or doubleword accessible 
Accessible only via PCI configuration cycles 


ROM Space Base Address mee Space 
ize 


5] eh 10 [9a Bet ee TG aie a Ae fe) 20] 


; Addr 
ROM Space Size Enbl 


31-18 ROM Space Base Address 
These 14 bits select the base address for this 256KB ROM space used by the 65550 for the video BIOS ROM. 


17-1 ROM Space Size 
These 17 bits always return 0 to indicate that the size of this ROM space is 256KB. 


0 Address Decode Enable 
0 Disable access to the video BIOS ROM. 
1 Enable access to the video BIOS ROM. 


Note: Bit 1 (the Memory Access Enable bit) of the Device Control register (DEVCTL) must also be set to 
1 for the video BIOS ROM to be accessible. Also, the ROM address space must not be programmed 
to a range that overlaps the area specified by the MBASE register. 
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12.0 BITBLT REGISTERS 


These registers exist in the upper memory space that the 65550 occupies on the host bus. When the 65550 is 
used with PCI, the size of this memory space is 16MB, and the BitBLT registers are accessible at two locations 
in this memory space. When the 65550 is used with VL-Bus, the size of this memory space is 8MB, and the 
BitBLT registers are accessible at only one location. Refer to Chapter 3 for more information. 


Regardless of the bus to which the 65550 is attached, the BitBLT registers exist at an offset of 4MB from the 
base address of the memory space. At this location, the bytes of the BitBLT registers are organized in little- 
endian format. The second location provided when the 65550 is used with PCI is at an offset of 12MB from the 
base address of the memory space. At this location, the bytes of the BitBLT registers are organized in big- 
endian format. 
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BROO Source and Destination Offset Register 
Read/Write at memory space offset 0x400000h and/or 0xCO0000h 
Word or Doubleword accessible 


31 


30 29 28 27 26 25 24 23 22 21 


9 8 7 6 
Reserved Source Offset 
(000) (X!XXXX!XXXX!XXXX) 


31-29 Reserved 


These bits always return 0 when read. 


28-16 Destination Offset 


These 13 bits specify the offset by which the destination address specified in the Destination Address 
Register (BRO7) is incremented to point to the first byte in the next scan line’s worth of destination data 
to be read from or written to the frame buffer. 


If the destination data is contiguous (i.e., the destination data exists as a single unbroken block of data), 
then the value of this offset should be set equal to the number of bytes in each scan line’s worth of 
destination data. If the destination data is discontiguous (i.e., there are bytes of something other than 
destination data separating it into sub-blocks of bytes that each represent a scan line’s worth of 
destination data), then the value of this offset should be set equal to the number of bytes in the interval 
from the first byte of destination data in one of these sub-blocks to the first byte of destination data in the 
next sub-block. 


15-13 Reserved 


12-0 


These bits always return 0 when read. 


Source Offset 


These 13 bits are used only when color source data is being used as an input in a BitBLT operation. If 
monochrome source data or no source data is to be used, then the BitBLT engine will ignore the value 
carried by these bits. 


When color source data is read from the frame buffer, these 13 bits specify the offset by which the source 
address specified in the Source Address Register (BR06) should be incremented to point to the first byte 
in the next scan line’s worth of color source data to be read from the frame buffer. 


When the host CPU provides the color source data, these 13 bits specify the number of bytes to be 
counted from the first byte in one scan line’s worth of color source data to the first byte in the next. 


If the color source data is contiguous (i.e., the source data exists as a single unbroken block of data), then 
the value of this offset should be set equal to the number of bytes in each scan line’s worth of source data. 
If the color source data is discontiguous (i.e., there are bytes of something other than source data 
separating it into sub-blocks of bytes that each represent a scan line’s worth of source data), then the 
value of this offset should be set equal to the number of bytes in the interval from the first byte of source 
data in one of these sub-blocks to the first byte of source data in the next sub block. 
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BRO1  Pattern/Source Expansion Background Color Reg. 
Read/Write at memory space offset 0x400004h and/or 0xC00004h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 
Reserved Pat/Src Expansion Background Color Bits 23-16 
(0000:0000) (XXXX!XXXX) 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


Pattern/Source Expansion Background Color Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


31-24 Reserved 


These bits always return 0 when read. 


23-0 Pattern/Source Expansion Background Color Bits 23-0 


These bits provide the one, two, or three bytes worth of color data that select the background color to be 
used in the color expansion of either monochrome pattern data, only, or both monochrome pattern data 
and monochrome source data, depending upon the setting of bit 27 of the Monochrome Source Control 
Register (BRO3). When bit 27 of the Monochrome Source Control Register is set so that this register is 
involved in the color expansion of monochrome pattern data only, then the Source Expansion 
Background Color Register (BRO9) is used to perform the identical function for monochrome source 
data. 


Whether one, two or three bytes worth of color data is needed depends upon the color depth to which the 
BitBLT engine has been set through the BitBLT Configuration Register (XR20). For a color depth of 
24bpp, 16bpp and 8bpp, bits 23-0, 15-0 and 7-0, respectively, of this register are used. 


Note: Bit 27 of the Monochrome Source Control Register (BRO3), and the Source Expansion 
Background Color Register (BRO9) are not provided in versions of the 65550 earlier than ES2.0. For 
such earlier versions, this register is always involved in the color expansion of both the monochrome 
source data and the monochrome pattern data. 
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BRO2 _‘—Pattern/Source Expansion Foreground Color Reg. 
Read/Write at memory space offset 0x400008h and/or OxCO0008h 
Word or Doubleword accessible 


31 


30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


Reserved Pat/Src Expansion Foreground Color Bits 23-16 
(0000:0000) (XXXX!XXXX) 


15 14 13 12 11 10 9 8 7 6 S 4 3 2 1 0 


Pattern/Source Expansion Foreground Color Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


31-24 Reserved 


23-0 


These bits always return 0 when read. 


Pattern/Source Expansion Foreground Color Bits 23-0 


These bits provide the one, two, or three bytes worth of color data that select the foreground color to be 
used in the color expansion of either monochrome pattern data, only, or both monochrome pattern data 
and monochrome source data, depending upon the setting of bit 27 of the Monochrome Source Control 
Register (BRO3). When bit 27 of the Monochrome Source Control Register is set so that this register is 
involved in the color expansion of monochrome pattern data only, then the Source Expansion Foreground 
Color Register (BROA) is used to perform the identical function for monochrome source data. 


Whether one, two or three bytes worth of color data is needed depends upon the color depth to which the 
BitBLT engine has been set through the BitBLT Configuration Register (XR20). For a color depth of 
24bpp, l6bpp, and 8bpp, bits 23-0, 15-0, and 7-0, respectively, of this register are used. 


Note: Bit 27 of the Monochrome Source Control Register (BRO3), and the Source Expansion 
Foreground Color Register (BROA) are not provided in versions of the 65550 earlier than ES2.0. For 
such earlier versions, this register is always involved in the color expansion of both the monochrome 
source data and the monochrome pattern data. 
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BRO3 Monochrome Source Control Register 
Read/Write at memory space offset 0x40000Ch and/or 0xCO000Ch 
Word or Doubleword accessible 
31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 
Reserved Src Mono Src Align Reserved Monochrome Source Data Initial Discard 
Exp 
(0000) (x) (Xxx) (00) (XX!XXXX) 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
Reserved Monochrome Source Data Right Clipping Reserved Monochrome Source Data Left Clipping 
(00) (XX!XXXX) (00) (XX!XXXx) 


31-28 Reserved 


These bits always return 0 when read. 


27 Monochrome Source Expansion Color Register Select 


Note: This bit, the Source Expansion Foreground Color Register (BROA), and the Source Expansion 
Background Color Register (BRO9) are not provided in versions of the 65550 earlier than ES2.0. 


0 This causes the background and foreground colors used for the color expansion of monochrome 
source data to be selected by the Pattern/Source Expansion Background Color Register (BRO1) and 
the Pattern/Source Expansion Foreground Color Register (BRO2). 


1 This causes the background and foreground colors used for the color expansion of monochrome 
source data to be selected by the Source Expansion Background Color Register (BRO9) and the 
Source Expansion Foreground Color Register (BROA). 


26-24 Monochrome Source Scan Line Data Alignment 


These three bits are used only when the source data is monochrome. They are used to configure the 
BitBLT engine for the alignment of each scan line’s worth of source data will be aligned when the 
BitBLT engine receives it. 


Refer to the appendix describing the BitBLT engine for further details concerning the requirements for 
how the source data must be organized. 


26 25 24 Specified 
a 
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BR0O3 Monochrome Source Control Register (continued) 


23-22 Reserved 


These bits always return 0 when read. 


21-16 Monochrome Source Data Initial Discard 


These six bits are used only when the source data is monochrome. They are used to indicate how many 
bits (up to 63 bits) of monochrome source data should be discarded in the first quadword of source data 
to reach the first bit of valid or desired monochrome source data. These bits are normally used to clip 
one or more of the first scan lines of monochrome source data, i.e., clipping monochrome source data 
from the top. 


15-14 Reserved 


These bits always return 0 when read. 


13-8 Monochrome Source Data Right Clipping 


These six bits are used only when the source data is monochrome. They are used to indicate how many 
bits (up to 63 bits) of monochrome source data should be discarded from the end of each scan line’s 
worth of valid or desired monochrome source data. These bits are normally used to clip monochrome 
source data from the right. 


7-6 Reserved 
These bits always return 0 when read. 

5-0 Source Data Left Clipping 
These six bits are used only when the source data is monochrome. They are used to indicate how many 
bits (up to 63 bits) of monochrome source data should be discarded from the beginning of each scan 
line’s worth of valid or desired monochrome source data. These bits are normally used to clip the 
monochrome source data from the left. 
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BRO4 BitBLT Control Register 


Read/Write at memory space offset 0x400010h and/or 0xC00010h 
Word or Doubleword accessible 


20 


or eae Vonica sa om oa a 
oa Alignment Pat | Dep | Mask | Mask 
(0) (000:0000:0) (000) (0) (0) (0) (0) 


pI 4 3 2 
Sanaa = = = ae Bit-Wise Operation 
Write Mask | Mask | Dep Sel | Point Select Select 
iW) (0) | © | © | © (00) (00h) 


31 BitBLT Engine Status 


Note: This bit is read-only -- writes to this bit are ignored. 
0 Indicates that the BitBLT is idle. 
1 Indicates that the BitBLT is busy. 


30-23 Reserved 


These bits always return 0 when read. 


22-20 Pattern Vertical Alignment 


Specifies which scan line’s worth (which of the 8 horizontal rows) of the 8x8 pattern will appear on the 
first scan line’s worth of the data written to the destination. Depending upon the location of the 
destination, the upper left corner of the upper left tile of the pattern is usually aligned with the upper left 
corner of the block of data written to the destination. The BitBLT engine determines the horizontal 
alignment relative to the destination using the lower order bits of the destination address, however, the 
vertical alignment relative to the destination must be specified using these bits. 


19 Solid Pattern Select 


This bit applies only when the pattern data is monochrome. Bit 18 of this register specifies whether the 
pattern data is color or monochrome. 


0 This causes normal operation with regard to the use of monochrome pattern data. If monochrome 
pattern data is to be used as an input, then the BitBLT engine proceeds with the process of reading 
and using monochrome pattern, as usual. 


1 The BitBLT engine is forced to forgo the process of reading the pattern data. A presumption is made 
that all of the bits of the pattern data are set to 0, and the pattern operand for all bit-wise operations is 
forced to the background color specified in the Pattern/Source Expansion Background Color Register 
(BROL). 


18 Pattern Color Depth 
0 Specifies that the pattern data is in color, and therefore, has a color depth of 8, 16, or 24 bits per pixel. 


1 Specifies that the pattern data is monochrome, and therefore, has a color depth of only 1 bit per pixel. 
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BRO04 BitBLT Control Register (continued) 


17 


Monochrome Pattern Write-Masking 


This bit applies only when the pattern data is monochrome. This bit enables a form of per-pixel write- 
masking in which monochrome pattern data is used a pixel mask that controls which pixels at the 
destination will be written to by the BitBLT engine. Bit 18 of this register specifies whether the pattern 


data is color or monochrome. 


0 This causes normal operation of the BitBLT engine with regard to the use of monochrome pattern data. 


1 Wherever a bit in monochrome pattern data carries the value of 0, the byte(s) of the corresponding 
pixel at the destination are simply not written, thereby preserving any data already carried by those 


bytes. 


16-14 Color-Comparison Write-Masking 


13 


REVISION 1.5 


These bits select and enable various forms of per-pixel write-masking based on the results of different 


comparisons between colors. 


16 i 14 | Form of Per-Pixel Write-Masking Selected 


Px x 0 


Monochrome Source Write-Masking 


This bit applies only when the source data is monochrome. This bit enables a form of per-pixel write- 
masking in which monochrome source data is used a pixel mask that controls which pixels at the 
destination will be written to by the BitBLT engine. Bit 12 of this register specifies whether the source 


leone form of per-pixel write-masking based on the results of any comparisons between colors 
takes place. 

The background color specified for use in the color expansion of monochrome source data is 
compared to the color resulting from the bit-wise operation for the current pixel. If these two 
colors are NOT the same, then the byte(s) at the destination corresponding to the current pixel 
are written with the result of the bit-wise operation. 

The background color specified for use in the color expansion of monochrome source data is 
compared to the color specified by the byte(s) at the destination corresponding to the current 
pixel. If these two colors are NOT the same, then the byte(s) at the destination corresponding 
to the current pixel are written with the result of the bit-wise operation. 

The background color specified for use in the color expansion of monochrome source data is 
compared to the color resulting from the bit-wise operation for the current pixel. If these two 
colors are the same, then the byte(s) at the destination corresponding to the current pixel are 
written with the result of the bit-wise operation. 

The background color specified for use in the color expansion of monochrome source data is 
compared to the color specified by the byte(s) at the destination corresponding to the current 
pixel. If these two colors are the same, then the byte(s) at the destination corresponding to the 
current pixel are written with the result of the bit-wise operation. 


data is color or monochrome. 


0 This causes normal operation of the BitBLT engine with regard to the use of monochrome source data. 


1. Wherever a bit in monochrome source data carries the value of 0, the byte(s) of the corresponding 
pixel at the destination are simply not written, thereby preserving any data already carried by those 


bytes. 
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BR04 BitBLT Control Register (continued) 


12 ~—Source Color Depth 
0 Specifies that the source data is in color, and therefore, has a color depth of 8, 16, or 24 bits per pixel. 
1 Specifies that the source data is in monochrome, and therefore, has a color depth of 1 bit per pixel. 
This setting should be used only if bit 8 of this register is set to 0. 
11 _—_—‘ Reserved 
This bit always returns 0 when read. 
10 Source Select 
0 Configures the BitBLT engine to read the source data from the frame buffer at the location specified 
in the Source Address Register (BRO6). 
1 Configures the BitBLT engine to accept the source data from the host CPU. The host CPU provides 
the source data by performing a series of memory write operations to the BitBLT data port. 
9-8 Starting Point Select 
These two bits are used to select which of the four corners to use as the starting point in reading and 
writing graphics data in a BitBLT operation. Normally, the upper left corner is used. However, situations 
involving an overlap of source and destination locations (this usually occurs when the source and 
destination locations are both on-screen) often require the use of a different corner as a starting point. It 
should be remembered that the addresses specified for each piece of graphics data used in a BitBLT 
operation must point to the byte(s) corresponding to whichever pixel is at the selected starting point. If 
the starting point is changed, then these addresses must also be changed. See the appendix on the 
BitBLT engine for more information. 
Corner Selected as the Starting Point 
| gg | Upper Left Comer—Thisisthedefauitafterreset, =| Left Comer -- This is the default after reset. 
7-0 Bit-Wise Operation Select 
These 8 bits are meant to be programmed with an 8-bit code that selects which one of 256 possible bit- 
wise operations is to be performed by the BitBLT engine during a BitBLT operation. These 256 possible 
bit-wise operations and their corresponding 8-bit codes are designed to be compatible with the manner in 
which raster operations are specified in the standard BitBLT parameter block normally used in the 
Microsoft® Windows™ environment, without translation. See the chapter on the BitBLT engine for 
more information. 
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BRO5 Pattern Address Register 


Read/Write at memory space offset 0x400014h and/or 0xC00014h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


15 14 13 12 11 10 9 8 2 1 0 


Pattern Address Bits 15-3 Reserved 
(XXXX!XXXX!XXXX:X) (000) 


31-23 Reserved 


These bits always return 0 when read. 


22-3 Pattern Address 


These 20 bits specify the starting address of the pattern data within the frame buffer as an offset from the 
beginning of the frame buffer to where the byte(s) for the first pixel of pattern data to be read are located. 


The pattern data must be located on a pattern-size boundary within the frame buffer. The pattern is 
always an 8x8 array of pixels, and therefore, its size in bytes is dependent upon its pixel depth. The pixel 
depth may be | bit per pixel if the pattern is monochrome or it may be 8, 16, or 24 bits per pixel if the 
pattern is in color (the pixel depth of a color pattern must match the pixel depth to which the BitBLT 
engine has been set). Monochrome patterns require 8 bytes, therefore, the pattern data must start on a 
quadword boundary. Color patterns of 8, 16, and 24 bits per pixel color depth must start on 64-byte, 128- 
byte, and 256-byte boundaries, respectively. 


Note: In the case of 24 bits per pixel, each scan line’s worth (each row of 8 pixels) of pattern data 
takes up 32 consecutive bytes, not 24. The pattern data is formatted so that there is a contiguous 
block of 8 sets of 3 bytes, each set corresponding to one of the 8 pixels, followed by a 
contiguous block of the 8 extra bytes. When the BitBLT reads 24 bit-per-pixel pattern data, it 
will read only the first 24 bytes of each scan line’s worth of data, picking up the 8 sets of 3 bytes 
for 8 pixels, and entirely ignoring the remaining 8 bytes. 


2-0 Reserved 


These bits always return 0 when read. 
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BRO6 Source Address Register 
Read/Write at memory space offset 0x400018h and/or 0xC00018h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


Reserved Source Address Bits 22-16 
(0000:0000:0) (XXX:XXXxX) 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


Source Address Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


Important: This register should never be read while the BitBLT engine is busy. 


31-23 Reserved 


These bits always return 0 when read. 


22-0 Source Address 


When the source data is located within the frame buffer, these 23 bits are used to specify the starting 
address of the source data within the frame buffer as an offset from the beginning of the frame buffer to 
where the byte(s) for the first pixel of source data to be read are located. 


When the source data is provided by the host CPU through the BitBLT data port, and that source data is 
in color, only bits 2-0 are used, and the upper 20 bits are ignored. These lower 3 bits are used to indicate 
the position of the first valid byte within the first quadword of the source data. 


When the source data is provided by the host CPU through the BitBLT data port, and that source data is 
monochrome, this register is entirely ignored by the BitBLT engine. 
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BRO7 ~~ Destination Address Register 
Read/Write at memory space offset 0x40001Ch and/or 0xC0001Ch 
Word or Doubleword accessible 


31 30 29 28 27 26 25, 24 23 22 21 20 19 18 17 16 


15 14 13 12 11 10 9 8 7 6 


Destination Address Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


Important: This register should never be read while the BitBLT engine is busy. 


31-23 Reserved 


These bits always return 0 when read. 


22-0 Destination Address 


These 23 bits specify the starting address of the destination data within the frame buffer as an offset from 
the beginning of the frame buffer to where the byte(s) for the first pixel to be read from or written to are 
located. 
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BR0O8& Destination Width & Height Register 
Read/Write at memory space offset 0x400020h and/or OxC00020h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


15 14 13 8 7 6 5 4 3 2 1 0 
Reserved Destination Byte Width 
(000) (0:0000:0000:0000) 


Important: This register should never be read while the BitBLT engine is busy. 


31-29 Reserved 


These bits always return 0 when read. 


28-16 Destination Scan Line Height 


These 13 bits specify the height of the destination data in terms of the number of scan lines that are 
covered by the destination data. 


15-13 Reserved 


These bits always return 0 when read. 


12-0 Destination Byte Width 


These 13 bits specify the width of the destination data in terms of the number of bytes per scan line’s 
worth of destination data. The number of pixels per scan line into which this value translates depends 
upon the color depth to which the BitBLT engine has been set. 
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BRO9 Source Expansion Background Color Register 
Read/Write at memory space offset 0x400024h and/or 0xC00024h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


15 14 13 12 11 10 9 8 7 6 


Source Expansion Background Color Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


Note: This register, and bit 27 of the Monochrome Source Control Register (BRO3) which enables the use of 
this register are not provided in versions of the 65550 earlier than ES2.0. 


31-24 Reserved 


These bits always return 0 when read. 


23-0 Source Expansion Background Color Bits 23-0 


These bits may or may not be used to provide the one, two, or three bytes worth of color data that select 
the background color to be used in the color expansion of monochrome source data, depending upon the 
setting of bit 27 of the Monochrome Source Control Register (BRO3). When bit 27 of the Monochrome 
Source Control Register is set so that this register is involved in the color expansion of monochrome 
source data, then the Pattern/Source Expansion Background Color Register (BRO1) is used to perform the 
identical function for monochrome pattern data, only. 


Whether one, two, or three bytes worth of color data is needed depends upon the color depth to which the 
BitBLT engine has been set through the BitBLT Configuration Register (XR20). For a color depth of 
24bpp, l6bpp, and 8bpp, bits 23-0, 15-0 and 7-0, respectively, of this register are used. 
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BROA Source Expansion Foreground Color Register 
Read/Write at memory space offset 0x400028h and/or OxCO0028h 
Word or Doubleword accessible 


31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 


15 14 13 12 11 10 9 8 7 6 


Source Expansion Foreground Color Bits 15-0 
(XXXX!XXXX!XXXX!XXXX) 


Note: This register, and bit 27 of the Monochrome Source Control Register (BRO3) which enables the use of 
this register are not provided in versions of the 65550 earlier than ES2.0. 


31-24 Reserved 


These bits always return 0 when read. 


23-0 Source Expansion Foreground Color Bits 23-0 


These bits may or may not be used to provide the one, two, or three bytes worth of color data that select 
the foreground color to be used in the color expansion of monochrome source data, depending upon the 
setting of bit 27 of the Monochrome Source Control Register (BRO3). When bit 27 of the Monochrome 
Source Control Register is set so that this register is involved in the color expansion of monochrome 
source data, then the Pattern/Source Expansion Foreground Color Register (BRO2) is used to perform the 
identical function for monochrome pattern data, only. 


Whether one, two or three bytes worth of color data is needed depends upon the color depth to which the 
BitBLT engine has been set through the BitBLT Configuration Register (XR20). For a color depth of 
24bpp, l6bpp, and 8bpp, bits 23-0, 15-0 and 7-0, respectively, of this register are used. 
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BITBLT REcIsTERS (BR) 


This page intentionally left blank. 
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CHAPTER 13 


EXTENSION REGISTERS 
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13.0 EXTENSION REGISTERS 


13.1 BASIC SYSTEM CONFIGURATION 
XROO Vendor ID Low 


Read Only at I/O Address 3D7h 


a ae a ee ee ee ee ee, ee ee ee ee ee ee ee ee 


Vendor ID [7:0] 


7-0 Vendor ID[7:0] = 2Ch 


XR01 Vendor ID High 


Read Only at I/O Address 3D7h 


[a a Cs < d ( ca(O ( d C 


Vendor ID [15:8] 


7-0 Vendor ID [15:8] = 10h 


XRO2 Device ID Low 


Read Only at I/O Address 3D7h 


pe ed le 0 


Device ID [7:0] 


7-0 Device ID[7:0] = E4h 
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EXTENSION REGISTERS (XR) 


XRO3 Device ID High 


Read Only at I/O Address 3D7h 


aS (eee ee a Ea (a ee ee 


Device ID [7:0] 


7-0 Device ID[15:8] = 00h 


XR04 Revision ID 


Read Only at I/O Address 3D7h 


le a ea 


Revision ID [7:0] 


7-0 Revision ID = ??h 


XR0O5 Linear Base Address Low 


Read / Write at I/O Address 3D7h 


a ae a ee ee ee ee eee ee ee ee ee 


Base Add 
Reserved (000-0000) 


Base Address LSBs 
XRO06[7:0], XROS[7], specify the base address for the Linear Frame Buffer 


NI 


6-0 Reserved (000-0000) 
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XR06 Linear Base Address High 


Read / Write at I/O Address 3D7h 


ee ae a a ee ee ee (ee ee ee ee Ee Se es ee 
Base Address MSBs 


7-0 Base Address MSBs 
XRO06[7:0], XRO5[7] specify the base address for the Linear Frame Buffer 


XR08 Configuration 


Read Only at I/O Address 3D7h 


P<  C OS O 


PCI VGA 
Reserved (0000-00) Addr Enbl Bus Type 


7-2 Reserved (0000-00) 


1 PCI VGA Address Decode Enable 
0 Disable address decoding for PCI Bus 
1 Enable address decoding for PCI Bus 
0 Bus Type 
0 VL-Bus 
1 PCI Bus 
REviSiON1.5 101497 65550 
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EXTENSION REGISTERS (XR) 


XR09 I/O Control 


Read / Write at I/O Address 3D7h 


ee a (a ae (ae a (ee es ae | ee ee 


Palette R 4 Attr Cntl CRT Cntl 
Wr Shadow BEI Ext Enbl Ext Enbl 


Palette Write Shadow (VL only) 

0 Generate internal Palette write. Respond with LDEV# and LRDY# 

1 Generate internal Palette write. Do not respond with LDEV# / LRDY# 
Reserved (000-00) 

Attribute Controller Extensions Enable 

0 Disable (default) 

1. Enable Attribute Controller extensions 

CRT Controller Extensions Enable 

0 Disable (default) 

1 Enable CRTC extensions 


Index and Data of the Attribute Controller registers are accessible at 3COh in standard VGA. When the 
Attribute Controller Extensions are enabled, Index and Data are accessible at addresses 3COh and 3C1h, 
respectively. 
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XROA Address Mapping 


Read / Write at I/O Address 3D7h 


a ae a ee as ee ee ee ee ee ee ee ee ee 


Endian Swap Packed Linear Page 
Reseed (0) ress] yen | aang | Mapping 


7-6 Reserved (00) 


5-4 Endian Swap Control 
00 No byte swapping (default) 
01 Byte 0 <> Byte 1 , Byte 2 <> Byte 3 
10 Byte 0 <> Byte 3 , Byte 1 <> Byte 2 
11 Reserved 
3 Reserved (0) 
2 Packed Mode Enable 
0 Address and data translation are bused register settings (default) 


1 Forced extended pack pixel address translation. 
In page mapping mode, register GRO6 selects the video memory address. 


1 Linear Mapping (VL & PCI) 
0 Disable (default) 
1 Enable Linear Mapping 
0 Page Mapping 
0 Disable (default) 
1 Enable Page Mapping 


This mode allows the mapping of the 8MB address space through the [AO000:AFFFF] window, which 
defines a 64KB page. An internal address is generated using XROE[6:0] as the address line [22:16] 
extension to A[15:2]. XROE[6:0] acts as a page selector. 
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EXTENSION REGISTERS (XR) 


XROB Burst Write mode 


Read / Write at I/O Address 3D7h 


a (a Teas EE eae ee a a see eS ee ee 


Font Burst PCI Burst 
Seeerven ou) Exp Buffer_| FIFO Depth | Reserved) | Enable 


7-4 Reserved (0000) 
3 Font Expansion Buffer Depth 
0 Burst FIFO is always 8 or 4 deep as specified by XROB[2] (default) 


1 Limit Burst FIFO during font expansion to 1-deep 


2 Burst FIFO Depth 
0 Burst FIFO is 8-deep (default) 
1 Burst FIFO is 4-deep 
Reserved (0) 

0 PCI Burst Enable 


0 Disable (default) 
1 Enable PCI Burst 
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XROE Page Selector 


Read / Write at I/O Address 3D7h 


ae ea a a ae (ee ee ee ee ee ee 


Reserved (0) Page Select 


7 Reserved (0) 
6-0 Page Select 
Selects a 64KB window within an 8MB address space when Page Mapping is enabled (XROA[0]=1). 
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EXTENSION REGISTERS (XR) 


13.2 BitBLT ENGINE CONTROL REGISTER 


XR20 BitBLT Engine Configuration 


Read / Write at I/O Address 3D7h with 3D6h set to Index 20h 


Reserved (00) BitBLT Engine Color Reserved (00) BitBLT BitBLT 
Depth Reset Status 


7-6 Reserved (00) 
These bits always have the value of 0 when read. 
5-4 BitBLT Engine Color Depth 


These two bits configure the BitBLT engine for one of three possible color depths. It is strongly 
recommended that, when possible, the color depth of the BitBLT engine be set to match the color depth 
that the graphics system has been set. 


Bit 
BitBLT Engine Color Depth 


| oo [8 bits per pixel (1 byte per pixel). This is the default after reset. 


16 bits per pixel (2 bytes per pixel) 
24 bits per pixel (3 bytes per pixel) 


The choice of color depth configures the BitBLT engine to work with one, two or three bytes per pixel. 
This directly affects the number of bytes of graphics data that the BitBLT engine will read and write for a 
given number of pixels. In the case of monochrome source or pattern data, this setting directly affects the 
color depth into which such monochrome data will be converted during the color expansion process. 


If the graphics system has been set to a color depth that is not supported by the BitBLT engine, then it is 
strongly recommended that the BitBLT engine not be used. See the section on the BitBLT engine for 
more information. 


3-2 Reserved (Writeable) (00) 
These bits always return the value of 0 when read. 
1 BitBLT Reset 


0 Writing a value of 0 to this bit permits normal operation of the BitBLT engine. This is the default 
value after reset. 


1 Writing a value of | to this bit resets the BitBLT engine. 
0 BitBLT Engine Status 
0 Indicates the BitBLT engine is idle. This is the default after reset. 


1 Indicates the BitBLT engine is busy. 
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13.3 MEMORY CONFIGURATION 


XR40 DRAM Access Control 


Read/Write at I/O address 3D7h with 3D6h set to index 40h 
ae ee (a eed ee ae ee ee ee | | ee 


Extended Add M 
Reserved (Writeable) hee Reserved (Writeable) Wrap pee 


7-5 Reserved (Writeable) 


These bits should always be set to the value of 0. 


> 


Extended Text 
0 Selects standard VGA text support. This is the default after reset. 


1 Selects extended VGA text support. This causes the manner in which text and fonts are stored in the 
frame buffer to be rearranged from the VGA standard in order to achieve maximum DRAM page 
mode hit rates. 


3-2 Reserved (Writeable) 


These bits should always be set to the value of 0. 


1 Address Wrap 
0 Only bits 0 through 17 of the memory address decode are used, causing the memory address to wrap 
at 256K for all memory accesses either through the VGA porthole or linearly. 
1 All memory address bits are used, allowing access to all of the memory up to 4 MB. 
0 Memory Access Width 


0 Selects the use of 16-bit accesses to memory to accommodate the standard VGA modes and extended 
resolution modes with 4-bit color. This is the default after reset. 


1 Selects the use of 64-bit accesses to memory to accommodate high resolution modes. 
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XR41 DRAM Type Register 


Read/Write at I/O address 3D7h with 3D6h set to index 41h 


7 6 5 4 3 2 1 0 
Reserved (Writeable) DRAM Type 


7-2 Reserved (Writeable) 


These bits always have be set to the value of 0. 


1-0 DRAM Type 
00 Conventional Fast-Page-Mode (FPM) DRAM 
01 Extended Data-Out (EDO) DRAM 
10 Reserved 
11 Reserved 


Note: During reset, bit 0 of this register is set to a value that is the opposite of bit 2 of Configuration Pins 
1 Register (XR71). This is part of a mechanism that allows the selection of Fast-Page-Mode 
DRAM as a default by using an external resistor to tie memory address interface pin MAD2 to 
ground. If no such resistor is installed, then bit 0 of this register defaults to the value of 0. See 
the description for XR71 for more details. 
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XR42 DRAM Configuration Register 


Read/Write at I/O address 3D7h with 3D6h set to index 42h 


7 6 5 4 3 2 1 0 


Reserved (Writeable) Byte Contrl Reserved (Writeable) Column Address Width 


7-5 Reserved (Writeable) 


These bits should always be set to the value of 0. 


4 Byte Control 
0 Selects the use of a #CAS signal per byte. This is the default after reset. 
1 Selects the use of a #WE signal per byte. 


Note: The functions of one or more #CAS and/or #WE output signals from the 65550 are changed by the 
setting of this bit. See the chapter describing the pinout for further details. 


3-2 Reserved (Writeable) 


These bits should always be set to the value of 0. 


1-0 Column Address Width 
00 8-bit wide column address. AAO-AA7 are used during CAS cycle. 


O01 9-bit wide column address. AAO-AA8 are used during CAS cycle. 
This is the default after reset. 


10 Reserved 
11 Reserved 
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EXTENSION REGISTERS (XR) 


XR43 DRAM Interface Register 


Read/Write at I/O address 3D7h with 3D6h set to index 43h 


fe ae I a Se 


Reserved (Writeable) Split RAS Memory Size Reserved 
Enable (Writeable) 


Reserved (Writeable) 


2-1 


These bits should always be set to the value of 0. 


Split RAS Enable 
0 This causes both RASO# and RAS1# to function identically. This is the default after reset. 


1 This causes either RASO# or RAS1# to be used in a given access to frame buffer memory depending 
upon the state of the 18th bit of the frame buffer address. 


This feature was added to increase the number of possible memory configurations that could be supported 
by the 65550, including the use of a single bank of 512K-deep DRAM’s. 


Note: This bit applies only to the 65550B. This bit is not used in earlier revisions of the 65550. 


Memory Size 

00 1MB - This is the default after reset. 
01 2MB 

10 Reserved 

11 Reserved 


Note: These bits apply only to the 65550A1, 65550A1-5, and other earlier revisions. These bits are not 
used in later versions of the 65550. 


Reserved (Writeable) 


This bit should always be set to the value of 0. 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


AHH HEH nr @ 13-13 


CPPS Erension Reais ns O0R) 


XR44 DRAM Timing Register 


Read/Write at I/O address 3D7h with 3D6h set to index 44h 


eee aay a a Ee | ee | ee es ee 


hortened 
nee Reserved (Writeable) 


7 Shortened RAS Cycle 
0 Sets tRCD = 2.5 MCLKs. This is the default after reset. 
1 Sets tRCD - 1.5 MCLKs. 
Note: This bit applies only to the 65550B. This bit is not used in earlier versions of the 65550. 


6-0 Reserved (Writeable) 


These bits should always be written with the value of 0. 
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13.4 PIN CONTROL REGISTERS 


XR60 Video Pin Control 


Read / Write at I/O Address 3D7h 


EXTENSION REGISTERS (XR) 


a) 6c SI fh 2 =e 


Reserved (0) 


7 Reserved (0) 
6 PCLK Pin Source 


0 
1 


DCLK (default) 
DCLK/2 


5 Blank Pin Polarity 


0 
1 


Negative (default) 


Positive 


4 Blank Pin Source 


0 
1 


Select Y Enable 
Select Display Enable 


3 Pixel Data Port (PD[15:8]) Enable 


0 
1 


Pixel Data is input (default) 


Pixel Data is output 


2 Pixel Data Port (PD[7:0]) Enable 


0 
1 


Pixel Data is input (default) 


Pixel Data is output 


1-0 Video Connector Mode 


00 


Video Connector Disable (default) 
Standard VGA Feature Connector 
VESA Advanced Feature Connector 


ZN Style Feature Connector 
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XR61 DDC Sync Select 


Read / Write at I/O Address 3D7h 


a eS a ae ee ee ee ee ee ee ee ee Ee ee ee ee 
R 40 VSYNC HSYNC Powerdown VSYNC VSYNC HSYNC HSYNC 
eserved (0) Powerdown | Powerdown State Control Data Control Data 


7 Reserved (0) 
6 VSYNC Powerdown control 

0 XR61 bit 2 is output on the VSYNC pin (default) 

1 Internal power sequencing clock is output on the VSYNC pin. 
5 HSYNC Powerdown control 

0 XR61 bit 0 is output on the HSYNC pin (default) 

1 Internal power sequencing clock is output on the HS YNC pin. 
4 HSYNC/VSYNC Powerdown State 

0 Tri-state in standby and panel off mode (default) 


1 Driven during standby and panel off mode. Must be programmed to DPMS standby or suspend 
before going to standby or panel off mode. 


3 VSYNC Control 

QO Normal VSYNC (default) 

1 Output, controlled by bit 2 below 
2 VSYNC Data 
1 HSYNC Control 

0 Normal HSYNC (default) 

1 Output, controlled by bit 0 below 
0 HSYNC Data 
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XR62 GPIO Control 


Read / Write at I/O Address 3D7h 


Siecion 
Direction for GPIO 7-3 GPIO2 Reserved (0) 


7-3 


Direction Control for GPIO 7 -3 
0 Pin is an input (default) 
1 Pin is an output 


GPIO 7-3 must not be enabled as outputs in VL-Bus applications because the same pins need to operate 
as VL address signals. 


Direction Control for GPIO2 
0 Pin is an input (default) 

1 ‘Pin is an output 

See also FROB[4] 

Reserved (0) 


XR63 GPIO Data 


Read / Write at I/O Address 3D7h 


aes ae ae ee ee ee ee ee ee 


GPIO 7 GPIO 6 GPIO 5 GPIO 4 GPIO 3 GPIO 2 GPIO 1 GPIO 0 


7-0 


GPIO 7-0 Data (‘0” for logic low signal level) 
See FROC for GPIO[1:0] direction control 
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XR67 Pin Tri-State Control 


Read / Write at I/O Address 3D7h 


a ae ae a ae ee ee ee ee ee ee ee ee ee ee 
7-3 Reserved (00000) 
2 LDEV Suspend State Control 
0  Tri-state during suspend 
1 Drive during suspend (state unknown at this time) 
1 3-State Video Port Pins 
QO Normal (default) 
1 Tri-state 
0 3-State Memory Interface Pins 
QO Normal (default) 


1 Tri-state 
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XR70 Configuration Pin 0 


Read Only at I/O Address 3D7h with 3D6h set to Index 70h 


a a (ae aS (eee ee ee ee es ee ee ee ee 


The bits of this register indicate the state of each of these pins at the time the graphics controller is reset. 


During a reset, the graphics controller does not drive these pins, thereby allowing them to either be pulled high 
by relatively weak internal resistors, or to be pulled low by external resistors (4.7K recommended). Instead, 
during reset, the graphics controller latches the state of these pins, and the latched values are used by the 
graphics controller to provide a limited degree of hardware-based configuration of some features. Some of these 
latched values directly affect the hardware, while others are simply reflected in this register so as to be read by 
configuration software, usually the BIOS. 


7 Memory Interface Address Pin AA7 

0 Enables clock test mode. 

1 Disables clock test mode. 

Note: Clock test mode allows the internal clock synthesizers to be tested, by placing the output of the 
MCLK synthesizer on the A25 pin (usable only in the VL-Bus mode) and the output of the VCLK 
synthesizer on the PCLK pin (the clock pin used for the video data port). 

6 Memory Interface Address Pin AA6 
0 Pins 53 and 54 become host bus address inputs A26 and A27, respectively. This feature is normally 
used when the 65550 is used with VL-Bus in systems where the use of the memory address space by 
other devices is such that the 65550 needs to be able to decode these two higher order address bits. 

1 Pins 53 and 54 are available to be used as either the ACTI and ENABKL outputs, respectively, or as 

GPIOO and GPIO1, respectively, depending on the settings of bits 7, 6, 4, and 3 of the Pin Control 2 
Register (FROC). 
5 Memory Interface Address Pin AA5 

Reserved. 

No interpretation has yet been assigned to the state of this bit, and the hardware does not interpret the 

state of the corresponding pin during reset. 

4 Memory Interface Address Pin AA4 

0 The XTALI and A23 (PCI) or A25 (VL Bus) pins are used as inputs to receive MCLK an DCLK, 

respectively, from an external source. 

Note: This will not work if AA7 is low. 

1 MCLK and DCLK are provided by the internal clock generators. 

3 Memory Interface Address Pin AA3 

Reserved. 

No individual interpretation has yet been assigned to the state of this bit, and the hardware does not 

interpret the state of the corresponding pin during reset. 
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XR70 Configuration Pin 0 (continued) 


2 Memory Interface Address Pin AA2 
Reserved. 


No interpretation has yet been assigned to the state of this bit, and the hardware does not interpret the 
state of the corresponding pin during reset. 


1 Memory Interface Address Pin AA1 


0 VGA I/O Address decoding is disabled on the PCI Bus, so access to the registers via I/O read and 
write operations is disabled. This feature is normally used in systems with PCI where another device 
is to be given VGA functionality. 


1 VGA I/O Address decoding is enabled on the PCI Bus, so access to the registers via I/O read and 
write operations is enabled. 


Note: The reset state of this pin is also readable via bit 1 of the Host Bus Configuration Register (XR08). 


0 Memory Interface Address Pin AAO 
0 The 65550 is configured for use with PCI. 
1 The 65550 is configured for use with VL-Bus. 
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For XR71 Configuration Pin 1 


Read Only at I/O Address 3D7h with 3D6h set to Index 71h 


ee ae ee Fes ree a a a a ee ee ee ee ee Ea ee 


The bits of this register indicate the state of each of these pins at the time the graphics controller is reset. 
During a reset, the graphics controller does not drive these pins, thereby allowing them to either be pulled high 
by relatively weak internal resistors, or to be pulled low by external resistors (4.7K recommended). Instead, 
during reset, the graphics controller latches the state of these pins, and the latched values are used by the 
graphics controller to provide a limited degree of hardware-based configuration of some features. Some of these 
latched values directly affect the hardware, while others are simply reflected in this register so as to be read by 
configuration software, usually the BIOS. 
7 Memory Interface Data Pin MAD7 
Reserved. 
No interpretation has yet been assigned to the state of this bit, and the hardware does not interpret the 
state of the corresponding pin during reset. 
6 Memory Interface Data Pin MAD6 
Reserved for BIOS use as bit 3 of a 4-bit code specifying the panel type. 


5 Memory Interface Data Pin MAD5 
Reserved for BIOS use as bit 2 of a 4-bit code specifying the panel type. 
4 Memory Interface Data Pin MAD4 
Reserved for BIOS use as bit | of a 4-bit code specifying the panel type. 


3 Memory Interface Data Pin MAD3 
Reserved for BIOS use as bit 0 of a 4-bit code specifying the panel type. 


2 Memory Interface Data Pin MAD2 
0: Fast-Page Mode (FPM) DRAM is being used. 
1: Extended Data-Out (EDO) DRAM is being used. 
Note: Bit 0 of the Memory Type Register (XR41) is also set during reset to a value that selects either FPM or 
EDO DRAM memory types depending on whether or not MAD? is high or low at that time. However, it should 
be noted that the actual value to which that bit defaults is always the opposite of the value to which this bit 
defaults during reset. Furthermore, unlike this bit of this register, bit 0 of XR41 is writeable, and so its value 
may be changed by software after reset. 
1 Memory Interface Address Pin AA9 
Reserved 
No interpretation has yet been assigned to the state of this bit, and the hardware does not interpret the 
state of the corresponding pin during reset. 
0 Memory Interface Address Pin AA8 


0: Both IVCC and CVCC are at 3.3V. 

1: Both IVCC and CVCC are at 5.0V. 
Note: This bit and the state of the corresponding pin during reset have no direct effect on the hardware. This 
bit exists as a way to add an indication of the voltage levels of [VCC and CVCC to the information used by 
BIOS to configure the graphics controller. 
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13.5 PIXEL PIEPLINE CONTROL 


XR80 Pixel Pipeline Configuration 0 


Read / Write at I/O Address 3D7h 


ae ae EE ae a ee ee ee ee ee ee 


8-Bit DAC Pixel S Pixel Hdwre Cursor} Extended Palette 
Enable en uean Averaging | 1 Display En Status Overscan Overscan Addressing 


7 8-Bit DAC Enable 
0  6-bit DAC (default) 


1 8-bit DAC 
6 Pixel Stream Select 


0 DAC input is PO pixel stream (default) 


1 DAC input is P1 stream 
5 Enable Pixel Averaging (FP only) 


0 Disable Averaging (default) 


1 Enable Averaging. Causes a replicated pixel to be averaged with the next following pixel during 
horizontal expansion (see FR41). 


4 Hardware Cursor 1 Display Enable 
0 Disables the display of hardware cursor 1. This is the default after reset. 


1 Enables the display of hardware cursor 1. 
3 Enable Extended Status Read Mode 


0 Disable (default) 


1 With this bit enabled, the status of the internal state machines and values of the red and green data in 
the input holding register through the normal DAC register ports is available. The register ports are 
redefined as follows when this bit is set: 


DACMASK _ Returns red input data holding value 
DACWX Returns green input data holding value 


DACSTATE _ Returns the status of the internal state machines in bits [7:2] 
2 FP Overscan Color. 


0 Disable (default) 


1 Enable Protected Flat Panel Overscan Color (Overscan[1]) 
1 CRT Overscan Color 


0 Disable (default) 


1 Enable Protected CRT Overscan Color (Overscan[0]) 
0 Palette Addressing 


0 Disable (default) 


1 Enable Extended Palette Addressing (Enables access to all 8 locations) 
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XR81 Pixel Pipeline Configuration 1 


Read / Write at I/O Address 3D7h 


fee |) 


RT 
Reserved (000) Bane Display Color Mode 


7-5 Reserved (000) 
CRT Control Signal Delay 
0 CRT Display Enable and CRT Blank are delayed for standard VGA compatibility (Default) 
1 CRT Display Enable and CRT Blank are not delayed. 


This bit affects CRT Display enable and CRT Blank signal delay with respect to CRT HSYNC and CRT 
VSYNC when the standard VGA pixel pipeline is used by CRT display engine (FRO1[0] = 1). When FP 
display engine is enabled (FRO1[1] = 1) then this bit will be ignored and Display enable and Blank will 
not be delayed. This bit should be reset for standard VGA modes and should be set for all extended VGA 
modes. 


3-0 Display Color Mode 
0000 CRT standard VGA text and graphics mode and 1-bit/2-bit/4-bit packed graphics mode (Default) 
0001 Reserved 
0010 CRT 8-bit packed extended graphics mode 
0011 Reserved 
0100 CRT 16-bit packed (5-5-5) extended graphics mode (Targa compatible) 
0101 CRT 16-bit packed (5-6-5) extended graphics mode (XGA compatible) 
0110 CRT 24-bit extended graphics mode compressed 


0111 CRT 24-bit extended graphics mode uncompressed. In this mode, pixels are stored only on the 
lower three bytes (plane 0,1,2) of each double word and the most significant byte of each double 
word (plane 3) is not used. 
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XR82 Pixel Pipeline Configuration 2 


Read / Write at I/O Address 3D7h 


a ae a ae ee ee ee ee eer ee ee) ee eee 


Reserved (0000) inn eae RAMDAC 


7-4 Reserved (0000) 


3 Graphics Gamma Enable 
0 16 and 24 bpp graphics data bypasses palette (Default) 
1 16 and 24 bpp graphics data goes through palette 


2 Video Gamma Enable 
0 Video data bypasses palette (Default) 


1 Video data goes through palette. 


1 Composite Sync on Green 
0 NoComposite sync on green (Default) 


1 Composite sync on green 


0 Blank Pedestal Enable (RAMDAC) 
0 Disable (Default) 
1 Enable 
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13.6 HARDWARE CURSOR 1 & 2 


XRAO Cursor 1 Control Register 


Read/Write at I/O address 3D7h with 3D6h set to index AOh 


ee er es ee ee ee ee ee ee ee ee ee ee eee 


Cursor 1 Cursor 1 Ver. | Cursor 1 Hor. } Coord. Orig. | Vertical Ext. Cc | Mode Sel 
Blink Enbl Stretch Stretch Select Enable MCE a ees 
7 Cursor 1 Blink Enable 
0 Disables blinking. This is the default after reset. 


1 Enables blinking. Blinking rate set in register FR19. 


6 Cursor 1 Vertical Stretching Enable 
0 Disables vertical stretching for cursor 1. This is the default after reset. 
1 Enables vertical stretching for cursor 1. 


Note: Just as is the case with the vertical stretching for the main display image, vertical stretching for 
cursor | applies only to flat panel displays. 


5 Cursor 1 Horizontal Stretching Enable 
0 Disables horizontal stretching for cursor 1. This is the default after reset. 
1. Enables horizontal stretching for cursor 1. 


Note: Just as is the case with the horizontal stretching for the main display image, horizontal stretching 
for cursor | applies only to flat panel displays. 


4 Cursor 1 Coordinate System Origin Select 


0 Selects the outermost upper left-hand corner of the screen border as the origin for the coordinate 
system used to position cursor 1. This is the default after reset. 


1 Selects the upper left-hand corner of the active display area as the origin for the coordinate system 
used to position cursor |. 
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XRAO Cursor 1 Control Register (continued) 


3 Cursor 1 Vertical Extension Enable 
0 Disables the vertical extension feature for cursor 1. This is the default after reset. 


1 Enables the vertical extension feature for cursor 1, thereby permitting the height of cursor 1 to be 
specified independently of its mode selection through the use of the Cursor 1 Vertical Extension 
Register (XRA1). 


2-0 Cursor 1 Mode Select 


These three bits select the mode for cursor 1. See the chapter on hardware cursor and popup for more 
details concerning the cursor modes. 


Bit 2 Bit 1 Bit0 Cursor Mode Selected 


Po [0 [0 [Coordi Thiet aRereee 
0 [0 [122 ap ANDROR phen 
of [of ees pp otormote 
Ne 


P10 [0 66 pp Solorandanpaeney male 
P10 [1 [ott app ANDOR pine mde 
SS NO 
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XRA1 Cursor 1 Vertical Extension Register 
Read/Write at I/O address 3D7h with 3D6h set to index Alh 


if 6 5 4 3 2, 1 0) 
Cursor 1 Vertical Extension 


7-0 Cursor 1 Vertical Extension 


When the vertical extension feature for cursor | is enabled by setting bit 3 of the Cursor | Control 
Register (XRAO) to 1, these 8 bits of this register are used to specify the height of cursor | in scan lines. 
The number of scan lines must be a multiple of four. 


This register should be programmed with a value derived from the following equation: 


value = ((number of scan lines) + 4) - 1 


XRA2 Cursor 1 Base Address Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index A2h 


ee ae ee ee a ee ee ee ee ee ee ee ee ee ee 


Cursor | Base Address Bits 15-12 Cursor 1 Pattern Select 


7-4 Cursor 1 Base Address Bits 15-12 


These four bits provide part of a 22-bit value that specifies the offset from the beginning of the frame 
buffer memory space where the 4KB cursor data space for cursor | is to be located. The six most- 
significant bits of this 22-bit value are supplied by the Cursor | Base Address High Register (XRA3). 


3-0 Cursor 1 Pattern Select 


These four bits allow | of up to as many as 16 possible patterns contained in the cursor data space for 
cursor | to be selected to be displayed. 


The actual number of patterns depends on the size of each pattern, since the cursor data space is limited 
to a total of 4KB in size. The size of each pattern depends, at least in part, on the choice of cursor mode. 
See the section on hardware cursor and popup for more details concerning the cursor modes. 
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XRA3 Cursor 1 Base Address High Register 


Read/Write at I/O address 3D7h with 3D6h set to index A3h 


7 6 &) 4 3 2 1 0 


Cursor 1 Base Address Bits 21-16 


7-6 Reserved 


These bits always have the value of 0 when read. 


3-0 Cursor 1 Base Address Bits 21-16 


These six bits provide the six most significant bits of a 22-bit value that specifies the offset from the 
beginning of the frame buffer memory space where the 4KB cursor data space for cursor 1 is to be 
located. The four next most-significant bits of this 22-bit value are supplied by the Cursor | Base 
Address Low Register (XRA2). 


XRA4 Cursor 1 X-Position Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index A4h 


a a ee po 


7-0 Cursor 1 X-Position Magnitude Bits 7-0 


This register provides the eight least significant magnitude bits of a signed 12-bit value that specifies the 
horizontal position of cursor 1. The three most significant magnitude bits and the sign bit of this value 
are provided by bits 2-0 and bit 7, respectively, of the Cursor | X-Position High Register (XRAS5). 
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XRA5 Cursor 1 X-Position High Register 


Read/Write at I/O address 3D7h with 3D6h set to index A5h 


i: 6 5 4 3 2 1 0 
X-Pos : : 
Si ; Reserved Cursor 1 X-Pos. Magnitude Bits 10-8 
ign Bit 


7 Cursor 1 X-Position Sign Bit 


This bit provides the sign bit of a signed 12-bit value that specifies the horizontal position of cursor 1. 
The magnitude bits are provided by the Cursor | X-Position Low Register (XRA4) and bits 2-0 of this 
register. 


6-3 Reserved 


2-0 Cursor 1 X-Position Magnitude Bits 10-8 


These three bits provide the three most significant magnitude bits of a signed 12-bit value that specifies 
the horizontal position of cursor 1. The eight least significant magnitude bits of this value are provided 
by bits 7-0 of the Cursor 1 X-Position Low Register (XRA4). The sign bit is provided by bit 7 of this 
register. 


XRA6 Cursor 1 Y-Position Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index A6h 


ee ae (a ee (ae Se a ee ee ee ee 


Cursor 1 Y-Position Magnitude Bits 7-0 


7-0 Cursor 1 Y-Position Magnitude Bits 7-0 


This register provides the eight least significant magnitude bits of a signed 12-bit value that specifies the 
vertical position of cursor 1. The three most significant magnitude bits and the sign bit of this value are 
provided by bits 2-0 and bit 7, respectively, of the Cursor 1 Y-Position High Register (XRA7). 
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XRA7 Cursor 1 Y-Position High Register 


Read/Write at I/O address 3D7h with 3D6h set to index A7h 


7 6 B) 4 3 2 1 0 


Y-P. 
Reserved Cursor 1 Y-Pos. Magnitude Bits 10-8 
ign Bit 


7 Cursor 1 Y-Position Sign Bit 


This bit provides the sign bit of a signed 12-bit value that specifies the horizontal position of cursor 1. 
The magnitude bits are provided by the Cursor | Y-Position Low Register (XRA6) and bits 2-0 of this 
register. 


6-3 Reserved 


2-0 Cursor 1 Y-Position Magnitude Bits 10-8 


These three bits provide the three most significant magnitude bits of a signed 12-bit value that specifies 
the horizontal position of cursor 1. The eight least significant magnitude bits of this value are provided 
by bits 7-0 of the Cursor 1 Y-Position Low Register (XRA6). The sign bit is provided by bit 7 of this 
register. 
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XRA8& Cursor 2 Control Register 


Read/Write at I/O address 3D7h with 3D6h set to index A8h 
6 5 4 3 2 1 0 
Cursor 2 Cursor 2 Cursor 2 Coord. Orig. Vertical C > Mode Sel 
Blink Enbl | Vert Stretch | Hor Stretch Select Ext Enable bari Ode Sceet 
7 Cursor 2 Blink Enable 


0 Disables blinking. This is the default after reset. 


1 Enables blinking. Blinking rate set in register FR19. 


6 Cursor 2 Vertical Stretching Enable 
0 Disables vertical stretching for cursor 2. This is the default after reset. 


1 Enables vertical stretching for cursor 2. 


Note: Just as is the case with the vertical stretching for the main display image, vertical stretching for 
cursor 2 applies only to flat panel displays. 


5 Cursor 2 Horizontal Stretching Enable 
0 Disables horizontal stretching for cursor 2. This is the default after reset. 


1. Enables horizontal stretching for cursor 2. 


Note: Just as is the case with the horizontal stretching for the main display image, horizontal stretching for 
cursor 2 applies only to flat panel displays. 


4 Cursor 2 Coordinate System Origin Select 


0 Selects the outermost upper left-hand corner of the screen border as the origin for the coordinate 
system used to position cursor 2. This is the default after reset. 


1 Selects the upper left-hand corner of the active display area as the origin for the coordinate system 
used to position cursor 2. 


3 Cursor 2 Vertical Extension Enable 
0 Disables the vertical extension feature for cursor 2. This is the default after reset. 


1 Enables the vertical extension feature for cursor 2, thereby permitting the height of cursor 2 may be 
specified independently of its mode selection through the use of the Cursor 2 Vertical Extension 
Register (XRAQ). 
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XRA& Cursor 2 Control Register (continued) 


2-0 Cursor 2 Mode Select 


These three bits select the mode for cursor 2. See the chapter on hardware cursor and popup for more 
details concerning the cursor modes. 


Bit 2 Bit 1 Bit 0 Cursor Mode Selected 


Po] 0] 0 [Conor is dated Tike aor 
0 [0 [122 tp ANDRORZphnemnde 
of [fas pp terme 
Ss Ne 


P10 [ 0 ot pp Solorandanpaeney male 
Po [1 [ott app ANDOR 2 phnemnde 
SS 
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XRAY Cursor 2 Vertical Extension Register 
Read/Write at I/O address 3D7h with 3D6h set to index A9h 


if 6 5 4 3 2, 1 0) 
Cursor 2 Vertical Extension 


7-0 Cursor 2 Vertical Extension 


When the vertical extension feature for cursor 2 is enabled by setting bit 3 of the Cursor 2 Control 
Register (XRAO) to 1, these 8 bits of this register are used to specify the height of cursor 2 in scan lines. 
The number of scan lines must be a multiple of four. 


This register should be programmed with a value derived from the following equation: 


value = ((number of scan lines) + 4) - 1 


XRAA Cursor 2 Base Address Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index AAh 


fo Se a _ MN _ SNe = Je 0) 


Cursor 2 Base Address Bits 15-12 Cursor 2 Pattern Select 


7-4 Cursor 2 Base Address Bits 15-12 


These four bits provide part of a 22-bit value that specifies the offset from the beginning of the frame 
buffer memory space where the 4KB cursor data space for cursor 2 is to be located. The six most- 
significant bits of this 22-bit value are supplied by the Cursor 2 Base Address High Register (XRAB). 


3-0 Cursor 2 Pattern Select 


These four bits allow | of up to as many as 16 possible patterns contained in the cursor data space for 
cursor 2 to be selected to be displayed. 


The actual number of patterns depends on the size of each pattern, since the cursor data space is limited 
to a total of 4KB in size. The size of each pattern depends, at least in part, on the choice of cursor mode. 
See the section on hardware cursor and popup for more details concerning the cursor modes. 
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XRAB Cursor 2 Base Address High Register 


Read/Write at I/O address 3D7h with 3D6h set to index ABh 


7 6 B) 4 3 2 1 0 


Cursor 2 Base Address Bits 21-16 


7-6 Reserved 


These bits always have the value of 0 when read. 


3-0 Cursor 2 Base Address Bits 21-16 


These six bits provide the six most significant bits of a 22-bit value that specifies the offset from the 
beginning of the frame buffer memory space where the 4KB cursor data space for cursor 2 is to be 
located. The four next most-significant bits of this 22-bit value are supplied by the Cursor 2 Base 
Address Low Register (XRAA). 


XRAC Cursor 2 X-Position Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index ACh 


a a ee po 


7-0 Cursor 2 X-Position Magnitude Bits 7-0 


This register provides the eight least significant magnitude bits of a signed 12-bit value that specifies the 
horizontal position of cursor 2. The three most significant magnitude bits and the sign bit of this value 
are provided by bits 2-0 and bit 7, respectively, of the Cursor 2 X-Position High Register (XRAD). 
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XRAD Cursor 2 X-Position High Register 


Read/Write at I/O address 3D7h with 3D6h set to index ADh 


i: 6 5 4 3 2 1 0 
X-Pos . . 
Si ; Reserved Cursor 2 X-Pos Magnitude Bits 10-8 
ign Bit 


7 Cursor 2 X-Position Sign Bit 


This bit provides the sign bit of a signed 12-bit value that specifies the horizontal position of cursor 2. 
The magnitude bits are provided by the Cursor 2 X-Position Low Register (XRA4) and bits 2-0 of this 
register. 


6-3 Reserved 


2-0 Cursor 2 X-Position Magnitude Bits 10-8 


These three bits provide the three most significant magnitude bits of a signed 12-bit value that specifies 
the horizontal position of cursor 2. The eight least significant magnitude bits of this value are provided 
by bits 7-0 of the Cursor 2 X-Position Low Register (XRA4). The sign bit is provided by bit 7 of this 
register. 


XRAE Cursor 2 Y-Position Low Register 


Read/Write at I/O address 3D7h with 3D6h set to index AEh 


= = a a [= dS a 


7-0 Cursor 2 Y-Position Magnitude Bits 7-0 


This register provides the eight least significant magnitude bits of a signed 12-bit value that specifies the 
vertical position of cursor 2. The three most significant magnitude bits and the sign bit of this value are 
provided by bits 2-0 and bit 7, respectively, of the Cursor 2 Y-Position High Register (XRAF). 
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XRAF Cursor 2 Y-Position High Register 


Read/Write at I/O address 3D7h with 3D6h set to index AFh 


7 6 5 4 3 2 1 0 
Y-Pos . : 
Si : Reserved Cursor 2 Y-Pos. Magnitude Bits 10-8 
ign Bit 


7 Cursor 2 Y-Position Sign Bit 


This bit provides the sign bit of a signed 12-bit value that specifies the horizontal position of cursor 2. 
The magnitude bits are provided by the Cursor 2 Y-Position Low Register (XRA6) and bits 2-0 of this 
register. 


6-3 Reserved 


2-0 Cursor 2 Y-Position Magnitude Bits 10-8 


These three bits provide the three most significant magnitude bits of a signed 12-bit value that specifies 
the horizontal position of cursor 2. The eight least significant magnitude bits of this value are provided 
by bits 7-0 of the Cursor 2 Y-Position Low Register (XRAE). Bit 7 provides the cursor position sign. 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


13-36 SHIH HED HI HIE © 


EXTENSION REGISTERS (XR) 


13.7 CLOCK CONTROL 


XRCO Video Clock 0 VCO M-Divisor 


Read / Write at I/O Address 3D7h 


The HiQV32™ has four sets of programmable clocks: VCLKO, VCLK1, VCLK2 and MVLK. Each 
clock has its own XR register for M,N and P(Divisor) values and can be programmed independently. 
VCLKO to VLCK2 have extra registers for M and N MSBs. VCLKO and VCLK1 normally are 
programmed to 25.125MHz and 28.322MHz respectively (VGA compatible clocks), VCLK2 is used for 
non VGA modes. 


The four clock data registers (XRCO-XRC3) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. 


The data written to these registers are calculated based on the reference frequency, the desired output 
frequency, and characteristic VCO constraints as described in the Functional Description. From the 
calculation, the M, N, and P values are obtained. 


The clock programming sequences is as follows. 


Data is written to registers M, and N, followed by a write to P (Divisor). The completion of the write to 
Divisor (P) causes data from all four registers to be transferred to the VCO register file simultaneously. 
The new clock frequency will start. This prevents wild fluctuations in the VCO output during 
intermediate stages of a clock programming sequence. 


ee a a ee ee ee ee ee ee ee ee ee ee ee 
VCO M-Divisor 


7-0 VCO M-Divisor 
M-Divisor value calculated for the desired output frequency. 
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XRC1 Video Clock 0 VCO N-Divisor 


Read / Write at I/O Address 3D7h 


The three clock data registers (CRCO-XRC3) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. 


The data written to this register is calculated based on the reference frequency, the desired output 
frequency, and characteristic VCO constraints as described in the Functional Description. 


Data is written to registers XRCO, XRC1, and XRC2 followed by a write to XRC3. The completion of 
the write to XRC2 causes data from all four registers is transferred to the VCO register file 
simultaneously. This prevents wild fluctuations in the VCO output during intermediate stages of a clock 
programming sequence. 


a eee Re meg mm | ees Gm) | Oc rane (ee | 
VCO N-Divisor 


7-0 VCON-Divisor 


N-Divisor value calculated for the desired output frequency. 


XRC2 Video Clock 0 VCO M/N-Divisor MSBs 


Read / Write at I/O Address 3D7h 


a ee a | ee 


Reserved VCO N-Divisor [9:8] VCO M-Divisor [9:8] 


7-6 Reserved 


5-4 VCON-Divisor[9:8] 


3-2 Reserved 


1-0 VCO M.-Divisor[9:8] 
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XRC3 Video Clock 0 Divisor Select 


Read / Write at I/O Address 3D7h 


ae (a ae ee ee ee ae ee ee 
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= ee er eee Ee 
ae VCO L Ref Ref 
Reservd (0) Post Divisor Select Reserved (0) Divi ae ata eh 


Reserved (0) 


Post Divisor Select 


000 Divide by 1 
001 Divide by 2 
010 Divide by 4 
011 Divide by 8 
100 Divide by 16 
101 Divide by 32 
11x Reserved 


Reserved (0) 


VCO Loop Divide 
0 Divided by 4 
1 Divided by 16 


Reference Clock Divide 
0 Reference Clock is not divided 


1 Reference Clock is divided by 5 (NTSC) 


Reference Divisor Select 
0 Divide by 4 
1 Divide by 1 


Note: Video clock 0 becomes effective after programming this register. 
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XRC4 Video Clock 1 VCO M-Divisor 


Read / Write at I/O Address 3D7h 


The four clock data registers (XRC4-XRC7) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. The data 
written to this register is calculated based on the reference frequency, the desired output frequency, and 
characteristic VCO constraints as described in the Functional Description. 


Data is written to registers XRC4, XRC5, and XRC6 followed by a write to XRC7. The completion of 
the write to XRC7 causes data from all four registers is transferred to the VCO register file simultane- 
ously. This prevents wild fluctuations in the VCO to be output during intermediate stages of a clock 
programming sequence. 


9) GE _ Fs  _ 


VCO M-Divisor [7:0] 


7-0 VCOM - Divisor [7:0] 


XRC5 Video Clock 1 VCO N-Divisor 


Read / Write at I/O Address 3D7h 


The four clock data registers (XRC4-XRC7) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. 


The data written to this register is calculated based on the reference frequency, the desired output 
frequency, and characteristic VCO constraints as described in the Functional Description. 


Data is written to registers XRC4, XRC5, and XRC6 followed by a write to XRC7. The completion of 
the write to XRC7 causes data from all four registers to be transferred to the VCO register file simultane- 
ously. This prevents wild fluctuations in the VCO output during intermediate stages of a clock 
programming sequence. 


ee ae a ee a es a a a ee ee ee 


VCO N-Divisor [7:0] 


7-0 VCON-Divisor[7:0] 
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XRC6 Video Clock 1 VCO M/N-Divisor MSBs 


Read / Write at I/O Address 3D7h 


ee a (ee ae ee ae ae ees ee ee ee ee ee 


Reserved (00) VCO N-Divisor [9:8] Reserved (00) VCO M-Divisor [9:8] 


7-6 Reserved (00) 
5-4 VCON-Divisor [9:8] 
3-2 Reserved (00) 


1-0 VCO M.-Divisor [9:8] 
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XRC7 Video Clock 1 Divisor Select 


Read / Write at I/O Address 3D7h 


a a a ae ee ee ee ee 


aS EE a ee ee 
VCO L Ref Ref 
Reservd (0) Post Divisor Select Reservd (0) ae ‘ig oe Achy 


7 Reserved (0) 


6-4 Post Divisor Select 


000 Divide by 1 
001 Divide by 2 
010 Divide by 4 
O11 Divide by 8 
100 Divide by 16 
101 Divide by 32 
110 Reserved 
111 Reserved 


3 Reserved (0) 


2 VCO Loop Divide 
0 Divided by 4*M in VCO divider 


1. Divided by 16*M in VCO divider 


1 Reference Clock Divide 
0 Reference Clock is not divided 


1 Reference Clock is divided by 5 (NTSC) 
0 Reference Divisor Select 

0 Divide by 4 

1 Divide by 1 


Note: Video clock | becomes effective after programming this register. 
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EXTENSION REGISTERS (XR) 


XRC8 Video Clock 2 VCO M-Divisor 


Read / Write at I/O Address 3D7h 


a aS ae ae ae as Ee ae a ee as ee) ee ee) 
VCO M-Divisor [7:0] 


7-0 


VCO M-Divisor [7:0] 


The four clock data registers (CRC8-XRCB) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. 


The data written to this register is calculated based on the reference frequency, the desired output 
frequency, and characteristic VCO constraints as described in the Functional Description. 


Data is written to registers XRC8, XRC9, and XRCA followed by a write to XRCB. The completion of 
the write to XRCB causes data from all four registers to be transferred to the VCO register file simultane- 
ously. This prevents wild fluctuations in the VCO output during intermediate stages of a clock 
programming sequence. 


XRC9 Video Clock 2 VCO N-Divisor 


Read / Write at I/O Address 3D7h 


a aS a a a ae a ae a a a as a ees 
VCO N-Divisor [7:0] 


7-0 


VCO N-Divisor [7:0] 


The four clock data registers (CRC8-XRCB) are programmed with the loop parameters to be loaded into 
the clock synthesizer. The Memory and Video clock VCO's both have programmable registers. 


The data written to this register is calculated based on the reference frequency, the desired output 
frequency, and characteristic VCO constraints as described in the Functional Description. 


Data is written to registers XRC8, XRC9, and XRCA followed by a write to XRCB. The completion of 
the write to XRC2 causes data from all four registers to be transferred to the VCO register file simultane- 
ously. This prevents wild fluctuations in the VCO output during intermediate stages of a clock 
programming sequence. 
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PPS Erension Reais OCR) 


XRCA Video Clock 2 VCO M/N-Divisor MSBs 


Read / Write at I/O Address 3D7h 


a a ae ae eee ee ee ee ee ee Be ee ee ee 


Reserved (00) VCO N-Divisor [9:8] Reserved (00) VCO M-Divisor [9:8] 


7-6 Reserved (00) 
5-4 VCON-Divisor[9:8] 
3-2 Reserved (00) 
1-0 VCO M.-Divisor[9:8] 
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EXTENSION REGISTERS (XR) 


XRCB Video Clock 2 Divisor Select 


Read / Write at I/O Address 3D7h 


ee a (a ee ees ee ee eee ee 


= ee er ee ee 
2 VCO L Ref Ref 
Reserved (0) Post Divisor Select Reservd (0) Divi ae ata eh 


7 Reserved (0) 


6-4 Post Divisor Select 


000 Divide by 1 
001 Divide by 2 
010 Divide by 4 
011 Divide by 8 
100 Divide by 16 
101 Divide by 32 
110 Reserved 
111 Reserved 


3 Reserved (0) 


2 VCO Loop Divide 
0 Divided by 4*M in VCO divider 


1 Divided by 16*M in VCO divider 


1 Reference Clock Divide 
0 Reference Clock is not divided 


1 Reference Clock is divided by 5 (NTSC) 
0 Reference Divisor Select 

0 Divide by 4 

1 Divide by 1 


Note: Video clock 2 becomes effective after programming this register. 
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CrP S —Etesion Retcis ens XR) 


XRCC Memory Clock VCO M-Divisor 


Read / Write at I/O Address 3D7h 


a a aS a sae a (ee ee ee ee Ee ee ee 


Reservd (0) VCO M-Divisor 


7 Reserved (0) 
6-0 VCO M-Divisor 


Note: Before programming this register, XRCE[7] should be set to zero to select the default memory clock. 


XRCD Memory Clock VCO N-Divisor 


Read / Write at I/O Address 3D7h 


Nie eA MN__ Nz 2X__F 


VCO N-Divisor 


7 Reserved 


6-0 VCON-Divisor 


Note: Before programming this register, XRCE[7] should be set to zero to select the default memory clock. 
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XRCE Memory Clock Divisor Select 


Read / Write at I/O Address 3D7h 


EXTENSION REGISTERS (XR) 


a (a ae a a ee a es ee ee) 


Ref 
Post Divisor Select Reserved (000) Bene 


Memory 
Clock 


NI 


1 


Memory Clock Select 
0 Default (25.175 MHz) 


Programmable 


6-4 Post Divisor Select 


000 
001 
010 
O11 
100 
101 
110 
111 


Divide by 1 
Divide by 2 
Divide by 4 
Divide by 8 
Divide by 16 
Divide by 32 
Reserved 
Reserved 


3-1 Reserved (000) 


—) 


Reference Divisor Select 


0 Divide by 4 


1 


Divide by 1 
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CrP —Ettsion Recess ens XR) 


XRCF Clock Configuration 


Read Only at I/O Address 3D7h 


ae a ae ae ee ee ee ee ee ee ee) ee ee 


Power Video Memory 
Reseed OU) Sequencing | Clock Source | Clock Srce Beep ©) 


7-4 Reserved (0000) 


3 Power Sequencing Reference Clock Select 


0 Use RCLK (reference clock) divided by 384 as the panel power sequencing reference clock and 
Standby Mode display memory refreshes. For RCLK = 14.31818 MHz, panel power sequencing 
clock would be 37.5 KHz (default). 


1 Use 32 KHz clock input for panel power sequencing reference clock and Standby Mode display 
memory refreshes. 


2 Video Clock Source (configuration strap option) 
QO External Clock Source: Video Clock VCO is disabled 
1 Internal Clock Source: Video Clock VCO is enabled 


1 Memory Clock Source (configuration strap option) 
0 External Clock Source: Memory Clock VCO is disabled 


1 Internal Clock Source: Memory Clock VCO is enabled 


0 Reserved (0) 
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13.8 POWER MANAGEMENT 


XRDO Module PowerDown 0 


Read / Write at I/O Address 3D7h 


EXTENSION REGISTERS (XR) 


ee (Ee ee ee ee ee ee ee ee ee ee 


VAFC/MM 


7 


Reserved (0) 


VAFC/Multimedia Input Pins 


0 Disable (default) 
1 Enable 


Multimedia Capture 
0 Disable 
1 Enable (default) 


Multimedia Playback 
0 Disable 
1 Enable (default) 


Memory Clock VCO 
0 Disable 
1 Enable (default) 


Video Clock VCO 
0 Disable 
1 Enable (default) 


Internal Palette 


Q Disable (PowerDown) 


1 Enable (default) 


Internal DAC 


Q Disable (PowerDown) 


1 Enable (default) 
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XRD2 Down Counter 


Read Only at I/O Address 3D7h 


= ae a ae ee ee ee ee ee ae ee ee ee 


DCNT [7:0] 


7-0 DCNT [7:0] 


32 KHz down counter 


XREO- XRE7 Software Flags x 


Read / Write at I/O Address 3D7h 


a a 8 ee a et 


Software Flags 


7-0 Software Flags 


XRF8-XRFC Test Registers 


Read / Write at I/O Address 3D7h with 3D6h set to Index F8h to FCh 


a ae a rea) a a a ee ee ee es ee ee 
Test Register Bits 
(XXXX!XXXX) 


7-0 Test Register Bits 


The bits in each of these registers are used to perform chip testing, and should never be written to. 
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EXTENSION REGISTERS (XR) 


This page intentionally left blank. 
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MULTIMEDIA REGISTERS 
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Lars ET vig ReGISTERS (MR) 
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14.0 MULTIMEDIA REGISTERS 


MROO Module Capability 


Read Only at I/O Address 3D3h 


Reserved 


7-2 Reserved 


1 Acquisition (Capture) Available 
0 Absent 
1 Included 


0 Playback Available 
QO Absent 
1 Included 


MRO1 Secondary Capability 


Read Only at I/O Address 3D3h 


ae aes a a a a a ae es ee es a ee es ee 


7-0 Reserved 
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TH a 5 MULTIMEDIA REGISTERS (MR) 


14.1 ACQUISITION CONTROL 
MR02 Acquisition Control 1 


Read / Write at I/O Address 3D3h 
Default = OOh 


ae Det en Det one SYNC 
RCH Mae 


7 Field Detect Method 
0 Trailing Edge of V 
1 Leading Edge of V 


6 Field Detect Polarity 
0 Normal 


1 ‘Inverted 


5 VSYNC Polarity 
QO Low asserted 


1 High asserted 


4 HSYNC Polarity 
QO Low asserted 


1 High asserted 


3 RGB Mode 
0 RGBI16 

1 RGBI5 

2 Color 

0 YUV 

1 RGB 

1 Format 

0 Video 

1 Game 


0 Interlace 
0 Interface Enabled 


1 Non-Interlace 
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Lies iia Reisen (MR) 


MR0O3 Acquisition Control 2 


Read / Write at I/O Address 3D3h 
Default = OOh 


. Fa Aamo coon / STE 


7-6 V Scaling Method 
00 Normal 
Ol Reserved 


10 Overwrite 


ee 


1 Reserved 


5 Y-Scale Enable 
0 Disabled 
1 Scaled on V 


4 X-Scale Enable 
0 Disabled 
1 Scaled on H 


3 Field Select 
0 Field O 
1 Field 1 


Bit-3 is only effective when Bit-2 = 1 


2 Frame / Field Grab 
QO Frame 


1 Field 


1 Continuous / Single 
0 Continuous 


1 Single 


0 Grab Control 
0 Stop 


1 Start 
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Lae SS cia Reis TERS (MR) 


MR04 Acquisition Control 3 


Read / Write at I/O Address 3D3h 
Default = 00h 


aa ee (a ae a es ee ea ee ee ee (ee eel 


Capture Buffer Buffer Buffer Horizontal 


7 Capture Counter Enable 


0 Capture single or continuous 


1 Capture every "n" field/frame as set in Capture Frame Count (MR18[7:0]) 
6 Reserved 


5 Double Buffer Pointer 
QO PTRI in use 
1 PTR2inuse 


4 Double Buffer Enable 
0 Double buffering disabled 
1 Double buffering enabled 


3 Double Buffer Mode 
QO CPU Forced 
1 V Locked 


2 Horizontal Filter Enable 
0 No Filter 


1 Filter pixels with horizontal filter 


1 Y-Capture Direction 
0 Normal: top to bottom 


1 Flipped: bottom to top 


0 X-Capture Direction 
0 Normal: left to right 
1. Mirrored: right to left 


Note: Changing the X- or Y- capture direction (Bits 1-0) will also require a change in the acquisition 
memory address pointer. 
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Crir 


Read / Write at I/O Address 3D3h 
Default = OOh 


MULTIMEDIA REGISTERS (MR, 


— Qual Pet Qual Cannan 


Input Byte Swap 


0  Y on low 8 input pins, UV on high 8 input pins 
1 Y onhigh 8 input pins, UV on low 8 input pins (VESA style) 


6 UV SWAP 
0 Normal UV sequence 


1 Exchange U and V 


5 Pixel Qualifier Polarity 
0 Non-inverted 


1 Inverted 


4 Pixel Qualifier Enable 
0 Continuous pixels gated by blank 
1 PIXEN qualifies valid pixels 


3 Input VSYNC (read only) 


(After polarity correction) 


2 Last Frame Grabbed (read only) 
0 PTRI 
1 PTR2 


(Effective only with double buffering) 


1 Current Address Pointer (read only) 
0 PTRI (Acquisition memory pointer 1) 
1 PTR2 (Acquisition memory pointer 2) 


Indicates which buffer is being grabbed and if double buffering is enabled. 


0 Actual Grab (read only) 


0 Hardware frame capture stopped 


1 Hardware frame capture active (synchronized to V) 
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MRO6 Acquisition Memory Address PTR1 


Read / Write at I/O Address 3D3h 


aS a aes ee ae (a) (as a Se ee ee) 


Acquisition Memory Address PTR 1 [07:00] 


7-0 Acquisition Memory Address PTR1 [07:00] 
(Bit 2-0: forced to 0) 


MRO7 Acquisition Memory Address PTR1 


Read / Write at I/O Address 3D3h 


a a aa a a a a | ee ee 


Acquisition Memory Address PTR 1 [15:08] 


7-0 Acquisition Memory Address PTR1 [15:08] 


MR0O8 Acquisition Memory Address PTR1 


Read / Write at I/O Address 3D3h 


a a a ee a ee ee ee ee ae ee ee ee 


Acquisition Memory Address PTR 1 [23:16] 


7-0 Acquisition Memory Address PTR1 [23:16] 
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MRO9 Acquisition Memory Address PTR2 


Read / Write at I/O Address 3D3h 


a ae ae ae a ee (er ee ee ee ee ee ee ee 


Acquisition Memory Address PTR 2 [07:00] 


7-0 Acquisition Memory Address PTR2 [07:00] 
(Bit 2-0: forced to 0) 


MROA Acquisition Memory Address PTR2 


Read / Write at I/O Address 3D3h 


ae ae ee a es a ee 


Acquisition Memory Address PTR 2 [15:08] 


7-0 Acquisition Memory Address PTR2 [15:08] 


MROB Acquisition Memory Address PTR2 


Read / Write at I/O Address 3D3h 


a ae (eae) a a (ee ne) (C(O 


Acquisition Memory Address PTR 2 [23:16] 


7-0 Acquisition Memory PTR2 [23:16] 
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“TI irs MULTIMEDIA REGISTERS (MR) 


MROC Acquisition Memory Width (Span) 


Read / Write at I/O Address 3D3h 


a a Fae a ae (ee | | ee | ee eee ee ee) 
Memory Width (span) [07:00] 


7-0 Memory Width (Span) [07:00] 
(Pixel Width) / 4 mem-quad words, scaled if enabled. 


MROE Acquisition Window XLEFT 


Read / Write at I/O Address 3D3h 


eS (EE ae Ea ea (as a | ee ee ee) 


Acquisition Window XLEFT [07:00] 


7-0 Acquisition Window XLEFT [07:00] 


MROF Acquisition Window XLEFT 


Read / Write at I/O Address 3D3h 


7-3 Reserved 
2-0 Acquisition Window XLEFT [10:08] 


Maximum capture window size is 1024x1024. 
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MR10 Acquisition Window XRIGHT 


Read / Write at I/O Address 3D3h 


a ae as a ae ee ee (ee ee ee ee ee ee ee ee 


Acquisition Window XRIGHT [07:00] 


7-0 Acquisition Window XRIGHT [07:00] 


MR11 Acquisition Window XRIGHT 


Read / Write at I/O Address 3D3h 


a a a a ee ey ee ee ee eee 


7-3 Reserved 
2-0 Acquisition Window XRIGHT [10:08] 


MR12 Acquisition Window Y-TOP 


Read / Write at I/O Address 3D3h 


Pe NS ____ Me 2 MN 


Acquisition Window XLEFT [07:00] 


7-0 Acquisition Window Y-TOP [07:00] 
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MR13 Acquisition Window Y-TOP 


Read / Write at I/O Address 3D3h 


aS aes ee a Ea ee a a ee ee eee 


7-3 Reserved 
2-0 Acquisition Window Y-TOP [10:08] 


MR14 Acquisition AQ Window Y-BOTTOM 


Read / Write at I/O Address 3D3h 


pes es alt OT Bs al ln ft = = 5 


Acquisition Window Y-BOTTOM [07:00] 


7-0 Acquisition Window Y-BOTTOM [07:00] 


MR15 Acquisition Window Y-BOTTOM 


Read / Write at I/O Address 3D3h 


fee ZN Ae) EF 


7-3 Reserved 


2-0 Acquisition Window Y-BOTTOM [10:08] 
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MR16 H-SCALE 


Read / Write at I/O Address 3D3h 


| a 
H-SCALE [07:00] 


7-0 H-SCALE [07:00] 


MR17 V-SCALE 


Read / Write at I/O Address 3D3h 


a a a ee a es ee ee ee ee eee 
V-SCALE [07:00] 


7-0 V-SCALE [07:00] 


MR18 Capture Frame Count 


Read / Write at I/O Address 3D3h 


ae a a es a se eee 
Capture Frame Count [07:00] 


7-0 Capture Frame Count [07:00] 
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14.2 PLAYBACK CONTROL 
MR1E Display Control 1 


Read / Write at I/O Address 3D3h 
Default = 0Oh 


f= he lm = SO a = a ale et 


Display . . 


7-5 Reserved 


Display Interlace Enable 

0 Non-Interlaced 

1 Interlaced 
3 V-ZOOM Enable 

0 Normal 

1 Zoomed based on VZOOM register 
2 H-ZOOM Enable 

0 Normal 

1 Zoomed based on HZOOM register 
1 Y-Display Direction 

0 Normal: top to bottom 

1 Flipped: bottom to top 
0 X-Display Direction 

0 Normal: left to right 

1. Mirrored: right to left 
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MR1F Display Control 2 


Read / Write at I/O Address 3D3h 
Default = 0OOh 


a a | ee ee = 


V Int V Int H Int 


7 V Interpolate Enable 

0 Disable 

1 Enable 
6 V Interpolate Mode 

0  De-block 

1 Running Average (when bit 7 is set) 
5 H Interpolate Enable 


4 Reserved 

3 Color Mode Select 
0 YUV 
1 RGB 


See color mode table below. 
2 Reserved 
1 UV Sign 
0 UV Unsigned (signed offset) 
1 UV Signed (2's complement) 
0 Color Type Select (See bit 3) 
QO Normal (U and V, or RGB16) 
1 Exchange U and V positions, or RGB15 


Color Mode Table for bit-3: 


3 | 2 | 0 Color Format 


Po fs [ofo|wweam  —~*d 
Po fs fo [1 |ywaa% oven | 
Po fs [1 [0 | vuvaaa;vversconp | 
PoP [1 D1 | rwa29; ovarome wavan | 
ifs [x [0 [Rapis rscanse-tse) | 
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r 5 MULTIMEDIA REGISTERS (MR) 


MR20 Display Control 3 


Read / Write at I/O Address 3D3h 
Default = 00h 


[as ip ee eS 8 a a 8 | 


noe | Display Buffer Flag Buffer Buffer Rescaved 
V Lock Source Trigger 


7-6 Reserved 

5 Display V Lock Double Buffer Enable 

0 Unlocked 

1 V-synchronized 

4 CPU Double Buffer Flag 

0 Playback memory address PTR1 

1 Playback memory address PTR2 

3 Double Buffer Source 

0 Input acquisition last frame 

1 CPU double buffer flag 

2 Double Buffer Trigger 

0 Retain old PTR 

1 Take new PTR on next VSYNC if bit 5=1 
1-0 Reserved 
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MR21 Double Buffer Status 


Read Only at I/O Address 3D3h 


a a a a ee Ee [ee ee ee ee ee) ee eee 
R 4 Buffer Buffer 
#SEINE Pointer Trigger 
7-2 Reserved 
1 Double Buffer Pointer in Use 
0 PTRI 


1 PTR2 
0 Double Buffer Trigger Status 


QO Taken 
1 Pending 
REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


MR22 Playback Memory Address PTR1 


Read / Write at I/O Address 3D3h 


Pa) a a_i 
Playback Memory Address PTR1 [07:00] 


7-0 Playback Memory Address PTR1 [07:00] 
(Bit 2-0: forced to 0) 


MR23 Playback Window Address PTR1 


Read / Write at I/O Address 3D3h 


a ee a a a es ee ee ee ee ee ee ee 
Playback Memory Address PTR1 [15:08] 


7-0 Playback Memory Address PTR1 [15:08] 


MR24 Playback Memory Address PTR1 


Read / Write at I/O Address 3D3h 


Pas i = a = 0 = i eg Te es = il = a = 
Playback Memory Address PTR1 [23:16] 


7-0 Playback Memory Address PTR1 [23:16] 
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MR25 Playback Memory Address PTR2 


Read / Write at I/O Address 3D3h 


7-0 Playback Memory Address PTR2 [07:00] 
(Bit 2-0: forced to 0). 


MR26 Playback Memory Address PTR2 


Read / Write at I/O Address 3D3h 


po 8 
Playback Memory Address PTR2 [15:08] 


7-0 Playback Memory Address PTR2 [15:08] 


MR27 Playback Memory Address PTR2 


Read / Write at I/O Address 3D3h 


es a a ee Se | ee 
Playback Memory Address PTR1 [23:16] 


7-0 Playback Memory Address PTR1 [23:16] 
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MR28 Playback Memory Width (Span) 


Read / Write at I/O Address 3D3h 


a aS ae ae ae a ae a a a ee es ee) ee ee) 
Memory Width (Span) [07:00] 


7-0 Memory Width (Span) [07:00] 
(Pixel Width) / 4 mem-quad words 


MR2A Playback Window XLEFT 


Read / Write at I/O Address 3D3h 
Default = 0Oh 


= aS ae es a es ee ae Se ee a ee ae ee) ee ee) 
Playback Window XLEFT [07:00] 


7-0 Playback Window XLEFT [07:00] 


MR2B Playback Window XLEFT 


Read / Write at I/O Address 3D3h 
Default = 00h 


a a ae ee ae a Se | ee ee 


Reserved Playback Window XLEFT [10:08] 


7-3 Reserved 
2-0 Playback Window XLEFT [10:08] 
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MR2C Playback Window 


Read / Write at I/O Address 3D3h 
Default = 0Oh 


a a ee ee ee ee eee ee er ee ee ee ee a ee eee 
Playback Window XRIGHT [07:00] 


7-0 Playback Window XRIGHT [07:00] 


MR2D Playback Window XRIGHT 


Read / Write at I/O Address 3D3h 
Default = OOh 


a a a a ee a |e ee ee ee ee ee ee 


Reserved Playback Window XRIGHT [10:08] 


7-3 Reserved 
2-0 Playback Window XRIGHT [10:08] 


MR2E Playback Window Y-TOP 


Read / Write at I/O Address 3D3h 
Default = 0OOh 


a a a a ee a ee es a ee ee ee ee ee 
Playback Window Y-TOP [07:00] 


7-0 Playback Window Y-TOP [07:00] 
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MR2F Playback Window Y-TOP 


Read / Write at I/O Address 3D3h 
Default = 0OOh 


[a We SNe = 8 A = = 8 


Reserved Playback Window Y-TOP [10:08] 


7-3 Reserved 
2-0 Playback Window Y-TOP [10:08] 


MR30 Playback Window Y-BOTTOM 


Read / Write at I/O Address 3D3h 
Default = 00h 


i — ae ih — hg = el 8 
Playback Window Y-BOTTOM [07:00] 


7-0 Playback Window Y-BOTTOM [07:00] 


MR31 Playback Window Y-BOTTOM 


Read / Write at I/O Address 3D3h 
Default = 0OOh 


pF | = 3 ef 


Reserved Playback Window Y-BOTTOM [10:08] 


7-3 Reserved 


2-0 Playback Window Y-BOTTOM [10:08] 
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MR32 H-ZOOM 


Read / Write at I/O Address 3D3h 
Default = 00h 


a Sn) ed = = 


H-ZOOM Reserved (00) 


7-2 H-ZOOM 
1-0 Reserved (00) 


MR33 V-ZOOM 


Read / Write at I/O Address 3D3h 
Default = 00h 


= ae) ed = 0 


V-ZOOM Reserved (00) 
7-2 V-ZOOM 
1-0 Reserved (00) 
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MR3C Color Key Control 1 


Read / Write at I/O Address 3D3h 
Default = OOh 


—— ae SS ee ee ee ee ee ee ee ee ee ee ee ee ee 
LSB 16-Bit Blank Reserved (00) XY Color K. Video 
Disable Overlay Graphics (Writeable) Rectangle aii: Overlay 


7 LSB (Bit 0) disable 
O Normal "Blue bit 0" 


1 Red, green, and blue bit 0 is forced to 0 at MMUX output (for masking display of key when using 
16/24 bit overlay key). 


6 16-bit Overlay Key 

0 Normal color key 

1 Color key “Green_7” is routed to "Blue_0" 
5 Blank Graphics 

0 Normal 

1 Graphics data blanked to “zero” 
4-3 Reserved (00) (Writeable) 


These bits default to 0 after reset. Though these bits may be set to 1, this is not recommended as they are 
reserved for future use. 


2 XY Rectangle Enable 
0 XY Rectangular Region off 
1 XY Rectangular Region enabled 
1 Color Key Enable 
0 Color Key off 
1 Color Key enabled 
0 Video Overlay Enable 
0 Graphics only, if no video playback 
1 Video Playback Window enabled 
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Cries Mts pecisrens cry 


MR3D-3F Color Keys 


Read / Write at I/O Address 3D3h 
MR3D: Red, MR3E: Green, MR3F: Blue 


a Ce ed i ae ee eee (en ee (ee Pee ee 
Color Keys 


7-0 Red/Green/Blue Color Keys 
0 Use the corresponding color key 


1 Do not use color key 


MR40-42 Color Key Masks 


Read / Write at I/O Address 3D3h 
MR4O0: Red Mask, MR41: Green Mask, MR42: Blue Mask 


a ae a es |e ae ee ee ee ee 
Color Key Masks 


7-0 Red/Green/Blue Color Key Masks 
0 Use the corresponding color key 


1. Do not use color key 


The table below describes the bits and values for the color key registers in different graphics modes: 


Table 14-1: Key Value and Key Mask 


4-Bit Indexed Blue[3:0] 
8-Bit Indexed Blue[7:0] 


15-Bit RGB Green[6:0] Blue[7:0] 


16-Bit RGB Green[7:0] Blue[7:0] 

24-Bit RGB Red[7:0] Green[7:0] Blue[7:0] 
16-Bit Key Green[7] 

24-Bit Key Blue[7:0] 


Note: Color Key bit assignments: 


In 15 Bit RGB (5:5:5) Mode: In 16 Bit RGB (5:6:5) Mode: 
RED[7:3] = G Key[6:2] RED[7:3] = G Key[7:3] 
GREEN[7:3] = G _ Key[1:0], B_Key[7:5] GREEN[7:2] = G_Key[2:0], B_Key[7:5] 
BLUE[7:3] = B_Key[4:0] BLUE[7:3] = B_Key[4:0] 
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MULTIMEDIA REGISTERS 


MR43 Line Count 


Read Only at I/O Address 3D3h 


a ae ee ee ee | a a ee ee eee) 
Line Counter for Graphics Display 


7-0 Line Counter for Graphics Display (Lower Bits) 


MR44_ Line Count 


Read Only at I/O Address 3D3h 


7-4 Reserved 
3-0 Line Counter for Graphics Display (Upper Bits) [11:08] 


This register enables the read back of the display vertical “line counter’. 
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Lrr> FLAT PANEL REGISTERS (FR 


15.0 FLAT PANEL REGISTERS 


FROO Feature Register 
Read Only at I/O Address 3D 1h 


Reserved (0000-0) H/W Pop-up | Reservd (0) Flat Panel 


7-3 Reserved (0000-0) 


2 Hardware Pop-up 
0 Hardware support for pop-up menu does not exist 


1. Hardware support for pop-up menu exists 
1 Reserved (0) 


0 Flat Panel 
QO Flat Panel module does not exist 


1 Flat Panel module exists 


FRO1 CRT/FP Control 
Read / Write at I/O Address 3D1h 


Ce a a red ee a (ee ee es ee ee ee 


Reserved (R/W) CRT/FP Control 


7-2 Reserved (R/W) (0000-00) 


1-0 CRT/FP Control 
00 CRT & FP display engines disabled. 
01 CRT mode enabled. (Default) 
10 FP mode enabled. 
11 Reserved. 
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FRO2 FP Mode Control 
Read / Write at I/O Address 3D1h 


a Es ee ee es a 


Reserved (R/W) Reserved (0) 


7-4 Reserved (R/W) (reset state: 0000) 


3-0 Reserved (0) 


FRO3 FP Dot Clock Source 
Read / Write at I/O Address 3D1h 


a ae (Ea Sea a a a | ee ee ee 


Reserved (000) Synthesizer Reserved (R/W) 


7-5 Reserved (000) 


4 FP Clock Synthesizer Select 
0 Use Video Clock Synthesizer to generate FP dot clock (default) 
1 Use Memory Clock Synthesizer to generate FP dot clock. 


This bit selects the graphics/video clock synthesizer to generate the FP dot clock in FP mode 
(FROI[1]=1). Note that CRT display engine always uses dot clock from the graphics/video clock 
synthesizer. 


3-2 FP Clock Select Bits (reset state: 00) 


Select graphics/video clock synthesizer frequency when not in CRT mode (FRO1[0]=0). In CRT mode, 
the graphics/video clock synthesizer frequency is selected by MSR[3:2]. See description of MSR[3:2]. 


00 Select clock 0 
01 Select clock 1 
lx Select clock 2 


1-0 Reserved (R/W) (reset state: 00) 
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FRO4 Panel Power Sequencing Delay 
Read / Write at I/O Address 3D 1h 


Oe Ne a as 


Power Up Delay Power Down Delay 


7-4 Power Up Delay (reset state: 1000) 


Programmable value of panel power sequencing during power up. This value can be programmed up to 
54 milliseconds in increments of 3.4 milliseconds. A value of 0 is undefined. 


3-0 Power Down Delay (reset state: 0001) 


Programmable value of panel power-sequencing during power down. This value can be programmed up 
to 459 milliseconds in increments of 29 milliseconds. A value 0 is undefined. 


This register controls panel power on/off sequencing delays. The generation of the clock for the panel 
power sequencing logic is controlled by XRCF[3]. The delay intervals above assume a 37.5 KHz clock 
generated by the 14.31818 MHz reference clock. If using a 32KHz input, scale the delay intervals 
accordingly. 
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FRO5 Power Down Control 1 
Read / Write at I/O Address 3D1h 


[es ae Oe | SN eee 


CRT Mode Refresh Panel Off HostStndby Off Mode FP Norm Refresh 


a | 


N 


an 


> 


Oe 


2-0 


CRT Mode Control 

0 Flat panel data and control signals are tri-stated with weak internal pull-down (default) 
1 Flat panel data and control signals are driven inactive. 

This bit is effective only CRT mode (flat panel is not active). 

Standby Refresh Control 

0  Self-Refresh DRAM support (default) 

1 Non self-refresh DRAM. Display memory refresh frequency is derived from power sequencing clock 
This bit is effective only in Standby mode and controls display memory refresh. 

Standby and Panel Off Control 

0 Flat panel data and control signals are driven inactive (default) 

1 Flat panel data and control signals are tri-stated with a weak internal pull-down. 


This bit is effective in Flat Panel Mode during Standby and Panel Off modes. This bit does not affect 
CRT control signals which will be driven low. 


Host Standby Mode 
QO Normal Mode (default) 
1 Standby Mode 


This bit disables the CPU interface, but allows the display to remain active. All CPU interface activity is 
ignored except RESET#. This bit can be cleared (re-enabling the CPU interface) by RESET# or a low- 
to-high transition on STNDBY# 


Panel Off Mode 
Q Normal mode (default) 
1 Panel Off mode 


When this bit is set, the chip enters Panel Off mode. In this mode, CRT/FP screen refresh is inactive but 
CPU interface and display memory refresh are still active. Display memory and I/O registers can still be 
accessed. 


FP Normal Refresh Count (default = 001) 


These bits specify the number of memory refresh cycles per scanline. These bits should have a minimum 
value of 001. 
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FRO6 FP Power Down Control 
Read / Write at I/O Address 3D1h 


ee rae ae ae Fee eee ees ee | eee ew | epenm eee ce SRramer ames 
SYNC Reserved Palette 
Reserved (0000-0) R/W (0) 
7-3 Reserved (0000-0) 


2 HSync and VSync Enable When DAC is Off 
0 Deactivate HSync and VSync when internal DAC is disabled (default) 
1 Allow HSync and VSync to remain active when internal DAC is disabled 
This bit is effective when internal DAC is disabled (XRDO=0). 


1 Reserved R/W (0) 
Q Disable CPU access to VGA Palette in Panel Off mode (default) 
1 Enable CPU access to VGA Palette in Panel Off mode 
This bit is effective when FRO6[0]=1. 


0 Panel-Off VGA Palette Powerdown Enable 
0 Disable VGA Palette powerdown in Panel Off mode (default) 
1 Enable VGA Palette powerdown in Panel Off mode 
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FRO8 FP Pin Polarity 
Read / Write at I/O Address 3D1h 


arta wane Rc] HSYNC 5] ee LP Pol ioe aE reser 
Polarity Polarity Polarity Polarity ae olarity Polarity 


7 Alternate CRT VSync Polarity 
This bit is used instead of MSR bit 7 when not in CRT mode FRO1[0]=0. 


0 Positive polarity (default) 


1 Negative polarity 


6 Alternate CRT HSync Polarity 
This bit is used instead of MSR bit 6 when not in CRT mode FRO1[0]=0. 


0 Positive polarity (default) 
1 Negative polarity 
5 FP Graphics Video Output Polarity 
This bit affects FP video data output in graphics mode only. 
0 Normal polarity (default) 
1 Inverted polarity 
4 FP Text Video Output Polarity 
This bit affects FP video data output in text mode only. 
0 Normal polarity (default) 


1 Inverted polarity 


3 FP VSync (FLM) Polarity 
0 Positive polarity (default) 


1 Negative polarity 


2 FP HSync (LP) Polarity 
0 Positive polarity (default) 


1 Negative polarity 


1 FP Display Enable Polarity 
0 Positive polarity (default) 


1 Negative polarity 


0 Reserved (R/W) 
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FROA Programmable Output Drive 
Read / Write at I/O Address 3D1h 


aa aay (eee ee Re See (ee 


ee a a 
Reserved Out Drive C Output A&B Bus Output FP Output CFG8 / Reserved 
(R/W) Select 0 Drive Slct Drive Drive Drive LV# (R/W) 


7 Reserved (R/W) 
6 HSYNC, VSYNC, ACTI, Output Drive Select 0 
QO Lower drive (Default) 
1 Higher drive (required when DVCC=3.3V) 
5 Memory Interface C Output Drive Select 
OQ Lower drive (Default) 
1 Higher drive (required when MVCC = 3.3V) 
4 Memory Interface Output Drive Select 
0 Lower drive (Default) 
1 Higher drive (Required for MVCCA and MVCCB = 3.3V) 
3 Bus Interface Output Drive Select 
0 Higher drive (Default) (Required when BVCC = 3.3V) 
1 Lower drive 
2 Flat Panel Interface Output Drive Select 
QO Lower drive (Default) 
1 Higher drive (Required when DVcc= 3.3V) 
1 CFG8 / LV# - Input Logic Threshold Selection 
0 Input level threshold is about 0.43 of internal/core VCC (IVCC). 
Use when IVCC = 3.3V 
1 ‘Input level threshold is about 0.28 of internal/core VCC (IVCC). 
Use when IVCC = 5.0V 


This bit determines pad input thresholds for all pins when they are on input mode. All pad input buffers 
are powered by internal VCC (IVCC), thus the setting of this bit depends only on the [VCC level. On the 
inactive edge of reset, this bit latches the state of AA8 pin (CFG8). 


0 Reserved (R/W) 


This register controls the input threshold and output drive of the bus, video, and memory interface pins. 
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FROB FP Pin Control 1 
Read / Write at I/O Address 3D1h 


Rm (P< PN, |: | aT (ET 
Tri State Reserved Simple Additional Pins Pins Pin 68 Pin 69 
Mem C (R/W) Comp Sync GPIO 61 & 54 65 & 64 re oe 


7 Tri-State Memory C Interface 


0 Normal Operation (default) 
1 3-State memory C output pins 
6 Reserved (R/W) (reset state: 0) 
5 Simple Composite Sync 
Note: Effective only when XROB[2] = 0. 
0 HSYNC output pin provides CRT HSYNC signal. 
1 HSYNC output pin provides CRT CYNC signal (horizontal sync OR'd with VSYNC vertical sync) 


4 Additional GPIO Select (65550 only) 
0 Use 32KHz pin (#154) as 32KHz input and configuration bit 9 (CFG9) 
1 Use pin 154 as GPIO pin controlled by XR62[2] and XR63[2]. 
3 Pin 61 and Pin 54 Select 
0 Enable VEE (ENAVEE) goes to pin 61 (default). Enable Backlight (ENABKL) goes to pin 54 (default). 
1 Enable VEE (ENAVEE) goes to pin 54. Enable Backlight (ENABKL) goes to pin 61. 
2 Pin 65 and Pin 64 Select 
0 CRT HSync signal goes to pin 65. CRT VSync signal goes to pin 64. (default) 
1 Composite Sync (CSYNC) goes to pin 65. Modified VSync signal goes to pin 64. 
1 Pin 68 Select 
0 FP HSync (LP) signal goes to pin 68 (default) 
1 FP Display Enable (FP Blank#) goes to pin 68. 
0 Pin 69 Select 
0 FP "M" signal goes to pin 69 (default) 
1 FP Display Enable (FP Blank#) goes to pin 69. 
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FROC Pin Control 2 
Read / Write at I/O Address 3D1h 


fe es Ne a St 


Reserved 
GPIO ENABKL aa GPIO (ACT) Reserved (R/W) 


7-6 GPIO1 (ENABKL) Pin Control 
00 Pin 54 is ENABKL output (default) 
O01 Pin 54 is Composite Sync output 
10 Pin 54 is general purpose input 1 (GPIO1). Data is read into XR63[1] 
11 Pin 54 is general purpose output | (GPIOL). Data comes from XR63[1] 


This bit is effective only when the internal clock synthesizer is enabled and pin 54 is not used as A27. 
5 Reserved (R/W) (reset state: 0) 


4-3 GPIOO (ACTD Pin Control 
00 Pin 53 is ACTI output (default) 
O01 Pin 53 is Composite Sync output 
10 Pin 53 is general purpose input 0 (GPIOO). Data is read into XR63[0] 
11 Pin 53 is general purpose output 0 (GPIOO). Data comes from XR63[0] 


This bit is effective only when the internal clock synthesizer is enabled and pin 53 is not used as A26. 


2-0 Reserved (R/W) (reset state: 000) 
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FROF Activity Timer Control 
Read / Write at I/O Address 3D 1h 


Kaba Timer ana 
. Activity Timer Count 
Timer Action 


7 Enable Activity Timer 
0 Disable activity timer (default on reset) 
1 Enable activity timer 

6 Activity Timer Action 
0 When the activity timer count is reached, the ENABKL pin is activated (driven low to turn the 

backlight off) 

1 When the activity timer count is reached, Panel Off mode is entered. 

5 Reserved (R/W) 

4-0 Activity Timer Count 
For a 37.5KHz power sequencing clock, the counter resolution is 28.1 seconds. The minimum 
programmed value of 0 results in 28.1 seconds delay, and the maximum value of 1Eh results in a delay of 
about 15 minutes. A value of 1Fh results in no delay. 
This register controls the activity timer functions. The activity timer is an internal counter that starts from 
a value programmed into this register (see bits 0-4 below) and is reset back to that count by read or write 
accesses to graphics memory or standard VGA I/O. Reading or writing extended VGA registers does not 
reset the counter. If no accesses occur, the counter increments until the end of its programmed interval, 
then activates either the ENABKL pin or Panel Off mode (as selected by bit-6 below). The timer count 
does not need to be reloaded once programmed and the timer enabled. Any access to the chip with the 
timer timed out (ENABKL active or Panel Off mode active) resets the timer and deactivates the 
ENABKL (or Panel Off mode) pin. The activity timer uses the same clock as the power sequencing 
logic. The delay intervals below assume a 37.5 KHz clock. If using a 32KHz input, scale the delay 
intervals accordingly. 
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FR10 FP Format 0 
Read / Write at I/O Address 3D1h 


a aay ae end ee, [eee (eae ee (ey 


R d 
pee Shift Clock Divide Panel Mono / Color Panel Type 


7 Reserved (R/W) (reset state: 0) 
6-4 Shift Clock Divide (reset state: 000) 


These bits specify the frequency ratio between the internal dot clock (DCLK) and flat panel shift clock 
(SHFCLK) signal. See tables at the end of this register description. 


3-2. Panel Monochrome/Color Select 

00 Monochrome panel: NTSC weighting color reduction algorithm (default) 

01 Monochrome panel: Equivalent weighting color reduction algorithm 

10 Monochrome panel: Green only color reduction algorithm 

11 Color panel 

For monochrome panels, these bits select the algorithm used to reduce 18/24-bit color data to 6/8-bit color data. 
1-0 Panel Type 

00 Single Panel Single Drive (SS) (default) 

Ol Reserved 

10 Reserved 

11 Dual Panel Dual Drive (DD) 


Monochrome TFT clock divide information for bits 6-4 


Pixel 
Bits [6-4] SHFCLK /SHFCLK Max bpp 


a ae 
| 001 | DCLKA | 2 | 
| 010, | DCLK4 | 4 | 


| ol | DCLKS | 8 | 
| 100 | DCLK/I6 | 16 | 
= are ee ee 
a a ee 
ae een eee 
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FR10 FP Format 0 (continued) 
6-4 Shift Clock Divide (continued) 


These bits specify the frequency ratio between the internal dot clock (DCLK) and flat panel shift clock 
(SHFCLK) signal 


Color TFT 4-bit pack Color STN-SS 


Pixel / Pixel / 
Bits [6-4] SHFCLK See Max bpp Bits [6-4] SHFCLK SHFCLK Max bpp 


Monochrome STN—DD (with frame acceleration) Monochrome STN—DD (without frame acceleration) 


. Pixel / , Pixel / 
Bits [6-4] SHFCLK SHFCLK Max bpp Bits [6-4] SHFCLK SHFCLK Max bpp 


| 000, | CLK | Se EE Se 


| oor ft perk | 3 ft 4 
DCLK/4 


| oll | DCLKS | 8 | 
| 100 | DCLK/I6 | 16 | 16 
Se a ee 
Ee Se ae a 
a ee eee ee 


4-bit pack color STN—DD w/o frame accel. 


: Pixel / 
Bits —— SHFCLK SHFCLK Max bpp 


+s 
a 


ied 


3—bit pack color STN—DD w/ frame accel. 


Pixel / 
Bits [6-4] SHFCLK SHFCLK Max bpp 


| 000 | DCLK | 2) | 
| 001 | DCLKA | 4 | 
24 


a a ae 
Oe > Ses i) ee ee 
= ee eee eee 
ee ee eee eee 
tO | es es 
a ee ee 


REVISION 1.5 10/14/97 65550 
SUBJECT TO CHANGE WITHOUT NOTICE 


Un 


FR11 FP Format 1 
Read / Write at I/O Address 3D1h 


ee FR ed a | 


Res Dither Bits Per Pixel Dither Enable FRC 


7 FP Restrict Dither (reset state: 0) 
0 Dithering can be enabled on all modes. 


1 Dithering can be enabled only on modes with more than 256 colors. 


6-4 Bits Per Pixel Select (reset state: 000) 
Gray/Color without dither Gray/Color with dither 
[6:4] Used FRC FRC FRC [6:4] Used FRC FRC FRC 
POG 0 2 | es eae ea 


ea a ae ee ee 
| oo | 2 | 38 To 


a ae ae 
| tor | 5 | 125 {| ai | — | 
A ISS ee ee 
el a a i 


1) No FRC is the recommended setting when interfacing with color TFT panel with more than 12 bits per pixel (4K 
color) or interfacing with monochrome panel with internal gray scaling. When No FRC is chosen FR11[6:4] 
should be programmed equal to the number of bits/color of the panel. For example, an 18 bits/pixel color TFT 
panel, it is 6 bits/color. FR11[6:4] should be programmed to 110b. 

2) 2FRC should be used with color TFT panel with less than or equal to 12 bits per pixel (<4k color) or used with 
monochrome panel with internal gray scaling. When 2 FRC is chosen FR11[6:4] should be programmed equal to 
the number of bits/color of the panel plus 1. The extra bit is for the two frame FRC. For example, an 9 bits/pixel 
color TFT panel, it is 3 bits/color. FR11[6:4] should be programmed equal to 100b. 

3) 16 FRC should be used with STN panel. To achieve 16 frame FRC, 4 bits are needed for each color (R, G, B) 

4) When 2-bit dither is disabled, the theoretical Color/Gray level per R, G, and B is calculated by using the formula 
below: 


Theoretical Color/Gray level = 2™ where X is number of bits/color selected 


When 2 FRC or 16 FRC is enabled the actual Color/Gray level per R, G, and B that can be achieved is less than 
the theoretical Color/Gray level. 

5) When 2-bit dither is enabled, the theoretical Color/Gray level per R, G, and B is calculated by using the formula 
below: 


Theoretical Color/Gray Level = 4 * 2* where X is number of bits/color selected 


When 2-bit dither, 2 FRC, or 16 FRC is enabled the actual achievable Color/Gray level per R, G, and B is less 
than the theoretical Color/Gray level. 
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3-2 Dither Enable 
00 Disable dithering (default) 
01 Enable 2-bit dithering 
10 Reserved for 4-bit dithering 
11 Reserved 


1-0 Frame Rate Control (FRC) 


00 No FRC. This setting may be used with all panels, especially for panels which can generate shades 
of gray/color internally (default) 


01 16-Frame FRC. This setting may be used for panels which do not support internal grayscaling such 
as color STN or monochrome STN panels. This setting simulates up to 16 gray/color levels per pixel 
as specified in FR11[6:4]. 


10 2-frame FRC. This setting may be used with color/monochrome panels, especially for panels which 
can generate shades of gray/color internally. Valid number of bits/pixel is specified in FR11[6:4]. 


11 Reserved. 


Note: FRC is grayscale simulation on frame-by-frame basis to generate shades of gray or color on panels that do 
not generate gray/color levels internally. 
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FR12 FP Format 2 
Read / Write at I/O Address 3D1h 


ene Foe = Saad can Sink Sas 


FP Data Width 


00 16-bit panel data width. For color TFT panel this is the 565 RGB interface (default) 


O01 24-bit panel data width. For color the TFT panel this is 888 RGB interface. This setting can also be 
used for the 24-bit color STN-DD panel. 


10 Reserved. 

11 36-bit panel data width (TFT panels only). Program 000 in shift clock divide bits of FR10. 
5 Reserved (R/W) (reset state: 0) 
4 Force FP HSync (LP) during Vertical Blank 


0 FP Display Enable output is generated by inverting both FP Vertical and Horizontal Blank therefore 
FP Display Enable will not toggle active during Vertical Blank time. FP HSync (LP) is not 
generated during Vertical Blank except when bit 3 is set to 1. 


1 FP Display Enable output is generated by inverting FP Horizontal Blank only therefore FP Display 
Enable will be active during Vertical Blank time. FP HSync (LP) will also be active during Vertical 
Blank. 


This bit should be set only for SS panels which require FP HSync (LP) to be active during vertical 
blank time when bit 3 is 0. This bit should be reset when using DD panels or when bit 3 is 1. 
Default state is 0. 


3 FP Display Enable (FP Blank#) Select 


0 The FP Display Enable is inactive during vertical blank time because the output comes from 
inverting both the FP Vertical and Horizontal blank. FP HSync is not generated during vertical blank 
except when bit 4 is set to 1. In 480-line DD panels, this option will generate exactly 240 FP HSync 
(LP) pulses. (default) 


1 The FP Display Enable is active during Vertical blank time since the output comes from inverting 
the FP Horizontal Blank enable. FP HSync will also be active during vertical blank. 


This bit controls FP Display Enable (FP Blank#) generation. This bit also affects FP HSync (LP) 
generation. 


2 Shift Clock Mask for STN-DD 
0 Allow Shift Clock output to toggle in first line of Vertical Blank (default) 
1 Force Shift Clock output low in first line of Vertical Blank. 
This is an option to eliminate dark line in the middle of STN-DD panel. 
1 Shift Clock Mask 
0 Allow Shift Clock output to toggle outside the display enable interval (default) 
1 Force Shift Clock output low outside the display enable interval. 


0 Shift Clock Divide 
0 Shift Clock to Dot Clock relationship is specified by FR10[6:4] (default) 


1 Shift Clock is further divided by 2 and different video data is valid on the rising and falling edges of 
Shift Clock. 
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FR13 FP Format 3 
Read / Write at I/O Address 3D1h 


a ee ee ee ee ed ee ee ee  ( 


Reserved (R/W) Set Up Time Pixel Packing 


7-3 Reserved (R/W) (reset state: 0000-0) 
2 Increase Setup Time 16-bit Color STN-DD 

0 Normal data setup time with respect to SHFCLK falling edge (default). Maximum SHFCLK 
frequency is DCLK/2 (1:1 duty cycle). 

1 Extended data setup time with respect to SHFCLK falling edge. The setup time is increased by 
approximately half dot clock cycle. This is done by extending SHFCLK high time by half dot clock 
cycle. Maximum SHFCLK frequency is DCLK/2.5, 1.5:1 duty cycle). 

This bit is effective only for 16-bit Color STN-DD when frame acceleration is enabled or for 8-bit 
Color STN-DD when frame acceleration is disabled. 
1-0 Color STN Pixel Packing 

00 3-bit pack (default). 

Ol 4-bit pack. 

10 Reserved. 

11 Extended 4-bit pack. Bits FR10[6:4] must be programmed to 001. This setting may be used for 8-bit 
interface color STN SS panels only. 

This determines the type of pixel packing (the RGB pixel output sequence) for color STN panels. 
These bits must be programmed to 00 for monochrome STN panels and for all TFT panels. 
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FR16 FRC Option Select 
Read / Write at I/O Address 3D1h 


Reserved (R/W) FRC Opt 3 FRC Opt 2 | FRC Opt 1 


7-3 Reserved (R/W) 


These bits should always be written with 0's for future compatibility. 


2 FRC Option 3 
This affects 2-frame FRC and normally should be set to 1. 
0 FRC data changes every frame 


1 FRC data changes every other frame 


1 FRC Option 2 
This affects 16-frame FRC and normally should be set to 1. 
QO 2x2 FRC sub-matrix 
1 2x4 FRC sub-matrix 


0 FRC Option 1 
This affects 16-frame FRC and normally should be set to 1. 
QO 15x31 FRC matrix 
1 16x32 FRC matrix 


FR17 Polynomial FRC Control 
Read / Write at I/O Address 3D1h 


a a ae a ee ee ee ee ee ee ee ee ee ee 


Polynomial ‘M’ Value Polynomial ‘N’ Value 


7-4 Polynomial 'M' Value 
3-0 Polynomial 'N' Value 


This register affects the quality of both 2-frame and the 16-frame FRC algorithm. It controls the FRC 
polynomial counters. These values determine in row and column offsets of the FRC counters. These 
panel dependent values are usually determined by trial and error. These values require readjustment 
when the horizontal or vertical parameters change, especially when Vertical Total parameter is changed. 
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FR18 FP Text Mode Control 
Read / Write at I/O Address 3D1h 


a ee ee ee ee 


Reserved (0) 


7-2 Reserved (0) 

1-0 Text Enhancement 
Note: This feature is meant to be used only with monochrome flat panel displays. 
00 Normal text (default) 


01 Text attribute 07h and OFh are reversed to maximize the brightness of the normal DOS prompt. This 
affects both CRT and Flat Panel displays. 


10 Text attribute 07h and OFh are reversed to maximize the brightness of the normal DOS prompt. This 
affects Flat Panel displays. 


11 Reserved 


FR19 Blink Rate Control 
Read / Write at I/O Address 3D1h 


a aa [aay (ee (ee | (| 


Char Blink Duty Cycle Cursor Blink Rate 


7-6 Character Blink Duty Cycle 


These bits specify the character blink (also called ‘attribute blink’) duty cycle in text mode. 


Character Blink Duty Cycle 
po 50% 


a ee ee ee ee eee 
Pp tT 50% (default on Reset) 


For setting 00, the character blink period is equal to the cursor blink period. For all other settings, the 
character blink period is twice the cursor blink period (character blink is half as fast as cursor blink). 


5-0 Cursor Blink Rate (default = 03h) 


These bits specify the cursor blink period in terms of number of VSyncs (50% duty cycle). In text mode, 
the character blink period and duty cycle is controlled by bits 7-6 of this register. These bits should be 
programmed to: 


Programmed value = (Actual Value) / 2 - 1 


Note: In graphics mode, the pixel blink period is fixed at 32 VSyncs per cursor blink period with 50% duty 
cycle (16 on and 16 off). 
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FR1A Frame Buffer Control 
Read / Write at I/O Address 3D1h 


a a a ee a ee ee (ee ee ee ee ee eee 


P| 


nN 


N 


= 


—) 
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Buffer DRAM Buffer Refresh C DRAM Frame Buffer 
Method Type eae ig deci Type Accelerator Enable 


Frame Buffer Method 

0 Embedded Frame Buffer. Frame buffer data is stored in display memory DRAM A or DRAM B. 
1 External Frame Buffer. Frame buffer data is stored in DRAM C. 

External Frame Buffer DRAM Type 

QO 2CAS# and | WE# configuration 

1 1 CAS# and 2 WE# configuration 

This bit is effective only if bit 7=1. 

Frame Buffer Refresh Count 


These bits are effective only if bit 7=1 and specify the number of external frame buffer memory refreshes 
per scanline. 


External Frame Buffer DRAM Type 

0 Conventional DRAM 

1 Extended Data Out DRAM 

This bit is effective when FR1A[7]=1 

FP Frame Accelerator Enable (reset state: 0) 


Enabling frame acceleration doubles the screen refresh rate on DD panel compared to CRT refresh rate 
(each CRT frame corresponds to two DD panel frames). The required memory bandwidth does not 
increase. In the simultaneous display mode, if the CRT refresh rate is 60Hz, DD panel refresh rate is 
120Hz when frame acceleration is enabled. The DD panel refresh rate is 60Hz when frame acceleration 
is disabled. DD panels usually produce better display quality when frame acceleration is enabled. If 
frame acceleration is disabled, the DD buffer must be large enough to hold one entire frame consisting of 
3-bits per pixel, 10 pixels per 32-bit dword. With frame acceleration enabled, the required buffer size is 
half this amount (half of one frame). 


Frame Buffer Enable (reset state: 0) 
0 Disable frame buffer (default) 
1 Enable frame buffer 


This bit is used to enable frame buffer operation (external or embedded). Frame buffering is required for 
DD panel operation. For SS panel operation, frame buffering is not required so this bit must be set to 0. 
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FR1E M (ACDCLK) Control 
Read / Write at I/O Address 3D1h 


a a a ee ee ye 


ACDCLK 
mite M (ACDCLK) Count ACDCNT 
Control 


7 M (ACDCLK) Control 
0 The M(ACDCLK) phase changes depending on bits 0-6 of this register 


1 The M (ACDCLK) phase changes every frame if the frame accelerator is not used. If the frame 
accelerator is used, the M (ACDCLK) phase changes every other frame. 


6-0 M(ACDCLK) Count (ACDCNT) 


These bits define the number of HSyncs between adjacent phase changes on the M (ACDCLK) output. 
These bits are effective only when bit 7 = 0 and the contents of this register are greater than 2. 


Programmed Value = Actual Value — 2 


Note: This register is used only in flat panel mode. 
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FR1F Diagnostic 
Read / Write at I/O Address 3D1h 


Pixel — aE Mod ae Mod tec ea i 
Reseed (UW) ost Mas 


7-6 Reserved (R/W) (reset state: 00) 

5-4 Pixel Data Pin Diagnostic Output Mode 
These bits control the output of pins: SHFCLK, LP, M, P[15:0] and CA[7:0]. 
00 Normal Operation (default) 


01 Output the following internal signals: 


Signal Pins 
PDCLK FLM 
RDDE LP 
RDBLANK M 


RDVIDEO[23:16] CA[7:0] 

RDVIDEO[15:0] P[15:0] 

10 Output the following internal signals on P[15:0] 
PDDELETE, PDGDCK, 
PHHSTR[2:0], PHREMAIN[10:0] 

11 Output the following internal signals on P[13:0] 
SSITROMBOE, FHC32KHZI, FHXMEMRQ, T2DDSPBP, T2DDSPEN, 
T2DHBLANK, MXSQRDBG[7:0} 

3 FP Miscellaneous Module Control 2 
0 Normal Operation (default) 


1 Enable the ring oscillator. The wave- form is output on ACTI pin. In addition, it is also output on 
pin A25 if the configuration option of pin AA4 is chosen to output clocks on A24 and A25. 


2 FP Miscellaneous Module Control 2 

0 Normal Operation (default) 

1 Bypass clock divider for testing purposes 
1 Bypass VGA Palette 

0 Normal Operation (default) 

1 Bypass internal VGA palette 
0 FP Interface Diagnostic Mode 

0 Normal Operation (default) 

1 ‘FP Interface Diagnostic Mode 
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FR20 FP Horizontal Panel Display Size LSB 
Read / Write at I/O Address 3D 1h 


eS a a ae a ee ee ee ee | ee 
FP Horizontal Panel Size LSB 


7-0 


FP Horizontal Panel Size LSB 
Programmed Value = Actual Value — 1 


This parameter signifies the end of FP Horizontal Display Enable and the start of FP Horizontal Blank 
time relative to the start of FP Horizontal Display Enable. The most significant bits are programmed in 
FR25[3:0]. In FP mode (FRO1[1]=1), this parameter is counted using a counter which is clocked with FP 
dot clock divided by 8 in all modes and is independent of horizontal compensation. 


FR21 FP Horizontal Sync Start LSB 
Read / Write at I/O Address 3D1h 


aS ee ee ae es ee ee ee ee ee ae ee ee ee) 
FP Horizontal Sync Start LSB 


7-0 


FP Horizontal Sync Start LSB 
Programmed Value = Actual Value — 1 


In FP mode, this parameter is counted using a counter which is clocked with the FP dot clock divided by 
8 in all modes and is independent of horizontal compensation. This parameter signifies the start of CRT 
HSync when not in CRT mode (FRO1[0]=0). The most significant bits are programmed in FR25[7:4]. 
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FR22 FP Horizontal Sync End 
Read / Write at I/O Address 3D1h 


a a a rd ee (ey ee 


Reserved (R/W) FP Horizontal Sync End 


7-5 Reserved (R/W) (Reset state: xxx) 
In FP mode, this parameter is counted using a counter which is clocked with the FP dot clock divided by 
8 in all modes and is independent of horizontal compensation. This parameter signifies the end of CRT 
HSync when not in CRT mode (FRO1[0]=0). Only the 5 least significant bits are programmed. 

4-0 FP Horizontal Syne End 

FR23 FP Horizontal Total LSB 


Read / Write at I/O Address 3D1h 


Se SA ee Se SS eS = 4 
FP Horizontal Total LSB 


7-0 FP Horizontal Total LSB 
Programmed Value = Actual Value — 5 
In FP mode, this parameter is counted using a counter which is clocked with the FP dot clock divided by 
8 in all modes and is independent of horizontal compensation. This parameter signifies the end of FP 
Horizontal Blank time and the start of FP Horizontal Display Enable relative to the start of the previous 
FP Horizontal Display Enable, i.e., the total size from one Horizontal Enable to the next. The most 
significant bits are programmed in FR26[3:0]. 
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FR24 FP HSync (LP) Delay LSB 
Read / Write at I/O Address 3D1h 


a ea [ee (ee ee | ed eed 
FP HSYNC (LP) Delay LSB 


7-0 FP HSync (LP) Delay LSB 


In FP mode, this parameter is counted using a counter which is clocked with the FP dot clock divided by 
8 in all modes and is independent of horizontal compensation. This register is effective when FR27[7]=0 
and signifies the start of FP HSync (LP) measured from start of FP Horizontal Display Enable. This 
allows FP HSync (LP) to be positioned independently from CRT HSync. The most significant bits are 
programmed in FR26[7:4]. 


FR25 FP Horizontal Overflow 1 
Read / Write at I/O Address 3D1h 


es ae ae a es ee a ee ee ee es ee) 


Reserved (0) for Sync Start MSB Reserved (0) for Panel Size MSB 


7-4 Reserved (0) for FP Horizontal Sync Start MSB 


3-0 Reserved (0) for FP Horizontal Panel Size MSB 
See description of FR20 and FR21. 
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FR26 FP Horizontal Overflow 2 
Read / Write at I/O Address 3D1h 


ea a ee ee ee ee ee ee ee ee eee 


FP H 
Reserved for FP HSYNC co Reserved (0) for FP Horizontal Total (MSB) 


7-5 Reserved (0) for FP HSync (LP) Delay (bits-11-9) 
4 FP HSync (LP) Delay (bit-8) 


3-0 Reserved (0) for FP Horizontal Total (MSB) 
See description of FR23 and FR24. 


FR27 FP HSync (LP) Width and Disable 
Read / Write at I/O Address 3D1h 


P<  C  O OO 


Delay : 
FP HSync (LP) Width 


7 FP HSync (LP) Delay Disable 
0 FP HSync (LP) delay enable 
1 FP HSync (LP) delay disable 


In FP mode, this parameter is counted using a counter which is clocked with the FP dot clock divided by 
8 in all modes and is independent of horizontal compensation. 


6-0 FP HSync (LP) Width 


Programmed Value = Actual Value — 1 
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FR30 FP Vertical Panel Size LSB 
Read / Write at I/O Address 3D1h 


a ee ee es ee ee ee ee ee ee ee ee 


FP Vertical Panel Size LSB 


7-0 FP Vertical Panel Size LSB 
Programmed Value = Actual Value — 1 


In FP mode (FRO1[1]=1), this register is used to establish the end of FP Vertical Display Enable and the 
start of FP Vertical Blank time. The most significant bits are programmed in FR35[3:0]. 


FR31 FP Vertical Sync Start LSB (FR31) 
Read / Write at I/O Address 3D1h 


a ae (ae eee (ae ee ee ees a ee a a es ee 


3 2 1 
FP Vertical Sync Start LSB 


7-0 FP Vertical Sync Start LSB 
Programmed Value = Actual Value — 1 


In FP mode (FROI[I]=1), this register signifies the start of CRT VSync (FROI[0]=0). The most 
significant bits are programmed in FR35[7:4]. 


FR32 FP Vertical Sync End 
Read / Write at I/O Address 3D1h 


ae a ee es ee a ee ee ee ee 


Reserved (R/W) FP Vertical Sync End 


7-4 Reserved (R/W) (Reset state: xxxx) 


In FP mode (FRO1[1]=1), this register signifies the end of CRT VSync. Only the 4 least significant bits 
are programmed. 


3-0 FP Vertical Sync End 


Programmed Value = Actual Value — 1 
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FR33 FP Vertical Total LSB 
Read / Write at I/O Address 3D1h 


pe Sse SE SI a SS 4 
Vertical Total LSB 


7-0 Vertical Total LSB 
FP Programmed Value = Actual Value — 2 


In FP mode (FRO1[1]=1), this register is used to establish the end of FP Vertical Blank time and the start 
of FP Vertical Display Enable. The most significant bits are programmed in FR36[3:0]. 


FR34 FP VSync (FLM) Delay LSB 
Read / Write at I/O Address 3D1h 


a a a ae a eee ee ee ee ee ee ee Be ee ee ee 


FP VSync (FLM) Delay LSB 


7-0 FP VSync (FLM) Delay LSB 
Programmed Value = Actual Value — 1 


In FP mode (FROI[1]=1), this register is effective when FR37[7]=0 and FR37[6]=0. This register 
signifies the start of FP VSync (FLM) measured from start of CRT VSync which is programmed in FR31. 
This allows FP VSync (FLM) to be located in different position from CRT VSync. The most significant 
bits are programmed in FR36[7:4]. 
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FR35 FP Vertical Overflow 1 
Read / Write at I/O Address 3D1h 


a a ae ae ed a | 


FP Vertical Sync Start [11-8] FP Vertical Panel Size [11-8] 


7-4 FP Vertical Sync Start (bits 11-8) 


3-0 FP Vertical Panel Size (bits 11-8) 
See description of FR30 and FR31. 


FR36 FP Vertical Overflow 2 
Read / Write at I/O Address 3D1h 


ae a (a | (ee ee 


Reserved FLM Delay FP Vertical Total [11-8] 
FLM bit 11 


7 Reserved (0) for FP FLM Delay (bit-11) 
6-4 FP FLM Delay (bits 10-8) 


3-0 FP Vertical Total (bits 11-8) 
See description of FR33 and FR34. 
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FR37 FP VSync (FLM) Disable 
Read / Write at I/O Address 3D1h 


ee a ee a ee ee ee ee es ee eee 


FLM Delay | FLM Select FP VSync (FLM) width Reserved (0) 


When the FP Display engine is enabled (FRO1[1]=1), it uses this register. 


7 FP VSync (FLM) Delay Disable 
This bit is effective when FR37[6]=0 
0 FP VSync (FLM) delay enable 
1 FP VSync (FLM) delay disable 


6 FP VSync (FLM) select 
0 FP VSync (FLM) is generated using FR37[7] and FP VSync (FLM) Delay (FR36[6:4] and FR34) . 
1 FP VSync (FLM) is the same as CRT VSync. FR37[7] is ignored in this case. 


5-3. FP VSync (FLM) width 
These bits are effective only if bit 6 is 0. 
Programmed value = actual value -1 


Note: These bits apply only to the 65550 revision ES2.0 and later. These bits are not used in earlier 
revisions of the 65550. 


2-0 Reserved (0) 
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FR40 Horizontal Compensation Register 
Read / Write at I/O Address 3D 1h 


a a ee ee a (ee 


Reserved (R/W) EGHC THCP ETHC EHC EHCP 


This register is used in FP mode (FROI[1]=1) 


7-6 


Note: 


Reserved (R/W) (reset state: 00) 


FP Enable Graphics Horizontal Compensation (EGHC) (reset state: 0) 
0 Disable graphics mode horizontal compensation. 


1 Enable graphics mode horizontal compensation which consists of horizontal stretching and FR41 is 
used to specify stretching for different horizontal resolutions. 


This bit is effective only when bit 0 is 1. 


Text Horizontal Compensation Priority (THCP) 


00 Allow 9-dot compression to 8-dot if needed. If horizontal panel size is wide enough, 8-dot text 
remains 8-dot text and 9-dot text remains 9-dot text. If horizontal panel size is not wide enough, then 
8-dot text remains 8-dot text and 9-dot text is forced to 8-dot text (default) 


01 No compression or expansion. 8-dot text remains 8-dot text and 9-dot text remains as 9-dot text 
regardless of horizontal panel size. 


10 Allow 8-dot expansion to 9-dot, or 9-dot compression to 8-dot, depending on horizontal panel size. 
If horizontal panel size is wide enough, 8-dot text is forced to 9-dot text and 9-dot text remains 9-dot 
text. If horizontal panel size is not wide enough then 8-dot text remains 8-dot text and 9-dot text is 
forced to 8-dot text. 


11 Allow 8-dot and 9-dot expansion to 10-dot, or 8-dot expansion to 9-dot, or 9-dot compression to 8- 
dot, depending on horizontal panel size. If horizontal panel size is wide enough, 8-dot text is forced 
to 10-dot text and 9-dot text is forced to 10-dot text. Otherwise, if horizontal panel size is wide 
enough, 8-dot text is forced to 9-dot text and 9-dot text remains 9-dot text. If horizontal panel size is 
not wide enough, then 8-dot text remains 8-dot text and 9-dot text is forced to 8-dot text. 


These bits are effective only when bit O is 1 and bit 2 is 1. These bits determine the text mode 
compression/stretching method to be applied if horizontal panel size is wide enough. If after applying the 
specified text compression/stretching, the horizontal panel size is still wider than the stretched image then 
further stretching will be applied using the same algorithm used for horizontal graphics compensation. 
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FR40 Horizontal Compensation Register (continued) 


2 Enable Text Horizontal Compensation (ETHC) 
0 Disable text mode horizontal compensation (default) 
1 Enable text mode horizontal compensation. 


This bit is effective only when bit 0 is 1. Text mode horizontal compensation priority/method is specified 
in bits [4:3] 


1 Enable Horizontal Centering (EHC) 
0 Disable horizontal centering (default) 


1 Enable horizontal centering. Horizontal left and right borders will be computed automatically. This 
bit is effective only when bit 0 is 1. 


0 Enable Horizontal Compensation (EHCP) 
0 Disable horizontal compensation (default) 


1 Enable horizontal compensation 


REVISION 1.5 10/14/97 65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


15-32 gH OBE Bt tt © 


r 5 FLAT PANEL REGISTERS (FR) 


FR41 Horizontal Stretching Register 
Read / Write at I/O Address 3D 1h 


a re a ee ee ee ee ee ee ee ee ee ee ee ee ee 
R 40 Reserved Hor Stretch | Hor Stretch | Hor Stretch 
eserved (0) (R/W) 1024 Col 800 Col 640 Col 


This register is used when FRO1[1] and FR40[0]=1 and graphics mode is enabled. This register must be set 
before FR40. 


7-4 Reserved (0) 
3 Reserved (R/W) (reset state: 0) 


2 FP Enable Horizontal Stretching for 1024-column Graphics Mode 
0 Disable horizontal stretching for 1024-column graphics mode. 
1 Enable horizontal stretching for 1024-column graphics mode. 


Note: The 1024-column graphics mode includes 512-column graphics mode with horizontal pixel doubling 
enabled. 


1 FP Enable Horizontal Stretching for 800-column Graphics Mode 
0 Disable horizontal stretching for 800-column graphics mode. 
1 Enable horizontal stretching for 800-column graphics mode. 


Note: The 800-column graphics mode includes 400-column graphics mode with horizontal pixel doubling 
enabled. 


0 FP Enable Horizontal Stretching for 640-column Graphics Mode 
0 Disable horizontal stretching for 640-column graphics mode. 
1 Enable horizontal stretching for 640-column graphics mode. 


Note: The 640-column graphics mode includes 320-column graphics mode with horizontal pixel doubling 
enabled. 
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FR48 Vertical Compensation Register 
Read / Write at I/O Address 3D 1h 


ea a a nn (ee ee ee ee ee ee ee 


T a d Vertical 
Reserved (R/W) ETVS aavetes EVLR rie EVCP 
Stretch Centering 


7-5 Reserved (R/W) (reset state: 0) 

When the FP Display engine is enabled (FRO1[1]=1), it uses this register. 
4 Enable Text Mode Vertical Stretching (ETVS) 

0 Disable vertical stretching (default) 

1 Enable vertical stretching 
3 Text Mode Vertical Stretching Priority 

0 Priority: ETVS, EVLR (default) 

1 Priority: EVLR, ETVS 

This bit is effective in text modes if bits 2 and 4 are set. 
2 Enable Vertical Line Replication (EVLR) 

0 Disable vertical line replication (default) 

1 Enable vertical line replication 

This bit is effective in text and graphics modes. 
1 Enable Vertical Centering 

0 Disable vertical centering (default) 

1 Enable vertical centering 

This bit is effective only when bit 0 is "1". 
0 Enable Vertical Compensation (EVCP) 

0 Disable vertical compensation feature (default) 


1 Enable vertical compensation feature 
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FR49—4C Text Mode Vertical Stretching 0 MSB 
Read / Write at I/O Address 3D 1h 


a ee [el (| eT 


Replication Specifications 


7-0 Replication Specifications 
00 No replication 
O01 Replicate once 
10 Replicate twice 
11 Replicate three times 
Font lines beyond 16 are not replicated. 


Note: This register specifies the new text mode vertical stretching (along with FR4A, FR4B, FR4C). 
FR49(MSB), FR4A(LSB) and FR4B (MSB), FR4C(LSB) constitute two 16 bit registers. Each of the 16 
pairs of bits specify scan line replication as shown above. 


FR49 = Text Mode Vertical Stretching 0 MSB 
FR4A Text Mode Vertical Stretching 0 LSB 
FR4B Text Mode Vertical Stretching 1 MSB 
FR4C Text Mode Vertical Stretching 1 LSB 


FR4D Vertical Line Replication Register 
Read / Write at I/O Address 3D1h 


7-4 FP Vertical Line Replication Height High (VLRHH) 
3-0 FP Vertical Line Replication Height Low (VLRHL) 


Note: This register is used in FP mode (FRO1I[1]=1) and vertical line replication is enabled. The 4 bit number 
specifies the number of lines between replicated lines. Double scanned lines are counted. The state 
machine starts stretching by using the lower nibble value. If the stretched display does not fit it uses the 
next higher value. The process continues until the count is equal to upper nibble value or the display fits. 
The lower nibble value must be less than or equal to upper nibble value. Set this register before FR40. 
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FR4E Selective Vertical Stretching Disable Register 
Read / Write at I/O Address 3D 1h 


R d Soe Simbe Siok Simbe Sh a 
SerecAR) 600 Graph | 480Graph | 400Graph | 350Graph | 400 Text | 350 Text 


7-6 Reserved (R/W) (reset state: xx) 

5 Disable 600-line Graphics Stretching 
0 Disable stretching 
1 Enable stretching 

4 Disable 480-line Graphics Stretching 
0 Disable stretching 
1 Enable stretching 

3 Disable 400-line Graphics Stretching 
0 Disable stretching 
1 Enable stretching 

2 Disable 350-line Graphics Stretching 
0 Disable stretching 
1 Enable stretching 

1 Disable 400-line Text Stretching 
0 Disable stretching 
1 Enable stretching 

0 Disable 350-line Text Stretching 
0 Disable stretching 


1 Enable stretching 


Note: This register is used to selectively disable vertical stretching based on the vertical display end parameter. 
The register is qualified by master enable bits in FR48. Set this register before FR40. 
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16.0 APPLICATION SCHEMATIC EXAMPLES 


This section includes three groups of schematics 
showing various interface examples: 


1) Bus Interface 
¢ PCI Bus (with BIOS ROM) 
e VL-Bus 
e VL-Bus BIOS ROM 


2) Display Memory Interface 
¢ 256Kx16 DRAMs (65545-Compatible) 
¢ 256Kx32 DRAMs (New in 65550) 
e 512Kx32 DRAM (New in 65550) 
The above diagrams include VAFC & 
PC-Video Port interface examples. 


3) CRT / Panel Interface 
¢ CHIPS' DK Board Panel Connectors 
¢ CRT Display with DDC & DPMS support 


To implement an ideal complete graphics 
subsystem, the user must select a bus interface, 
memory type, and sea panel interface (i.e., one 
circuit from each group above). For real systems, 
the user must also consider other issues such as the 
size of the VL-Bus address space, power 
management, 3.3V or 5V logic levels (one or the 
other or selectable to either) for each interface, 
BIOS ROM support, video port support, etc. 


The 65550 pinout is compatible with the 6554x 
family and supports direct decode of 26 bits of 
system address (28 bits if the GPIO pins are not 
used) on the VL-Bus (PCI allows the full 32 address 
bits to be decoded since addresses are multiplexed 
with data). For the VL-Bus, this allows the chip to 
decode its linear frame buffer within a 64MB (or 
256MB) address range. If the system requires a 
larger overall memory space, additional upper 
address bits may be decoded externally and the 
result input on the highest 65550 address pin. 


The user must decide if the bus interface requires a 
BIOS ROM. If the graphics subsystem BIOS code 
is always included in the system BIOS ROM, the 
system will not need a separate ROM circuit to hold 
a graphics subsystem. The BIOS ROM circuits 
shown support both 32Kx8 and 64Kx8 ROM 
devices (CHIPS provides both 32KB and 40KB 
versions of its BIOS depending on _ options 
supported). The VL-Bus BIOS ROM circuit also 
provides for flash ROM support if required. Note 
that to reduce load on the VL-Bus, the VL-Bus 
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BIOS ROM connects to the ISA Bus (the ISA Bus 
connector is in line with the VL-Bus connector). 

The memory interface examples show interface 
connections for 256Kx16, 256Kx32, and 512Kx32 
DRAMs. 256Kx4 DRAMs are also supported; the 
exact circuit is not shown here, but uses the same 
interface connection methods illustrated in the 
256Kx16 interface circuit shown. The 256Kx32 
and 512Kx32 circuits illustrate new capabilities in 
the 65550; 2-bank (2MB) capability for the 256Kx16 
interface is also new (the interface to the Ist bank is 
the same as used for the 65545 and 548). If a design 
is implemented per the 256Kx16 circuit shown in 
this document, it will be compatible with the 65545, 
65548, or 65550 (except that the 65545 and 548 will 
only support the first of the two memory banks). 


Examples are also included showing how to 
interface to either CHIPS' PC-Video or VAFC 
(VESA Advanced Feature Connector). These 
examples are included with the display memory 
interface circuits since the video port shares pins 
with the optional ‘frame buffer’ DRAM (called 
DRAM 'C'). The frame buffer DRAM is optional 
and is used to provide additional bandwidth for 
improving performance when using STN-DD panels 
in simultaneous display mode. A single design can 
be implemented which allows either the frame 
buffer DRAM or the video port to be used with the 
same PCB layout. If DRAM 'C' is assembled onto 
the board, the video port may not be used; if the 
DRAM is not stuffed, the video port may be used. 
This is a reasonable trade-off since the frame buffer 
is used with STN-DD panels and video overlay is 
not generally used with these panels because of 
visual persistence of the panel LCD material. Video 
port overlay capability generally makes more sense 
with TFT panels where the frame buffer DRAM 
provides no advantage. 


The display interface example shows a typical 
interface to a CRT using the standard VGA 
connector enhanced to include support for Video 
Electronics Standards Association (VESA) standards. 
The standards supported include DPMS (Display 
Power Management Signaling) and DDC (Display 
Data Channel). 


The panel interface circuit included here shows 
connections to the CHIPS Development Kit (DK) 
board. The 50-pin connector shown was defined by 
CHIPS many years ago to simplify the interface to a 
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wide variety of panels. Panel interface examples 
shown in CHIPS' flat panel graphics controller 
documentation use this connector as a_ baseline 
interface standard. Real system designs are usually 
customized for the specific panels to be used in 
those systems. 
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Figure 16-1: Circuit Example PCI Bus Interface 
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Figure 16-2: Circuit Example VL BUS Interface 
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Figure 16-3: Circuit Example - VL-Bus BIOS Interface 
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Figure 16-4: Circuit Example - 


256Kx16 “2-CAS” Display Memory Interface with VAFC Video Port 
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Figure 16-5: Circuit Example - 


256Kx16 “2-WE#” Display Memory Interface with VAFC Video Port 
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Figure 16-6: Circuit Example 256Kx16 Display Memory Interface 
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Figure 16-7: Circuit Example 256Kx32 Display Memory Interface 
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VBO PCV—35 
PCV-37 


Used for improving performance 
with color DD STN panels 

in simultaneous display mode 
(PC-Video/VAFC port not avail- 
able & panel interface limited to 
16-bit when DRAM "C" is used) 


VR4__VR4 


VRI 
n/c 
nie VRO 


VG7 


Connector 


VG1 
n/c 
nie VGO 


n/c 
n/c 


+H Optional 


eu 
DRAM 


Provides 2MB for 
embedded frame buffer 
& display memory 


5160 an 


(WEAL#) CASAL# 0 
(WEABO#) (WEAH#) WEA#D LW 


OEAB# GSS A 


Figure 16-8: Circuit Example 512Kx32 Display Memory Interface 
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Note: CFG12-15 (on MAD12-15) are reserved for panel*ID Optional*EMI Filter CHIPS' Development Kit 
(see memory interface schematics for connection detafls) (see below) Shin © ennecier 
9 are j R A ecg p 
(23) CAT |e Shared with DRAM a TS 2 a a Oe 
pd gw a nA ere SS. 
G2) AS Te {pa pal 
ared with DRAM adiress R p 
P21) CAS [os (shared with DRAM adiiess GC) 14) 9} pa ao 
Note: (P20) CA4 hared with DRAM ad () 0 CPancl-45 ___) 
see 9 Shared with DRAM _aduress C R3 Pig 
Additional (P19) CA3 : {pg ePaneled 
P18) CA2 92 Shared with DRAM _aduress C R2 () Pig Panel-42 
panel output on CAI 9 Shared with DRAM _ aduress C Ri tpi are 
drive may be 9 ared with DRA ess R {pig pete 
yf (P16) CAO nared—witl a (&) : Pan 
enabled by pis .Bo. ing. Gf) fp) 
programming Pia | ; : RSG6 2, ES Panel-36 
XR6C bit-2=1 PIB [ Lea mi cn pp pact 
34 D4 RO EE Tt 
65548 ae 83 LDS UR3) (G5, G2 ES pig pact 
g D6 UB2) (G4, GI rj po ; 
r re a 
0 P8 
65550 PI 
P6 
PS 
Flat Panel P4 
VGA Controller P3 
P2 
Pl 
PO 
asics eS Panel-14 
FLM Panel-12 
(DE) (BLANK#) LP 
(DE) (BLANK#) M 
aa Ab 
(ENABKL) ENAVEE Panel Power | C~C“‘*C‘OSSAER Pancl> 
ENAVDD Control Circuitry fp VD DSAFE pn 4 
+5V 
Don't stuff pullup on 1k 
(GPIOL/DDC2CLK) Ree ie RA ie sv —U—Cyaas 
DDC1 is implemented 
(CSYNC) (A27) ENABKL 
(CSYNC)  (A26) ACTI ot 
(GPIO0/DDCDAT) To System Power Control Circuitry 
(if used for activity indicator) 
R 
G 
B 
AVCC 
RSET 
AGND 
Analog Ground ee 75Q 2% 
rm FB 
65 HSYNC 
(es¥Nc)  HSYNC [¢ Pn vsync 62 
(DDCI1CLK) VSYNC 7 VGA-14 
STNDBY# p42 From System Power Control Circuitry Toone CRT Analog Video 
EMI Filter: EB Reig See = = Digital Ground 15-Pin Connector 
To : 5 . : 
= sET 1S driven by a f1xed reference : e€ on-chip uses 
= Brom R. d b fixed ref Note: Th hip RGB DAC 


7 Cins aes a parece voltage of 1.214V. The full-scale “analog” ground as a reference; all internal 


Gutpae Pioisetion current on each R, G, or B output is digital logic uses “digital” ground as a 


Powar apr AVCC proportional to Rgpy current. Use reference. Connections are shown 
_, From _1N4148 To 560Q to get 17.6mA full-scale on R, separately for informational purposes only. 
Chip 1N4148 Display G, & B (each), plus 1.43mA optional CHIPS recommends a solid ground plane 
“pedestal” current if enabled. for connection of all grounds. 
Figure 16-9: Circuit Example CRT / Panel Display Interface 
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(DDC Clk) : O STNDBY DVCC 
12 NTSC 
4FSC DGND 
ae) [|-- OSCIN CMPS ee 
579545 MHz ideo Out 
sync — peal sinc LUMA 
VGA-14 VSYNC teed 
CRMA &y9 
é AD722 ls | ara 
vee Rave a= 
‘0 LH 
a ee, a (OT ce 


B_ Encoder aGnp S-Video 
715 SOIC-16 (Y/C Video) 
RRO (Voss cn 
[Gam pas 


Sync Rtn 


VGaai0 3 
VGA-5 


CRT Analog Video 


15-Pin Connector 


Figure 16-10: Circuit Example RGB-to-NTSC Encoder 


The above circuit is set up for NTSC output which is compatible with North American TV standards. 
For PAL output compatible with European TV standards, AD722 pin-1 (‘NTSC’) should be grounded 
and the crystal frequency should be 4.433620 MHz. 


The above circuit is shown as an external stand-alone circuit that would work with any VGA connector 
conforming to the VESA™ DDC (‘Display Data Channel’ for Monitor Plug-n-Play) standard (which 
adds +5V on pin-9 of the VGA connector), assuming proper VGA programming (i.e., 525 line 
interlaced mode compatible with NTSC timing). If the above circuit is incorporated directly on the 
motherboard with the 65550 Graphics Accelerator, an appropriate signal (such as the 65550 
STNDBY# signal) may be input on AD722 pin 5 instead of the pull-up shown (to allow power down of 
the AD722) and the 14.31818 MHz reference clock to the 65550 can be input on AD722 pin 3 instead 
of the crystal connection shown above (in this case, the AD722 '4FSC' pin should be pulled up instead 
of being connected to ground to select the higher frequency). 


The above diagram shows one example circuit that works with the 65550 using a specific encoder chip 
available from Analog Devices. The 65550 can also support many other RGB-NTSC encoder chips 
from other manufacturers. Many of these chips require Composite sync (CSYNC) instead of separate 
H and V sync. The 65550 can be programmed to output CSYNC on its HSYNC pin (see registers xxx 
for information on various programming options for NTSC / PAL output support) 
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17 ELECTRICAL SPECIFICATIONS 


Table 17-1: 65550 Absolute Maximum Conditions 


[Py | PowerDisipaion SCS S| dC 
[Voc[ Supply Votuget_ | os | — | 70] v__ 
[vy [Input Wottage————SSSSSSSCSCSCS—S 0] | ir | 
[Vo | Ouput Voltage 0 ee 0 | 
[Tor [Operating Temp <i — sf — | | ec 
[Tyra Storage Temp SSS 0s 


Note: Permanent device damage may occur if Absolute Maximum Rating are exceeded. 
Functional operation must be restricted to the conditions under Normal Operating Conditions. 


Table 17-2: 65550 Normal Operating Conditions 


T Vecs [Supply Volaget —SSCSCSC—C—CSCSC~‘i A | tO tC 
Veo [Supply Votget | 30] 33 | 36 | v_ 
[Ty [Ambient Temperature ——SCS—~i | SP 0d 
[To [Case Temperature _——————<dT | YP 0 


Table 17-3: 65550 DAC Characteristics 
(Under Normal Operating Conditions Unless Noted Otherwise) 


| Vo | Ouiputvortage Sf tostoma fs | | Tv 
| to | OuipurCunent | Vosive@375Load | - | - | 21 | ma | 
| | FullScaleBror | TC TK ts Tm 


| | DACtoDAC Correlation | |= te | 
| | DACLinearity | ee | | ts 
| | Glitch Energy | 200 | pve | 
| | Comparator Sensitivity | CT 0 To 


Note: 
+ IVCC and CVCC must ALWAYS be tied to the same voltage supply, and AVCC must NEVER be provided with a 
voltage supply that is higher than [VCC and CVCC. 
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Table 17- 4: 65550 DC Characteristics 
(Under Normal Operating Conditions Unless Noted Otherwise) 


| Poss | Power Dissipation __—fAnvccsa33v_—— | | | ts | Uw 
| Poso__| Power Dissipation _fAnvccsarsov | | | os | we 
| ty | input Leakage Current | 100 || +100 | pa 
| loz _| Output Leakage Current _|High Impedance | 100 |_| +100 | pA 


| Vu | inputLow Voltage Allinputpins | 0 | | os | 
| Vur__| InputHigh Voltage [Allinputpins | 2.0 |= veces] Vv 
| Vous | Output Low Voltage [Under max load pertable 17-5(5V) | - | - | os | v_| 
| Vors | Output Low Voltage [Under max load per table 17-5(33V) | - | - | os | v_| 
| Vous | Output High Voltage [Under max load per table 17-5(5V) | 24 | - | - | v_| 
| Vous | Output High Voltage [Under max load per table 17-5(3.3V) _|0.7xvee]|_- | - | v_| 
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Table 17- 5: 65550 DC Drive Characteristics 
(Under Normal Operating Conditions Unless Noted Otherwise) 


sme Output Pins DC Test Conditions 


Output Low Drive |AA0-AA9 Vout=Vo . see notet 


H/VSYNC, PO-P23, SHFCLK, M 


DEVSEL#, PAR, PERR#, SERR#, Vout=Vo1 see notet mA 
STOP#, TRDY# 

CASAH/L#, CASBH/L#, 

CASCH/L#, CASDH/L# 

ACTI, D0-D31, ENABKL, ENAVDD, 

ENAVEE, FLM, LP 

COE#, RASO#, RAS1#, Vout=Vor see notet 4 mA 
WEA#, WEB#, WEC#, WED# 


All other outputs 


Output High Drive |AA0-AA9 Vout=Vo . see notet 12 mA 
H/VSYNC, P0-P23, SHFCLK, M 


DEVSEL#, PAR, PERR#, SERR#, Vout=Vo1 see note+ mA 
STOP#, TRDY# 

CASAH/L#, CASBH/L#, 

CASCH/L#, CASDH/L# 

ACTI, D0-D31, ENABKL, ENAVDD, 

ENAVEE, FLM, LP 


COE#, RASO#, RASI#, Vout=Vo1 see notet 4 mA 
WEA#, WEB#, WEC#, WED# 


All other outputs 
Note: +IOL & IOH drive listed above indicates 5V low drive (Vcc=4.5V) and 3.3V high drive (Vcc=3V), as 
programmed. 


Note: Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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Table 17- 6: 65550 AC Test Conditions 

| Vi__[ Input tow voltage 10% of Vec) | 0. VecMiny | 
| Vn | Inputhigh voltage (90% of Voc) | 09 Vee) | 
iy Macinna pues OS SV | oe | 
| T; _| Maximum inputfalltime sv) [| | ts 


Tester 

Inputs 

Tester 7 
Outputs 


Figure 17-1: AC Test Timing 


Table 17- 7: 65550 AC Timing Characteristics - Reference Clock 


Symbol Typical 
Reference Frequency (£100 ppm) 4.31818 | 60__| MHz | 


Reference Clock Period 69.84128 | 1000 
Reference Clock Duty Cycle es i ee ee 


Reference Clock Input 


Figure 17-2: Reference Clock Timing 
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Table 17- 8: 65550 AC Timing Characteristics - Clock Generator 


Focix | DCLK Frequency (3.3V) -- 550A1 pf i 
DCLK Frequency (5.0V) -- 550A1 and 550A1-5 110 MHz 
| MHz. | 

Fucix | MCLK Frequency (3.3V) -- 550A1 ie 
MCLK Frequency (5.0V) -- 550A1 and 550A1-5 38 MHz 


MCLK Frequency (3.3V) -- 550B ee ee eee 


Figure 17-3: Clock Timing 


Note: Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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Table 17- 9: 65550 AC Timing Characteristics - Reset 


| Tire | Reset Active Time from Power Stable | SeeNotel | | =| 
| Tors | Reset Active Time fromExt. Ose. Stable | | | ms 
| Tacs | Reset Active Time with Power Stable | SeeNote2 | 2 | | oms 


| Tyre | Reset Active Time from Standby __| RESET# is ignored in StandbyMode | 2 | - | ms _| 
| Tasx | Reset RiseTime | Reset fall time ismon-eritical | — | 20 | ns _ 
| Tyso | Reset Active to Output FloatDelay |] Lt ns 
| Tesu | Configuration Setup Time | SeeNote3_ | 20 || ns 
| Top | ConfigurationHoldTime | ns | 


Note 1: This parameter includes time for internal voltage stabilization of all sections of the chip, startup and 
stabilization of the internal clock synthesizer, and setting of all internal logic to a known state. 

Note 2: This parameter includes time for the internal clock synthesizer to reset to its default frequency and time 
to set all internal logic to a known state. It assumes power is stable and the internal clock synthesizer is 
already operating at some stable frequency. 

Note 3: This parameter specifies the setup time to latch reliably the state of the configuration bits. Changes in 
some configuration bits may take longer to stabilize inside the chip (such as internal clock synthesizer- 
related bits 4 and 5). The recommended configuration bit setup time is Tres (2mS) to insure that the 
chip is in a completely stable state when Reset goes inactive. 


Reset with Chip Operating 


Initial Power-Up Reset 


and Power Stable 


VCC 


14.318 MHz 


STNDBY# 


RESET# 


Configuration 
Inputs CFGO-15 


Bus Output Pin SS 


Figure 17-4: Reset Timing 


Note: Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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Table 17- 10: 65550 AC Timing Characteristics - PCI Bus Frame (33 MHz) 


| Tins | FRAME#SewptoCLK | CT TC ls 
| Tews | C/BE#{3:0] (BusCMD)SewptoCLK =| Ts 
| Tow | C/BE#[31:0] (Bus CMD) Hold fromcLK [| Ts 
| Tres | C/BE#{3:0] (Byte Enable) SeuptoCLK | | | Tos 
| Tren | C/BE#(3:0] (Byte Enable) Hold fromCLK [| CT Ts 
| Taps | ADI31:0] (Address) SewptoCLK | TT os 
| Taon | ADI31:0] (Address) Hold fromcLK | Ts 
| Toss | ADI31:0] (Data)SemptoCLK | os 
| Tan | ADI31:0](Data)HoldfromcLK | CT - s 
| Toap | ADI31:0] (Data) Valid fromCLK | CT ts 
| Tru | TRDY#HighZtoHighfromCLK | CT tt os 
TRDY# Active from CLK 
TRDY# Inactive from CLK 
TRDY# High before High Z 
DEVSEL# Active from CLK 
DEVSEL# Inactive from CLK 
DEVSEL# High before High Z 


IRDY# Setup to CLK 


IRDY# Hold from CLK 


se iste a 
Hi-Z Bus Hi-Z 
FRAME# — Turnaround 


Tcms|TCM ee | TBEH 
pase TBES 
| Byte Er 


eon Byte Exjables Byte Enotes pb Hz 


ang 


NTN IY [A TY [A Fw JAN jr 


C/BE#(3:0] iz 


Read AD[31:0] Hi-Z : Read Fenda Bus Hi-Z 

‘ Hi-Z i- 

Write AD[31:0] a Da pe 
a = a 

HZ 


TRDY# HZ 


Turnaround 


TIsc s 


TDLH TDHZ 


_— Hi-Z 


Bus 
Turnaround 


IrRpy# 22 


DEVSEL# HiZ Bus 


Turnaround 


Figure 17-5: PCI Bus Frame Timing 


Note: Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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SS  — — ———_—_—— ie ee 


Table 17- 11: 65550 AC Timing Characteristics - PCI Bus Stop (33 MHz) 


| Tsu | STOPHHigh ZtoHighfromCLK | TT tt ts 


| Ts | STOP#ActivefromcLK TL tts 
| Tan | STOPH#InactivefromCLK | Tt ts 
| Tuy | STOP#HighbeforeHignZ | | tC ok | 


CLK 
TsZzH TSHL TSLH TsHz 
sTop# HetZ 


Figure 17-6: PCI Bus Stop Timing 


Table 17- 12: 65550 AC Timing Characteristics PC BIOS ROM 


| Troe | ROMOE#ActivefromcLK | CE ts 


Note: PCI BIOS ROM timing is derived from the PCI bus clock. Timing sequences are fixed assuming the 
use of widely-available, low-cost, typical industry-standard EPROMs. Timing specifications and 
performance of BIOS ROM memory accesses are non-critical since PCI BIOS ROM data is always 
shadowed into high-speed system memory prior to execution of BIOS code. 


' 7 CLK 7 CLK 7 CLK 7 CLK 


FRAME# —] rr 


EI LOVER ORE 


: 
+» i 
| TROEHL! ' 


ROMOE — | 
ROMA Byte 0 Add Byte 1 Add Byte 2 Add Byte 3 Address 


TRDY# | ' | 


Figure 17-7: PCI BIOS ROM Timing 
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Symbol | Parameter Notes Versions ES 1.7 
and Earlier 


cD lace 
EDO DRA 
EDO DRAM 3Tm —5 
EDO DRAM 2Tm —5 
EDO DRAM 
EDO DRAM 
EDO DRA 1.5Tm — 
eee) DRAM | 1.5Tm - 15 


| Top | CAS# | CAS#Precharge Cd 


fess case Pulse Width — 


a Column Address Setup to CAS# Std DRAM 0.5Tm 
al DRAM | 0.5Tm—5 


a Row Address Hold from RAS# Tm-—5 
| Tecan | Column Address Hold from CAS# —— 0.5Tm 


EDO DRAM 
EDO DRAM 

Pe fame Sa ery 
EDO DRAM | 0.5Tm—5 


[| Write DataHoldfromcas# | | ostm | ns 
| Tcou | Read datahold from CAS#fall_ | EDODRAM| 2 |_| ns 
| Toss | Read datahold from CAS#rise | StdDRAM [| 0 || ns_| 
| Tc |CasCycleTime | | tm Ss 
| Tus | WE#Semptocase | | Tm-10 | ns 
| Twn | WE#Holdfromcas# | | otm-s | ns | 


Note: The 65550 does not perform mixed read and write (or read modify write) cycles during the same CAS low interval 
Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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TRC 
TRAS TRP 
RAS# 
CAS# 
TCAH Tasrle— 
nid 
wen TCAC TcCAc 
‘TRAC i , 
Figure 17-8: DRAM Page Mode Read Cycle Timing 
TRC 
RAS# 


A | 


a 


TASR 
K_ Row) 


CAS# 


Address 


Tws| 


(WrieDa) 


) 


WE# 


Data 


Figure 17-9: DRAM Page Mode Write Cycle Timing 


Note: The above diagrams represent typical page mode cycles. The number of actual CAS cycles may vary. 
Unless otherwise specified, specifications above apply to both 5V & 3.3V operation. 
Electrical specifications contained herein are preliminary and subject to change without notice. 
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Table 17-14: 65550 AC Timing Characteristics - CBR Refresh 


mas fT Ts 


Tcsr CAS# to RAS# Delay Normal — Tm—5 
aT Mode 2Tm —5 


FTE a a Sa 


TRAS 


RAS# 


Tcsr ||TcH 
CAS# 


Figure 17-10: CAS-Before-RAS (CBR) DRAM Refresh Cycle Timing 


Table 17-15: 65550 AC Timing Characteristics - Self Refresh 


| Trass | RAS#Pulse Width forSelf-Refresh | | too | | os 
| Tae | RAS#Precharge | aTm-3 | - | - | ns | 
| Tis | RAS#PrechargeforSelf-Refresh | | tom | - [| - | ns | 
| Tec | RAS#toCAS#Delay | atm-5 | - | - | ons | 


poe. ee eee 
Standby Mode 2Tm —5 ns 
| = | as 
| = | ns | 


[CAS#HoldTime | CT 
| CAS# Precharge | ms | - 


RAS# 


oe ———— 


Figure 17-11: “Self Refresh DRAM” Refresh Cycle Timing 
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| Twos | VP Gncoming Data) Setup 
| Tvpn | VP (Incoming Data) Hold 
ZN -Port Mode 
| Tyan | HREF (incoming HS) Hold 


Tvrs VREF (Incoming VS) Setup 


VREF (Incoming VS) Hold 


VCLK Period 


|_| VCLK Duty Cycle 


* Note: To be confirmed. 


VCLK \ / \ 


HREF 


VREF 


HS, VS 


SHFCLK / \ 


Figure 17-13: CRT Output Timing 
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Table 17- 17: 65550 AC Timing Characteristics - Panel Output Timing 


Symbol 3.3V Signaling | SV Signaling 
SHFCLK cycle time 
DE and P[23..0] Output Valid Delay Measured Measured 


LP and FLM Output Valid Delay at 0.4Vcc at 1.5 Volts 
|_| SHFCLK Duty Cycle 


Note: AC Timing is valid when either: 
DVCC=5V, max output loading=50pF 
DVCC=3.3V, max output loading=25pF. 


TSCLK 
< > 


SHFCLK 


3 Tpovp 
aaa 


DE, P[23..0] 


3 Tcovp | 
LP, FLM x 


Figure 17-2: Panel Output Timing 
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un PF 2 anid SPECIRICATIONS. 
18.0 MECHANICAL SPECIFICATIONS 


This sections provides the mechanical specifications for the Thin Quad Flat Pack (TQFP), Plastic Quad Flat 
Pack (PQFP), and Ball Grid Array (BGA). 


18.1 Thin Quad Flat Pack (TQFP) 


Lead Length 
0.60 +0.15 
(0.024 +0.006) 


Lead Pitch 7 _y 
0.50 (0.0197) 


BSC 
Lead Width +L 
0.22 +£0.05 


(0.009 +0.002) - 


"Thin" Quad Flat Pack 


DIMENSIONS: 


Body Size 28.0 +0.1 (1.102 +0.004) 
Footprint 30.0 +0.3 (1.181 40.012) 


he : mm (in) 
CHIPS Part No. and Revision FHiQV32 R 
Vendor Mask Identifier XXXXXXX 
YYWW CCCCCC 
Date Code and Country of Assembly 7 LLLLLLL 
Lot Code (optional)| 3 
: Clearance 
0.05 (0.002) 


3 Minimum 
DOOD GOGUOR00000000000000 


Body Size 28.0 +0.1 (1.102 40.004) 
Footprint 30.0 +0.3 (1.181 +0.012) 


| Bz Height 
Seating Plane 1.6 (0.063) 


Maximum 


Pin 1 


Figure 18-1: Thin Quad Flat Pack (TQFP) 
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18.2 Plastic Quad Flat Pack 


Lead Length 
0.5 40.2 
(0.020 +0.008) 


<——_ 


Lead Pitch QV 
0.50 (0.0197) LI 
LIT] 
Lead wan LIT | 
0.20 £0.10 [It | 
(0.008 +0.004) 


>| 


| be 


CS 
S 
fan} 
= Hi 
= a) 
: a 
= Plastic Flat Pack = DIMENGONS 
= ¥ mm (in) 
CHIPS Part No. and Revision |= FHiQV32 R g 
Vendor Mask Identifier I XXXXXXX = 
= YYWW CCCCCC a 
Date Code and Country of Assembly i LLLLLLL 5 
Lot Code (optional) E 
on Clearance 


= 0.25 (0.010) 
= Minimum 


1 


Wa Height 
Seating Plane 4.07 (0.160) 


Body Size 28.0 +0.1 (1.102 40.004) 


Pin 1 
Footprint 30.6 +0.4 (1.205 +0.016) Maximum 
Figure 18-2: Plastic Quad Flat Pack 
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18.3 256+16-Contact Ball Grid Array 
Top View 


.435mm 
0.0565") 


+ Diameter: 
0.760 + 0.16 
(0.0299 + 0.0023) 
256 +16 places 


27 + 0.1 mm (1.063 + 0.004") J A 
1.53mm 


ABCDEFGHJ KLMNPRTUVWY 


27 + 0.1 mm (1.063 + 0.004") | 
ANWAR ANR®GCOUMUNORADNDOS 
niaGch ieaged 
Mp 
OD 
DS 
83 


(0.0602") 
max 
Bottom View 
v 
20 
OO00000000 19 ae 
‘(OO0000000 18 1.435mm 
iOO0O0D000000 17 (0.0565") 
10000 _|t6 
i0O000 lake 
i0O000 5 
\0000 (1 Siig yv 
10000 0000 +112 
KoKorene) 00 (sia [ip t 
1O000 OO 1 foto 1.27mm 
1O000 eek exe) = 9 (0.0500") 
iOo000 E| 8 BSC 
10000 =| 7 
10000 eee 
‘(0000 r|° 
(OODD000000000 Ny} 4 + Diameter: 
(OODO0000000000 3 0.760 + 0.16 
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Figure 18-3: 256+16-Contact Ball Grid Array 
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A CLOCK GENERATION 


A.1 Clock Synthesizer 

The 65550 contains two complete phase-locked 
loops (PLLs) to synthesize the internal Dot Clock 
(DCLK) and Memory Clock (MCLK) from an 
externally supplied reference frequency. Each of the 
two clock synthesizer phase lock loops may be 
programmed to output frequencies ranging between 
1 MHz and the maximum specified operating 
frequency for that clock in increments not exceeding 
0.5%. An external crystal-controlled oscillator 
(TTL) generates the reference frequency of 
14.31818 MHz that is driven into the 65550 on pin 
203. There is no provision in the 65550 to generate 
the 14.31818 MHz reference frequency using only 
an external crystal. 


A.2 Dot Clock (DCLK) 


The 65550 supports dot clock frequencies up to 80 
MHz at 3.3V or 110 MHz at 5.0V allowing a 
1024x768 display resolution with 75 Hz refresh 
(video frame rate). At 5.0V, power dissipation 
rather than logic speed limits the maximum dot 
clock frequency to the AC specifications 


Unlike the 65545 and 65548, the 65550 does not 
require an internal DCLK to be two or three times 
the theoretical Dot Clock required by the video 
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display resolution and refresh rate. The 65550 has 
sufficient internal video data path width to accom- 
modate multiple-byte-per-pixel modes without using 
extra Dot Clock cycles. 


The horizontal and vertical sync frequencies for the 
CRT display and/or panel are derived by dividing 
down the DCLK. 


DCLK has three sets of registers, CLKO, CLK1 and 
CLK2 which the MSR (Miscellaneous Output 
Register) selects. Each CLK has its own registers. 
The reset values of CLKO and CLK1 registers 
pertain to the standard VGA frequencies: 25.175 
MHz & 28.322 MHz. The CLK2 registers are reset 
to same values as CLKO. 


A.3 Memory Clock (MCLK) 


The 65550 memory clock supports frequencies up to 
40 MHz at 3.3V with CAS-only page mode cycle 
times of only one MCLK cycle (directly gating 
MCLK onto the CAS lines). MCLK can be adjusted 
as needed in very small increments to accommodate 
the exact DRAM speed being used for the display 
memory. The MCLK is set to 25.175 MHz on reset. 
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A.4 PLL Parameters 


Each phase-locked loop consists of the elements 
shown in the figure below. The reference input 
frequency (normally 14.31818 MHz) can be 
optionally divided by 4 (which is called Reference 
Divisor Select) before being further divided by N, a 
10-bit programmable value (7-bit for MCLK). The 
output of the VCO is divided by 4 (or 16 via VCO 
Loop Divider: VLD) and then further divided by M, 
another 10-bit programmable value (7-bit for 
MCLK). The phase detector compares the N and M 
results and adjusts the VCO frequency as needed to 
achieve frequency equality. 


The settings for normal operation appear in the table 
below: 


VCO Loop Divide (VLD) 7 
Reference Divisor Select (RDS) = 1 
NTSC Divisor Select (NTSCDS) = 1 


When the loop has stabilized, the VCO frequency 
(Fyco) is related to the reference as follows: 


REFCLK NISC 
14.3MHz 


Reference 
Divisor Select Divisor Select 
(NTSCDS) (RDS) 
(+1, +5) (+1, +4) 


M counter = Program value M’+2 


N counter = Program value N’+2 
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If RDS=1: Fyco /4M. = Frer / N 
or 
If RDS=4: Fyco /4M = Freer /4N 


For RDS =1, the Fyco can be written as: 
Fyco= (Freer *4M /N) 


The VCO output can be further divided by 1, 2, 4, 8, 
16, or 32 (which is called Post Divisor: PD) to 
produce the final DCLK or MCLK used for video or 
memory timing. 


Therefore the output frequency is: 
Four = (Fyco)/PD 


By "fine tuning" the M/N ratio in each PLL, 
extremely small adjustments in the exact DCLK and 
MCLK frequencies can be achieved. The VCO 
itself is designed to operate in the range of 
approximately 48 MHz to 220 MHz at 3.3V. 


Charge Pump 
& Filter 


VCO Loop 
Divide (VLD) 
(+4, +16) 


Fo: VCO frequency (before post divisor) 
F,,,: Output frequency: (desired frequency) 


OUT’ 


Figure A-1: PLL Elements 
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A.5 Programming the Clock 
Synthesizer 


Below are the register tables for CLKO, CLK1, 
CLK2 and MCLK. Please see the block diagram for 
M, N, and Post Divide (PD). 


| axe | car 
pp] xrcyss) | xecnes) 


ee eee 
pp] xresjoa) | xBcrje4) 


A.6 DCLK Programming 


For each DCLK, a new frequency should be 
programmed by following the sequence below: 


1) Program M 

2) Program N 

3) Program PD 
(This will effectively change DCLK into the 
new frequency.) 


A.7 MCLK Programming 


For MCLK, a new frequency should be programmed 
by following the sequence below: 


1) Reset XRCE[7] to 0 to select MCLK = 
25.175 MHz. 

2) Program M 

3) Program N 

4) Program PD with XRCE[7]=1 to select the 
programmed frequency. 


REVISION 1.5 10/14/97 


CLOCK GENERATION 


A.8 Programming Constraints 


The programmer must be aware of the following 
five programming constraints: 


1 MHz < Freep $ 60 MHz 
150 KHz < Ferr /(RDS * N) < 2 MHz 
48 MHz < Fyco $ 220 MHz 
3 <M ¥ 127 (1023 for DCLK) 
3 <N ¥ 127 (1023 for DCLK) 


The constraints have to do with trade-offs between 
optimum speed with lowest noise, VCO stability, 
and factors affecting the loop equation. 


The value of Fyco must remain between 48 MHz 
and 220 MHz, inclusive. Therefore, for output 
frequencies below 48 MHz, Fyco must be brought 
into range by using the post- VCO Divisor. 


To avoid crosstalk between the VCOs, the VCO 
frequencies should not be within 0.5% of each other 
nor should their harmonics be within 0.5% of the 
other's fundamental frequency. 


The 65550 clock synthesizers will seek the new 
frequency as soon as it is loaded following a write to 
the control register. Any change in the post-divisor 
will take affect immediately. A possibility exists 
that the output may glitch during this transition of 
post divide values. Therefore, the programmer may 
wish to hold the post-divisor value constant across a 
range of frequencies. There is also the consider- 
ation of changing from a low frequency VCO value 
with a post-divide +1 (e.g., 50 MHz) to a high 
frequency +4 (e.g., 220 MHz). Although the 
beginning and ending frequencies are close together, 
the intermediate frequencies may cause the 65550 to 
fail in some environments. In this example there 
will be a short-lived time during which the output 
frequency will be approximately 12.5 MHz. The 
65550 provides the mux for MCLK so it can select 
the fixed frequency (25.175 MHz) _ before 
programming a new frequency. Because of this, the 
bus interface may not function correctly if the 
MCLK frequency falls below a certain value. 
Register and memory accesses synchronized to 
MCLK may be too slow and violate the bus timing 
causing a watchdog timer error. 
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A.9 Programming Example 


The following is an example of the calculations 
which are performed. 


Derive the proper programming word for a 25.175 
MHz output frequency using a 14.31818 MHz refer- 
ence frequency. 


Since 25.175 MHz < 48 MHz, double it to 50.350 
MHz to get Fyco in its valid range. Set the post 
divide (PD) divide by 2. 


Reference Divisor Selector (RDS) = 4 


The result: 
Fyco = 50.350 = (14.31818 x 4x M/4 xN) 
M/N = 3.51655 


Several choices for M and N are available: 


Choose (M, N) = (109,31) for best accuracy. 


Reference Divisor Selector (RDS) = 1 


The result: 
Fyco = 50.350 = (14.31818 x 4x M/1 x N) 


| 80 | 91 | 50.349 | -0.00050_| 


Frer /(RDS x N) = 157.3 KHz 
M/N = 0.879127 


Therefore M/N = 80/91 with RDS = 1 is even better 
than with RDS = 4. 
XRCO = 80 - 2 = 78 (4Eh) 
XRC1= 91 - 2 = 89 (59h) 
XRC2= 00h 
XRC3= 0001 0001b = 11h 


Note: 
Do not connect Vcc here. Force the 


Always pass the Vcc trace through the decoupling 
cap pad. Do not leave a stub as shown. 
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A.10 PCB Layout Considerations 


Clock synthesizers, like most analog components, 
must be isolated from the digital noise which exists 
on a PCB power plane. Care must be taken not to 
route any high frequency digital signals in close 
proximity to the analog sections. Inside the 65550, 
the clocks are physically located in the lower left 
corner of the chip surrounded by low frequency 
input and output pins. This helps minimize both 
internally and externally coupled noise. 


The memory clock and video clock power pins on 
the 65550 each require similar RC filtering to isolate 
the synthesizers from the VCC plane and from each 
other. The filter circuit for each CVCCn / CGNDn 
pair is shown below: 


+5V 
a 10Q 
CVCCn 
O.luF 47HF [4 0.1pF 


The suggested method for layout assumes a multi- 
layer board including VCC and GND planes. All 
ground connections should be made as close to the 
pin / component as possible. The CVCC trace 
should route from the 65550 through the pads of 
the filter components. The trace should NOT be 


connected to the filter components by a stub. All 
components (particularly the nearest 0.luF capacitor) 
should be placed as close as possible to the 65550. 


65550 


SUBJECT TO CHANGE WITHOUT NOTICE 


SHED HHH HIE © 


Lrir 


A.11 Display Memory Bandwidth 


The 65550’s ability to support high performance 
Super VGA modes can be limited by display 
memory bandwidth as well as maximum allowable 
DCLK frequency. The maximum pixel rate that a 
given MCLK frequency can support depends on the 
following: 


1) 


2) 


3) 
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Pixel depth (number of bytes per pixel): 1 byte 
for 8 bpp, 2 bytes for 16 bpp, 3 bytes for 24 bpp. 


Number of additional bytes accessed for STN- 
DD frame buffering, usually one byte per pixel 
(independent of pixel depth in main display 
memory). This effect is discussed further in the 
next section. It applies only to STN-DD panels, 
not to CRT or TFT displays. 


Utilization efficiency. The percentage of peak 
memory bandwidth needed for RAS overhead 
(RAS-CAS cycles rather than CAS-only 
cycles), DRAM refresh, and CPU access. Peak 
memory bandwidth is the product of MCLK 
and the number of bytes accessed per MCLK 
(e.g., 160 MB/sec for 40 MHz MCLK). The 
65550 needs at least 20% of this peak 
bandwidth for RAS overhead (higher for STN- 
DD buffer accesses and CPU accesses due to 
shorter DRAM bursts). Allow at least an 
additional 10% bandwidth buffer for CPU 
accesses and DRAM refresh. This leaves 70% 
of MCLK cycles available for display refresh. 
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4) Multimedia frame capture. This factor is not 


included in the example calculations. Except 
where otherwise noted, 65550 mode support 
estimates do not include provision for frame 
capture from the video input port. 


As an example, suppose MCLK is 40 MHz and 
the pixel depth is 16 bpp. Then the maximum 
supportable pixel rate for CRT and TFT 
displays is 40 MHz x 70% x 4 + 2 = 56 MHz (4 
bytes per MCLK, 2 bytes per pixel). Any video 
mode that uses a 56 MHz or lower DCLK can be 
supported by the 40 MHz MCLK. For an STN- 
DD panel, the maximum supportable pixel rate in 
16 bpp modes is 40 MHz x 70% x 4 + 3 = 37 
MHz (4 bytes per MCLK, 3 bytes accessed per 
pixel). 16 bpp video modes using a 37 MHz or 
lower DCLK can be supported by the 40 MHz 
MCLK with an STN-DD panel. 
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A.12 STN-DD Panel Buffering 


STN-DD panels require the upper and lower halves 
of the panel to be refreshed simultaneously. In 
addition, Frame Rate Control (FRC) is needed to 
achieve more than 8 colors, since the panel itself 
supports only 3 bits per pixel (one bit each for red, 
green, and blue). The 65550 implements STN-DD 
support using either a full frame buffer or a half 
frame buffer (programmable option). The buffer 
can be allocated in display memory or in the 
separate "DRAM C" memory. The buffer holds 
three bits per pixel, packed in groups of 10 pixels 
per DWORD. Thus, the buffer requires 0.4 bytes 
per pixel in addition to the main display memory 


The half frame buffer operates as follows: As each 
pixel is read out of display memory, the appropriate 
3-bit code for the panel is calculated and sent to the 
panel. In addition, the proper 3-bit code for the 
same pixel in the NEXT frame is also calculated, 
with allowance for Frame Rate Control (FRC). The 
second 3-bit code is written into the Half Frame 
Buffer. During this same pixel time, the previously 
stored 3-bit code is read out of the Half Frame 
Buffer and sent to the other half of the panel. 


The full frame buffer operates in a similar manner. 
As each two pixels are read out of display memory, 
the appropriate 3-bit codes for the panel are calcu- 
lated and stored in the buffer. During the same two 
pixel times, previously stored 3-bit codes are read 
out of the buffer and sent to upper and lower halves 
of the panel. 


There is no difference between a half frame buffer 
and a full frame buffer in the effect on display 
memory bandwidth. Both options require 0.4 bytes 
per pixel to be read and written during each pixel 
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time. If the buffer is located in main display 
memory, the total effect is 0.8 extra bytes of 
memory access per pixel (regardless of pixel depth). 
In 16 bpp modes, a total of 2.8 bytes of memory 
access must be performed per pixel — 2 bytes for the 
16 original pixel bits, plus 0.8 byte for the buffer 
bits. The 65550 actually reads and writes one 
DWORD in the buffer for every 10 pixels, which is 
the same as 0.8 bytes per pixel. For mode support 
calculations, it is usually best to assume 1.0 byte per 
pixel instead of 0.8, since the RAS overhead for 
STN-DD buffer accesses is somewhat higher than 
for normal pixel accesses due to shorter DRAM 
bursts. 


The half frame buffer has a timing characteristic for 
the panel that may be either a problem or an 
advantage, depending on the application: the panel 
is refreshed at twice the pixel rate imposed on the 
display memory. In simultaneous CRT and panel 
mode, this means that the pixel rate is dictated by 
the CRT requirements, and the panel is refreshed at 
twice that rate. This may exceed panel timing 
limitations. On the other hand, in panel-only mode 
the pixel rate from display memory can be reduced 
to half of what a CRT would need, which imposes 
half the burden on display memory bandwidth and 
allows more complex video modes to be supported 
by the available display memory bandwidth. 


The full frame buffer allows the panel refresh rate to 
be the same as the CRT in simultaneous display 
mode, but requires the buffer size to be twice as 
large (full frame instead of half frame, though only 
0.4 bytes per pixel). 
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A.13 Horizontal and Vertical Clocking 


Clocking within a horizontal scan line is generally 
programmed in units of 8 DCLK cycles (8 pixels), 
often referred to as "character" clocks for graphics 
modes and text modes. The "character" clocks are 
numbered from 0 to n-l, where "n" is the total 
number of character clocks per horizontal scan 
(including blanking and border intervals as well as 
the "addressable video" interval). Character clock 
#0 corresponds to the start of the "addressable 
video" interval, also known as the "Display 
Enable" interval. Starting at character clock #0, the 
following horizontal timing events occur: 


¢ End of Display Enable 

¢ Start of horizontal blanking (end of right 
border). 

¢ Horizontal sync pulse start and end 

¢ End of horizontal blanking 
(Start of left border. This border area is 
actually for the next physical scan line) 

¢ End of left border area and start of Display 
Enable. This corresponds to _ the 
"Horizontal Total" parameter. 


Similarly, vertical clocking is generally 
programmed in units of scan lines, numbered from 
0 to m-1, where "m" is the total number of scan 
lines per complete frame and "0" corresponds to 
the first scan line containing addressable video 
information. Starting at scan line #0, the following 
vertical timing events occur: 


¢ End of addressable video 
¢ Start of vertical blanking (end of bottom 
border). 


¢ Vertical sync pulse start and end 


¢ End of vertical blanking (start of top 
border). This border area is actually for the 
next physical frame. 


¢ End of top border area and start of 
addressable video. This corresponds to the 
"Vertical Total" parameter. 
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Vertical timing can also be "interlaced," meaning 
that even numbered scan lines are displayed during 
one vertical sweep and odd numbered lines are 
displayed during the next vertical sweep. This 
allows more time (two vertical sweeps instead of 
one) to display a complete frame, which reduces 
video bandwidth requirements while preserving a 
reasonably flicker-free image. North American TV 
standards use a 60 Hz vertical sync frequency, 
interlaced for 30 Hz effective frame rate, with 525 
scan lines total per frame (even lines plus odd, 
including blanking). The horizontal sync frequency 
is 525 x 30 Hz = 15.75 KHz. 


To achieve interlacing, the sweep of odd-numbered 
lines is offset by half of a scan line relative to the 
sweep of even-numbered lines, i.e., the vertical 
sync pulse for alternate frames occurs in the middle 
of a scan line interval (during vertical blanking) 
instead of at the end. North American TV 
standards literally sweep 262.5 scan lines on each 
vertical sweep (60 Hz). Each scan line remains full 
length, but the vertical sync for alternating frames 
occurs at the middle of the scan line. In the 65550, 
a CHIPS Super VGA extension register allows the 
exact placement of the half-line vertical sync pulse 
to be programmable, for optimum centering of odd 
scan lines between adjacent even scan lines. 


Computer CRT displays generally need about 25% 
of the Horizontal Total for horizontal border and 
blanking intervals, and at least 5% of the Vertical 
Total for vertical border and blanking. Flat panels 
typically can operate with smaller margins for these 
"non-addressable" intervals. 
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B-1 
VGA STANDARD MopDES 


B.1 VGA Standard Modes 
Index 0/1 O71" O4/1+ 2/3 273* 243+ 45 6 7 7+ D E FF 10 11 #12 ~~ 13 


Character columns 40 40 40 80 80 80 40 80 80 80 40 80 80 80 80 80 40 
Character rows 2 25 25 2 2 2 2 2 2 2 2 25 2 25 $30 30 25 
Character cell size 08 14 #«=16«©608~«=614061606«608si8siaHHk:C 16 SCOsiBe:sC‘i‘i1H:sC‘zTHSCOCGCO6sCB 
Misc. Output (MSR) 00 63 A38 67 63 AS 67 63 63 AGB 66 63 63 A2 AZ E3 EB 63 
Feature Control 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
SR Sequencer Registers Index 0/1 0*/1* O+/1+ 2/3 2°73" 2+3+ 4/5 6 7 7+ D E F 10 11 12. 13 
Reset 00 03 «(03)—=«CO038si08s—si8:s—iB:si—i8:siCiB:si«iB:si‘iBe:si‘iBe:s«Ci‘iaB:SCsiCiBe:sCiC‘“B’:CéiBtCs«é*D 
Clocking Mode 01 09 «#6009:«608:SC 01st isis sisi i i i ititsé 
Map Mask 02 03 «403:—=«CO038ssi038:s—si08.s—iB:si—i‘iae:sSCiiBsiCisi‘CFCéOFSC*OFsC*«OFTC‘é«OF'SC(i‘iéF-SCC#OF 
Character Gen Sel 03 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Memory Mode 04 02 #02 «#02 «#202 0«©60206«€602)0«C02siBs—C(iBssisiC(<i (iti sC‘iKSCiKsC‘i HtSC«CéE 
GR_Graphics Controller Index 0/1 O*/1* O+/1+ 2/3 27/3* 243+ 4/5 6 77+ —D E F 10. 11. 12 ~~ =13 
Set/Reset 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Enable Set/Reset 01 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Color Compare 02 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 0 
Data rotate 03 00 #600 6«600006«€6000)2=600—'—iDsisisisisististiasisistitsé 
Read map select 04 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Mode Register 05 10 10 10 10 10 #10 «30 «»0006«6©1006«6©61006©60006©0000)6000)6©6000)6©6000)|=—(00s 40 
Miscellaneous 06 OE OE OE OE OE OE OF OD OA OA 0 O05 O05 O08 O08 O05 O05 
Color don’t care 07 00 00 00 00 00 00 00 00 00 00 OF OF 05 OF O01 OF OF 
Bit mask 08 FF FF FF FF FF FF FF FF FF FF FF FF FF OFF OCFFET OC“ sO FF 
CRT Controller Reg Index 0/1 O*/1* O+/14+ 2/3 2°73* 243+ 4/5 6 7 7+ OD E F 10. 11 #12 ~~ #13 
Horizl Total 00 20 2D 2D 5F 5F 5F 2D O5F 5F 5F 2D 5F 5F 5F 5F 5F  5F 
Hor Disp Enbl End 01 27. 27—Co27s FCF 4F 7s FOF OF O27) FOF 4FO4F OF 4F 
Hor Blanking Start 02 28 28 «#28 «6500660680068 i0si*SCi‘éSSCiéiBesi‘* SC‘SODSCi«‘SDSCié‘KSSC‘*KOSC‘é*SKSD 
Hor Blanking End 03 90 90 90 82 82 82 90 82 82 82 90 82 82 82 82 82 82 
Hor Syne Start 04 2B 2B 2B 65060C 5 siHsCi2Be SOKA KCK CO2B COA OA KA 54 54 Oh 
Hor Sync End 05 AO AO AO 81 81 81 8 8 81 81 80 80 80 80 80 80 80 
Vertical Total 06 BF BF BF BF BF BF BF BF BF BF BF BF BF BF. 0B-~ 0B_ BF 
Overflow 07 1F o1F 0 061F06O6o1F0O1F0 OU 1FO14FO14FOO1FOO1FOO1FOO4FOO4FOO4FO OSE) OSE. EF 
Preset Row Scan 08 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Max Scan Line 09 c7 4D 4F C7 4D 4F ci ci 4D 4F cO cO 40 40 40 40 41 
Cursor Start 0A 06 OB OD 06 OB OD 00 00 OB OD 00 00 00 00 00 00 0 
Cursor End 0B 07 #4~0C:)«€0E:«CFSCCsiCiEsC“istisiE:SCiE )=Csi—iasisiasisitsé 
Start Address High 0c 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Start Address Low 0D 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Text Cursor Location High 0E 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Text Cursor Location Low OF 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
Verr retrace start 10 9c 683—CiC 9C—CS— i BBC —CissSC—sisS—C is B—i—aHH—sF—s«s 9S —Ss—s« 83 83S EA =CEA O98 
Vert retrace end 11 8E 8 8E 8E 8 8E 8E 8E 8 8E 8E 8E 8 85 8C 8C 8E 
Vert Display Enable End 12 8F 5D 8F 8F 5D 8F 8F 8F 5D 8F 8F 8F 5D 5D ODF ODF 8F 
Offset 13 14 14 14 28 28 28 14 «+28 28 280 «614 «628 ©) «6©2806©28)628 06.28 (28 
Underline Location 14 1F 1F 1F 1F 1F 1F 00 00 OD OF 00 00 OF OF 00 00 40 
Vertical Blanking Start 15 9 63 9 96 63 0 96 96 63 96 96 96 63 63 %E7 EV 96 
Vertical Blanking End 16 Bo BA B9 B9 BA B9 B9 B9 BA B9 B9 B9 BA BA 04 04° BY 
CRT Mode Control 17 AS A3 AB AB AB AB AZ C2—s ABe:Cié*CAB’SCé‘é@Z’S:;:“‘é@R’SS SOC COS COCBCéBEOAB 
Line Compare 18 FF FF FF FF FF FF FF FF FF FF FF FF FF OFF OUCFFETSOFF'~sdFF 
AR Attribute Controller Index 0/1 O*/1* O+/1+ 2/3 2°3* 243+ 4/5 6 77+ —D E F 10. 11 12 ~~ ~=13 
Palette 0 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 0 
Palette 1 01 014 6010 C0407 i 17s s—Cie:Ci i i iC iCtsCé*O 
Palette 2 02 02. #02 «#«20020«©602:—i—iRBesi—iREsCia1SC“(<téi tS CiCKsCiDsi—i2ss—CisisBFCtséD 
Palette 3 03 03 «#03)=«03S ss 038si08:s—iBsi—iasi(itsw17?—‘iBssi(CiBss—Ci“iBss:iCiBs—Cisi—i8esCFCBséOB 
Palette 4 04 04 #04 04 04 04 04 02 17 #08 O08 04 O04 18 04 3F 04 04 
Palette 5 05 0 05 05 05 0 05 04 17 08 08 05 O08 18 0&8 3F 05 05 
Palette 6 06 06 #14 «614 «6006~=«614)0 14 06s 17—i—iBsiCiBsCiC(<tiG (titi 
Palette 7 07 7 «OF. (OF SOF Fit KCiBKeSCi Fi isi Csi 
Palette 8 08 10 38 38 10 38 38 «10 «©617)06«6©610)6©6100610061006(000638)06lU3F) 6388 
Palette 9 09 11 39339119, ss i? 181811 0889 F809 
Palette A 0A 12 3A 3A 12 3A 3A 12 17) 18 «618 ©=«6©12)06©12)6©6000)63A06lU3F6 683A CU(OA 
Palette B 0B 13 3B) 3B. O13: 3B. 3B Cisd18'—'i—id—i‘<étiwdBC18S 13 13's 00's 3BCSFEs 3B sO 
Palette C 0c 14 3C 3C «14 «3C)6 (63C)hl(61406 617) 18 18 140 14 00 8s FsCé*OS 
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C.1 


Flat panel displays are extremely sensitive to 
conditions where full biasing voltage VEE is 
applied to the liquid crystal material without 
enabling the control and data signals to the panel. 
This results in severe damage to the panel and may 
disable the panel permanently. 


The graphics controller provides a simple method 
to provide or remove power to the flat panel 
display in a sequence of stages when entering 
various modes of operation to conserve power and 
provide safe operation to the flat panel. 


Three pins, called ENAVEE, ENAVDD and 
ENABKL, are provided to regulate the LCD Bias 
Voltage (VEE), the driver electronics logic voltage 
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PANEL POWER SEQUENCING 


(VDD), and the backlight voltage (BKL) to provide 
intelligent power sequencing to the panel. 


The delay between each stage in the sequence is 
programmable via the Panel Power Sequencing 
Delay Register (FRO4). 


The graphics controller performs the ‘panel off’ 
sequence when the STNDBY# input becomes low, 
or if bit 3 of the Power Down Control | Register 
(FROS) is set to 1. 


The graphics controller performs ‘panel on’ 
sequence when the STANDBY# input becomes 
high, or if bit 3 of the Power Down Control 1 
Register (FRO5) is set to o. 
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D HARDWARE CURSOR AND PoP UP WINDOW 


The graphics controller provides a pair of hardware- 
based cursors, called “cursor 1” and “cursor 2.” 
Cursor | is normally used to provide the arrow 
pointer in most GUI applications and operating 
systems. Cursor 2 has no pre-assigned purpose, 
however it is assumed that it will be used to provide 
some form of pop-up window. 


Off-screen memory in the frame buffer is used to 
provide the locations where the data for both cursor 1 
and cursor 2 are kept. This allows each cursor to be 
displayed and used without altering the main image 
stored in the frame buffer being altered. Each cursor 
may have multiple patterns stored in these off-screen 
memory locations. This makes it possible to change 
each cursor’s appearance simply by switching from 
one stored image to another. 


Two sets of eight registers (XRAO-XRA7 for cursor 
1, and XRA8-XRAF for cursor 2) provide the means 
to configure and position both cursors. In each set 
of eight registers, two are used to enable, disable, 
and configure each cursor. Another pair of registers 
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from each set specifies the base address within the 
frame buffer memory where the cursor data is kept. 
These registers also provide a way to select one of 
up to sixteen cursor patterns to be used. The 
remaining four registers of each set are used to 
provide the X and Y coordinates to control the 
current location of each cursor relative to the upper 
left-hand corner of the display. 


Two sets of four alternate color data positions added 
to the RAMDAC provide places in which the colors 
for each of the two cursors are specified (positions 
0-3 for cursor 2 colors 0-3, and positions 4-7 for 
cursor | colors 0-3). These alternate color data 
positions are accessed by the same sub-addressing 
scheme used to access the standard color data 
positions of the main RAMDAC palette, with the 
exception that a bit in the Pixel Pipeline 
Configuration Register 0 (XR80) must be set so that 
the alternate color data positions are accessible in 
place of the standard color data positions. 
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D.1 Cursor Configuration 


Registers XRAO-XRA3 and registers XRA8-XRAB 
are used to enable/disable and configure cursor 1 
and cursor 2. 


D.1.1 Basic Cursor Configuration 


Cursor | and cursor 2 can each be independently 
disabled or configured for one of six possible modes 
using the Cursor 1 Control Register (XRAO) and the 
Cursor 2 Control Register (XRA8). Detailed 
descriptions of each of these six modes are provided 
later in this document. 


Horizontal and/or vertical stretching are functions 
that may be independently enabled or disabled for 
each cursor using these registers. Similar to the 
stretching functions used with the main display 
image, the stretching functions for each of the 
cursors only apply to flat panel displays. When 
enabled, the horizontal and vertical stretching 
functions for each cursor use the same stretching 
algorithms and parameter settings selected in the 
registers used to control the horizontal and vertical 
stretching functions for the main display image. The 
horizontal and vertical stretching functions for each 
cursor can be enabled or disabled independently of 
the horizontal and vertical stretching functions for 
the main display image. 


These same two registers also provide the means to 
enable or disable blinking for each cursor, and to 
choose between two possible locations on the screen 
for the origin of the coordinate system used to 
specify the cursor location. A bit in each of these 
registers provides the ability to choose either the 
upper left-hand corner of the active display area, or 
the outer-most upper left-hand corner of the display 
border surrounding the active display area as the 
exact location of the origin for the coordinate 
system for each cursor. 


Finally, each of these registers allows the vertical 
extension function to be enabled or disabled for 
each cursor. The vertical extension function allows 
the height of the cursor to be specified 
independently from its width, allowing cursors of a 
non-square shape to be created. This function is 
discussed in more detail in section D.1.3. 
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D.1.2 Base Address for Cursor Data 


The Cursor 1 Base Address Low Register (XRA2) 
and the Cursor 1 Base Address High Register 
(XRA3) are used to program the base address in the 
frame buffer at which the cursor data for cursor | 
begins. The Cursor 2 Base Address Low Register 
(XRAA) and the Cursor 2 Base Address High 
Register (XRAB) provide this function for cursor 2. 
The base address values stored in these registers 
actually specify an offset relative to the base address 
at which the frame buffer begins. 


The amount of space allocated for cursor data for 
each cursor is 4KB. More than one cursor pattern 
may be stored within this space, depending on the 
cursor size. While bits in both the high and low 
base address registers for each of the cursors are 
combined to provide the base addresses, the upper 
four bits of each of the low base address registers 
(XRA2 for cursor 1, and XRAA for cursor 2) are 
used to select which of the available patterns stored 
within each space is to be used for each of the 
cursors. In the 32x32x2bpp AND/XOR pixel plane 
mode, up to sixteen 256 byte patterns can be stored 
in the 4KB memory space, and all four of the upper 
bits of the low base address registers are used in 
selecting one of these sixteen possible patterns. In 
all three modes with a cursor resolution of 64x64 
pixels, up to four patterns of IKB in size can be 
stored in the 4KB memory space, and the uppermost 
two of these four bits are used to select one of these 
four possible patterns (the other two bits should be 
set to 0). In both modes with a cursor resolution of 
128x128 pixels, only up to two patterns of 2KB in 
size can be stored, and only the uppermost bit of the 
four bits is used to select between them (the other 
three bits should be set to 0). 
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D.1.3 Cursor Vertical Extension 


The cursor vertical extension feature allows the 
vertical size (height) of either cursor in any of the 
six possible modes to be altered independently of 
the height normally specified by the choice of cursor 
mode. The cursor mode still determines the width 
of the cursor. This feature allows the cursor to have 
a non-square shape. 


This feature is enabled via bit 3 of either the Cursor 
1 Control Register (XRAO) for cursor 1 or the 
Cursor 2 Control Register (XRA8) for cursor 2. 
Once enabled, the height of the given cursor must be 
specified -- either in the Cursor 1 Vertical Extension 
Register (XRA1) for cursor 1, or in the Cursor 2 
Vertical Extension Register (XRAQ) for cursor 2. 


Total size of the cursor data for a given cursor can 
not exceed the 4KB allotted for the cursor data of 
each cursor. This places a limit on the height of a 
cursor of given width and color depth. This also has 
implications concerning how many patterns may be 
stored in this space for the given cursor, and the 
mechanics of selecting which of those patterns is to 
be displayed using the upper four bits of the low 
base address register for each cursor. 


D.1.4 Cursor Colors 


The colors for drawing each of the two cursors are 
specified in two sets of four alternate color data 
positions added to the RAMDAC (positions 0-3 for 
cursor 2 colors 0-3, and positions 4-7 for cursor | 
colors 0-3). These alternate color data positions are 
accessed using the same sub-addressing scheme 
used to access the standard color data positions of 
the main RAMDAC palette, but with bit 0 in the 
Pixel Pipeline Configuration Register 0 (XR80) set 
so that the alternate color data positions are made 
accessible in place of the standard positions. 


If the use of a border is enabled, color data positions 
6 and 7, which provide colors 2 and 3 for cursor 1, 
will specify the border colors for the CRT and flat- 
panel. This will limit cursor 1 to only colors 0 and 
1. This limit on cursor | will not impact either of 
the AND/XOR pixel plane modes, or either of the 
cursor modes with a cursor resolution of 128x128 
pixels because none of these four modes use cursor 
colors 2 or 3. 
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D.2 Cursor Modes 


Each cursor can be independently disabled or set to 
one of six possible modes. This is done via bits 2-0 
in XRAO for cursor 1 and in XRA8 for cursor 2. 
The main features distinguishing these modes from 
each other are the manner in which the cursor data is 
organized in memory and the meaning of the bits 
corresponding to each pixel position. The six 
possible modes are: 


¢ 32x32x2bpp AND/XOR pixel plane mode 

© 64x64x2bpp AND/XOR pixel plane mode 

© 64x64x2bpp 4-color mode 

© 64x64x2bpp 3-color and transparency mode 
¢ 128x128x1bpp 2-color mode 

¢ 128x128x1bpp 1-color and transparency mode 


The first two modes are designed to follow 
the Microsoft Windows 2-plane cursor data 
structure to ease the work of programming the 
cursor(s) for that particular GUI environment. The 
other four modes are intended to improve upon the 
first two by providing additional color options or a 
larger resolution. 


The following pages discuss the various modes in 
greater detail. 
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D.2.1 32x32x2bpp and 64x64x2bpp AND/XOR Pixel Plane Modes 


These two modes are designed to follow the 
Microsoft Windows cursor data plane structure, 
which provides two colors that may be used to draw 
the cursor, a third color for transparency (which 
allows the main display image behind the cursor to 
show through), and a fourth color for inverted 
transparency (which allows the main display image 
behind the cursor to show through, but with its color 
inverted). Each pixel position within the cursor is 
defined by the combination of two bits of data, each 
of which is stored in planes referred to as the 
“AND” plane and the “XOR” plane. 


In the 32x32x2bpp AND/XOR pixel plane mode, it 
is possible to have up to 16 different 256 byte 
patterns stored in a 4KB memory space starting at 
the base address specified in the low and high base 
address registers for the given cursor. In 
64x64x2bpp AND/XOR pixel plane mode, only up 
to 4 different 1KB patterns may be stored. 


The tables that follow show how the cursor data is 
organized in memory for each of these two modes: 


Table D-2: Memory Organization 
64x64x2bpp AND/XOR Pixel Plane Mode 


| Offset_| Plane | Pixels 


31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 1 of pattern 0 
63-32 on line 1 of pattern 0 


31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 0 of pattern 1 
63-32 on line 0 of pattern 1 


31-0 on line 63 of pattern 3 
63-32 on line 63 of pattern 3 


Table D-1: Memory Organization 
32x32x2bpp AND/XOR Pixel Plane Mode 


| Offset_| Plane | Pixels 


31-0 on line 0 of pattern 0 
31-0 on line 1 of pattern 0 
31-0 on line 0 of pattern 0 
31-0 on line 1 of pattern 0 
31-0 on line 2 of pattern 0 
31-0 on line 3 of pattern 0 


31-0 on line 30 of pattern 0 


The meaning of the single bit in a given pixel 
position in the XOR plane changes depending on the 
bit in the corresponding position in the AND plane. 
If the value of the bit for a given pixel position in 
the AND plane is 0, then part of the cursor will be 
displayed at that pixel position, and the value of the 
corresponding bit in the XOR plane selects one of 
the two available cursor colors to be displayed there. 
Otherwise, if the value of the bit in the AND plane 
is 1, then that pixel position of the cursor will 
become transparent, allowing a pixel of the main 
display image behind the cursor to show through, 
and the value of the corresponding bit in the XOR 


plane chooses whether or not the color of the pixel 
of the main display image will be inverted. Table 
D-3 summarizes this information. 


Table D-3: Pixel Data 32x32x2bpp and 
64x64x2bpp AND/XOR Pixel Plane Modes 


os AND Plane | XOR Plane Color Displayed at the 
31-0 of line 30 of pattern 1 Pixel Data | Pixel Data | Corresponding Pixel Position 


31-0 of line 31 of pattern 1 0 0 Cursor color 0 
0 1 Cursor color 1 
1 0 Transparent. The pixel of the 
main display image behind 
cursor shows through 
1 1 Transparent, but inverted. 
The pixel of the main display 
image behind cursor shows 
through with inverted color 
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31-0 on line 31 of pattern 0 
31-0 on line 30 of pattern 0 
31-0 on line 31 of pattern 0 


31-0 on line 0 of pattern 1 


31-0 on line 1 of pattern 1 


D.2.2 64x64x2bpp 4-Color Mode 


This mode provides four colors for drawing the 
cursor. There is no provision for transparency in the 
64x64 pixel space occupied by the cursor, so unless 
the image behind the cursor is the same color as one 
of the four colors used to draw the cursor, the cursor 
will appear to be a 64x64 pixel square. Each pixel 
position within the cursor is defined by the 
combination of two bits, each of which is stored in 
planes referred to as plane 0 and plane 1. 


In this mode, it is possible to have up to 4 different 
1KB patterns stored in a 4KB memory space 
starting at the base address specified in the low and 
high base address registers for the given cursor. 


The following tables show how the cursor data is 
organized in memory and the meaning of the two 
bits for each pixel position. 
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Table D-4: Memory Organization 
64x64x2bpp 4-Color Mode 


| Offset_| Plane [| Pixels 


31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 1 of pattern 0 


63-32 on line 1 of pattern 0 


31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 0 of pattern 1 
63-32 on line 0 of pattern 1 


31-0 on line 63 of pattern 3 
63-32 on line 63 of pattern 3 


Table D-5: Pixel Data 
64x64x2bpp 4-Color Mode 


Plane 0 Plane 1 . 
Pixel Pixel Color Displayed at the ; 
Data Data Corresponding Pixel Position 


0 0 Cursor color 0 


Cursor color 1 


0 1 
1 0 Cursor color 2 
1 1 


Cursor color 3 
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D.2.3. 64x64x2bpp 3-Color and 
Transparency Mode 


This mode provides three colors for drawing the 
cursor, and a fourth color for transparency (which 
allows the main display image behind the cursor to 
show through). Each pixel position in the cursor is 
defined by the combination of two bits, stored in 
planes called to as plane 0 and plane 1. 


In this mode, it is possible to have up to 4 1KB 
different patterns of 1KB bytes in size stored in a 
4KB memory space starting at the base address 
specified in the low and high base address registers 
for the given cursor. 


The tables that follow show how the cursor data is 
organized in memory and the meaning of the two 
bits for each pixel position. 
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Table D-6: Memory Organization 
64x64x2bpp 3-Color and Transparency Mode 


| Offset | Plane | Pixels 
31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
31-0 on line 1 of pattern 0 
63-32 on line 1 of pattern 0 


31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 63 of pattern 0 
63-32 on line 63 of pattern 0 
31-0 on line 0 of pattern 1 
63-32 on line 0 of pattern 1 


31-0 on line 63 of pattern 3 
63-32 on line 63 of pattern 3 


Table D-7: Pixel Data 
64x64x2bpp 3-Color and Transparency Mode 


Plane 0 Plane 1 7 
A Pixel Color Displayed at the 
Data Corresponding Pixel Position 


Cursor color 0 


Cursor color | 


Transparent Pixel of the 
image behind cursor shows 
through 

Cursor color 3 
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D.2.4 128x128x1bpp 2-Color Mode 


This mode provides two colors for drawing the 
cursor. There is no provision for transparency in the 
128x128 pixel space occupied by the cursor, so 
unless the image behind the cursor is the same color 
as one of the two colors used to draw the cursor, the 
cursor will appear as a 128x128 pixel square. 


In this mode, it is possible to have only up to 2 
different 2KB patterns stored in a 4KB memory 
space starting at the base address specified in the 
low and high base address registers for the given 
cursor. 


The tables that follow show how the cursor data is 
organized in memory and the meaning of the bit for 
each position. 
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Table D-8: Memory Organization 
128x128x1bpp 2-Color Mode 


31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
95-64 on line 0 of pattern 0 
127-96 on line 0 of pattern 0 

31-0 on line 1 of pattern 0 


63-32 on line 1 of pattern 0 


31-0 on line 127 of pattern 0 


63-32 on line 127 of pattern 0 

95-64 on line 127 of pattern 0 

127-96 on line 127 of pattern 0 
31-0 on line 0 of pattern 1 


63-32 on line 0 of pattern 1 


95-64 on line 127 of pattern 1 


127-96 on line 127 of pattern 1 


Table D-9: Pixel Data 
128x128x1bpp 2-Color Mode 


‘ ; Color Displayed at the 
Peete at Corresponding Pixel Position 
0 
1 


Cursor color 2 


Cursor color 3 
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D.2.5 The 128x128x1bpp 1-Color 
and Transparency Mode 


This mode provides one color for drawing the 
cursor, and a second color for transparency (which 
allows the image behind the cursor to show 
through). 


In this mode, it is possible to have only up to 2 
different 2KB patterns stored in a 4KB memory 
space starting at the base address specified in the 
low and high base address registers for the given 
cursor. The tables that follow show how the cursor 
data is organized in memory and the meaning of the 
bit for each position. 
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Table D-10: Memory Organization 
128x128x1bpp 1-Color and Transparency Mode 


31-0 on line 0 of pattern 0 
63-32 on line 0 of pattern 0 
95-64 on line 0 of pattern 0 


127-96 on line 0 of pattern 0 


31-0 on line | of pattern 0 


63-32 on line 1 of pattern 0 


31-0 on line 127 of pattern 0 
63-32 on line 127 of pattern 0 
95-64 on line 127 of pattern 0 
127-96 on line 127 of pattern 0 

31-0 on line 0 of pattern 1 


63-32 on line 0 of pattern 1 


95-64 on line 127 of pattern 1 
127-96 on line 127 of pattern 1 


Table D-11: Pixel Bit Definitions 
128x128x1bpp 1-Color and Transparency Mode 


Pixel Data Bit Color Displayed at the 
Corresponding Pixel Position 


Transparent. Pixel of the image 
behind cursor shows through 


Cursor color 2 
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D.3 Cursor Positioning 


Registers XRA4-XRA7 and registers XRAC-XRAF 
are used to position cursor 1 and cursor 2, 
respectively, on the display. Two registers from 
each group provide the high and low bytes for the 
value specifying the horizontal position, and the 
other two provide the high and low bytes for the 
value specifying the vertical position. 


A bit in one of the configuration registers (XRAO 
for cursor 1 and XRA&8 for cursor 2) selects whether 
the values programmed into these registers are 
interpreted as being relative to the upper left-hand 
corner of the active display area or to the outer-most 
upper left-hand corner of the border surrounding the 
active display area. 
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The values provided to these registers are signed 12- 
bit integers. Since the origin of the coordinate 
system is generally relative to the upper left corner 
of the display, the horizontal value is a positive 
integer, while the vertical value is negative. 


These registers are  double-buffered and 
synchronized to VSYNC to ensure that the cursor 
never appears to come apart in multiple fragments as 
it is being moved across the screen. To change a 
cursor position, all four of its position registers must 
be written, and they must be written in sequence 
(that is, in order from XRA4 to XRA7 for cursor 1, 
and in order from XRAC to XRAF for cursor 2.) 
The hardware will only update the position with the 
next VSYNC if the registers are written in sequence. 
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E. HiQVideo™ Series BitBLT Engine 


E.1. Introduction 


The graphics controller provides a hardware-based BitBLT engine to offload the work of moving blocks of graphics data 
from the host CPU. Although the BitBLT engine is often used simply to copy a block of graphics data from the source to 
the destination, it also has the ability to perform more complex functions. The BitBLT engine is capable of receiving three 
different blocks of graphics data as input as shown in Figure E-1. The source data may exist either in the frame buffer or it 
may be provided by the host CPU from some other source such as system memory. The pattern data always represents an 
8x8 block of pixels that must be located in the frame buffer, usually within the off-screen portion. The data already residing 
at the destination may also be used as an input, but this data must also be located in the frame buffer. 


Source Color 


Data Expansion 
(If Needed) 


Bit-Wise Pixel Masks 


Pattern Color 


Disks Expansion Logical Per-Pixel Write-Masking /—\ pestination 


(If Needed) Operation Pixel Masks Data 


Comparison Comparison 


Monochrome Source 
Color Expansion 
Background Color 


Figure E-1: Block Diagram and Data Paths of the BitBLT Engine 


The BitBLT engine may use any combination of these three different blocks of graphics data as operands, in both bit-wise 
logical operations to generate the actual data to be written to the destination, and in per-pixel write-masking to control the 
writing of data to the destination. It is intended that the BitBLT engine will perform these bit-wise and per-pixel operations 
on color graphics data that is at the same color depth as that to which the rest of the graphics system has been set. However, 
if either the source or pattern data is monochrome, the BitBLT engine has the ability to put either block of graphics data 
through a process called “color expansion” which converts monochrome graphics data to color. Since the destination is 
often a location in the on-screen portion of the frame buffer, it is assumed that any data already at the destination will be of 
the appropriate color depth. 
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E.2 Basic BitBLT Functional Considerations 


E.2.1 Color Depth Configuration and Color Expansion 


The graphics system can be configured for color depths of 1, 2, 4, 8, 16, 24, and 32 bits per pixel, while the BitBLT engine 
is intended to work with graphics data having a color depth of only 8, 16, or 24 bits per pixel. It is assumed that the BitBLT 
engine will not be used when the graphics system has been configured for a color depth that the BitBLT engine was not 
designed to support. In theory, it is possible to configure the BitBLT engine and graphics system for different color 
depths., but this is not a recommended practice. 


The configuration of the BitBLT engine for a given color depth dictates the number of bytes of graphics data that the 
BitBLT engine will read and write for each pixel while performing a BitBLT operation. It is assumed that any graphics data 
already residing at the destination which will be used as an input will already be at the color depth to which the BitBLT 
engine is configured. Similarly, it is assumed that any source or pattern data used as an input will have this same color 
depth, unless one or both is monochrome. If either the source or pattern data is monochrome, the BitBLT engine will 
perform a process called “color expansion” to convert such monochrome data to color at the color depth to which the 
BitBLT engine has been set. 


During “color expansion” the individual bits of monochrome source or pattern data that correspond to individual pixels are 
converted into 1, 2, or 3 bytes (whichever is appropriate for the color depth to which the BitBLT engine has been set). Ifa 
given bit of monochrome source or pattern data carries a value of 1, then the byte(s) of color data resulting from the 
conversion process will be set to carry the value of a specified foreground color. If a given bit of monochrome source or 
pattern data carries a value of 0, the resulting byte(s) will be set to the value of a specified background color. 


The BitBLT engine is configured for a color depth of 8, 16, or 24 bits per pixel through the BitBLT Configuration Register 
(XR20). Whether the source and pattern data are color or monochrome must be specified using bits 12 and 18, respectively, 
in the BitBLT Control Register (BRO4). Foreground and background colors for the color expansion of both monochrome 
source and pattern data may be specified using the Pattern/Source Expansion Foreground Color Register (BRO2) and the 
Pattern/Source Expansion Background Color Register (BRO1). Alternatively, depending upon the revision level of the 
graphics controller, and if bit 27 of the Monochrome Source Control Register (BRO3) is set to 1, the foreground and 
background colors used in the color expansion of monochrome source data may be specified independently of those used 
for the color expansion of monochrome pattern data by using the Source Expansion Foreground Color Register (BRO9) and 
the Source Expansion Background Color Register (BROA). 


E.2.2 Graphics Data Size Limitations 


The BitBLT engine is capable of transferring very large quantities of graphics data. Any graphics data read from and 
written to the destination is permitted to represent a number of pixels that occupies up to 8191 scan lines and up to 8191 
bytes per scan line at the destination. The maximum number of pixels that may be represented per scan line’s worth of 
graphics data depends on the color depth. 


Any source data used as an input must represent the same number of pixels as is represented by any data read from or 
written to the destination, and it must be organized so as to occupy the same number of scan lines and pixels per scan line. 
Despite these constraints, if the block of source data is received from the host CPU, it may be received as part of a much 
larger stream of data sent by the host CPU. The BitBLT engine may be programmed to skip over various quantities of bytes 
in a stream of data received from the host CPU in order to reach the bytes containing valid source data. 


The actual number of scan lines and bytes per scan line required to accommodate data read from or written to the 
destination are set in the Destination Width & Height Register (BRO8). These two values are essential in the programming 
of the BitBLT engine, because it uses these two values to determine when a given BitBLT operation has been completed. 
The act of writing a non-zero value for the height into this register is the signal to the BitBLT engine to begin performing 
the BitBLT operation for which it has been programmed. 
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E.2.3 Bit-Wise Operations 


The BitBLT engine can perform any one of 256 possible bit-wise operations using various combinations of the three 
previously described blocks of graphics data that the BitBLT engine can receive as input. These 256 possible bit-wise 
operations are designed to be compatible with the manner in which raster operations are specified in the standard BitBLT 
parameter block normally used in the Microsoft® Windows™ environment, without translation. 


The choice of bit-wise operation selects which of the three inputs will be used, as well as the particular logical operation to 
be performed on corresponding bits from each of the selected inputs. The BitBLT engine will automatically forego reading 
any form of graphics data that has not been specified as an input by the choice of bit-wise operation. An 8-bit code written 
to the BitBLT Control Register (BR04) chooses the bit-wise operation. Tables E-1(1-4) on the following pages list the 
available bit-wise operations and their corresponding 8-bit codes. 


Table E-1: Bit-Wise Operations and 8-bit Codes (00 - 3F) 


Code Value Written to Bits at Destination Code Value Written to Bits at Destination 


oe) 


P xor (S or (notD )) 


not( P or ( D and ( notS ))) 
not( P or (not( D or S ))) 


00 
01 
02 
04 
05 
07 
08 
0A 
OB 
0C 
0D 
OE 


P xor (S or (D xor P )) 


S 


not( S or ( D and ( notP ))) 
S xor (D or (PorS )) 
MOS SS ___iZN”ZHY—_—CIZZ.10 


notS 


RlReyeye 
BlLW]MO]e 


S xor (P or (D and S )) 
S xor (P or (not( D xor S ))) 


l 


P xor (D or (S and P )) 


id i—_ 
— nn 


1 
1 


= 
ies] 


Notes: S = Source Data 
P = Pattern Data 
D = Data Already Existing at the Destination 


1 


F 


10 
6 
8 
9 

1A 
C 
E 
F 


1 
1 
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Table E-2: Bit-Wise Operations and 8-bit Codes (40 - 7F) 


| 40 | Pand(Sand(notD)) E60 and (D xr S ) 
| 42 | (SxorDyand(PxorDy [—@ | Dxor(Sand (Prd) 
|. 266 ROnS = E. _S SS 
| 68 | not(D xor(S xor(Por(not(Dor$)))) | 
| 69 | not’ Pxor(DxorS)) 
| 6B | not(Pxor(Sxor(Dand(PorS)))) 
| 6D | not(Pxor(Dxor(Sand(PorD)))) 
Notes: S = Source Data 

P = Pattern Data 

D = Data Already Existing at the Destination 
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not( P and (D xorS )) D or (not( P and S )) 
Notes: S = Source Data 

P = Pattern Data 

D = Data Already Existing at the Destination 
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FA 


S or (not( D and P )) 


Notes: S = Source Data 
P = Pattern Data 
D = Data Already Existing at the Destination 


E.2.4 Per-Pixel Write-Masking Operations 


The BitBLT engine is able to perform per-pixel write-masking with various data sources used as pixel masks to constrain 
which pixels at the destination will actually be written to by the BitBLT engine. As shown in figure E-2-1, either 
monochrome source or monochrome pattern data may be used as pixel masks — neither color source nor color pattern data 
can be used. Another available pixel mask is derived by comparing a particular color to either the color already specified 
for a given pixel at the destination or the color that results from the bit-wise operation performed on the data received for a 
given pixel. 
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Figure E-2: Block Diagram and Data Paths of the BitBLT Engine 


Bits 13 and 17 of the BitBLT Control Register (BRO4) are used to select either the monochrome source or the monochrome 
pattern data as a pixel mask. When this feature is used, the bits in either the monochrome source or the monochrome pattern 
data that carry a value of 0 cause the bytes of the corresponding pixel at the destination to not be written to by the BitBLT 
engine, thereby preserving whatever data was originally carried within those bytes. This feature can be used in writing 
characters to the display, while also preserving the pre-existing backgrounds behind those characters. 


Bits 14 through 16 of the BitBLT Control Register (BRO4) can be set to select per-pixel write-masking with a mask based 
on the results of one of four possible color comparisons. Bit 14 is used to enable this form of write-masking. Bit 15 
chooses between two different comparisons of color values. Depending on the setting of bit 15, a comparison is made 
between the background color specified for use in the color expansion of monochrome source data and either the color 
already described by the bytes for the pixels at the destination or the color resulting from the bit-wise operation being 
performed during the BitBLT operation. Bit 16 chooses whether the bytes at the destination will be overwritten when the 
two compared values chosen by bit 15 are found to be equal or when they are found not to be equal. 
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E.2.5 When the Source and Destination Locations Overlap 


It is possible to have BitBLT operations in which the locations of the source and destination data overlap. This frequently 
occurs in BitBLT operations where a user is shifting the position of a graphical item on the display by only a few pixels. In 
these situations, the BitBLT engine must be programmed so that destination data is not written into destination locations that 
overlap with source locations before the source data at those locations has been read. Otherwise, the source data will 
become corrupted. 


Figure E-2 shows how the source data can be corrupted when a rectangular block is copied from a source location to an 
overlapping destination location. The BitBLT engine reads from the source location and writes to the destination location 
starting with the left-most pixel in the top-most line of both, as shown in step (a). As shown in step (b), corruption of the 
source data has already started with the copying of the top-most line in step (a) — part of the source that originally 
contained lighter-colored pixels has now been overwritten with darker-colored pixels. More source data corruption occurs 
as steps (b) through (d) are performed. At step (e), another line of the source data is read, but the two right-most pixels of 
this line are in the region where the source and destination locations overlap, and where the source has already been 
overwritten as a result of the copying of the top-most line in step (a). Starting in step (f), darker-colored pixels can be seen 
in the destination where lighter-colored pixels should be. This errant effect occurs repeatedly throughout the remaining 
steps in this BitBLT operation. As more lines are copied from the source location to the destination location, it becomes 
clear that the end result is not what was originally intended. 
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Destination 
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Figure E-2-1: Source Corruption in BitBLT with Overlapping Source and Destination Locations 


The BitBLT engine can alter the order in which source data is read and destination data is written when necessary to avoid 
source data corruption problems when the source and destination locations overlap. Bits 8 and 9 of the BitBLT Control 
Register (BRO4) provide the ability to change the point at which the BitBLT engine begins reading and writing data from 
the upper left-hand corner (the usual starting point) to one of the other three corners. In other words, through the use of 
these two bits, the BitBLT engine may be set to read data from the source and write it to the destination starting at any of the 
four corners of the panel. 
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Figure E-2-2: Correctly Performed BitBLT with Overlapping Source and Destination Locations 


Figure E-2-3 illustrates how this feature of the BitBLT engine can be used to perform the same BitBLT operation as was 
illustrated in Figure 2-2, while avoiding the corruption of source data. As shown in Figure 2-3, the BitBLT engine reads the 
source data and writes the data to the destination starting with the right-most pixel of the bottom-most line. By doing this, 
no pixel existing where the source and destination locations overlap will ever be written to before it is read from by the 
BitBLT engine. By the time the BitBLT operation has reached step (e) where two pixels existing where the source and 
destination locations overlap are about to be overwritten, the source data for those two pixels has already been read. 
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Figure E-2-3: Suggested Starting Points for Possible Source and Destination Overlap Situations 


Figure E-2-4 shows the recommended lines and pixels to be used as starting points in each of 8 possible ways in which the 
source and destination locations may overlap. In general, the starting point should be within the area in which the source 
and destination overlap. 
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E.3 Basic Graphics Data Considerations 


E.3.1 Contiguous vs. Discontiguous Graphics Data 


Graphics data stored in memory, particularly in the frame buffer of a graphics system, has organizational characteristics that 
often distinguish it from other varieties of data. The main distinctive feature is the tendency for graphics data to be 
organized in a discontiguous block of graphics data made up of multiple sub-blocks of bytes, instead of a single contiguous 


block of bytes. 


(639, 0) \ 


270F8h 
28100h 
28108h 


(256, 256 (261, 256) 
¢ 256th Scan Line 


Note: Drawing is Not to Scale 


Figure E-3-1: Representation of On-Screen Single 6-Pixel Line in the Frame Buffer 


Figure E-3-1 shows an example of contiguous graphics data — a horizontal line made up of six adjacent pixels within a 
single scan line on a display with a resolution of 640x480. Presuming that the graphics system driving this display has been 
set to 8 bits per pixel, and that the frame buffer’s starting address of Oh corresponds to the upper left-most pixel of this 
display, then the six pixels that make this horizontal line starting at coordinates (256, 256) would occupy six bytes starting 
at frame buffer address 28100h, and ending at address 28105h. 

In this case, there is only one scan line’s worth of graphics data in this single horizontal line, so the block of graphics data 


for all six of these pixels exists as a single, contiguous block comprised of only these six bytes. The starting address and the 
number of bytes are the only pieces of information that a BitBLT engine would require to read this block of data. 
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The simplicity of the above example of a single horizontal line contrasts sharply to the example of discontiguous graphics 
data depicted in Figure E-3-2. The simple six-pixel line of Figure E-6 is now accompanied by three more six-pixel lines 
placed on subsequent scan lines, resulting in the 6x4 block of pixels shown. 


270F8h 
28100h 
28108h 


28378h 
28380h 
256th Scan Line 28388h 
257th Scan Line 
258th Scan Line 
259th Scan Line 285F8h 
28600h 
28608h 


28878h 


\@. 479) 28880h 
28888h 


Note: Drawing is Not to Scale 


Figure E-3-2: Representation of On-Screen 6x4 Array of Pixels in the Frame Buffer 


Since there are other pixels on each of the scan lines on which this 6x4 block exists that are not part of this 6x4 block, what 
appears to be a single 6x4 block of pixels on the display must be represented by a discontiguous block of graphics data 
made up of 4 separate sub-blocks of six bytes apiece in the frame buffer at addresses 28100h, 28380h, 28600h, and 28880h. 
This situation makes the task of reading what appears to be a simple 6x4 block of pixels more complex. However, there are 
two characteristics of this 6x4 block of pixels that help simplify the task of specifying the locations of all 24 bytes of this 
discontiguous block of graphics data: all four of the sub-blocks are of the same length, and the four sub-blocks are 
separated from each other at equal intervals. 


The BitBLT engine was designed to make use of these characteristics of graphics data to simplify the programming required 
to handle discontiguous blocks of graphics data. For such a situation, the BitBLT engine requires only four pieces of 
information: the starting address of the first sub-block, the length of a sub-block, the offset (in bytes) of the starting address 
of each subsequent sub-block, and the quantity of sub-blocks. 
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E.3.2 Source Data 


The source data may either exist in the frame buffer where the BitBLT engine may read it directly, or it may be provided to 
the BitBLT engine by the host CPU. The block of source graphics data may be either contiguous or discontiguous, and may 
be either in color (with a color depth that matches that to which the BitBLT engine has been set) or monochrome. 


Bit 10 of the BitBLT Control Register (BR04) specifies whether the source data exists in the frame buffer or is provided by 
the CPU. Having the source data in the frame buffer will result in increased performance since the BitBLT engine will be 
able to access it directly without involving the host CPU. 


If the source data resides within the frame buffer, then the Source Address Register (BR06) is used to specify the address of 
the source data as an offset from the beginning of the frame buffer at which the block of source data begins. However, if the 
host CPU provides the source data, then this register takes on a different function and the three least-significant bits of the 
Source Address Register (BRO6) can be used to specify a number of bytes that must be skipped in the first quadword 
received from the host CPU to reach the first byte of valid source data. 


In cases where the host CPU provides the source data, it does so by writing the source data to the BitBLT data port, a 64KB 
memory space on the host bus. There is no actual memory allocated to this memory space, so any data that is written to this 
location cannot be read back. This memory space is simply a range of memory addresses that the BitBLT engine’s address 
decoder watches for the occurrence of any memory writes. The BitBLT engine loads all data written to any memory 
address within this memory space in the order in which it is written, regardless of the specific memory address to which it is 
written and uses that data as the source data in the current BitBLT operation. The block of bytes sent by the host CPU to 
this data port must be quadword-aligned, although the source data contained within the block of bytes does not need to be 
aligned. As mentioned earlier, the least significant three bits of the Source Address Register (BR06) are used to specify the 
number of bytes that must be skipped in the first quadword to reach the first byte of valid source data. 


To accommodate discontiguous source data, the Source and Destination Offset Register (BROO) can be used to specify the 
offset in bytes from the beginning of one scan line’s worth source data to the next. Otherwise, if the source data is 
contiguous, then an offset equal to the length of a scan line’s worth of source data should be specified. 
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E.3.3 Monochrome Source Data 


Bit 12 of the BitBLT Control Register (BRO4) specifies whether the source data is color or monochrome. Since 
monochrome graphics data only uses one bit per pixel, each byte of monochrome source data typically carries data for 8 
pixels which hinders the use of byte-oriented parameters when specifying the location and size of valid source data. Some 
additional parameters must be specified to ensure the proper reading and use of monochrome source data by the BitBLT 
engine. The BitBLT engine also provides additional options for the manipulation of monochrome source data versus color 
source data. 


The various bit-wise logical operations and per-pixel write-masking operations were designed to work with color data. In 
order to use monochrome data, the BitBLT engine converts it into color through a process called color expansion, which 
takes place as a BitBLT operation is performed. In color expansion, the single bits of monochrome source data are 
converted into one, two, or three bytes (depending on the color depth to which the BitBLT engine has been set) of color 
data that are set to carry value corresponding to either the foreground or background color that have been specified for use 
in this conversion process. If a given bit of monochrome source data carries a value of 1, then the byte(s) of color data 
resulting from the conversion process will be set to carry the value of the foreground color. If a given bit of monochrome 
source data carries a value of 0, then the resulting byte(s) will be set to the value of the background color. The foreground 
and background colors used in the color expansion of monochrome source data can be set in the Pattern/Source Expansion 
Foreground Color Register (BRO2) and the Pattern/Source Expansion Background Color Register (BRO1), in which case 
these colors will be the same colors as those used in the color expansion of monochrome pattern data. However, it is also 
possible to set the colors for the color expansion of monochrome source data independently of those set for the color 
expansion of monochrome pattern data by using the Source Expansion Foreground Color Register (BROA) and the Source 
Expansion Background Color Register (BRO9). Bit 27 in the BitBLT Monochrome Source Control Register (BRO3) is used 
to select between one or the other of these two sets of registers. 


The BitBLT engine requires that the alignment of each scan line’s worth of monochrome source data be specified. In other 
words, whether each scan line’s worth of monochrome source data can be assumed to start on quadword, doubleword, word, 
or byte boundaries, or that it cannot be assumed to start on any such boundary must be specified using bits 26-24 of the 
Monochrome Source Control Register (BRO03). 


The BitBLT engine also provides various clipping options for use with monochrome source data. Bits 21-16 of the 
Monochrome Source Control Register (BRO3) allow the BitBLT engine to be programmed to skip up to 63 of the 64 bits in 
the first quadword of a block of monochrome source data to reach the first bit of valid source data. Depending on the width 
of the block of pixels represented by the monochrome source data, this option can also be used to implement a way of 
clipping the monochrome source data from the top. Bits 5-0 of this register allow up to 63 of the 64 bits in the first 
quadword in each scan line’s worth of monochrome source data to be skipped to reach the first bit of valid source data in 
each scan line’s worth. This option can be used to implement the clipping of each scan line’s worth of monochrome source 
data from the left. Bits 13-8 of this register provides similar functionality for clipping monochrome source data from the 
right. 
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E.3.4 Pattern Data 


The pattern data must exist within the frame buffer where the BitBLT engine may read it directly. The host CPU cannot 
provide the pattern data to the BitBLT engine. As shown in Figure E-3-3, the block of pattern graphics data always 
represents a block of 8x8 pixels. The bits or bytes of a block of pattern data may be organized in the frame buffer memory 
in only one of four ways, depending upon its color depth which may be 8, 16, or 24 bits per pixel (whichever matches the 
color depth to which the BitBLT engine has been set), or monochrome. 
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Figure E-3-3: Pattern Data -- Always an 8x8 Array of Pixels 


The Pattern Address Register (BROS) is used to specify the address of the pattern data as an offset from the beginning of the 
frame buffer at which the block of pattern data begins. The three least significant bits of the address written to this register 
are ignored, because the address must be in terms of quadwords. This is because the pattern must always be located on an 
address boundary equal to its size. Monochrome patterns take up 8 bytes, or a single quadword of space, and therefore, 
must be located on a quadword boundary. Similarly, color patterns with color depths of 8 and 16 bits per pixel must start on 
64-byte and 128-byte boundaries, respectively. Color patterns with color depths of 24 bits per pixel must start on 256-byte 
boundaries, despite the fact that the actual color data fills only 3 bytes per pixel. Figures E-3-4, E-3-5, E-3-6, and E-3-7 
show how monochrome, 8bpp, 16bpp, and 24bpp pattern data , respectively, is organized in memory. 


48 47 40 39 32 31 24 23 


Figure E-3-4: Monochrome Pattern Data -- Occupies a Single Quadword 
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Figure E-3-5: 8bpp Pattern Data -- Occupies 64 Bytes (8 Quadwords) 
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Figure E-3-6: 16bpp Pattern Data -- Occupies 128 Bytes (16 Quadwords) 
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Figure E-3-7: 24bpp Pattern Data -- Occupies 256 Bytes (32 Quadwords) 


As is shown in Figure E-3-7, there are four bytes allocated for each pixel on each scan line’s worth of pattern data, which 
allows each scan line’s worth of 24bpp pattern data to begin on a 32-byte boundary. The extra (“fourth”) unused bytes of 
each pixel on a scan line’s worth of pattern data are collected together in the last 8 bytes (the last quadword) of each scan 
line’s worth of pattern data. 


Bit 18 of the BitBLT Control Register (BRO4) specifies whether the pattern data is color or monochrome. The various bit- 
wise logical operations and per-pixel write-masking operations were designed to work with color data. In order to use 
monochrome pattern data, the BitBLT engine is designed to convert it into color through a process called “color expansion” 
which takes place as a BitBLT operation is performed. In color expansion, the single bits of monochrome pattern data are 
converted into one, two, or three bytes (depending on the color depth to which the BitBLT engine has been set) of color 
data that are set to carry values corresponding to either the foreground or background color that have been specified for use 
in this process. The foreground color is used for pixels corresponding to a bit of monochrome pattern data that carry the 
value of 1, while the background color is used where the corresponding bit of monochrome pattern data carries the value of 
0. The foreground and background colors used in the color expansion of monochrome pattern data can be set in the 
Pattern/Source Expansion Foreground Color Register (BRO2) and Pattern/Source Expansion Background Color Register 
(BRO1). Depending upon the setting of bit 27 in the Monochrome Source Control Register (BRO3), these same two 
registers may also specify the foreground and background colors to be used in the color expansion of the source data. 
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E.3.5 Destination Data 


There are actually two different types of “destination data”: the graphics data already residing at the location that is 
designated as the destination, and the data that is to be written into that very same location as a result of a BitBLT operation. 


The location designated as the destination must be within the frame buffer where the BitBLT engine can read from it and 
write to it directly. The blocks of destination data to be read from and written to the destination may be either contiguous or 
discontiguous. All data written to the destination will have the color depth to which the BitBLT engine has been set. It is 
presumed that any data already existing at the destination which will be read by the BitBLT engine will also be of this same 
color depth — the BitBLT engine neither reads nor writes monochrome destination data. 


The Destination Address Register (BRO7) is used to specify the address of the destination as an offset from the beginning of 
the frame buffer at which the destination location begins. 


To accommodate discontiguous destination data, the Source and Destination Offset Register (BROO) can be used to specify 
the offset in bytes from the beginning of one scan line’s worth of destination data to the next. Otherwise, if the destination 
data is contiguous, then an offset equal to the length of a scan line’s worth of destination data should be specified. 
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E.4. BitBLT Programming Examples 


E.4.1 Pattern Fill -- A Very Simple BitBLT 


In this example, a rectangular area on the screen is to be filled with a color pattern stored as pattern data in off-screen 
memory. The screen has a resolution of 1024x768 and the graphics system has been set to a color depth of 8 bits per pixel. 


| S| 20080h 
+--+} 20088h 


jee 128) geo 128) 


|__| 200A8h 


Rectangular : r {| | | | [ [ JT | 200B0n 


Area to be 
Filled : Scan lines 128 through 191 


(Destination) : ‘ 


(128, 191) (191, 191) 


Note: Drawing is Not to Scale 


Figure E-4-1: On-Screen Destination for Example Pattern Fill BitBLT 


As shown in Figure E-4-1, the rectangular area to be filled has its upper left-hand corner at coordinates (128, 128) and its 
lower right-hand corner at coordinates (191, 191). These coordinates define a rectangle covering 64 scan lines, each scan 
line’s worth of which is 64 pixels in length — in other words, an array of 64x64 pixels. Presuming that the pixel at 
coordinates (0, 0) corresponds to the byte at address 00h in the frame buffer memory, the pixel at (128, 128) corresponds to 
the byte at address 20080h. 
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Pattern Data 
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Figure E-4-2: Pattern Data for Example Pattern Fill BitBLT 


As shown in Figure E-4-2, the pattern data occupies 64 bytes starting at address 100000h. As always, the pattern data 
represents an 8x8 array of pixels. 


Before programming the BitBLT engine in any way, bit 0 of the BitBLT Configuration Register (XR20) or bit 31 of the 
BitBLT Control Register (BRO04) should be checked to see if the BitBLT engine is currently busy. The BitBLT engine 
should not be programmed in any way until all BitBLT operations are complete and the BitBLT engine is idle. Once the 
BitBLT engine is idle, programming the BitBLT engine for the operation in this example should begin by making sure that 
the BitBLT Configuration Register (XR20) is set to 00h, in order to specify a color depth of 8 bits per pixel and enable 
normal operation. 


The BitBLT Control Register (BR04) is used to select the features to be used in this BitBLT operation, and must be 
programmed carefully. Bits 22-20 should be set to 0 to select the top-most horizontal row of the pattern as the starting row 
used in drawing the pattern starting with the top-most scan line covered by the destination. Since actual pattern data will be 
used, bit 19 should be set to 0. The pattern data is in color with a color depth of 8 bits per pixel, so bits 18 and 17 should 
also be set to 0. Since this BitBLT operation does not use per-pixel write-masking, bits 16-13 should be set to 0. Bit 12 
should be set to 0 to ensure that the settings in the Monochrome Source Control Register (BRO3) will have no effect on this 
BitBLT operation. The setting of bits 10-8 do not affect this BitBLT operation, since source data is not used. Therefore, 
these bits might as well be set to zero as a default. Finally, bits 7-0 should be programmed with the 8-bit value of FOh to 
select the bit-wise logical operation in which a simple copy of the pattern data to the destination takes place. Selecting this 
bit-wise operation in which no source data is used as an input causes the BitBLT engine to automatically forego either 
reading source data from the frame buffer or waiting for the host CPU to provide it. 


Bits 28-16 of the Source and Destination Offset Register (BROO) must be programmed with number of bytes in the interval 
from the start of one scan line’s worth of destination data to the next. Since the color depth is 8 bits per pixel and the 
horizontal resolution of the display is 1024, the value to be programmed into these bits is 400h, which is equal to the 
decimal value of 1024. Since this BitBLT operation does not use source data, the BitBLT engine ignores bits 12-0. 


Bits 22-3 of the Pattern Address Register (BROS) must be programmed with the address of the pattern data. This address is 
specified as an offset from the beginning of the frame buffer where the pattern data begins. In this case, the address is 
100000h. 


Similarly, bits 22-0 of the Destination Address Register (BRO7) must be programmed with the address of the destination, 
i.e., the offset from the beginning of the frame buffer of the byte at the destination that will be written to first. In this case, 
the address is 20080h, which corresponds to the byte representing the pixel at coordinates (128, 128). 
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This BitBLT operation does not use the values in the Pattern/Source Expansion Background Color Register (BRO1), the 
Pattern/Source Expansion Foreground Color Register (BRO2), the Monochrome Source Control Register (BRO3), the 
Source Address Register (BRO6), the Source Expansion Background Color Register (BRO9), or the Source Expansion 
Foreground Color Register (BROA). 


The Destination Width and Height Register (BRO8) must be programmed with values that describe to the BitBLT engine the 
64x64 pixel size of the destination location. Bits 28-16 should be set to carry the value of 40h, indicating that the 
destination location covers 64 scan lines. Bits 12-0 should be set to carry the value of 40h, indicating that each scan line’s 
worth of destination data occupies 64 bytes. The act of writing a non-zero value for the height to the Destination Width and 
Height Register (BRO8) is what signals the BitBLT engine to begin performing this BitBLT operation. Therefore, it is 
important that all other programming of the BitBLT registers be completed before this is done. 
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Figure E-4-3: Results of Example Pattern Fill BitBLT 


Figure E-4-3 shows the end result of performing this BitBLT operation. The 8x8 pattern has been repeatedly copied 
(“tiled’’) into the entire 64x64 area at the destination. 
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E.4.2 Drawing Characters Using a Font Stored in System Memory 


In this example BitBLT operation, a lowercase letter “f’ is to be drawn in black on a display with a gray background. The 
resolution of the display is 1024x768, and the graphics system has been set to a color depth of 8 bits per pixel. 
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Figure E-4-4: On-Screen Destination for Example Character Drawing BitBLT 


Figure E-4-4 shows the display on which this letter “f’ is to be drawn. As shown in this figure, the entire display has been 
filled with a gray color. The letter “f’ is to be drawn into an 8x8 region on the display with the upper left-hand corner at the 
coordinates (128, 128). 


Source Data 


63 56 55 48 47 40 39 32 31 24 23 1615 87 0 


00000000, | 00010000 | 00010000 | 00111100 | 00010000 | 00010000 | 00001100 | 00000000, 


(0, 7) (7, 7) (7, 0) (0, Q) 


Figure E-4-5; Source Data in System Memory for Example Character Drawing BitBLT 


Figure E-4-5 shows both the 8x8 pattern making up the letter “f’ and how it is represented somewhere in the host’s system 
memory — the actual address in system memory is not important. The letter “f’ is represented in system memory by a 
block of monochrome graphics data that occupies 8 bytes. Each byte carries the 8 bits needed to represent the 8 pixels in 
each scan line’s worth of this graphics data. This type of pattern is often used to store character fonts in system memory. 
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During this BitBLT operation, the host CPU will read this representation of the letter “f’ from system memory, and write it 
to the BitBLT engine by performing memory writes to the BitBLT data port. The BitBLT engine will receive this data from 
the host CPU and use it as the source data for this BitBLT operation. The BitBLT engine will be set to the same color depth 
as the graphics system — 8 bits per pixel, in this case. Since the source data in this BitBLT operation is monochrome, color 
expansion must be used to convert it to an 8 bpp color depth. To ensure that the gray background behind this letter “f’ is 
preserved, per-pixel write masking will be performed, using the monochrome source data as the pixel mask. 


As in the example of the pattern fill BitBLT operation, the first step before programming the BitBLT engine in any way is to 
check either bit 0 of the BitBLT Configuration Register (XR20) or bit 31 of the BitBLT Control Register (BRO4) to see if 
the BitBLT engine is currently busy. After waiting until the BitBLT engine is idle, programming the BitBLT engine should 
begin by making sure that the BitBLT Configuration Register (XR20) is set to OOh, to specify a color depth of 8 bits per 
pixel and to enable normal operation. 


The BitBLT Control Register (BR04) is used to select the features to be used in this BitBLT operation. Since pattern data 
is not required for this operation, the BitBLT engine will ignore bits 22-17, however as a default, these bits can be set to 0. 
Since monochrome source data will be used as the pixel mask for the per-pixel write-masking operation used in this BitBLT 
operation, bits 16-14 must be set to 0, while bit 13 should be set to 1. Bit 12 should be set to 1, to specify that the data 
source is monochrome. Bit 10 also should be set to 1, to indicate that the source data will be provided by the host CPU. 
Presuming that the host CPU will provide the source data starting with the byte that carries the left-most pixel on the top- 
most scan line’s worth of the source data, bits 9 and 8 should both be set to 0. Finally, bits 7-0 should be programmed with 
the 8-bit value CCh to select the bit-wise logical operation that simply copies the source data to the destination. Selecting 
this bit-wise operation in which no pattern data is used as an input, causes the BitBLT engine to automatically forego 
reading pattern data from the frame buffer. 


Unlike the earlier example of a pattern fill BitBLT operation where the Monochrome Source Control Register (BRO3) was 
entirely ignored, several features of this register will be used in this BitBLT operation. Bit 27 of this register will be set to 
0, thereby selecting the Pattern/Source Expansion Foreground Color Register (BRO2) to specify the color with which the 
letter “f’ will be drawn. This example assumes that the source data will be sent in one quadword that will be quadword- 
aligned. Therefore, bits 26, 25, and 24, which specify alignment should be set to 1, 0, and 1, respectively. Since clipping 
will not be performed in this BitBLT operation, bits 21-16, 13-8, and 5-0 should all be set to 0. 


Bits 28-16 of the Source and Destination Offset Register (BROO) must be programmed with a value equal to number of 
bytes in the interval between the first bytes of each adjacent scan line’s worth of destination data. Since the color depth is 8 
bits per pixel and the horizontal resolution of the display is 1024 pixels, the value to be programmed into these bits is 400h, 
which is equal to the decimal value of 1024. Since the source data used in this BitBLT operation is monochrome, the 
BitBLT engine will not use a byte-oriented offset value for the source data. Therefore, bits 12-0 will be ignored. 


Since the source data is monochrome, color expansion is required to convert it to color with a color depth of 8 bits per pixel. 
Since the Pattern/Source Expansion Foreground Color Register (BRO2) was selected to specify the foreground color of 
black to be used in drawing the letter “f’, this register must be programmed with the value for that color. With the graphics 
system set for a color depth of 8 bits per pixel, the actual colors are specified in the RAMDAC palette, and the 8 bits stored 
in the frame buffer for each pixel actually specify the index used to select a color from that palette. This example assumes 
that the color specified at index OOh in the palette is black, and therefore bits 7-0 of this register should be set to 00h to 
select black as the foreground color. The BitBLT engine ignores bits 23-8 of this register because the selected color depth 
is 8 bits per pixel. Even though the color expansion being performed on the source data normally requires that both the 
foreground and background colors be specified, the value used to specify the background color is not important in this 
example. Per-pixel write-masking is being performed with the monochrome source data as the pixel mask, which means 
that none of the pixels in the source data that will be converted to the background color will ever be written to the 
destination. Since these pixels will never be seen, the value programmed into the Pattern/Source Expansion Background 
Color Register (BRO1) to specify a background color is not important. 
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Since the CPU is providing the source data, and this source data is monochrome, the BitBLT engine ignores all of bits 22-0 
of the Source Address Register (BR06). 


Bits 22-0 of the Destination Address Register (BRO7) must be programmed with the address of the destination data. This 
address is specified as an offset from the start of the frame buffer of the pixel at the destination that will be written to first. 
In this case, the address is 20080h, which corresponds to the byte representing the pixel at coordinates (128, 128). 


This BitBLT operation does not use the values in the Pattern Address Register (BRO5), the Source Expansion Background 
Color Register (BRO9), or the Source Expansion Foreground Color Register (BROA). 


The Destination Width and Height Register (BRO8) must be programmed with values that describe to the BitBLT engine the 
8x8 pixel size of the destination location. Bits 28-16 should be set to carry the value of 8h, indicating that the destination 
location covers 8 scan lines. Bits 12-0 should be set to carry the value of 8h, indicating that each scan line’s worth of 
destination data occupies 8 bytes. As mentioned in the previous example, the act of writing a non-zero value for the height 
to the Destination Width and Height Register (BR08) provides the BitBLT engine with the signal to begin performing this 
BitBLT operation. Therefore, it is important that all other programming of the BitBLT engine registers be completed 
before this is done. 
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Figure E-4-6: Results of Example Character Drawing BitBLT 


Figure E-4-6 shows the end result of performing this BitBLT operation. Only the pixels that form part of the actual letter 
“f? have been drawn into the 8x8 destination location on the display, leaving the other pixels within the destination with 
their original gray color. 
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